Google 



This is a digital copy of a book that was preserved for generations on library shelves before it was carefully scanned by Google as part of a project 

to make the world's books discoverable online. 

It has survived long enough for the copyright to expire and the book to enter the public domain. A public domain book is one that was never subject 

to copyright or whose legal copyright term has expired. Whether a book is in the public domain may vary country to country. Public domain books 

are our gateways to the past, representing a wealth of history, culture and knowledge that's often difficult to discover. 

Marks, notations and other maiginalia present in the original volume will appear in this file - a reminder of this book's long journey from the 

publisher to a library and finally to you. 

Usage guidelines 

Google is proud to partner with libraries to digitize public domain materials and make them widely accessible. Public domain books belong to the 
public and we are merely their custodians. Nevertheless, this work is expensive, so in order to keep providing tliis resource, we liave taken steps to 
prevent abuse by commercial parties, including placing technical restrictions on automated querying. 
We also ask that you: 

+ Make non-commercial use of the files We designed Google Book Search for use by individuals, and we request that you use these files for 
personal, non-commercial purposes. 

+ Refrain fivm automated querying Do not send automated queries of any sort to Google's system: If you are conducting research on machine 
translation, optical character recognition or other areas where access to a large amount of text is helpful, please contact us. We encourage the 
use of public domain materials for these purposes and may be able to help. 

+ Maintain attributionTht GoogXt "watermark" you see on each file is essential for in forming people about this project and helping them find 
additional materials through Google Book Search. Please do not remove it. 

+ Keep it legal Whatever your use, remember that you are responsible for ensuring that what you are doing is legal. Do not assume that just 
because we believe a book is in the public domain for users in the United States, that the work is also in the public domain for users in other 
countries. Whether a book is still in copyright varies from country to country, and we can't offer guidance on whether any specific use of 
any specific book is allowed. Please do not assume that a book's appearance in Google Book Search means it can be used in any manner 
anywhere in the world. Copyright infringement liabili^ can be quite severe. 

About Google Book Search 

Google's mission is to organize the world's information and to make it universally accessible and useful. Google Book Search helps readers 
discover the world's books while helping authors and publishers reach new audiences. You can search through the full text of this book on the web 

at |http: //books .google .com/I 






I 



WHITNEY LIBRARY, 
HARVARD UNIVERSITY. 



QfJ 



THE GIFT OF 
J. D. WHITNEY, 

SMrgu Hoegttr PrcfaiOT 



MUSEUH OF 00MFASATI7E ZOOLOOT 



w ^ ^ -^ t.\e >^ty,r\i. 



s-C. '^i::;cES lierary 



With the Complimerits of 

L C. WHITE, 

W. Va. University, 

Morgantoien, W. Va. 



APR 26 1924 



/ 



GEOLOGICAL SURVEY OF PEiNNSYLVANIA: 

1875. 



REPORT OF PROGRESS 



IN THB 



BEAVER RIVER DISTRICT 



OF THB 



BITUMINOUS COAL-FIELDS 



OF 



WESTERN PENNSYLVANIA, 



I. C. WHITE. 



^ ILLUSTRATED 

WITH THREE GEOLOGICAL MAPS OF 
PARTS OF BEAVER, BUTLER AND ALLEGHENY COUNTIES, 

AND 
21 PLATES OF VERTICAL SECTIONS. 



HARRISBURG: 

PUBLISHED BY THE BOARD OF COMMISSION^EBS 
FOB THX 8XOOKD OSOLOGIOAL SUBVXT. 

1878. 

e 



Entered, for the Commonwealth of Pennsylyania, in the year 1877, aooording 

to acts of Congress, 
I By JOHN B. PEARSE, 

Sscretctry of the Board of Commissioners of Oeological Survey y 

In the office of the Librarian of Congress, at 

Washinqton, D. C. 



stereotyped and printed by 

LANE S. HART, SUte Printer, 

Harrlsbnrg, Pa. 



ASSISTANT GEOLOGISTS. 

Pbbsifor Fbazeb, Jr. — Geologist in oharge of the Survey of York, Adams, 
and Lancaster. 

A. E. Lehman — Topographioal Assistant, surveying the South Mountains. 

Frederick Prime, Jr.— Geologist in oharge of the Survey of Lehigh, North- 
ampton, Berks, and Lebanon. 

A. P. Berlin— Topographi(3al Assistant, surveying the Limestone Valley and 
Reading Mountains. 

John H. Dewees — (Geologist in charge of the Survey of the Fossil Ore belts 
of the Juniata country. 

Franklin PiiAtt— Geologist in charge of the Survey of Clearfield, Jefferson, 
bambria, Somerset, Armstrong, Blair, 4fcc., &jg. 

W. G. PukTT — Geological Assistant in Cambria, Somerset, and Indiana. 

R. H. Sanders— Topographical Assistant in Blair, Somerset, Cumberland, <ftc. 

J. J. Stevenson — Geologist in diarge of the Survey of Greene, Washington, 
Fayette, and Westmoreland. 

L C. White — ^Geologistinchargeof the Survey of Beaver, Lawrence, Mercer, 
&c 

J. F. Oarll — Geologist in charge of the Survey of the Oil Regions. 

H. M. Chance — ^Geological Assistant for the Survey of the Water. Gaps, and 
in Butler, Beaver, Mercer, Warren, &G. 

C. A. AsHBURNBR — ^Geological Assistant in Mifflin and Blair, and in cliarge of 
the Survey of McKean, Elk^ and Forest. 

C. E. BiLLiN — Geological Assistant in Mifflin and Blair, and in charge of tlie 
Survey of the Seven Moimtains, dto. 

Andrew Sherwood — Geologist in charge of the Survey of Bradford, Tioga, 
Potter, Lycoming, Sullivan, and Wyoming. 

F. A. Genth — Chemist and Mineralogist at Philadelphia. 

A. S. McCreath— Chemist, in charge of the Laboratory of the Survey, 223 

Market street. Harrisburg. 
C. £. Hall— Fossil Zodlogis% in charge of the Museum. 
Leo Lesqubreux— Fossil Botanist, Columbus, Ohio. 
£. B. HARDEN^In charge of Illustrations for the Reports, 1008 Clinton street, 

PhUadelphia. 
Charles Allen — In charge of the Collection of Records of Railroad and 

other Levels, Harrisburg. 
F. W. Forma n— Clerk in charge of the Distribution of Reports from the rooms 

of the Board, 223 Market street, Harrisburg. 



BOARD OF COMMISSIONERS. 



nm 



His ExceUency, JOHN F. HARTRANFT, Governor, 

and e9-cffieto President of the Board, HarrlBbarg 

Ario Pardee, Hazleton. 

William A. Ingham, Philadelphia. 

Henry S. Eckert, Reading. 

Henry MoCormick, Harrisburg. 

James Maofarlane, Towanda. 

John B. Pearse, Philadelphia. 

Robert Y. Wilson, M. D., Clearfleld. 

Hon. Daniel J. Morrell, Johnstown. 

Henry W. Oliver, Pittsburg. 

Samuel Q. Brown, Pleasantville. 



4» 



SECRETARY OF THE BOARD. 
John B. Pearse, Philadelphia. 



4» 



STATE GEOLOGIST. 
Petek Lesley, Philadelphia. 



TABLE OF CONTENTS. 



Letter from Professor I. C. White, iv 

Preface by J. P. Lesley, ix 

Description of a fossil fungus in the Darlington 
Shales, by Leo Lesquereux, xlvii 

PART I. — Geneeal Geology of the District. 

Chapter I. Topography and soil, . . . . 1 

Chapter II. Drift ; terraces ; buried river channels, 9 

Chapter III. Anticlinals, . . ... 19 

Chapter IV. Upper Productive Coal Series, . . 21 

Chapter Y. The Barren- Measures, .... 23 

Chapter VI. Lower Productive Coal Series, . . 39 

Chapter VIL The Beaver River Group, (No. XII,) 65 

PART n. — Detailed Geology by Townships. 

Chapter Vin. Butler County, ... .73 

1. Cranberry township, 73 

2. Adams township, 75 

3. Middlesex township, 78 

4. Clinton township, 82 

5. Buffalo township, 87 

6. Winfield township, 91 

7. Jefferson township, 97 

8. Penn township, 100 

9. Forward township, 104 

10. Jackson township, 112 

11. Lancaster township, . . . . . . 118 

12. Connoquenessing township, .... 123 

13. Butler township, 127 

14. Summit township, 132 

15. Clearfield township, 136 



Vi Q. TABLE OF CONTENTS. 

O'lAPTER IX. Allegheny County, .... 141 

• 16. Pawn township, • 141 

17. East Deer township, 146 

18. West Deer township, 149 

19. Indiana township, 162 

20. Shaler township, 155 

21. Hampton to>vnship, 158 

22. Richland township, 162 

23. Reserve and McClure townships, . . . 163 

24. Ross township, 166 

26. McCandless township, 167 

26. Pine township, 170 

27. Marshall township, 171 

28. Pranklin township, 172 

29. Ohio township, 174 

30. Sewickley township, 177 

< liAPTER X. Beaver County, 179 

31. Economy township, 179 

32. New Sewickley township, 186 

38. Rochester, 190 

34. Pulaski township, 193 

36. North Sewickley township, .... 203 

36. Marion township, 214 

37. Pranklin township, 216 

38. Big Beaver township, 222 

39. Darlington township, 230 

40. South Beaver township, * . . . . 338 

41. Chippewa township, 243 

42. Patterson township, 247 

43. Brighton township, . . . . • . . 251 

44. Industry township, 269 

46. Ohio township, 262 

List of Plates, and arrangement of sections. 
List of Sections, as they occur in the text, . 
Indexes, geographical, geological, and personal, 



MoBGAirrowN, West Virginia, May ^5, 1877. 
Professor J. P. Lesley, Staie Oeologist : 

Deab Sib : I have the honor to submit the following de- 
tailed report of my work during the season of 1876, cover- 
ing portions of the counties of Beaver, Butler, and Alle- 
gheny, in the State of Pennsylvania. 

During the first part of the season, I was engaged in 
making examinations along the Pennsylvania and Ohio 
State line, from Smith's Ferry, on the Ohio river, north to 
Jamestown, on the north line of Mercer county, for the 
purpose of connecting and harmonizing the lately published 
carboniferous geology of Eastern Ohio, with the results of 
our surveys in Pennsylvania. In this work I think I have 
been entirely successful ; but, at your suggestion, I post- 
pone my report of it, in order to include it in my report for 
1877 on the geology of Lawrence county. 

I have been placed under many obligations, and take this 
opportunity to express my thanks for many favors received 
on behalf of the Survey, from Mr. I. F. Mansfield of Can- 
nelton; from Judge Chamberlin and Mr. Mendenhall of 
New Brighton ; from Mr. W. C. Bell of Sharon ; from Mr. 
J. A. Herron of Allegheny ; from Mr. J. W. Ramsey of 
Beaver Falls, and others. 

Very resi)ectfully, 

Tour obedient servant, 

L 0. WHITB. 



PREFACE 

TO REPORT OF PROGRESS Q 



§ 1. In presenting this Volume of the Reports of the 
Progress of the Second Geological Survey of Pennsylvania 
to the Honorable Board of Commissioners of the Sur- 
vey, for their approval and publication, I desire to invite 
their attention to the thoroughness with which its author, 
Professor I. C. White, has accomplished the task assigned 
to him as Assistant Geologist, in charge of the survey of 
the district lying north of the Ohio River and between 
Pittsburgh and the Ohio State Line. 

The present report describes the geology of parts of three 
counties. Southern Butler, Northern Allegheny, and North- 
em Beaver. 

Southern Beaver was described by Mr. White, in Prof. 
Stevenson's Report K, on Greene and Washington. See 
pages 336 to 349. 

Southern All^hany was described by Prof. Stevenson in 
Report K. See pages 296 to 349. 

Eastern Alleghany was described by Prof. Stevenson in 
Report KK, on Westmoreland and Fayette. See pages 373 
to 391. 

Northern Butler has not yet been surveyed in detail, and 
will probably be described in connection with Armstrong 
county. 

By referring to any map of the State, it will be seen that 
the northern county line of Beaver and the northern 
county line of Indiana are nearly on the same parallel of 
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latitude ; and that if they were prolonged so as to meet 
on the Alleghany river they would divide Bntler and Arm- 
strong counties each into two halves, a northern and a 
southern. 

The plan was for Mr. White to cover all the country 
south of this line and west of the river, and for Mr. W. G. 
Piatt to cover all the country south of this line east of the 
river. But the field season was too short for this to be 
accomplished without • slighting the work. Otherwise 
one half of southern Armstrong would be found described 
in this volume. The other half of southern Armstrong 
would then appear with Mr. Piatt's forthcoming Report on 
Indiana county. 

§ 2. Three colored geological maps accompany this report. 
I regret, more than I can express, the imperfections of 
these maps. They neither fit on to each other, nor corre- 
spond to any common standard map. In fact there is no 
such standard map in existence. There are County Maps, 
some of them very old, out of print and impossible to ob- 
tain except by loan from their owners; and there are 
others of later date ; but none of them, old or new, are of 
any scientific value. There are also County Atlases, made 
up of township maps none of which can be made to fit 
together at their edges ; and small county maps which are 
constructed and executed in so faulty a manner that the 
geologist and the engineer who attempt to use them are 
thrown into despair. 

With these imperfect guides the G^eologists of the Survey 
have been obliged to content themselves and do the best 
they could, laying in the outcrops of the principal coal 
beds and coloring the areas of the different groups of coal 
measures in reference, to the streams and roads, not one of 
which was properly located. Nor will this scandal to our 
geology be removed until the Legislature organizes a scien- 
tific Topographical Survey of the State. 

The United States Coast Survey has indeed begun a reg- 
ular triangulation of the State, and promises to provide us 
with at least one absolutely sure position in every town- 
ship of every county. But its means are so limited that 
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this great work moves on very slowly and, unless State 
appropriations are made to hasten it, may occupy twenty 
or thirty years. 

Even after the Coast Survey has determined astronomi- 
cally and by triangulation these several thousand fixed 
points, court-houses, main cross roads, &c., &c., we will 
only be at the threshold of our desires and necessities. 
From these determined points each township will have to 
be surveyed by itself, and then fronf such township surveys 
correct county maps may be constructed. 

It is evident that the Geological Survey cannot wait for 
all this to be done. It must therefore use the almost 
worthless maps — county maps and township maps — which 
exist, rudely run as their lines have been by irresponsible 
men, on cheap money contracts, rapidly and carelessly 
plotted afterwards, and finally forced together recklessly 
and without judgment, so as to come within county lines 
which are themselves utterly false and often times half a 
mile away from their true places. Even the northern line 
of the State itself is found this year to be wrongly located 
at every point, so far as the new survey of it by the united 
commissioners of New York and Pennsylvania has advanced 
its stations. 

To add to the confusion, the township and county maps 
thus falsely drawn have been still further falsified by a 
fresh set of errors inevitably connected with publication. 

The application of photography to the first placing of a 
map upon the stone is a very recent invention, and even 
where it has been used the lines have not been strictly 
followed in all cases by the lithographer. 

To illustrate what I have just said I invite attention to 
the locality of Unionville, in New Sewickley township, 
Beaver County. In Mr. White's geological map of the 
county Brush Creek will be seen exposing the lower coal 
beds, and flowing north into the Connoquenessing. It 
heads in Alleghany Co., cuts across the Butler Co. comer, 
and so passes on to Unionville. 

Now, if any one will take the pains to look at the Beaver 
County jnap and at the N. Sewickley Township map in the 
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Centennial Atlas of Beaver County, he will be surprised to 
find high land at Unionville, from which a small Brush 
Creek flows the right way, northward into the Conno- 
quenessing, and another Brush "Fork," starting south of 
Unionville and flowing the wrong way, southeastward, 
into Butler County. 

Mr. White's study of the geology obliged and enabled 
him to correct this gross blunder of the Atlas. But in a 
thousand other cases* of minor importance he was, of 
course, obliged to endure what he could not cure, and fit 
his outcrops to the streams. 

It must be distinctly understood, therefore, that neither 
the author of this report nor the Gteological Survey of 
Pennsylvania is responsible for the unreliable maps which 
are offered as illustrations. It must be distinctly under- 
stood that they are merely used to illustrate the geology ; 
to serve as pictures to the reader's eye ; to assist him to 
comprehend the superposition of the formations, the ap- 
proximate lines of outcrop and size of areas of the different 
principal coal beds ; and to show the amount of erosion 
which the Coal Measures of Western Pennsylvania have 
suffered during the ages elapsing since the rise of the con- 
tinent out of the sea at the surface of which each coal bed 
grew. 

§ 3. Twenty-one plates, containing about 225 vertical sec- 
tions, will be found at the end of this volume. 

One class, drawn to a scale of 100' : l'\ represent the 
order of beds and interval rocks at various localities ; 
and these are grouped upon the plates so as to allow of 
convenient comparison. The general parallelism is evident. 
The local variations from a strict or theoretical parallelism 
are equally evident. 

The other class, drawn to a scale of 10' :V\ are intended 
to show the characteristic features of each coal or limestone 
bed, and the changes which these features undergo from 
place to place. They also are grouped for comparison : all 
the sections of the Darlington Coal bed together ; all the 
sections of the Ferriferous Limestone together, &c. 

§ 4. In Chapters IV, V, VI of his Report Prof. White 
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has given a generalized description of each well-marked 
bed of coal, sandstone, shale, limestone, underclay, and 
iron-stone in the whole column of Coal Measures occur- 
ring in his district, from the Pittsburg Coal Bed in descend- 
ing sequence downwards to and beneath the Millstone Grit, 
or Serai (Pottsville) Conglomerate ; and 24 typical vertical 
sections accompany the text. 

This descending order is observed in aU the descriptions 
of local sections throughout the Report, as in all other pub- 
lished Reports of Progress of the Survey. 

§ 6. In consulting the Index to this volume, the reader 
will find it divided into several indexes, the second one of 
which is a Geological Index of references to every place in 
the report where mention is made of any important bed. 
This Index is arranged in descending order ; first, references 
to the Pittsburgh Sandstone, Coal, Limestone, &c., at the 
top of the column ; then the Morgantown sandstone ; Elk 
Lick or Berlin group, &c. ; ending with the inter-conglomer- 
ate and sub-conglomerate beds. 

The beginning of this index therefore corresponds with 
Chapter IV, the middle of it with Chapter V, and the latter 
part of it with Chapter VI. 

It is needless to say that this will greatly facilitate the 
use and understanding of the report. 

§ 6. A word is necessary about the nomenclature em- 
ployed in this volume. 

Professor White has of course used the old names for the 
beds of the Lower Productive Coal Measures, established 
by the First Geological Survey in 1837, viz: Upper and 
Lower Freeport, Kittanning, Clarion, and Brookville Coals, 
Mahoning and Freeport Sandstones, and Freeport and 
Ferriferous Limestones. But he explains the necessity for 
introducing three new names into this (AUeghany Valley) 
Series, viz : that of the Darlington Coal Bed ; that of the 
Butler Limestone ; and that of the Butler Sandstone ; in 
as much as these very prominent members of the series in 
his district and along the Ohio River are of insignificant 
size, or otherwise obscure, if not entirely wanting along the 
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Alleghany River, and were therefore unfortunately over- 
looked and left unnamed in 1837. 

He finds it proper to give to the upper member of the Ma- 
honing Sandstone of the Old Survey, which is very massive 
in his district, a si)ecial name to distinguish it from the 
lower member. He therefore speaks of the upi)er rock as 
Buffalo Sandstone, and of the lower rock as Mahoning Sand- 
stone. 

He finds between these massive and often pebbly sand- 
rocks a coal bed, and a limestone bed, which he names the 
Brush Creek Coal, and the Brush Creek Limestone. These 
are not, properly speaking, local beds ; for they have been 
seen in far distant localities. The coal bed, at least, thus 
locked up between the two membera of the Mahoning Sand- 
stone can be recognized as far east as Broad Top Mountain, 
in Huntingdon ; and it seems to be represented in Cambria 
County by Mr. Piatt's Gallitzin coal bed. 

The unexpected discovery by Messrs. F. and W. 6. Piatt 
in the Barren Measures of Somerset County of a number 
of locally workable coal beds and limestones, which received 
from those gentlemen the special names of Elk Lick Coal, 
Elk Lick Limestone, Berlin Coal, Berlin Limestone, Piatt 
Coal, Price Coal, Coleman Coal, and Coleman Limestone, 
Philson (Rose) Coal, and Philson Limestone — (See Report 
of Progress, HHH, page 286) — has been in a good degree 
verified and repeated by Mr. White in his district. 

The Elk Lick Coal and Limestone are plainly marked. 

The Berlin Coal is apparently wanting. 

The Piatt Coal, under the Crinoidal Limestone, seems to 
be represented by No. 13 of Mr. White's general Section, 
(see page 31, ) but he gives it no special name. 

The Price Coal is, perhaps, Mr. White's Bakertown Coal. 

The Coleman Coal and Coleman Limestone correspond 
perhaps to his Pine Creek Coal and Pine Creek Limestone. 

The Philson Coal seems to be absent ; but its Limestone 
is represented by the Brush Creek Limestone. 

I have already said that the Gallitzin Coal of Mr. Piatt 
is named by Mr. White the Brush Creek Coal. 
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Besides these, Mr. White reports a local Gourd Head Run 
Limestone. 

For the present we must endure this synonomy ; but we 
may expect the forthcoming Report of Indiana County by 
Mr. W. Gt. Piatt, to settle questions of identity, or co-ex- 
tensiveness, like these relating to the Barren Measure beds. 
Enough, however, is already known to make it certain that 
the so-called Barren Measures, occupying an interval of 
about 600 feet between the Pittsburgh Coal Bed above and 
the Freeport Group below, have been hitherto misunder- 
stood ; that many, perhaps all of the coal and limestone 
beds which occur in them are deposits as wide spread and 
as recognizable as any of the more important workable beds 
of the Upper Productive Coal Series above them,* or of the 
Lower Productive Coal Series under them,t and that they 
will all receive names before the close of the Survey. 

As to the beds of the Lower Productive, or Allegheny 
River Series, Mr. White is not responsible for the insertion 
into this report of the following names as synonymes : 
Upi)er and Lower Freeport Limestones, Upper and Lower 
Kittanning Coals, Upper and Lower Freeport Sandstones, 
Kittanning Sandstone, and Upper and Lower Homewood 
Sandstones. 

My reasons for adding these 'synonymes, in a suflScient 
number of instances to familiarize the reader with them, 
were two-fold : 1.. To simplify our nomenclature of the coal 
measures ; and 2. To prevent too harsh a contrast between 
this and other Reports of Progress. A few words will 
suffice for explanation. 

There are two well-marked coal beds at Freeport, which 
were named in 1837 Upi)er and Lower Freeport Coals. 
The limestone between them, and the sandstone under 
them, were at that time also named the Freeport Limestone 
and the Freeport Sandstone. 

But Mr. White has found, near Butler, a massive sand- 
stone between them, which he calls the Butler Sandstone ; 



•The Monongahela River System, 
t The Alleghany River System. 
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and a massive limestone under them, which he calls the 
Butler Limestone. 

Now, no good reason can be assigned against adopting 
the following simple series of names for this whole group, 
viz: 

Upper Preeport Coal. 

(Upper)' Freeport Limestone. 

Upper Freeport (Butler) Sandstone. 

Lower Freeport Coal. 

Lower Freeport (Butler) Limestone. 
I (Lower) Freeport Sandstone. 
Further up the Alleghany River, at Kittanning, there 
are also two coal beds, only one of which, however, received 
the special name of Kittanning Coal in 1837 ; because the 
other was of insigniiicant size, and was not known to be 
persistent throughout the country. 

But Mr. White has proved it not only to be persistent 
but to increase in importance westward, until it culminates 
in magnitude as the great Darlington Cannel coal bed in 
Beaver County. 

This bed Mr. Franklin Piatt, in 1874, traced throughout 
Jefferson and Clearfield Counties ; and finding it a large 
and workable bed, and so often confounded with the bed 
next above it, he named it the Lower Freeport coal ; assign- 
ing to the old Lower Freeport bed a new name, viz : the 
Middle Freeport. But continuing, in the course of his 
survey, to trace this bed eastward and* southward into 
Cambria County, he was led to susi)ect the propriety of 
his new classification ; and finally in his survey of Somer- 
set County he became convinced that to sx>eak of three 
Freeport beds was a mistake. 

Li all his Reports of Progress, however, H, HH, and 
HHH, the three beds are generally thus named : 

Upper Freeport, E. 
Middle Freeport, D'. 
Lower Freeport, D. 
Kittanning, C. 
A special chapter is added at the end of the Somerset 
County Report to make the state of the case clear. 
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In the Report on Indiana County Mr. W. Gt. Piatt will 
return to the old nomenclature, and separate the two coal 
beds of the Freeport group from the two coal beds of the 
Kittanning group, thus : 

Upper Kittanning (Darlington) Coal, C. 
Upper Kittanning Sandstone. 
(Lower) Kittanning Coal, C. 
Lower Kittanning Sandstone. 

The final construction of the Clarion group cannot be 
adjusted until the second survey of northern Armstrong 
and Butler Counties, of Clarion County and of Forest, 
Elk, and McKean Counties shall have advanced our 
knowledge much beyond where it was left by the First 
Survey at the close of 1841. 

As to Mr. White's names for the upper and lower mem- 
bers of the Great Conglomerate (Serai Conglomerate, Mill- 
stone Grit, or No. XII of the Old Survey) viz : Tionesta 
Sandstone above, and Connoquenessing Sandstone below, 
it will be seen from Mr. Chance's report of his surveys 
along the Beaver, Shenango, and Upper Connoquenessing 
waters (to appear in a forthcoming volume with Mr. White's 
Report on Lawrence County and the Ohio Stat^ Line) that 
the local names Upper and Lower Homewood Sandstones 
have been used as synonymes. 

The geology of this basal portion of the column of Coal 
Measures will be discussed in Report of Progress QQ by 
Mr. White and Mr. Chance ; and in Report of Progress 
I.I.I, by Mr. Carll. 

^ 7. The great sandstone deposits, described by Mr. 
White in this Report under the following local names : 
— Pittsburgh SS. — Morgantown SS. — [Girties Run] SS. — 
Buffalo SS.— Mahoning SS.— Butler SS,— Freeport SS.— 
Kittanning SS.— Homewood SS. — [Tionesta SS.] — Conno- 
quenessing SS. — ^make a new and striking feature of the 
survey of Western Pennsylvania. The extraordinary vari- 
ations in the coarseness and size of these deposits will be 
noticed by reference to the three Geological Indexes at the 
end of the volume ; and their influence upon the shape of 

■Q. 
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the surface of the country, by reference to the word " Cliff," 
in the General Index. The ranges of cliffs, deep tortu- 
ous gorges or cafions, picturesque water falls, masses of 
fallen fragments as large as houses, on the one hand, 
and the isolated knobs which stud the upland and occa- 
sionally preserve small outlying patches of the Pittsburgh 
coal bed, on the other hand, are described in detail 
throughout the report. 

When it is remembered that the only well-marked sand- 
stones of the Coal Measures at first recognized by the old 
survey were the Mahoning, the Freeport, the Tionesta and 
the Conglomerate, to which were afterward added the Pitts- 
burgh* (or ConneUsville), and the great Upper Coal Series 
Sandstone, referred by me in my Coal Manual to the 
Anvil Rock of Kentucky, it is no uncertain proof of the 
thoroughness with which the State is now being studied 
to find that so many additional well-defined and important 
outspreads of sand and gravel between the coal beds have 
not only received special names, but have been traced and 
identified from county to county over the greater part of 
the coal field. 

The Morgantown Sandstone, for example, lying from 150 
to 200 feet beneath the Pittsburg Coal Bed, and so named 
by Prof. Stevenson from Morgantown in West Virginia, 
where it is finely exhibited and where it was first thor- 
oughly studied, has now been recognized everywhere in 
Cambria, Somerset, Indiana, Westmoreland, Payette, Al- 
leghany, Butler and Beaver Counties where the hills are 
high enough to preserve it, and along the borders of Greene 
and Washington Counties ; but it does not appear in Mr. 
Jones' reproduction of Prof. Tyson's old Sectionf in the 
Cumberland Basin in Maryland. It takes rank therefore 
with the Mahoning Sandstone and the Conglomerate No. 
XII, as marking a period of general emergence, erosion, 
subsequent subsidence and local nonconformability of de- 
posits toward the close of the (Lower) Barren Measure Age. 

*This is the Lower Pittsburgh Sandstone some distance underneath the 
Pittsburgh Coal bed, and not the Upper Pittsburgh Sandstone, overl3ring the 
Coal bed. 

t HHH. p 64, plate VI. 
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The Girties Run* Sandstone, 4()0' below the Pittsburgh 
Coal, occupies an horizon where massive sandrocks occur in 
other parts of the Coal Field. Although apparently local in 
Mr. White's district, it will probably be found to be co-ex- 
tensive with the area of the Barren Measures. In fact 
Prof. Stevenson is prepared to show that the great cliffs 
opposite Saltzburg, on the Kiskiminitas, consist of the 
Girties Run, Buffalo, and Mahoning Sandstones, combined 
into a nearly solid mass, 200 feet thick ; the upper member 
of this group he calls the Saltzburg Sandstone. 

The Mahoning Sandstone was long recognized as a com- 
posite group, consisting of sand and gravel deposits above 
and below, with one or more coal beds, fire-clay, and 
shales between them. They were only known, however, as 
Upper and Lower Mahoning Sandstone, and no name was 
ever given to the intermediate Brush Creek coal bed. 

Prof. White has found a limestone deposit above the 
coal ; and between the limestone and the coal another mass- 
ive sandstone. t This unusual development of the group 
may be peculiar to a limited area. But a coal bed is notice- 
able at this same horizon in distant districts,:]: and the lime- 
stone spreads through fifteen townships of Mr. White' s dis- 
trict. 

The upper member of the group Mr. White has named 
the Buffalo Sandstone, because it forms all the gorges de- 
bouching upon the valley of the Alleghany River in But- 
ler and Alleghany Counties between Pittsburgh and Taren- 
tum. It is 100 feet thick on the Ohio River below Pitts- 
burgh, and forms cliffs along Gir tie' s run in Shaler, Ross, 
and McCandless townships, Alleghany County. § Through- 
out central Beaver County, it is frequently a thick deposit 
of shale, and it is not massive along the Ohio river below 
HaysviUe; but it becomes massive and pebbly near the 
Ohio State, line. 

It is unnecessary to repeat the above statements in refer- 
ence to sandrocks lower down in the column and forming 
parts of the Freeport and Clarion groups. The reader is 

♦ Bakeratown SS. t Q pag® 155. 

^ As &r as Broad Top in Blair County. § See Q. pages 158, 165, 167, 168. 
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referred to the report itself to learn their individual import- 
ance. But too serious attention cannot be given to one 
feature common tx) all these sandrock deposits : their local 
irregularity both of size and coarseness of material. They 
vary in thickness rapidly and frequently within small 
areas, and graduate not only vertically but horizontally 
from sandstone into conglomerate and from sandstone into 
shale. If we could map them they would probably present 
a striking resemblance to the sands of the Oil Region, and 
be seen to run like them in comparatively long and narrow 
belts, marking lines of current in the open water of the 
Coal Era, or perhaps channels of deeper water between and 
among shallows or even islands of finer sand and mud. In 
some cases they may possibly occupy shallow valleys of 
erosion, but Mr. White considers the evidence not only in- 
sufficient for but hostile to stich a supposition. 

§ 8. The limestone deposits described by Mr. White 
are more interesting than usual for the specification of 
the characteristic fossils, the distribution of which may be 
seen at a glance by reference to the word ' ' Fossil ' ' in the 
Index. Some of the forms, as Athyris svjbtilita and 
BelleropTion carbbnarius^ have a vertical range of 600 feet ; 
the former being found from the Crinoidal Limestone down 
to the Mercer Limestone, and the latter from the Crinoidal 
down to the Ferriferous. Some of these limestone beds 
are in places a mere mass of shells and encrinal fragments. 

Tlie Encrinal Limestone, or Green Limestone of the Old 
Survey, has now been recognized at its regular horizon 
midway between the Pittsburgh and Freeport coals from 
Somerset County to Beaver County. 

§ 9. The fossil plant bed described on pages 54 to 56, 
and mined by Mr. Mansfield near Darlington, will arrest 
the reader's attention. Since putting the report into type 
Mr. Lesquereux writes that Mr. Mansfield continues to 
transmit for his examination boxes of specimens to 
enlarge the list of species. It is a rare and precious locality 
for the botanist ; and the Survey is under heavy obligations 
to Mr. Mansfield for his zealous efforts to get for it the full 
advantage of the opportunity. 
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The first indubitable mushroom ever discovered in any 
Coal Measures is one of the treasures of this collection. 
Mr. Lesquereux's description of it, read at a meeting of 
the American Philosophical Society, October 19, 1877, will 
be found in full on pages xlvii to li at the end of this 
preface. 

The discovery of a crustacean, allied to Eurypterus^ 
and called by Mr. C. E. Hall DoUchopterus Mansfieldi^ in 
the Darlington shales, is described on page 72. The Euryp- 
terus, formerly supposed to be peculiar to the Water Lime 
(Lower Helderberg) formation (No. VI of Pennsylvania), 
has been found in much higher rocks by Mr. Carll in 
Venango County. Ewrypterus puUcaris was found in the 
English Coal Measures and described by Salter in the 
Quar. Jour. Geol. Soc, London, Vol. XIX, 1863. Ewryp- 
terus Tnazanensis, from the Illinois Coal Measures, was 
described by Meek and Worthen in the Amer. Jour. 
Sci. and Arts, Vol. XLVI, 1868. But the fossil is rare, 
and Darlington is a great addition to the list of known 
localities where it may be sought for. Mr. Mansfield has 
mined from his shales a number of individuals. 

§ 10. The lowest point in the surface of the district de- 
scribed in this volume is the surface of the Ohio River at 
the Ohio State Line. The following Railway and other 
levels will be of service to the reader of this report. They 
are all referred to tide lecel : 
Highest land in the district. Big Knob, in New Se- 

wickley township, Beaver County, 1,450' 

Knob in Pine township, Alleghany County, . . . 1,395' 

Knob in M'Candless township, Alleghany County, 1,376' 

Dilke' s Station on Butler Branch West Penn R. R. , 1,317' 

Hermon Station, " " " . 1,298' 

Saxonberg Station, " " " . 1,207' 

Monroe Station, '' " '' . 842' 
Pittsburgh : Union Depot, 746' 

Ohio River at Pittsburgh, High water of 1832, . . 733' 

Ohio River, '' " '' 1852, . . 730' 

Ohio River, " City datum, .... 699' 

Alleghany Station on the Pittsburgh, Port Wayne 

and Chicago R. R., 738' 
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Outer depot, Pittsburgh, Port W. and C. R. R., 

Wood's run Station, 

Jack's run Station, 

Bellevue Station, 

Emsworth Station, 

Dixmont Station, 

Glendale Station, 

Haysville Station, 

Sewickley Station, 

Edgeworth Station, 

Pair Oaks Station, 

Economy Station, 

Baden Station, 

Remington Station, 

Preedom Station, 

Rochester (at the mouth of Beaver,) .... 

Beaver Station, Cleveland and Pittsburgh R. R., 

Industry Station, " 

Smith's Perry Station, 

Ohio State Line Station, 

Ohio River at the line at ordinary times probably 

Along the Beaver River and across North Beaver 
the following are some of the levels above tide : 

Ohio State Line Station on the Pittsburgh, Port 
Wayne and Chicago R. R., 

Enon Station, 

New Qulilee Station, 

Darlington Station, 

Summit Cut Station, 

Highland Station, 

Homewood Station, 

Wallace run Station, 

Sullivan Station, 

Beaver Palis Station, 

New Brighton Station, 

Rochester Station, 

Clinton Station on the New Castle and Beaver Val- 
ley R. R., 

Thompson' s, 
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764' 
731' 
728' 
728' 
726' 
722' 
721' 
721' 
736' 
726' 
715' 
716' 
715' 
715' 
703' 
706' 
710' 
701' 
699' 
703' 
680' 
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994' 
994' 
957' 
981' 
1,054' 
1,043' 
949' 
895' 
865' 
771' 
750' 
706' 

900' 
860' 
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Wampum Station on the New Castle and Beaver 

Valley R. R., 801' 

Newport, " " " 812' 

Newcastle, " " " 803' 

[Sandy Lake, head of Beaver, 1,313' (?)* 

[Harrisville in North Butler, 1,379' (?)* 

[Summit Station, New Castle and Franklin R. R. , 1, 888' (?)* 
South of the Ohio River : — 

Pittsburgh Union Depot (as before,) 745' 

Birmingham Station on the Pittsburgh, Cincinnati 

and St. Louis R. R., 767' 

Jones' Ferry Station, " " 764' 

Temperanceville Station, " " 760' 

Sheridan Station, " '• 871' 

Cork Run Station, " " 881' 

Ingram Station, " " 887' 

Broadhead Station, " " 879' 

Cemetary Crossing Station, " " 874' 

Bridge No. 3 Station, " " 831' 

Bridge No. 4 Station, " " 794' 

Bridge No. 5 Station, " " 782' 

Mansfield Station, " •' 782' 

Walker's Mill Station, " " 827' 

Oakdale Station, " " 915' 

Noblestown Station, " " 930' 

Willow Grove Station, " " 995' 

McDonald's Station, " " 998' 

Primrose Station, " " 1,030' 

Bulger Station, " " 1,163' 

Bridge No. 17 Station, " " 1,229' 

Burgettstown Station, " •' 1,008' 

Dinsmore Station, " " 1,089' 

Bridge No. 19 Station, " " 882' 

Paris road Station, " " 865' 

Bridge No. 22 (in Pennsylvania,) " 836' 

Colliers (in Virginia) Station, " " 833' 

Steuben ville (on the Ohio River) Station, " 663' 

> Given for ootnx>ariBoii with the upland levels cUaoaa8e4 further on. 
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Mansfield (again as above and going south into 
Washington County up the Valley of Chartiers 
Creek, 

Leasdale Station on the Chartier's R. B., 

Woodville, 

Bridgeville, 

Boyce's, 

Hill's, 

Greer's, 

Van Emman's, 

Cannonsburg, 

Houston's, 

Swing's Mills, 

Cook's, 

Washington (County town,) 

Levels along the National Road between the Mo- 
nongahela River and Washington : — 

School-house, three miles from the River, 

KreppsviUe, " " 

Just east from CentreviUe, 

Centreville, " 

Hills at Centreville, 

North from Centreville, 

Just eaat from Bealsville, 

Terrace on hill west from Beallsville, 

On next Summit, " " 

HiUsborough, " 1,295', 1,3.80', 1,430', 1,445', 1,475' 

At the top of the hill, *< " " . . . . 1,505' 

Thence to within two miles of Washington, the 
national road oscillates between 1,380' and 1,295' 
or 1,286' ; only twice reaching the level of, . . 1,420' 
and once the level of, " " 1,430' or 1,435' 

From this ridge the country on each side falls oflf 
in a series of beautiful steps ; none of the hills 
rising higher than, 1,505' 



(C 



(( 



u 
a 
a 
a 



a 
a 
n 
a 
a 



782' 
808' 
813' 
831' 
874' 
879' 
902' 
931' 
942' 
958' 
987' 
1,012' 
1,055' 



1,195' 
1,226' 
1,185' 
1,225' 
1,245' 
1,285' 
1,285' 
1,446' 
1,475' 



§ 11. The above imperfect list of levels taken both in the 
valley bottoms and on the hipjh lands will enable the reader 
better to comprehend two important subjects discussed by 
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Prof. White in this Report, 1. the Terraces of the Beaver 
and Ohio Rivers, and 2. the Buried VaUeys* of Beaver 
County. See Chapter II. 

The Terraces of the Monongahela River are described in 
Prof. Stevenson's Report of Progress K, pages 11 to 19. 

Near the Virginia line four terraces are visible at 310', 
260', 180', and 20', respectively, above the river bed. The 
Carmichael 250' terrace is especially marked, and gravelly, 
and foims a plain. 

At Ten-mile run the terraces stand at 310', 185', and 20' 
above the river ; and there are indications of the former 
existence of one at 400'. 

The Carmichael terrace is seen in the form of a plain 
again at Clarksville. 

Below and back of Frederick is a terrace at 410'. 

The Belvemon terrace is at 180'. 

At Monongahela City seven terraces may be counted at 
levels above the river, 480', 400', 340', 290', 190', 120', 40'. 

From this down to Pittsburgh the 290' and 190' terraces 
are constant. The 290' terrace appears on both sides of 
the river at Peters' Creek, at Thompson's run, and oppo- 
site the Alleghany Co. Poor House. ''This seems to be 
the upper limit of large water- worn fragments along the 
lower portion of the Monongahela River. The higher ter- 
ra«es axe very fragmentary." 

* To the distinguished State Geologist of Ohio, Dr. Newberry, is due the 
credit of pronounoing dlstinotly, proving and explaining the existence of 
buried valle3rs, now tilled more or less fully with glacial and other drift de- 
posits, in Ohio, Kentucky, and other Western States. The careful study 
which James Hall made of similar buried valleys in his Western OeologicsLl 
District of the State of New York, in the years preceding the publication of 
his Quarto Report in 1843, is well known. Both the Niagara River and the 
Genessee River do not now flow down from the highlands into Lake Onta- 
rio through their original cafLons, which were fllled with gravel by the !oe— 
gravel which these rivers would not or could not afterwards remove — but 
through new caflons trenched subsequently, and through the solid rock. 

Prof. White, in this Report (pp. Q. 14-J-), describes the ancient buried 
valley of the Beaver River, and adds some new features to the picture wliich 
require carefld consideration; especially the iiBCt that the rock bed of the 
Little Beaver valley is on a higher level than that of the Ohio valley, into 
wiiich it debouches ; and the same is true of the bod of the Connoquenessing, 
where it enters the Beaver, and the beds of all the lateral ravines. 
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On the Ohio River below Pittsburgh at the mouth of 
Chartiers Creek six 'terraces appear at 390' and lower 
levels. 

A terrace, continuous along Chartiers Creek from Cook's 
station to Bridgeville, and on which Grafton Station stands, 
shows the following slope of its level : — 

Cook's station terrace, above creek at Cook's station, 25' 
Bridgeville terrace, above creek at Bridgeville, ... 75' 

Cook' s station terrace, above creek at Bridgeville, 205' 

Fall of Chartiers creek itself, 180' 

Pall of the Terrace level itself, 130' 

This shows that no one of these terraces is by any 
means on a dead level. These Chartiers Valley terraces 
continue to its head, and contain limestone drift from the 
south. 

On Montour's run a still more marked terrace is tracea- 
ble for several miles in Alleghany County, falling less rap- 
idly than the run, viz : at the rate of 36' in 4 miles (in 
relation to the run) ; but it has not been successfully con- 
nected with any of the terraces on the Ohio River bluflfs, 
although it seems to be the third. 

On the Ohio, back of Middletown, are four terraces at 
410', 360', 200', 30' above low water. 

The 410' forms ''a broad plain several miles wide, north 
and south, and extending back from the river on both 
sides to low hills, which separate it from the higher land 
in the interior." No polished or transported fragments 
are seen on it, but only the well known terrace-sands and 
terrace-clays. 

The 360' terrace shows occasional rolled stones. 

The 200' terrace is rich in them. 

The 30' or '' Second Bottom" terrace, on which Middle- 
town is built, is paved with them. 

In South Beaver County the Ohio is lined with three 
persistent terraces at 100' (to 120'), 60' (to 80'), and 30' 
above low water mark. On the 100' stand Beaver and 
Georgetown, and on the 60' Phillipstown. The highest 
water- worn fragments observed by Mr. White south of the 
river lay at 120'. 
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The Raccoon Creek terraces (well marked) stand at New 
Sheffield at 180' and 165' above the creek. 

Such are the data to be obtained from Report K, on 
which Prof. Stevenson bases conclusions stated on pages 
K 16 to K 19. 

In the present volume Mr. White gives new and impoi*t- 
ant additional data, grouping his Ohio and Beaver River 
continuous tenuces thus (see pages Q 10, Q 11,) in reference 
to the river water levels : 

Fifth ; upper part of Bellevue, 280' to 300' 

. 200' to 220' 
. 120' to 130' 
. 60' to 80' 
. 30' to 40' 



Fourth ; much eroded, and seldom seen. 

Third ; Economy, Beaver, Georgetown, 

Second ; Sewickley, Philipsburg, &c., . 

First ; =Flood plain of the Ohio ; islands 

At New Brighton the succession is well marked, and is 
referred to the Beaver River water level and approxi- 
mate to tide level* thus : — 

Fourth, above Beaver, . 215' ; above tide, . . 885' ? 

Third, " " . . 125'; '' " . . 795'? 

Second,* " " . . 80'; " " . . 750'? 

First, " '' . . 30'; '' " . . 700'? 

On pages 12, 13, will be found a section showing that the 
215' terrace consists of a layer of sand, with an occasional 
rounded boulder of sandstone, 6" to 10" thick, under which 
lie 5' to 8' of potter's clay. It hangs on a rock cUflf, and is 
cut oflf from all apparent connection with the other three 
terraces below it by 75' of outcropping coal measures. 

The 125', 80' and 30' terraces are merely three steps in a 
solid mass of rounded and polished boulders of granite, 
gneiss, conglomerate, sandstone, limestone, &c., varying 
in size from 1" to 10", and lying in immediate contact with 
each other, the interstices being filled with small pebbles 
and sand. Wells have been sunk 125' through this deposit 
without touching its floor. It once fiUed up the valley of 
the Ohio from bluflf to bluflf. The river has cut its modem 
channel through it without reaching its bottom. The 
piers of the R. R. bridge across the mouth of the Beaver 

*On this seoond terrace, the railroad rnns . 
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River go down 60' beneath water level in this drift. It is 
probably much deeper in other places, and the whole de- 
posit more than 300' feet deep, measuring from the top of the 
125' terrace. 

The materials above enumerated must have come either 
from the Blue Ridge of Virginia, or from the Laurentian 
Mountains in Canada and north-eastern New York, gather- 
ing up and mixing with noncrystalline fragments from the 
Palaeozoic formatio is in their course. 

But it seems incredible that they came from the Blue 
Ridge range, that is from the east and south-east, because 
Prof. Stevenson reports their total absence from the Monon- 
gahela Valley terraces. The Belvemon terrace, only 180' 
above low water mark of the Monongahela River, and 
therefore about 860' above tide, consists of (see p. K 13) 
alternate fire clay, gravel, and coarse sand and hroJcen coaly 
12' to 15' at top ; then (going down) fine, angular glass-sand, 
layers of clay, layers of conglomerate, with many large 
rounded fragments of limestone, sandstone, and conglom- 
erate, 16' to 22' ; under this, coarse sand and gravel, small 
rounded fragments, coal, lignite, large fragments of trees, 
2' ; then, sand, 2' to 4' ; then, blue clay, to 4', at the 
bottom. 

Surely there would be seen some traces of granitic, gneiss- 
oid, shistose drift along the valley if through it the drift 
of the lower terraces of the Ohio River had made its way 
northward. In fact, on the supposition of a south-east ori- 
gin for the azoic pebbles of the Ohio Valley the Mononga- 
hela terraces ought to present even a more azoic type of 
features. than the Ohio River terraces do. 

On the other hand, on the supposition of a northern ori- 
gin nothing but ice could have brought the azoic materials 
from such distances in the north and north-east. The 
nearest mother rocks from which granite and gneiss frag- 
ments could be got are in tlie mountains north of Albany, 
distant in a straight line about 450 miles. No water cur- 
rent bearing these rocks over the highlands of northern 
Pennsylvania is conceivable. For such a current, after 
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reaching Pittsburgh, must have set up the Monongahela 
Valley as well down the Ohio Valley. There will be occa- 
sion directly to speak of such a current in reference to the 
highest terraces and blocks on the hill tops ; but at present 
we are dealing with a deposit of northern drift filling the 
ancient valley of the Beaver and Ohio Rivers, from an un- 
known depth (say 200') to a height of less than 200' above 
present river level. 

The ice agent is one well known in eastern and northern 
Pennsylvania. A broad sheet of ice once moved over 
these parts of the State, and has left its grooves and 
scratches on the crests of the mountains, even on the flat 
top of the Penobscot Knob above Wilkesbarre, about 2,200' 
above the present sea level ; and it sent down finger-like 
glaciers to within a few miles of Harrisburg and Easton. 
Its worn fragments, carried still further forward by the 
river floods, surround Philadelphia. 

It is not necessary to suppose that the ice sheet, or even 
its finger-end glaciers, came anywhere near Pittsburgh, for 
the rivers would distribute the moraine matter. 

But the ice itself certainly reached as far south as Sharon, 
or within 40 miles of the Ohio river, for the sarfaoe of the 
conglomerate is there covered with glacial scratches ; and 
perhaps 25 miles further, for a continuous coat of drift is 
spread over the hills as far south as Moravia, 6 miles south 
of New Castle. Mr. Chance even thinks that he has seen 
horizontal ice grooves on the rock wall of the Beaver Val- 
ley below Beaver Falls, within four or five miles of the Ohio 
River. 

The conclusion is, however, inevitable that there was 
water to receive this stuff in the Ohio River valley below 
Pittsburgh, standing at a level of at least 200' above the 
present river bed. 

Was this standing water ; or was it a tumultuously rush- 
ing flood ? Was it fresh water ; or was it salt ? These are 
questions which we are not yet able to answer. 

If it were standing wat^r, it may have been that of a 
fresh water lake with an ice barrier to the north. But 
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where can we find any dam for this lake towards the 
south-west, in the direction of the open Mississippi 
country ? 

Or it may have been standing salt water. Then the 
ocean level must have stood nearly 1,000' above its present 
level, and all the Atlantic seaboard and most of the 
Western States must have been submerged. Lake Erie 
should have been 400' under the sea. 

If it were a rushing flood, then it could have been pro- 
duced only by the rapid melting of the ice sheet of the 
north at the close of the Glacial Age. 

Bushing water, however, would not have failed to invade 
the Monongahela valley unless it were met by rushing 
water descending that valley to meet and unite with it. 
This involves the supposition that the ice lay thick along 
the Alleghany Back Bone and over West Virginia, around 
the heads of Cheat River, and the simultaneous and 
equally rapid melting of this ice as well as of the main 
body of ice in the north. 

Railroad grade at New Brighton on the Beaver River 
(750') and raUroad grade at Monongahela City (737') are 
nearly the same, there being only 13' difference. Conse- 
quently, the top of the Northern Drift terrace (3d, 796') 
at N. Brighton, is nearly on a level with the Second ter- 
race at Monongahela City (867'), i. e. about 50' difference. 
Yet this terrace is composed of coal-measure or southern 
drift. There must have been some good reason for so 
striking an exclusion of northern drift from this southern 
main branch of the Ohio River ; and certainly no glacier or 
glacial water current could have set up through it. In- 
deed, all the land to the south is too high to furnish any 
outlet for such a current. 

Where the Baltimore and Ohio R. R. crosses the Cheat 
River its grade is 1,397', instead of 796' the height of the ter- 
race top ; and where it crosses the deep channel of the 
Monongahela at Fairmount, in W. Virginia, its grade is 888'. 
The Glover's Gap tunnel through the divide to the west 
is at 1,150', and although it sinks again to 887' in crossing 
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N. Fork of Fish Creek, it crosses the divide towards 
Wheeling through the Welling Tunnel at 1,193'. 

In a word, the water and ice movements of the ice-and 
ice-and after-ice age must have taken the direction of the 
present river channels. 

Passing now to a consideration of the Upper or 4th ter- 
race at New Brighton, its top is at a level of 215' above 
low water, or (about 885' above tide) ; and its sand and 
clay character, and isolation from the Northern Drift de- 
I)osit beneath it, plainly speak of a subsequent age and 
entirely different method of formation. In fact, it resem- 
bles the terraces of the Monongahela Valley. But its 
height is very moderate. The 5th terrace at Bellevue, higher 
up the Ohio, is 280' to 300' above low water, equal to 1,030' 
to 1,050' above tide. As we ascend the river the top ter- 
race becomes still higher ; at Chartiers Creek mouth 390' 
(about 1,090' above tide) ; and at Monongahela City, the 
7th terrace, 480' (about 1,200' above tide); and Prof. 
Stevenson describes the great terrace -plain of Brush Ridge 
in Fayette County, east of the Monongahela, as 1,290' 
above tide.* 

Although Prof. Stevenson draws attention to the fact 

* As the oil weU borings have amply proven that the yalleys of the Ma- 
honing and Beaver were originally one or two hundred feet deeper than they 
are now, their beds having been filled to that depth with gravel, &c. fh>m 
the north ; so, oil wells in the northern ooonties have proven that the elevated 
valleys in w^ichFrenoh Creels, Oil Creek, the Brokenstraw, the Oonnawango, 
and the Allegheny River itself, now flow (all of them southward) were once 
much deeper ; for pipes have to be driven through loose sand and gravel for 
W or 100', and even 200', below the nearly level surface. Mr. Carll in his 
forthcoming Report (III) will show all this ; and the stopped up gates at 
Franklin, Titusville, and other points (stopped with drift and reopened more 
recently) ; and prove that the original or preglacial drainage of hia duttrict 
was northward into Lake Erie. 

The broad sloping plains of soft material on top and of gravel below, into 
which the northern wells were bored, are still existing specimens of the above 
described system of broad sloping plains of cla3r8 and sand, based on gravel, 
which existed in the Monongahela country when the new rivers began the 
excavation of the present vallejrs. Had such large rivers worked in the north 
(instead of rUls and runs only) the stuff of these northern plains would also 
ere this have disappeared, and nothing would now remain of the plains on 
record but a top terrace or two in patches here and there . In Ikct, that pro- 
cess did take effect to some extent, and Mr. Carll has terraces of that nature 
to describe. 
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(page K, 17) that " at every locality in the Monongahelaval- 
ley where an exposure occurred it was seen that th^ terrace 
is merely a shelf worn out of the stratified rocks ^ on which 
the river has spread a thin layer of detritus^^ it seems to 
me probable that the Monongahela Valley was once filled 
from wall to wall with a recent deposit of clay and sand to 
a maximum height of 1,290' above tide, or to a maxi- 
mum depth of 1,290' — ^760'==540' over its present bed ; 
and that this deposit has been reexcavated, of course 
by the river itself, in the course of ages, excepting only 
such patches on the ridges as rested on previous terraces of 
erosion, benches of solid coal-measures — ^and excepting 
also what was left spread abroad as great clay and sand 
plains over the uplands at a height of 1,290'.* 

It would follow that the upper Later Terrace Deposit was 
not only a broad plain in the Monongahela country, but 
had a sloping surface towards Pittsburgh, falling from 
1,290' to 1,090', and still sloping down the valley of the 
Ohio River to 936', and even lower, before it reached the 
Ohio State Line. 

But if this view be correct, then the whole of so much 
of the surface of South- Western Pennsylvania as lay below 
the contour line of 1,290' was at one time under water, and 
so into the bays and branches of this still water was 
brought, by every river and creek and run, sand and mud ; 
each bringing, according to its ability or area of ' drainage, 
the waste of the unsubmerged Coal Measure surface behind 
and around it, and dumping it first at the heads of the bays, 
and so further and further on down, but also less and less 
deep, until the original Ohio River valley {already filled up 
to a depth of 300' or 350' with the First, Northern or Old- 
cial Drift) was still further filled with a top covering of 
Second or Local Clay and Sand deposits to various heights 
above tide from 900' to 1,100' ; and the Monongahela Valley 



♦ To this opinion however Mr. White emphatically demurs. He looks upon 
the upper clay terraces as older not younger than the lower drift terraces. He 
can not see any evidence for the subsequent filling up the valleys, but con- 
siders the upper terraces as fragments of river-banks when the rivers flowed at 
their respective levels. In this opinion he agrees with Prof. Stevenson. 



PREFACE. Q. xxxiii 

which never had received the first drift, to a height of from 
1,100' to 1,290'. 

§ 12. Before considering the nature of this submergence, 
it is well to notice Mr. White' s interesting statements re- 
si)ecting "Perched Blocks," for they become an important 
item of our information, and lead directly to two conclu- 
sions, 1. the one already argued, namely the universal sub- 
mergence up to 1,290', and 2. the necessity for increasing 
the depth of that submergence somewhat, say to 1,300' or 
even 1,400' above present tide level. 

Masses of granite, erratic from far northern regions, lie 
perched ui)on the highest hill tops of Beaver County, west 
of the Beaver River and north of the Ohio River. Confined 
to that district none have been seen east of the one river 
nor south of the other. Very numerous in places, and 
varying in size from a few inches to several feet, (and one is 
known to have been 10' x 8' x 6' see page 10 Q) they are 
found at a maximum height of 1,300' above tide. 

Ice-bergs, or floes of ground-ice, are the only carriers of 
such rocks to such localities ; and these carriers must have 
floated at that or at a still higher elevation. This proves 
the submergence of the district. But had the submergence 
been much greater than to 1,300' the country between the 
Beaver and Alleghany rivers would have received its share 
of ice droppings ; and so might the country to the south 
of the Ohio river. 

It is evident that the current which brought the granite- 
laden ice, not only descended the broad valley of the Bea- 
ver and Shenango Rivers, but turned down the valley of 
the Ohio River and floated the ice onward so as to drop its 
stones on the hills of South-Eastem Ohio. 

Three prominent knobs stand up above the general hill- 
country east of the Beaver River : Big Knob, in New Se- 
wickley township 1,450' ; a knob in McCandless township, 
1,375' ; and a knob in Pine township* 1,395' above present 
tide level. The first is an outlying relic of Morgantown 
Sandstone ; the other two are outlying relics of Upper Pitts- 
burgh Sandstone protecting patches of the Pittsburgh Coal 

•See pages Q 27, 30, 189, 190; Q 169; Q 171. 

o~Q. 
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bed. Judging by their shape alone these knobs must have 
had their heads above the waters, and stood like islets 
beaten by the waves. But either they were too small to 
detain the passing ice-drift ; or it was borne far to the west 
of them by the faster moving central part of the current ; 
or more probably still a slow moving current of warmer 
water setting from the Monongahela Valley and Virginia 
kept the Beaver current always to the westward. 

It is needless to seek for the origin of this latter current 
in any cause other or greater than that which provides the 
country of the Monongahela with its present noble river or 
group of rivers and their thousand affluent streams — the 
annual rain fall — ^which would supply the smaller branches 
of the Ohio Elver also, as it stUl does. No other difference 
in the operations of the cause could have occurred beyond 
this, viz : that all the erosion of the unsubmerged lands and 
mountain sloi)es, all the sand and mud which is now swept 
along for 1,500 miles to form the delta of the Mississippi 
and till up the Gulf of Mexico, came then immediately to 
rest in the deep and wide submerged water-ways of South- 
Western Pennsylvania. And hence the sloping plane of 
the Second or Upper Terrace Deposit. 

Was the water salt, or fresh ? 

Even supposing the ocean level to have been raised (or 
the continent sunk) by the required 1,300', the rain fall cur- 
rent flowing northward and westward through these land- 
locked avenues would make their waters, if not fresh, at 
least brackish; especially considering the comparatively 
short time during which the submergence lasted ; for its 
recent occurrence is proven by the earlier and underlying 
Northern Drift Deposit. 

How far did the 1,300' level carry this (salt or fresh) 
standing water up the present river valleys of Western 
Pennsylvania ? 

Up Chartiers Creek, the water stood over Washington 
R. R. Station 260'. 

Up Ten Mile Creek, and Dunkard's Creek, and along 
the Baltimore and Ohio R. R., west of the Monongahela, 
the 1,300' level would allow the water to flow over the 
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passes into the valleys on the Steuben ville and Wheeling 
side of that highland. 

Water at 1,300' would stand 300' above Grafton ; would 
ascend the Cheat River nearly to Rowlesburg ; would reach 
on the Youghiogheny River to Confluence ; on the Loyal- 
hanna River to the middle of its gap ; on the Conemaugh 
River to Conemaugh Station on the Pennsylvania R. R. 
and Johnstown would be submerged 100 feet ; on Sandy, 
to near the mouth of Paint in Somerset County ; on Black 
lick and Two Lick, into their gaps, and exactly to the 
county town of Indiana, which, like Confluence, would 
then be situated at the pointed end of a long narrow arm 
of the sea ; on the Mahoning River branches, to within five 
miles of the Clearfield County line ; on the Red Bank, to 
Bell's Mills above Brookville which would be just left dry ; 

on the Clarion to ; and on the Alleghany River to 

the New York State Line, Oil City being under water 300', 
and Warren 100'. 

East Sandy, Tionesta and Kenzua valleys would be three 
pointed bays ten or twenty miles long. 

Warren being submerged 100' the valley of the Conne- 
wango and its branch the Cassadaga would be flooded far 
mto New York, nearly to Chautauque Station within 14 
miles of Dunkirk, and an extra rise of 20' would pass the 
water over the divide. Chautauque lake would become the 
head of a separate side bay to the west. 

Ascending Oil Creek Valley the water of the 1,300' level 
above tide would pass Titusville (submerged 120') and 
reach Centreville on Oil Creek in north-eastern Crawford 
County. 

Franklin being submerged 300' French Creek would be 
flooded across the P. & E. railroad at Le Bceuf Station 
and beyond it nearly to the south-west corner of the State of 
New York. But all connection between this French Cr. bay 
and that of Oil Creek is cut oflf by an isthmus of high land 
bordering Oil Creek on the west and extending down to 
Franklin. But the top of this ridge would nowhere be 
more than 200' or 260' out of water. 

From Franklin to Pittsburgh only very short and steep 
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ravines descend to the west bank of the Alleghany 
River. The crest of the Butler Oil Belt would be a 
little out of water. Butler itself would be submerged 300' ; 
but Harrisville, in north-western Butler County, would be 
60' out of water. The whole drainage of this country is 
south-westward into the water basin of the Beaver River; and 
a general submergence to the 1,300' level above tide would 
make an open sea or broad strait running north and south 
from Beaver town to Erie. All the main branches of SliiJ- 
pery Rock would make tributary bays. The Neshannock 
Valley would be flooded to Garrit Station ; Mercertown 
would have 200' of water over it, and Evansburg in Craw- 
ford about 20'. The water would stand 160' deep over the 
R. R. summit north-west of Conneaut Lake. Meadville 
Station would be 130' underwater, and the whole Meadville 
Plain with Conneaut Lake and the Pymatuning Swamp 
would be merged in the Northern Sea. 

It can be readily seen how all Mr. Carll's observations of 
Drift-plains, Hills of moraine-matter, and Buried river- 
valleys may appear in this new light cast upon them from 
the evidences of a 1,300' submergence of Mr.'White's more 
southern district ; and how easily we can now explain the 
hitherto anomalous fact that the Canadian ice-droppings 
are confined to the west side of the Beaver River ; for there 
was a low but complete and entire barrier of unsubmerged 
land entirely encircling the Alleghany River water-basin ; 
while there was an unobstructed water way for southward- 
floating ice to the westward of it. While some, perhaps 
most, of the ice moved across Northern Ohio, so much of it 
as entered the strait in the neighborhood of Jamestown was 
compelled to proceed down the Shenango, the Beaver and 
the Ohio Rivers towards AVheeling. 

The movement of the ice through this strait might con- 
tinue not only so long as the 1,300' level was maintained 
but until the level declined to 1,150', when the barrier in 
western Crawford must have begun to appear above the 
declining flood, after which event no more granite erratics 
could reach the hills of Beaver County. 

A pipe-line route has been recently levelled by Chief 
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Engineer Hermann Haupt and his assistants, from Monte- 
rey Station on the Alleghany Valley R. R. above the 
mouth of Redbank — to Baltimore. (See Proceedings of 
the American Philosophical Society, October 6, 1877, page 
136, et seg.^ where the condensed notes of tliis valuable 
survey are published. ) - 

The zero of the survey 824'* near Monterey was taken at 
the entiunce to McElroy' s Coal Mine ; the water in Red- 
bank was crossed at 839', and the Mahoning water at 794'. 

This line, crossing highlands as well as valleys, shows 
that land 1,600' high (above tide) closely borders the Alle- 
gheny river valley, at Monterey, on the east ; 1,436', north 
of Redbank Creek mouth ; 1,535', between the gorges of the 
Redbank and the Mahoning; and 1,550', immediately 
south of the Mahoning. 

Crossing the Armstrong-Indiana County Line, and pass- 
ing Smikesburg over summits of 1,460' and 1,490', and de- 
pressions of 1,305', 1,278', &c. ; George ville and Marion, 
with summits of 1,513', 1,494' and 1,680', and depressions 
(Litt. Mahon. Jiead runs) of 1,259' and 1,392' ; it finds a 
ridge separating Mahoning and Two Lick, 1,671' (Two Lick 
1,374'); and between Two Lick and the Susquehanna, 1,962', 
1,986' and 1,999.20' (a high knob near the Cambria County 
Line), declining eastward to 1,905' and 1,830'. Even the 
water-way of Two Lick at Rapine's Old Saw Mill stands 
at 1,510'. 

The same high land stretches across Cambria County, 
separating the Susquehanna waters which flow northward 
from the Conemaugh waters which flow in the opposite 
direction, and joining the Alleghany mountain crest. Even 
where the pipe line crosses Clearfield Creek on the north 
slope of this divide it is 1,600'. The depressions in the 
divide vary from 1,687 to 1,910', while its maximum levels 
vary from 1,981' to 2,194't. The high knobs of the Alle- 
ghany Mountain Crest range in height between 2,410' and 
2,590' northward from Gallitzen, and between 2,550' and 
2,830' southward from GkiUitzen. The gaps through which 

* Above tide level. 

t Hill back of Ebensborg, 2,170'. See Report HH . p . xviii to xxii. 
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the Pennsylvania R. R. tunnel in Cambria County and the 
Baltimore and Pittsburgh R. R. tunnel in Somei'set Coun- 
ty are driven are respectively 2,286' and 2,280' above tide, 
(the tunnels being at 2,226' and 2,161'.) The knobs along 
Laurel HiU rise to 2,470'. 

This fairly represents the level of the surface of Clearfield, 
Jefferson, Forest, Elk, McKean, Potter, Cameron, Lycom- 
ing, Wyoming, Sullivan and portions of counties adjoin- 
ing them constituting an extensive mountain forest belt of 
western and northern Pennsylvania. 

But there is one noticeable break-down of this elevated 
plateau across Clearfield and Jefferson counties ; and 
advantage has been taken of it to make the Low Grade R. 
R. connection between the Susquehanna and Alleghany 
rivers, known by the name of the Bennett's Branch Ex- 
tension of the A. V. R;. R. by way of Red Bank and Sandy 
creeks. This low divide is only about 1,550'; for the east 
end of the tunnel is 1,440' above tide. It is sufficient how- 
ever to have prevented the extension of the 1,300' level 
water in that direction. The isolation of the 1,300' level 
area froni Middle Pennsylvania, Maryland, and Virginia is 
therefore complete. 

It can hardly be supposed however that the Atlantic 
Ocean did not then beat against the slopes of every moun- 
tain in Eastern Pennsylvania which lifts its long and sharp 
straight crest too high for the submergence. R. R. grade at 
Altoona is only 1,178' and the horseshoe curve in the Kit- 
tanning Point ravine behind it is 1,594' above tide. In the 
Valley of the West Branch of the Susquehanna the water, 
would reach to Rathbon Station in Elk County (1,299.18' 
uncorrected level of 1875) in the valley of Bennett's 
Branch, to Hebner's run Station beyond Caledonia ; and in 
the gorges of the Sinnemahoning, Kettle Creek and Pine 
Creek to corresponding distances in the interior of the great 
plateau. These valleys would then resemble that of the 
Hudson River between New York and Albany, inasmuch 
as the latter is now a submerged ancient valley in process 
of being buried up under an inroad of detritus; coai*se 
in places (and in the spring-time) from the Adirondack, 
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Catskill, Taghkonic mountains, and Highland range ; and 
fine in other parts and seasons from the limestone and 
shale valleys and the inflowing tides. The Coast Survey- 
has shown that the ancient valley of the Hudson extends 
many miles out to sea, which proves that the Atlantic Sea- 
board has suffered a depression of 1,000' helow present sea 
level. There is no difficulty then in the way of supposing 
it elevated previously, in or after the (xlacial Age, to a 
height of 1,300 feet dbove sea level. It is of course an open 
question whether the ocean itself has not alternately risen 
and sunk, instead of the continent. But the discussion of 
this physical problem would be here out of place, and its 
solution is of no importance whatever in drawing conclu- 
sions affecting the buried valleys and perched blocks of 
Western Pennsylvania. It will come in place in future re- 
ports on the erosion and drift deposits of Middle and 
Eastern Pennsylvania, for which our data are not yet suffi- 
ciently numerous nor sufficiently precise. The object held 
in view in all that has been said above has been to fix the 
intelligent attention of the geologists of the different dis- 
tricts of the State on the desirableness of closely observ- 
ing and copiously annotating all the surface phenomena 
encountered in the progress of their work, and to suggest a 
right method of collating, comparing and reasoning on ob- 
served data, as district after district shall furnish its com- 
plement of facts. 

If the conclusions arrived at above should prove to be 
worthy of acceptance, it would follow : 

First, that the recixcavation of our western valleys has 
been accomplished by a second generation of rivers essen- 
tially like the first and occupying mainly the same lines 
upon the map. 

Secondly, that the method adopted by the reexcavating 
rivers was essentially the same as that pursued by their 
ancestors, the previous excavating rivers ; but a method 
modified to suit a changed condition of things, in as much 
as the work of the earlier set had been entirely in the old 
hard rocks, the Coal Measures, while the labor of the later 
set was expended upon several hundred feet of recent and 
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therefore soft mud and sand ; at least until the lower 300 
feet of coarse Northern Drift was reached. The older 
rivers had been confined to deep trench-like valleys ; the 
younger rivers meandered from side to side over wider 
gently sloping marshy plains. 

Thirdly, that any theory which assigns our Topography 
to a recent date must be a mistaken one ; that no Glacial 
theory at all can apply to it ; that no other agent than the 
rain-fall can have sculptured the main features of the 
country ; and therefore that this carving must have com- 
menced immediately after the Coal Measures were lifted 
continentally thousands of feet into the air ; that it has 
proceeded ever since ; therefore, that the actual valleys are 
of great geological antiquity ; and, finally, that the Drift 
stuff which fills the bottom of some valleys and the Ter- 
race sands and clays which once filled them all to various 
heights, and portions of which still cling to their walls, 
belongs to the latest of the geological ages, viz : that im- 
mediately preceding or cotemporaneous with the crea- 
tion of the mastodon and man.* 

Although the reexcavation of the valleys since the gla- 
cial age has been a slow and laborious operation occupying 
many thousand years, the original excavation of the val- 
leys previous to the glacial age must have occupied an im- 
mensely longer time, beginning indeed with the emergence 
of the Coal Measures, and continuing without intermission 
through the Middle Secondary, Newer Secondary, and 
. Tertiary ages. Not only were the valleys deepening all 
that time, but the whole surface of the continental high- 
lands was being constantly brought down nearer to the 

* In this respeot it is interesting to observe that the same superposition of a 
deposit of loam, fine sand and olay upon an older deposit of coarse gravel 
oharaoterizes the geology of the surface of all Europe north of the Pyrenees 
and Alps, and of all Asia north of the Caucasus, Himalaya and Altai mount- 
ains, as far as Behring*s straits ; and still more interesthig to learn that the 
remains of the Mammoth and of Man in the Old World are said to be always 
found in the lower or coarse gravel beds. The remains of Mastodon pre- 
served In the Pittsburgh High School Museum were found, and others have 
more recently reported to be still lying, in the gravel bed of the Ohio River, in 
front of the City point where the two rivers meet. (See page K, 22). 
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level of the sea. It is in view of this phenomenon that 
Mr. White's descriptions of the outlying knobs and 
patches of Pittsburgh and other coal beds become doubly 
interesting. These show how much further towards the 
north than they do now the sandstone, limestone and coal 
beds once spread. On the other hand, the erratic blocks 
which rest on the hill tops show that this general degrada- 
tion of the surface of the country has been comparatively 
slight since the Ice age, our topography being indeed by 
that time established pretty much as we now see it. 

The power of ice to erode a country has been grossly ex- 
aggerated. The glacial excavation of great valleys, and 
even of the chain of the great lake has been frequently 
asserted, in spite of the absurdity of such a supposition. 
But one might as well ascribe the depression of the Blue- 
Grass Country of Middle Kentucky, or that of the Central 
Basin of Middle Tennessee, or that of the Great VaUey of 
Eastern Tennessee and Virginia to the agency of glaciers. 
During the 1,300' submergence all these were inland seas 
or great lakes, like those existing in our day between 
Canada and the United States. They are excavated in the 
same Lower Silurian formations with Lake Ontario and 
Lake Champlain. Because these latter happen to remain 
reservoirs of water, that is no reason for assigning to them 
a peculiar origin. 

In like manner Lakes Erie, Huron and Michigan are in 
all respects similar to the excavated Devonian and Upper 
Silurian valleys of Pennsylvania, Virginia, Tennessee and 
Alabama, except that they hold standing water. Were 
their outlets deep enough to drain them no one would im- 
agine them due to the action of ice, or think of assigning 
them a date so recent as that of the Glacial age. 

I have repeatedly urged the important consideration that 
the main agent or condition of erosion is the chemical 
solution of the limestoiie formations. This is plainly 
true of all the anticlinal valleys of the Appalachian belt, 
extending from Canada to the Gulf of Mexico. It is evi- 
dently true of the limestone basin of Middle Tennessee 
and of the Blue-Grass country of Kentucky ; for millions 
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of caverns, large and small, sink holes, sinking springs, 
rivers disappearing under ground and reappearing further 
on, dark ravines, natural bridges, attest the fact, show the 
process still going on and explain it in all its details. The 
sandstone and shale formations have been let fall and 
disintegrated by the gradual failure of the dissolving lime- 
stone formations which were their underground supports. 

And what is true of the Alleghanies is true of the Jura^ 
the Pyrenees, the Appenines and all other mountain ranges 
composed of alternations of thick and thin calcareous and 
silicious strata, folded more or less into anticUnals and 
synclinals. It makes no difference whether the eroded 
country be near the pole or near the equator, the features 
of erosion are always the same, and its amount stands in 
proportion to the thickness, intercalation and solubility 
of the limestone layers, and to the time elapsed. 

This will be expressed more fuUy in future reports of 
the survey relating to Middle Pennsylvania. 

But a more important because more practical subject for 
thought to the miner and capitalist is furnished by a still 
older and hitherto little known stage in the process of ero- 
sion, — an erosion of the Coal Measures themselves during 
the age of the formation of the coal beds. 

This subject was alluded to by Prof. Stevenson in his re- 
port on Greene and Washington counties, K ; and it wiQ 
be more fully discussed by him in his forthcoming report 
on the ligonier valley, KKK. 

Such an ancient valley of erosion is exposed by the Pan- 
liandle railway near Hay's Station in Washington Coun- 
ty. At the east end of the cut five formations are visible, 
the top one being sandstone. In the middle of the cut 
this top sandstone occupies the whole section, thus : — 



Sandstone, 
Sandstone, 
Sandstone, 
Sandstone, 
Sandstone, ^ 



Sandstone, ... 25' 

Sandy Shale, . . 20' 

- Variegated Shale, . 4' 

Limestone, . . . IV 

^ Variegated Shale, . IC 
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The phenomenon is worthy of the most critical examina- 
tion, and is thus described by Professor Stevenson : — 

'' At Fort Pitt Station, this sandstone is fully 75 feet thick 
and begins at 40 feet below the Pittsburgh Coal Bedj so that 
it may be the ConTiellsmlle Sandstone. From this point to 
perhaps three fourths of a mile beyond Walker's Station, it 
forms a bold bluff alongside of the run, up which the track 
passes; but about midway between Walker's and Hay's 
Stations the bluff suddenly disappears, its place being 
taken by a grassy bank with a^gentle sloi)e, and at Hay' s 
Station the following section was obtained, the lower por- 
tion being found in a cut just beyond the disappearance of 
the sandstone bluffs. 

1. BiiUhurgh Coal Bed, 11' ' 

2. Interval, 70 

8. Flaggy Sandstone, 20' 

4. Shale, 3' 

o. Limestone, 2' 

6. Interval, 40' 

7. Limestone, 1^' 

8. Sandy Shale, 35' 

'' No. 5 is the limestone, which is replaced at Fort Pitt. 
Here it is 75 feet above the track, which makes the total 
rise of the stiuta between the appearance and the disap- 
pearance of the sandstone nearly 150 feet. The dip of the 
rocks is about 80 feet per mile, while that of the sandstone 
is not far from 40 feet, since at the western side the lower 
as well as the upper limestone has been replaced by the 
sandstone. Both of these rocks must have been above the 
surface at the time the erosion took place, and the dip 
must have been about 40 feet per mile in a south-east direc- 
tion ; but this sandstone belongs to the upper part of the 
Lower Barren series, so that the Claysville axis must have 
existed, in this locality at least, as a distinx^t fold before 
the deposition of the Connellsville Sandstone. This eroded 
valley was traced northward for some distance, the sand- 
stone having been recognized in the same position on the 
Steubenville pike. Its extent southward is unknown, as in 
that direction the horizon is nowhere exposed within the 
State of Pennsylvania. 
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"On the west side of the Claysville axis, and at a short 
distance east from Oakdale Station on the Panhandle rail- 
road, the same phenomena are even more fully exposed, for 
there, in a succession of cuts, both sides of an eroded valley 
are shown. This valley is filled with a sandstone precisely 
similar in character and relationship to that occupying the 
valley between Fort Pitt and Hay' s Station. 

"The next axis toward the east, the Washington, shows 
similar erosion. This anticlinal crosses the Monongahela 
River opposite Pittsburgt, and passes almost directly 
under the Sheffield steel- works. Just east from that locali- 
ty, and a little below Birmingham, the following section is 
exposed alongside of the railroad : 

1. Limestone, 3' 

2. Shale, 2' 

3. Green Limestone, 1' 

4. CoaU 1' 

5. Shale, 6 

' ' Just before reaching the steel- works, the Shale, No. 2, 
cuts out Nos. 3, 4, and 5, and extends to ah unknown depth 
below the track. This gap occupies the exact plane of the 
axis, and extends for many yards east and west. On its 
eastern side, the Crinoidal limestone dips east, and on the 
west side it dips west. The shale filling the gap is similar 
in composition to the main portion of the bed, but is com- 
paratively structureless, being without regular bedding. 
How far this condition extends is not known. At the 
south under this axis the horizon is concealed, while north- 
ward it has been cut away by the rivers for a long distance. 

' 'A very similar case of ancient erosion is found on the 
Conemaugh River, almost directly under the crest of the 
arch of the Blairsville anticlinal. It is thus described in 
the Report of the First Survey, Vol. II, p. 600 : 

^' In the exposure, which is several hundred yards long, 
the rocks exhibit striking changes in character : thus, at 
one point, the shale under the sandstone is 10 feet thick, 
but in a few rods becomes a sandstone, which rests directly 
on the coal. The shales between the coal seams thicken 
and thin variously. At one place where this appearance 
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presents itself the coal seemingly terminates in the sand- 
stone. Near the place where these disappear with a west 
dip beneath the water level the massive sandstone resting 
on the coal changes wholly to shale for a thickness of 12 
feet ; the sandstone then presents a vertical waU, 40 or 50 
feet thick, in coarse gray massive strata, with irregular 
lines of deposition along the canal." 

"Erosions of 'smaller extent were seen at many places 
along the axis. They explain many perplexing variations 
in detail, which one finds in comparing sections obtained 
in following up an anticlinal. 

"The Nineveh synclinal, in the southern j)ortion of Greene 
County, shows an intercalated group of rocks, which is 
altogether wanting in all synclinals except the Waynes- 
burg in the same county. It is absent also from all the 
anticlinals except in the extreme southern portion of the 
county, where it barely crosses the Pin Hook axis into the 
Waynesburg synclinal, along Gray's Fork of Ten-mile 
Creek." {Letter dated Nocerribei^ 1877.) 

I was disposed to make reference to the extraordinary 
local deposit of gravel and sand, at Homewood, cutting out 
the Ferriferous Limestone, as possibly a similar eroded 
valley deposit of Coal Measure age. But Prof. White pro- 
tests against such an assumption on the ground of the non- 
existence of visible nonconformability where the plains of 
erosion ought to exhibit such. He thinks the dei)osit of 
the sands and gravel synchronous with that of the shales, 
the one set changing into the other. He points to the fact 
that the Limestone is not cut oflf on each side sharp and 
while at its maximum thickness, but slowly and steadily 
thins away to a tutenmergal clay, and then to nothing. 
The coal beds were prevented from growing in the shallows, 
at Homewood because continually swept by the waves and 
currents which deposited the gravel ; whereas, on the Cou- 
noquenessing, three mUes distant, slight emergences of 
the land alternated with slight submergences, permitting 
serial vegetation (or the accumulation of vegetable mate- 
rial) at one time, and burying it up at another. 

§ 13. The only other subject which need be referred to in 
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this preface is that of Petroleunj, and for this the reader 
must consult the final chapter of the report, and the repro- 
duction, on a very reduced scale, of a map of the Smith' s 
Ferry Oil Field published in the Centennial Atlas of Beaver 
County, by which the number of weUs sunk may be better 
imagined than described. Records of a few wells in But- 
ler County will be found by reference to the word Wells in 
the Third Index. But the data are too widely scattered 
and too unreliable to be of much value, and it would be 
unwise to anticipate Mr. Carll' s forthcoming Second Report 
on the geology of the Oil Region, which wiU treat the 
theme in a systematic manner. 

J. P. LESLEY. 
1008 Clinton Street, Philadelphia, 

JanvAiry -?, 1878. 



A Species of Fungus recerMy discovered in the shales of 
the Darlington Coal Bed {Lower Productive Coal Meas- 
ures^ Alleghany Jiiver Series) at CanneUon^ in Beaver 
County y Pennsylvania. {With a plate.) 

By Leo Lesquebeux. 

{Read before the American Philosophical Society ^ October 

19, 1877.) 

The discovery of a Fungus in connection with plants of 
the coal measures is not less remarkable than that of land 
plants in the Silurian. 

Idndley and Hutton, in their Fossil Flora of England, 
1831-33, have represented (plate 65 of the first volume) a 
kidney shaped, round, flattened body, whose outline and 
surface, marked by zones of alternate density and coloring 
along the borders, recall somewhat the characters of some 
of the hard Fungi seen upon old trunks of the forests at 
the present time and known as Polypores, Bolets, etc., or 
generally called Sponge-Mushrooms. The characters of 
this fossil organism are so uncertain that the authors them- 
selves, tljiough applying to it the generic name of Poly- 
poriteSy consider as very doubtful its reference to the vege- 
table kingdom. 

Mr. Bowman, the discoverer to whom the species is dedi- 
cated as P. Botomanniy remarks, that one of his specimens 
might be taken for the scale of a fish or of some great Sau- 
rian. Since that time no kind of remains referable to 
Fungi has been seen in the coal, except one specimen found 
in the Anthracite measures near Pottsville, Pa. It is ap- 
parently identical with the English species, and does not 
afford any more light upon its nature. This specimen, 
however, contradicts by its habitat its reference to the 
animal kingdom, as no remains of this kind are found in the 
Anthracite measures of Pennsylvania. 
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But there are in the Tertiary Lignitic of the Rocky 
Mountains some clay beds associated with coal wherein 
are intercalated shaly fragments colored in concentric 
zones by penetration of iron in such a way that they ex- 
actly represent the appearance of the fossils described by 
the English authors. The zones, about two millimeters 
wide, are of dififerent hardness, and the soft white ones be- 
ing more easily disintegrated, they form a series of alter- 
nately elevated and depressed concentric bands, similar to 
those described as characters of the Polyporites of the coal. 

However this may be, we have now from the Carbonifer- 
ous a fossil plant which is by all its characters positively 
referable to the Fungi. This plant, which was discovered 
under the bark of a Sigillaria^ is referable to the genus 
Rhizomorpha^ a fungose substance which even until the 
present time has very rarely been recognized with organs 
of fructification, and is therefore admitted as a kind of 
mycelium^ or as the first stage of the life of s, fungus. Spe- 
cies of various and numerous forms of these vegetable organs 
are commonly found under the bark of trees, or between 
layers of decaying wood in the forests, and some have been 
described under dififerent sx)ecific names. 

Rhizomorpha Sigillari^, sp. nov. 

PI. /, fig. 9. 

Stem flattened, irregular in form, round, polygonal, elon- 
gated and linear or amorphous ; branches diverging all 
around, either simple or forking, even anastomosing in 
various directions, inflated towards the top, club shaped 
and obtuse or slightly flattened by compression, and marked 
upon the surface by a netting of narrow wrinkles resembling 
veins and their divisions in veinlets. 

The figure exactly represents the specimen which botan- 
ists will easily recognize as bearing the appearance of some 
of our present so-c^led species of RhizoTnorpha. The sur- 
face wrinldes, distinctly seen in fig. 9 b enlarged, seem to 
have been produced by compression and contact of an upper 
layer of bark reposing upon them. In their nonnal state 
the same appearance is remarked upon living forms of these 
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Fungi. It is the same with the flattened body, the mode 
of branching, the different size and length of the branches, 
which are evidently widened and modified in their form 
and directions according to the space left under the bark 
for their development. 

Though no doubt could be entertained about the relation 
of this organism, which was discovered in detaching the 
upper layer of bark of a Sigillaria^ I nevertheless referred 
the matter to the opinion of some of my corresponding 
friends, to whom I sent the figure of the plant in order to 
have every possible evidence on this subject. Among 
others. Dr. Casimir Roumegu^re of Toulouse, France, who 
has large collections of Fungi and who is known by numer- 
ous scientific memoirs on this difficult branch of botanv, 
answered my request by the communication of many speci- 
mens of the different forms of Rhizomorjpha of our time 
whose characters are comparable to those of the fossil one. 
Remarking on its relation as far as it could be recognized 
from the figure of this organism (the same as that repro- 
duced here) he says : I was extremely interested by the ex- 
amination of your MhizoTnorpha Siglliarice and startled by 
the appearance of structure which seems to relate that 
American fossil organism to European congeners ; I have 
especially examined in comparison the described forms of 
liJiizomorpha STibcorticalis^ where I find characters which 
have removed my first hesitation in regard to your views. 
One of these forms, the teredo of Persoon, has few ramifica- 
tions, nerves anastomosing, and the primary branches are 
flattened, enlarged and rugose as in the fossil specimen 
from Cannelton. The form latissima described by Kick, 
in the flora of Flanders, from under the bark of Betula alba^ 
has a flattened body resulting from the impression or co- 
hesion of some stems, etc. 

From the specimens communicated to me, most of the 
forms of R. sv2)corticaUs present the mode of anatomosis 
in abnormal direction, as seen at the base of the branch c. 
Others have a flattened stem when unfolding under some 
closely pressed piece of bark ; but the branches generally 
take their cylindrical form when they come to more space 
D— Q 



1 Q. REPORT OF PROGRESS. I. C. WHITE, 1876. 

• 

esi)eciaUy where air is accessible. Though it is always 
difficult to find the top of the branches, they are generally 
inflated or club-shaped as in the fossil specimen. 

Dr. Roumegufere adds to the dry specimen a figure of R. 
svbcorticaZis^ which represents a stem flattened and en- 
larged, as in the body of our fossil, with branches bearing 
at the surface small tubercles composing a false peridlum, 
one of which, more advanced into maturity, has produced 
a club shaped body identically similar to those of Hilar ia 
digitata^ an autonome Fungus. This production has been 
as yet Very rarely observed. Except that the ramifications 
of the branches bt that living species are longer and not 
inflated at the top, which is not discernible in the specimen, 
the fossil form is remarkably similar to it. 

I received also from Professor C. H. Peek, of Albany, 
some specimens of RMzoTnorpha more or less representing 
the character of R. SigillaricB. 

No fossil plant published until now from any of the geo- 
logical formations of Europe or of America has any rela- 
tion to this. In Sternberg, Vers., Aphlebia tenuiloha^ 
represented in Vol. II, pi. Iviii, Fig. 2, might be quoted as 
bearing some relations to the plant of Cannelton by its 
branches irregularly diverging from an enlarged amorphous 
central mucleus. But though this species, a mere variation 
of A. adnascenSj Pr., represents a parasite plant, it has, 
like the others described under this generic name, a dis- 
tinct system of nervation, according to which, the divisions of 
the primary stems are in an outside or upward direction, 
and therefore do not, and cannot anatomose eitjier in riglit 
angle or in abnormal direction, as is the case with plants of 
cellular tissue. Thus we should have only for comparison, 
outside of the Fungi^ marine plants or Fucoids, and of 
course the presence of marine plants in connection with 
Sigillaria^ even under the bark of trees of this kind, is an 
impossibility. 

Habitat I found this vegetable organism in shaly cannel 
or cannel shale of the Cannelton coal, of Beaver County, 
in company with the proprietor, Mr. I. F. Mansfield, who 
in pursuing systematic researches for fossil remains has ob- 
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tained a remarkably rich series of rare and new species of 
plants of the Carboniferous. The character of a rib of 
Sigillaria is easily recognized upon the figure of the speci- 
men, which bears also one round scar of the under surface. 
The upi)er layer of bark transformed into coal was broken 
into small fragments to fully expose the fossil Fungus, 
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PART I. 

SUMMARY STATEMENT OF THE GEOLOGY OP THE DISTRICT. 



Chapter I. 
Topography of the Surface and Character of Soil, 

The district of Western Pennsylvania described in this 
Report includes all of Beaver county north from the Ohio 
river, the southern half of Butler, and that portion of Alle- 
gheny lying north from the Ohio, and west from the Alle- 
gheny river. It thus extends from the Allegheny river to 
the Ohio State line, and embi'aces an area of about 900 square 
miles. 

The general surface of the country may be described as 
hilly ; for, except along the Ohio river, there is very little 
valley surface in any portion of the district. There is a 
great similarity in the topography along all the streams, 
and when we have described one, we have practically de- 
scribed the surface features along all. This is due, of 
course, to the similar character of the rocks out of which 
all have carved their channels ; for, with very few excep- 
tions, all the streams which rise within the district have 
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their sources in the Barren Measures, and their mouths in 
some portion of the Lower Productive Coal Series.* 

Taking any one of the principal streams and passing from 
its mouth to its source we would meet with the following 
surface conditions: 

At its mouth, and all along its course through the Lower 
Coal series, the hills rise very abruptly on either side, often 
leaving the bed of the stream to occupy the entire valley 
surface between. They continue steep and rugged until 
their summits pass above the massive sandstones at the 
base of the Barren Measures ; then the hills slope gently 
away ; their outlines are rounded, and we frequently find 
broad and almost level stretches of land on their summits. 

Sometimes the valley will widen out and give us nice 
bottom lands on each side of the stream for a short dis- 
tance ; but this state of affairs is the exception and not the 
rule. 

Frequently the stream flows in a deep gorge with im- 
mense cliffs of sandstone rising almost perpendicularly on 
each side; and this is the case especially when it cuts 
through the massive rocks at the base of the Barren Meas- 
ures. 

Near the head of the stream, where its bed lies above 
these massive rocks, a great change occurs in the topog- 
graphy. The narrow gorge in which the stream below was 
flowing becomes a beautiful valley ; the steep and rugged 
hills are replaced by a gently rising surface, which slopes 
gradually away in the distance ; the stream itself becomes 
sluggish, and the whole area is farming country. 

It wiU thus be seen that nearly all the arable land of the 
district lies on the high lands, back from the steep bluffs 
which border all the streams, except near their sources. 

There are two principal water-sheds. The most import- 
ant one of these enters the district from the north, in the 

*The term "Barren Measures" will bo used in this report instead of Ijower 
Barren Measures, because the Upper liarren Measures are confined to the 
country further south, and there can be no niisunderstiinding produced by a 
convenient return to the use of the term universally employed in the old re- 
ports. By " I-i'>wer Coal Moiusures " will always be meant Lower Productive 
Goal Measures. 
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eastern portion of Butler county, and passing south, forms 
the divide between the waters flowing east into the Alle- 
gheny, and those flowing west into the Connoquenessing. 

This divide holds a south course, rudely parallel to the 
Allegheny river, to the southern margin of Butler county, 
when it turns abruptly to the w^est, and passing along the line 
betw^een this county and Allegheny, forms the divide be- 
tween the waters flowing north-west into the Connoqueness- 
ing, and those flowing south-east and south into the Alle- 
gheny and Ohio rivers. 

It continues in a westerlv direction to near the western 
line of Allegheny county, when it is deflected to the south- 
east by the valley of Brush creek ; but passing it, around the 
heads of the two Sewicklies, it takes a north- w^est direction 
through Beaver county, and finally terminates in a naiTOW 
high tongue of land between the Big Beaver and Connoque- 
nessing, near the mouth of the latter stream. 

The other water-shed extends north and south through 
the western part of Beaver county, and forms the divide 
between the waters of the Big and Little Beavers. 

Rivers. — The Allegheny river flows along the eastern mar- 
gin of the district, from Freeport to Pittsburg. The follow- 
ing are its principal tributaries, commencing at the north : 

Big Buffalo rises in the north-eastern part of the district, 
and flowing south along the margin of Butler county drains 
all that portion of it east from the divide, and receiving 
from the west Long, Rough, and Cornplanter runs, and 
Little Buffalo, it empties into the Alleghany at Freeport. 
It carries a large amount of water, and is a bold and nipid 
stream. Tlie channels of its tributaries are mere gorges 
cut down through the Buffalo and Mahoning Sandstones, 
which rise in vertical cliffs along their sides. Tlie Butler 
branch of the West Pennsylvania railroad passes up Little 
Buffalo. 

Big and Little Bull creeks, are the next to the south 
which rise in the southern portion of Butler, flow south 
through Allegheny, and, uniting one mile above Tarentum, 
empty into the river at that point. 

Big and Little Deer creeks, in a similar manner, rise in 
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the northern part of Allegheny, and, flowing south-eastj 
rudely pamllel to each other, unite two miles from the Al- 
legheny river, and empty into it at Harmerville. 

Pine creek comes next on the south, and is the largest 
stream in this portion of the county. It heads in several 
branches in the north-west part of Allegheny, and, flowing 
in a south-east course, receives numerous tributaries, and 
enters the Allegheny a short distance below Sharpsburg. 
Its sides are very steep and rough, and covered in many 
l)hices with a dense growth of pine trees, whence its name. 

Girtie's run and Butcher's run are the remaining streams 
which enter the Allegheny south of Pine creek. Both are 
small, and the latter is the one on which occurred the dis- 
astrous flood at Allegheny City, in 1874, when two hundred 
persons were drowned. 

The Ohio river forms the entire southern boundary of the 
district. From Pittsburg to the mouth of the Big Beaver 
its general course is north-west ; but there it turns abruptly 
to the south-west, and continues in that general direction to 
the Ohio State line. 

Wood' s. Jack' s, Lowrie' s, and Killbuck runs, and Little 
Sewickley creek are the principal streams entering the Ohio 
in Allegheny county. They are all comparatively small, 
and drain only a limited area. Their descent is very rapid, 
however, and they are subject to sudden floods. 

Big Sewickley creek forms most of the boundary between 
Allegheny and northern Beaver. It is a rapid stream, and 
drains a considerable area in both counties. 

Legionville, Tivebaugh, Crow's, and Dutchman's runs, all 
rising in Beaver county, flow south with a rapid fall. 

Big Beaver River enters Beaver county nearly in the 
center of its northern line, flows nearly due south, divides 
northern Beaver into two nearly equal portions, and empties 
into the Ohio at Rochester. It cuts far down into the mas- 
sive conglomerate sandstones which lie at the base of the 
Lower Productive Coal series ; and their outcrops, rising in 
immense perpendicular cliffs along its banks, render its 
course very wild and picturesque. Near the Paper-mill 
above Beaver Palls, the river leaves its ancient channel and 
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meanders about in the top member of the Conglomerate 
which here forms the bed for more than three miles, and 
causes the rapid fall in the stream which affords Beaver 
Palls and New Brighton their unrivaled facilities for water- 
power. The descent pf the Beaver is twenty feet to the mile 
nntil the Conglomerate has passed below its bed. 

The tributaries of the Beaver within the county are all 
small streams, except Brady's run which enters it from the 
west below New Brighton. But just north from the Beaver 
county line the Connoquenessing empties into it. 

Connoquenessing Creek drains nearly all the southern 
half of Butler county, as well as portions of Allegheny and 
Beaver. It takes its rise in the Eastern part of central But- 
ler in several branches, which unite near Butler town to form 
the main stream. The general course from this point is a 
little south of west, though it makes many large sweeps 
both to the south and to the noi-th. All of its important 
tributaries, with one exception, enter it from the south. 
These are in descending order : — 

Thorn, Glade, Breakneck, and Brush creeks, which all 
head up in the divide against the streams which flow south- 
east into the Allegheny and Ohio. Their courses are uni- 
formly to the north-west, or directly opposite to those of 
Pine, Deer, and Bull creeks which rise on the other side of 
the water-shed. 

Little Connoquenessing puts into the main stream from 
the north-east a short distance above Harmony. It also 
drains a large area, and flows almost parallel to the Big 
creek for several miles, being separated from it in many 
places by only a high narrow ridge. 

The country along the Connoquenessing from Butler to 
within a few miles of Harmony is a perfect wilderness, and 
the channel of the stream, a deep and narrow gorge. This 
is due entirely to the great Buffalo Sandstone, which spreads 
in one unbroken sheet of conglomerate all over this area. 
It comes at an elevation of 150 — 200 feet above the stream, 
and caps the steep bluffs in long lines of cliffs, while its de- 
bris and huge fragments cover the slopes below. The same 
state of affairs occurs on the Little Connoquenessing, and 
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the country along it is even more of a wilderness than that 
on the Big creek. The fall of the Connoquenessing from 
Butler to near the northern margin of Beaver county, is 
only about six feet to the mile ; but there at Hazen's bridge 
it cuts down to the Conglomerate, and entering it the de- 
scent is rapidly increased to twenty-five feet per mile, which 
it retains until meeting the Slippery Rock, and is even then 
very little decreased throughout the rest of its course down 
to the Big Beaver. The scenery along the Connoquenessing 
after it begins to cut into the Conglomerate is wild and 
grand. Its channel is a miniature cafion with vertical cliffs 
of massive sandstone rising 100 feet above its bed. This is 
a noted resort for excursion parties during the summer. 

All the tributaries entering the Ohio below the mouth of 
the Big Beaver are small and insignificant streams, until 
we approach the State line, where the Little Beaver comes 
into it from the north, having its mouth in Pennsylvania 
but soon passing into Ohio as we ascend it. This stream 
drains a large area, and carries off the water from the west- 
em part of Beaver county, by means of the Nprth Fork and 
other smaller streams. 

The Pennsylvania, or North Fork of Little Beaver, is a 
comparatively sluggish stream; but at Fredericktown, Ohio, 
where it joins the main stream, the axis which crosses there 
brings up the massive sandstone at the base of the coal 
measures, and the stream, cutting down into it, falls at the 
rate of 25 feet per mile from this point to its mouth. 
From Fredericktown to near its mouth it flows along the 
edge of the State, two to three miles west from the line. 

The soils of the district are largely derived from the de- 
comi30sition of the Barren Measure shales and sandstones; 
and as these measures contain a comparatively small quan- 
tity of lime, we of course find only two classes of soils re- 
sulting, viz : stiff clays and light sandy soils. The two are 
often intermingled and pass from one into the other through 
all shades of gradation. The rich black loams, so common 
in Washington and Greene Counties, are almost unknown 
in this district. 
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In the portion of Allegheny with which we have to do, 
the soils are derived exclusively from the Barren Measure 
rocks, except along the river terraces. Hence they are never 
naturally rich, yet with proper attention to fertilizing can 
be made very productive. 

The red clays which universally accompany the Barren 
Measure series in this portion of the coal field, become in 
many cases a regular nuisance to the farmers ; for it seems 
that no amount of cultivation can render them fertile, while 
they form a soil so stiff and tenacious that the plough can 
only with the greatest difllculty be drawn through it. The 
largest and most persistent of these red clay bands comes 
about the middle of the series ; and in the northern portion 
of Allegheny, where the highlands are somewhat level, this 
stratum makes the surface rock over a considerable area, 
and whole farms are sometimes rendered comparatively 
sterile by its presence. 

In Butler county also nearly all the arable soils are de- 
rived from the Barren Measure rocks ; for although the 
streams cut down into the lower coals, yet the hill sides are 
so steep and rugged that their cultivation is rarely attempted, 
and consequently all the farming lands, with few exceptions, 
lie back from the streams on the high lands composed of 
Barren Measures. From this it results that a large portion 
of the county has a poor soil, and requires constant fertili- 
zation to render it a productive farming country. 

The best farming lands of Butler are in the vicinity of 
Harmony and Zelienople, where the Connoquenessing has 
carved a broad and beautiful valley out of the Lower Coal 
Measures, and the soil thus derived is very rich and strong. 

Likewise in Beaver county the Barren Measures are the 
source of by far the larger portion of the soils ; since here, 
as in Butler, the hill-slopes bordering the streams are so 
steep and rough that they are seldom cultivated, and all 
the farming lands come high up on the hills which are cov- 
ered with these Barren Measure rocks. 

The only exception to this is the valley of the North 
Pork of the Little Beaver, which is occupied by the Lower 
Coal Measures, and has a very fair soiL 
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From what has been said of the derivation of the soils in 
this district, it will be seen that the farmers have very little 
in their favor with which to begin, and hence the use of 
fertilizers is necessary to secure a paying crop. But while 
the great majority have learned that it pays to enrich the 
soil with common manure, yet the farmers, with very few 
exceptions, appeal* to be in comparative ignorance of the 
beneficial effects of the use of lime. 

The Lower Barren Measures, from which, as we have seen, 
nearly all the soils of the district are derived, contain very 
little limestone, and hence the small amount of calcareous 
matter originally in the soil has nearly all been used up by 
the annual extraction of crops, so that the land is literally 
famishing for lime. There are very few farms on which 
lime sufficient for all agricultural purposes cannot be ob- 
tained, yet there are scarcely a dozen farmers in the dis- 
trict who make a regular and systematic use of it, notwith- 
standing the fact that its application would frequently in- 
crease the production an hundred fold. This apparent in- 
difference of the farmers to their own interests can be ac- 
counted for in two ways : A large proportion of them are 
unaware that the application of lime would pai'ticularly 
benefit their land or increase their crops, and the other por- 
tion do not know that there is any limestone on their lands. 
I have frequently seen the Crinoidal Limestone in immense 
piles along the fence rows, whither it had been hauled from 
the fields as a cumberer of the ground, the owner of the 
land never once suspecting it to be a limestone. 

This district however can never be a famous farming re- 
gion, because the soil can be more profitably employed in 
grazing. Many of the Beaver county farmers are begin- 
ning to appreciate the fact, and of late years have turned 
their attention more to stock-raising and wool-growing. 
Hay is also grown to a considerable extent by many of the 
farmers of Northern Allegheny and Southern Butler. 

Along the Ohio river and in the vicinity of Allegheny 
city, gardening is profitably pursued, since a ready market 
for every description of vegetables can always be found at 
Pittsburg. 
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Chapter II. 

Surface Geology ; I>rift; Terraces ; and Ancient and 

Buried River OTiannels, 

1. The Drift. — The valleys of the Ohio and the two 
Beavers are now filled with Glacial Drift, similar in many 
respects to that which spreads in an unbroken sheet over 
northern Ohio and north-western Pennsylvania. 

No direct evidence can be found, however, that any of 
the great ice streams of the Glacial Period ever extended so 
far south as the Ohio river, within the limits of this dis- 
trict. It is, therefore, very probable that the great beds of 
metamorphic boulders and cobble stones, which now oc- 
cupy the valleys of these streams, and extend in many 
cases two or three hundred feet above their present beds, 
owe their transportation hither to the streams themselves, 
which have carried them down, during floods and freshets, 
from more northern localities where these streams and their 
tributaries cut through the true Glacial Drift. 

What makes this more probable is that the boulders 
themselves are all rounded and water- worn, while the blue 
clay which forms their matrix so to speak in the true Drift, 
further north, is here never seen, but its place is occupied 
by coarse river sand and gravel, which till up the spaces 
between the cobble stones. 

This transported material is very conspicuous at the 
mouth of the Big Beaver, where it is seen in the steep bluflfs 
along the railroad. It has there been quarried away exten- 
sively for ballast. At this point it appears in a perpen- 
dicular cliff, as the whole mass has been cemented by the 
percolation through it of water charged with lime and iron. 
The weathering of the bluff gives the material a kind of 
stratified appearance, and many of the cobble stones cohere 
so firmly that they cannot be dislodged without fracture. 
They vary from one to six inches in diameter, and consist 
of granite, gneiss, greenstone, quartzite, sandstone, con- 
glomerate, limestone, &c. 
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^. Erratics. — Thgre is one class of rocks, however, which 
we find scattered over the surface of north-western Beaver 
county that do not owe their ti^ansportation southward to 
the streams, nor have they any connection with the Glacial 
Drift proper. These erratic blocks of granite are confined 
to the valley of the Big Beaver, and that portion of Beaver 
county west from it. They have never been seen within 
the district east of it, nor south of the Ohio river in Pennsyl- 
vania. They are found lying on the surface in the valleys, 
on the hill sides, and on the summits of the highest hills. 
Along the Big Beaver hills, in the northern part of the county, 
they were seen 1,300 feet above tide, and none rise too high 
for them, although from some high knobs they have been 
hauled off by the farmers, and one unacquainted with the 
fact might be led to suppose that the knobs in question 
passed above their limit. They are of all sizes, ranging 
from six inches in diameter up to several feet. One was 
seen in Darlington township ten feet long, eight feet across 
and six feet high. In many places they are scattered so 
thickly as to almost cover the surface, as is the case on the 
high ground in the borough of Beaver Falls. 

Dr. Newberry accounts for the presence of similar isolated 
rocks in Ohio, by supposing that during the most recent 
submergence of the continent they were transported by ice- 
bergs, which, breaking away from the Canadian highlands, 
gradually melted as they passed into the warmer waters of 
the south, and dropped their imbedded crystalline rocks 
upon the surface where we find them. 

This is in all probability the true theory of their trans- 
portation, and yet there is a confessed difficulty in under- 
standing why their southward limit should be so sharply 
defined at the Ohio river; for none pass across it into 
southern Beaver, as I have been over every township in it, 
always on the lookout for them, but seeing none. 

3, Terraces. — Along the Ohio and Big Beaver, are some 
very handsome terraces. Those facing the Big Beaver are 
continuous with those facing the Ohio. The principal ones 
come at the following elevations above the rivers : 



TERRACES. Q. 11 

Fifth terrace, 280 to 300 feet. 

Fourth teiTace, 200 to 220 " 

Thii'd terrace, 120 to 130 '' 

Second terrace, 60 to 80 '* 

First terrace, 30 to 40 '' 

The first terrace constitutes the flood plain of the river, 
and is constantly present. All the islands in the Ohio river 
are remnants of this one. Where exposed along the river 
banks, it is seen to consist of coarse sand and silt, together 
with some giTivel, and an occasional boulder. It is proba- 
ble, however, that these exposures do not properly represent 
the true constitution of this terrace, since its material is 
being constantly rehandled at every flood. 

The second terrace is also quite persistent along the Ohio 
and Big Beaver, and furnishes sites for many of the towns. 

In the vicinity of Sewickley it has a very wide expanse, 
and forms the beautiful site for that town. PhilHpsburg, 
opposite the mouth of the Big Beaver, is situated on it ; 
and the larger portions of New Brighton and Beaver Falls 
are built on the same. The stnicture is flnely exposed at 
Rochester, where it has been extensively dug away for bal- 
last for the railroad. It is seen to be a perfect mass of 
rounded and polished cobble stones, commingled with coarse 
sand and gravel. The most of the boulders are of metamor- 
phic rock, and, as previously stated, have been derived from 
the Drift. 

The third terrace is also persistent along both rivers, and 
many towns are likewise situated on it. Among these are 
Economy, Beaver, Georgetown, and the upper portions of 
Rochester, New Brighton, and Beaver Falls. . 

The structure of this terrace is the same as the one below it, 
except that the rock material is coarser, the rounded and 
polished boulders being somewhat larger. Along the Bea- 
ver, and below its mouth along the Ohio, this terrace is a 
mere boulder bed, but as we pass above it the crystalline 
rocks cease, and we go up over a rocky escarpment to the 

Fourth terrace^ which has been extensively eroded, and 
is now seen in only a few localities. It is quite prominent 
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along the Big Beaver, however, and near its top supports 
a deposit of yellowish- white, greasy, aluminous clay. 

The fifth terrace is seen a few miles below Pittsburg, and 
the upper part of Bellevue is built on it. Small crystalline 
gravel is seen near its top. This terrace is also seen along 
the hill back from Economy, and at the mouth of Big Beaver, 
although no metamorphic rocks are found in connection with 
it there. 

At New Brighton the succession of the terraces is seen bet- 
ter than at any other locality, and we find them at the fol- 
lowing elevations above the Big Beaver : 

Fourth terrace, 215' 

Third terrace, 125' 

Second terrace, 80' 

First terrace, 30' 

The first terrace is quite narrow, and is a mere shelf along 
the bed of the Beaver. 

The second terrace is quite extensive, and the larger por- 
tion of the town is located on it. This is the one along which 
the railroad passes through the town. It is a perfect mass 
of rounded and polished metamorphic rocks. 

On the third terrace the upper portion of the town is 
built, and it also covers a considerable area. The structure 
is well exposed in cuttings along the streets which pass from 
the second terrace up on to the third. 

The fourth terrace is that on which ^'Kenwood" stands. 
It is also seen at the brick-yard on the hill above the Terra- 
cotta works of Elverson & Sherwood. 

A section of these terraces^ from the top of the fourth 
down to the river, is as follows : — 

1. Sand mixed with clay and an occasional 

boulder of rounded sandstone, 6' to 10' 

2. Greasy, aluminous clay, creamy white in color 

and used at the Terra-cotta works for the 
manufacture of plant pots, 6' to 8' 

3. Rocky escarpment covered with debris down 

to the level of third terrace, 75' 



TERRACES. Q. 18 

4. Rounded and polished boulders of granite, 
gneiss, conglomerate, sandstone, limestone, 
&c., varying in size from one to ten inches 
in diameter and lying in immediate contact, / 
with sand and small pebbles filling up the 
inter-spaces, down through third, second, 
and first terraces to the river, 125' 

Terrace clay, — The fourth terrace extends up the Beaver 
for a long distance and is still covered with the creamy clay 
which is seen at New Brighton. 

Where the Pittsburg, Fort Wayne and Chicago railroad 
crosses Wallace's run, three miles above Beaver Falls, 
this clay is seen in the top of the cut, and a sample of it 
from that locality gave by analysis of Prof. Wuth of Pitts- 
burg: Water 9.80, Silica 51.34, Alumina 33.50, lime 1.85, 
Alkalies 1.11, Magnesia .70, Iron .78. 

This deposit was evidently accumulated at the bottom of 
one of the ancient lakes which overspread this region, and 
it probably marks the upper limit to which the valleys of 
the Beaver and Ohio were filled with silt during the Cham- 
plain Period. 

It cannot be certainly known however that the old val- 
leys were refilled to a higher level than the top of the third 
terrace, for here the metamorphic boulders apparently 
cease, and a rocky escarpment leads up to the fourth ter- 
race at every point where the fourth is seen. 

Not so with the escarpments of the second and third 
terraces ; for these, although they are quite steep, are cut 
down through the boulder bed itself, and at New Brighton 
a well commencing on the top of the third terrace would pass 
through nothing but this deposit down to the level of the 
Big Beaver. 

At Beaver, several wells commencing at the top of the 
third terrace have been sunk down to the level of the Ohio, 
but no solid rock was found in any of them. 

Terrace lines are also seen along some of the tributaries 
of the Big Beaver and Ohio. 

On the Connoquenessing at Harmony some very broad 
handsome terraces occur at 20, 60, and 110 feet above the 
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stream. They cannot be traced for any distance along it, 
because the valley narrows very much both above and be- 
low this point and they have been cut away by erosion. 

In the valley of the Little Beaver terraces are also fre- 
quently seen, but they have suffered much from erosion, 
and no general system can be made out. 

Gravel Bed, — One mile east from New Gallilee along the 
Pittsburg, F. W. and Chicago R. R. occurs what is locally 
known as the "gravel bed." It has long been dug for bal- 
last, and is well exposed at the side of the railroad. It is 
there 60 feet thick and is seen to consist of rounded 
boulders of granite, limestone, sandstone, &c., together 
with fragments of coal^ and much coarse sand tilling up 
the intervals between the boulders, and also occurring in 
irregular, lenticular masses by itself. This is a remnant of 
one of the terraces along the little Beaver, and its top 
comes 130 feet above the bed of the creek at this point, 
showing that the valley of this stream was silted up to the 
same level as those of the Ohio and Big Beaver, since this 
corresponds to the third terrace along the latter streams. 

^. Buried River Channels. — ^The Ohio river flows around 
this district on a bed of boulders and detritus which ex- 
tends to an unknown depth, as no explorations have ever 
reached its bottom. The piers of the railroad bridge across 
the Big Beaver river near its mouth, are built in an old 
channel of the Ohio river, and no rock foundation could be 
found for them at a depth of sixty feet below its present sur- 
face. No data have yet been obtained which can settle defi- 
nitely the depth to which this buried channel extends, but 
from what is known of the ancient bed of the Big Beaver 
the Ohio must once have flowed considerably more than 100 
feet below its present level, and possibly more.than 200 feet 
below it. At least this is true of that portion of it below 
the mouth of the Big Beaver. 

To one carelessly passing up the Big Beaver it would 
seem as if this stream could never have flowed at a lower 
level than it does now ; for in the vicinity of New Brighton 
and Beaver Falls a massive sandstone is seen stretching 
across its bed, from bank to bank, in such a manner that 
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there would appear to be no place for a buried channel. 
This, in view of known facts, was quite puzzling to myself 
until I had obtained the data which put me on the track 
of its ancient bed. 

I discovered that about seven miles above its mouth the 
stream leaves its ancient channel far to the right and enters 
it again at only a short distance from the Ohio river. Be- 
tween New Brighton and Beaver Falls the present open 
channel passes almost at a right angle across the ancient 
buried one. 

The old channel was much straighter than the present one, 
and as traced out by means of wells, borings and other ex- 
plorations, it passes approximately along the following 
line : It leaves the present channel two miles above Beaver 
Falls, a short distance above the paper-mill, and keeping 
to the right passes down through the borough along the 
present valley of Walnut Bottom run. The Beaver Falls 
Cutlery- works are situated near its center. Passing out of 
Beaver Falls it crosses the present channel of the Beaver a 
short distance above the railroad bridge, and goes down 
through New Brighton near the center of the second ter- 
race, and coming over close to the present channel enters 
it at the lower end of the town near the mouth of Block 
House run. From this point the two channels coincide for 
some distance ; but about one mile above the mouth of the 
Beaver the old channel again veers off to the right through 
Bridgewater and Beaver and passes into the Ohio some- 
where between Vanport and Beaver Station. 

To what depth this old river bed extends, has never been 
determined. We know, however, that it was more than 100 
feet deeper than the present bed of the Beaver ; for in 
building the cutlery-works no rock foundation could be 
found at a reasonable depth, and to test the matter an iron 
rod was driven down which still found no rock at a depth of 
100 feet below the level of the Beaver. 

In this same old channel, a short distance south-west from 
the paper-mill, Mr. Ramsey informed me that from the bot- 
tom of a well 36 feet deep he drove a pipe 50 feet through 
quicksand and gravel without coming to any rock. 
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At the woolen-mills, in New Brighton, this old channel 
seems to pass along the very edge of the present one ; for, 
Mr. Coale informs me, that here, on the left bank of the 
Beaver, he drove a pipe fifty feet below its level without 
finding any solid rock. It is very probable that in Beaver 
county this fiUed-up channel extends down 200 feet below 
present channel of the Beaver ; for, according to Dr. New- 
berry, the oil wells bored at the junction of the Mahoning 
and Shenango found no rock for 150 feet below their pres- 
ent beds. 

5. The Probable Agent of Erosion, — To what agent shall 
we ascribe the erosion of these now deeply buried channels 
along the Big Beaver and Ohio ? 

I have spoken of them as though the work had been done 
by the rivers themselves during a period of continental eleva- 
tion, since this is the commonly accepted theory. But a 
class of facts were observed in this district for which the above 
theory fails satisfactorily to account. 

It was observed that all the tributaries, both large and 
small, which enter the Big Beaver and Ohio within this dis- 
trict are now flowing over rock bottoms within a few rods 
of their mouths. Thus — 

A short distance above the mouth of the Little Beaver a 
massive sandstone is seen stretching clear across its bed, 
while a rocky escarpment, rising on each side to the sum- 
mit of the hills, absolutely precludes the possibility of a 
buried channel. Of course it is incredible that a stream 
carrying so much water as the Little Beaver could have 
flowed to within a few rods of the Ohio on a bed 200 feet 
above that of the latter stream. 

At the mouth of Raccoon creek, which is a large stream 
entering the Ohio from the south, there is a rock bottom, 
with vertical cliffs rising on each side; so that there no 
buried channel can exist. 

The Connoquenessing, which enters the Big Beaver 
near the northern line of the district, we see flowing on a 
rocky bed only one fourth of a mile above its mouth, where 
it is hemmed in by cafion-like walls of the Conglomerate, 
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which rise from the bed of the stream, and likewise exclude 
all possibility of a buried channel. 

Numberless smaller streams, but many of which are of 
considerable size, teU the same story. It is simply incon- 
ceivable that all these tributaries could ever have emptied into 
rivers which were flowing 200 feet beneath their mouths, 
without at the same time cutting down their own channels to 
nearly the same level. The topography along these rivers 
also shows that their tributaries could never have occupied 
any other channels than those in which they are now 
flowing. 

We must then accept one of two conclusions ; either that 
the drainage lines which are now occupied by these tributa- 
ries had no existence during the long period in which the Big 
Beaver and the Ohio were excavating their now deeply buried 
channels, or else that this excavation was not done by water, 
but by streams of ice w^hich came down these vaUeys from 
the north during the Glacial Period, grinding down and 
ploughing up their channels far deeper than the rivers 
themselves ever flowed. 

The reader can take whichever horn of the dilemma he 

prefers. 

[The above clear and succinct statement of the interest- 
ing phenomenon of a system of ancient river valleys, now 
fiUed up with water-rolled materials to a level with the 
present surface of the country, in the district of Western 
Pennsylvania surveyed by Mr. White, will be supplemented 
by Mr. Carll's descriptions of the buried valleys of Warren, 
Crawford, and Venango counties, in his forthcoming Re- 
port of Progress I.I.I. 

Other facts, serving to enlarge our view of the case, and 
to connect the observations on ancient erosion in Western 
Pennsylvania, with those which have been made in late 
years by Dr. Newberry in Ohio and Kentucky, will be 
published in Mr. White's Report on Lawrence county. 

It is not yet certain that we are shut up to the accept- 
ance of one or other of only two conclusions. The problem 
is quasi-continental in its breadth, and the collection of 
facts is a slow process, and still very incomplete. 
2— Q. 
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Perhaps the most instructive and important aspect of the 
subject is that which involves the consideration of still 
more ancient erosions, and brings together before the eye 
of the geologist the buried river valleys of the Carbonifer- 
ous Era, with those of the comparatively modem Cham- 
plain age. 

Its bearing upon the shai)e, course, and materials of the 
Oil Sand channels lends additional importance to the sub- 
ject, and demands its most cautious and judicious treat- 
ment. — J. P. L.] 
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ClIAPTEE III. 

The Anticlinals of the District. 

The rocks exposed in this district extend from the Pitts- 
burg coal far down into the Conglomerate Series, thus giving 
a full view of the Lower Barren Series, the Lower Product- 
ive Coals, and about 200 feet of the massive conglomerate 
sandstones which lie at their base. 

The Pittsburg coal is confined to the summits of a few 
very high knobs in north Allegheny, and there are never 
more than 50 feet of measures above it. 

The Lower Barren Series covers nearly the entire surface 
of north Allegheny, and all the highlands of South Butler 
and Beaver. 

The Lower Productive Coal Series occupies the escarp- 
ments of aU the larger streams in South Butler, and ex- 
tends far up on the hills along all the streams of Beaver 
county. Only the upper part of this series is brought to 
the surface in Allegheny county, and that over but a small 
area, along the upper portion of the Allegheny river, and 
along the line of the Fifth or Brady's Bend axis. 

The Conglomerate Series is seen only in Beaver county, 
along the Big Beaver river and Connoquenessing creek. 

1. The Anticlinal of Brady^ $ Bend passes through the 
south-eastern portion of this Strict. Its axis enters Butler 
county in the south-eastern portion of Clearfield township, 
and crossing Long run near this point brings up the Ferrif- 
erous Limestone. Continuing its course south 40° west it 
crosses Rough run one half mile below Denny's mill, and 
there brings up the top of the Conglomerate. 

It crosses Little Buffalo near Saxon city, and passing 
through the north-western comer of Buffalo township en- 
ters Clinton near the head of Sarver's run, where it brings 
the Upper Freei)ort coal to the surface. Passing on through 
Clinton township, it crosses the head waters of Big Bull 
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creek near Lardintown and Pnghtown, where it also ex- 
poses the Upper Freeport coal. 

Entering Allegheny county in West Deer township, it 
passes west of Culmersville, and crosses Big Deer creek just 
above Martin's coal- works, where the Upper Freeport coal 
is just brought to the surface in the bed of the creek. 

Passing through Hampton township it crosses Pine creek 
near the mouth of Gourd-head run, bringing the Upper 
Freeport coal 60 feet above the stream, and keeping it ex- 
posed for three miles along the same. 

Girtie' s run is crossed at the forks of the stream, above 
Evergreen, and the Axis reaches the Ohio river at the mouth 
of Wood' s run, three miles below Pittsburg. This is very 
probably the Washington Axis of Professor Stevenson's 
Report of Progress K, in Washington county. 

The south-east slope of this Anticlinal o{ Brady's Bend 
is very sharp, and near its crest it is frequently seen with a 
dip of 3°. 

The north-west sloj)e is also quite rapid for a short dis- 
tance, but it soon flattens, and the trough west from the 
Axis is very shallow. 

The decline of the anticlinal axcis to the south-west is very 
rapid. By comparing levels where it crosses the Butler 
branch of the West Pennsylvania road on Little Buffalo 
creek, and where it crosses the Pittsburg, Fort Wayne, and 
Chicago railroad at Wood's run, we find its rate of flat- 
tening very nicely. Taking the Upper Freeport Coal as 
a horizon, we find its altitude at the crest of the Axis on 
Little Buffalo, near Saxon city, 1,175 feet above tide, and 
at Wood' s run where the Axis crosses the Ohio river the 
same coal is about 100 feet below the railroad track, or 630 
feet above tide, thus giving us a southward slope along the 
crest of the Axis of 545 feet in this distance which in a 
straight line is not far from 25 miles. 

This makes a decline of 22 feet per mile along a line run- 
ning about south 40° west. 

At Wood' s run the A nticlinal is still quite marked, and 
it makes a hoist in the rocks of 160 feet between that point 
and Pittsburg. 
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e. AnticlinaZ on BuLVs creek, — Although the Brady's 
Bend anticlinal is the only axis within the district which 
can be definitely traced, other minor ones exist. 

S. The crest of a very sharp one is seen crossing Bull creek, 
about four miles south-east from this one. 

^. Anticlinal on Beaver River. — Passing west from the 
Brady's Bend Anticlinal along the Ohio, there is at first a 
sharp dip for a short distance, and then the rocks are almost 
horizontal for about seven miles, when they again commence 
rising to the north-west, and continue rising in that direc- 
tion at about the rate of 20 feet per mile, until we have as- 
cended the Beaver River nearly to the Lawrence county line. 
Here another quite well marked Axis is seen crossing the 
Connoquenessing, three fourths of a mile below Hazen's 
bridge, near the Beaver county line ; and crossing the Big 
Beaver about half way between Clinton and Homewood, 
and the Little Beaver, at Fredericktown, in Ohio. 

North-west of its crest the strata dip for only a short dis- 
tance, when they become horizontal again for a few "miles, 
and then recommence rising to the north. 
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Chapter IV. 
TTie Upper Productive Coal Series, 

Pittsburg Coal Bed. — The only representative of this 
system found within the district is the Pittsburg coal. It 
occurs in a few outlying patches in Allegheny county, in 
the summits of some of the highest hiUs, and its whole area 
is not more than 250 acres, of which by far the greater por- 
tion has already been taken out. 

The coal exhibits a structure very similar to that of the 
same bed along the Monongahela river, as will be seen by 
the following section (Fig. 1,) from Mr. Wright's bank, in 
Franklin township : 
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1. Coal, 2'6 " . . ^ 

2. Shale, 1' 6 " . . [Roofooal. .6' 6" 

3. Coal, 2' 6 " . . J 

4. Shale, 1' 2" 

6. Coal,. 

6. Shale, 

7. Coal, . 

8. Slate,. 

9. Coal, . 



2' 9 " ^ 

i" 
4 " 

4" 



, Main bench .4' 10'' 



12' 6" 




The roof coals are here enormously developed, but both 
are slaty and are never mined. 

There are only about 30 feet of rock above the coal here, 
and of course it has deteriorated very much from long ex- 
posure so near the surface. 

The only rock ever seen in place above the coal is the 
Pittsburg Sandstone which caps some of the knobs and is 
verv massive. 

The most northern locality at which this coal occurs is in 
Pine township, four miles south from the Butler line. Here 
a high knob towers 100 feet above any of the surrounding 
hills, and catches about three acres of this coal in its sum- 
mit', seveml miles from any other locality of its out-crop. 

It is mined there by Mr. Emmitt, and the section is inter- 
esting from the number of slate partings which it shows. 
It is as follows : (Fig. 2.) 



1. Slaty ooal 

2. Shale, 

3. Coal, 

4. Slate, 

5. Coal, 

6. Shale, 

7. Coal, 

8. Slate, 

9. Coal, 

10. Slate, 

11. Coal, 

12. Slate, 

13. Coal, 

14. Slate, 

15. Coal, 




From these 



2' 4 " 

i" 
4 " 

4" 
9 " 

1" 

1' 4*" ; 



»Main bench, 5' 5" 



> 10' 




isolated patches of coal we learn that the 
great Pittsburg bed once extended all over north Alle- 
gheny, and probably over the entire district. 
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Chapteb V. 

Tlie Lower Barren Measure Series. 

In this series I have included all the strata from the Pitts- 
burg coal down to the Upper Freeport. This seems a much 
more satisfactory arrangement than to limit the Barren 
Measures by the Mahoning Sandstone, for that rock is such 
a variable quantity that half the time it cannot be distin- 
guished from the rest of the Barren measures above it, and 
in such cases oije never knows where to place the limit be- 
tween the two. But by extending the Barrens down to the 
Upper Freeport coal, we always have a definite horizon from 
which to reckon, and one which we can never mistake. 

As previously stated, the Barren Measures are seen in 
their fullest development only in Allegheny, though their 
lower half spreads over Beaver and Butler. 

General Section in Allegheny County. — TTie generalized 
section on page plate 1, fig. 3, shows these measures as de- 
veloped in Allegheny county ; and with slight alterations 
it will answer for the same series as seen in Beaver, al- 
though the highest rock there exposed is the Morgantown 
Sandstone. The section is also typical of the Barrens in 
south-western Butler. (For the text see page 24.) 

Oen^eral Section in Butler County. — In the eastern por- 
tion of Butler county, and along through the central portion 
of the area, we find a somewhat different series, which is 
typified by the following section, taken at Freeport. See 
Page plate 1, fig. 4. The upper 40 feet of this section is 
not seen at Freei)ort, but is merely added to complete the 
section up to the Crinoidal Limestone. (See page 24.) 
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Oeneral Section of the Barren Measures in Alleglieny 

County^ Pa. See Mg. 3. 

IHttsburg Coal. fisbt. 

1. Interval of measures, mostly oonoealed from yiew, . 20 

2. Upper Pittsburg Limestone^ , 2 

8. Variegated Shales, 65 

Little Pittsburg Coal (wanting). 

4. Lower Pittsburg Limestone. 5 

5. Upper Barren Measure Med 8hfdej 20 

6. Interval concealed Irom view, 70 

7. Morgantown Sandstone^ 45 

Local small Coal Bed. *] f 

8. Variegated Shales, 50 

9. Elk Lick Coal, 0to3 

10. Elk Lick Limestone, dark, Berlin to 5 

11. Variegated Shales, | Group. 1 35 

Berlin Coal (wanting?). 

12. Oreen Crinoidal {Berlin) Limestone, . 2 to 3 
IS. Piatt (?) Coal, J toto i; 

14. Lower Barren Bed Clay Shale, 80 

Price Coal (wanting?). 

15. Sandy Shales and Shaly Sandstone, 50 

16. Bakerstown (Coleman?) Coal, Oto 4 

17. Shales and Sandstone interval, ^ . , 40 

IS. Pine Creek {Coleman?) Limestone, 2 

19. Buffalo, or ( Upper Mahoning) Sandstone, .... 60 

20. Brush Creek {Philson ?) Limestone, 1 to 2 

21. Dark Shale interval, 10 to 15 

22. Brush Creek {Oallitzin?) Coal, Oto 8 

Local Limestone (4' to* 6'). 

23. Shale interval, 20 

24. Mahoning {Lower Mahoning) Sandstone, 40 to 80 

Total height of Section, 600', mean of 570 to 630 



Oeneral Section of the Barren Measures at Freeport^ in 
Armstrong County^ Pa. See Fig. J^. 

FEET. 

(12.) 1. Green Crinoidal {Berlin) Limestone, 3 

(14.) 2. Lower Barren Bed Clay Shales, 30 

(15.) 3. Grey Sandy Shales, 100 

(16.) 4. Bakerstown {Coleman?) Coal, 1 

(18.) 5. Pine Creek {Coleman?) Limestone, 1 

6. Concealed interval, 10 

(19.) 7. Buifalo (U.Mah.) conglomeratic Sandstone, 50 

(21.) 8. Sandy Shales, 35 

(22.) 9. Brush Creek {Oallitzin) Coal (Blossom). 

(23.) 10. Sandy Shales, 35 

(24.) 11. Mahoning (L. Mah.) Sandstone, 55 

Total height of Section, 320 
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In the description which follows reference is always had 
to the Allegheny county section, when not otherwise stated. 

For 200 feet below the Pittsburg Coal the measures far 
up on the hills are rarely exposed, and a part of them were 
not disclosed at any place. 

The Upper Pittsburg Limestone^ 20 feet below the Pitts- 
burg coal, is seen at several localities as a light gray lime- 
stone. It is quite compact, breaks with a conchoidal frac- 
ture, and its weathered surface is almost snowy white. It 
has been burned in a few instances, and makes a beautiful 
white lime. 

The Variegated Shales^ No 5, are exposed at only one 
locality, and then are poorly shown along the road. Here, 
near Mr. Wright's coal bank, in Franklin township, they 
seem to consist of variegated, sandy, and argillaceous shales ; 
red, brown, and light colors alternating with each other. 

TTie Little Pittsburg coal should come in this interval, 
but nothing was seen of it. 

The Lower Pittsburg Limestone^ ST below the Pittsburg 
Coal, is numbered 4 in the General Section. 

This is seen at nearly every locality where the Pitts- 
burg coal occurs, as well as near the summits of many 
hills which are just too low to catch the coal. One of 
these localities occurs far away in the eastern part of 
Beaver county, where in Economy township a very high 
knob is covered near its summit with blocks of this lime- 
stone, while the nearest other out-crop of the rock is ten 
miles off. It is generally found in two or three layers, is 
tolerably firm, of a dark gray color on fresh fracture, but 
sooh weathers to a dirty yellow, as it contains considerable 
iron. It has been burned for lime in one or two instances, 
but does not slack well on account of the impurities which 
it contains. 

The Upper Barren Measure Red Shale. 

Coming immediately below the limestone, we have as its 
constant companion a bed of dull red, argillaceous shales. 
At times they are variegated and mottled with streaks of 
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buflf and greenish yellow marls, but the prevailing color is 
red. They vary in thickness from 15 to 20 feet and often 
make a broad band across the roads and fields. 

The interval helmo the red shale is constantly concealed, 
so that nothing is known of its composition ; but from the 
topography it forms, it very probably consists of soft sandy 
shales, with possibly a thin bed of limestone. 

The Morgantown Sandstone^ 182 feet below the Pittsburg 
Coal, is numbered 7 in the General Section. 

This widely persistent member of the Barren Measures is 
finely exposed in the hills north-west from Allegheny city, 
where it has been extensively quarried for building pur- 
poses. It is a grayish-white rock and is very firm and com- 
pact. Some of the layers are quite coarse and almost con- 
glomeratic. It is an excellent building stone. 

This is the highest member of the Barren Measures found 
in Butler county, and is there confined to two townships 
along the southern margin, where it caps the highest hills. 
Along the Ohio river it runs out in the tops of the river 
hills near the mouth of Killbuck, and is there seen in a 
long line of massive cliffs near the summit of the hill, while 
immense blocks of it are scattered over the slopes. 

There are only two lulls in North Beaver which rise high 
enough to catch this stratum. One of these is the hill pre- 
viously referred to in Economy township as being covered 
with blocks of the limestone No. 4, and the other is *'Big 
Knob" near the center of New Sewickly township. This 
latter is the highest point in the district, its elevation being 
about 1,450 feet above tide. It is visible from ^ long dis- 
tance and is quite a curiosity, since, in the very midst of a 
high range of hills, it rises 300 feet above any of the sur- 
rounding ones. It is capped, a few feet below its dome- 
shax)ed summit, by this massive sandstone, which doubt- 
less proved its preserver from the wasting erosion that has 
leveled down everything else so far below. 

A small coal bed is seen by its blossom, at one place, im- 
mediately under the Morgantown Sandstone at 227', and at 
the top of the Varigated Shales, No. 8, next to be described. 
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The Variegated Shale, No. 8, lies 227' below the Pitts- 
burg Coal in the General Section. 

This is exposed at only a few localities in the vicinity 
of Allegheny city, and along the beds of Butcher's and 
Spring Garden runs. It is there seen to consist of varie- 
gated, sandy and clayey shales, red, drab, brown, &c. 

The Elk Lick Coal bed, 277' below the Pittsburg Coal, is 
numbered 9 in the General Section. 

This name, which has for a long time been made to do ser- 
vice in designating in turn nearly every coal in the lower 
half of the Barren Measures, has at last been definitely lo- 
cated by Mr. Franklin Piatt, who finds that the true place 
of the Elk Lick Coal is about 30 to 40 feet above the Crin- 
oidal UmestoTie* In this district a somewhat persistent 
coal is found at that horizon, and we have accordingly 
identified it with the Elk Lick. This coal like all the rest 
in the Barren Measure series is not at aU persistent and is 
subject to great variations. However, it is frequently seen 
in Allegheny county, although it has seldom been mined. 
Near the line between Franklin and Sewickly townships 
it is now mined by Mr. Aikin, at the head of one branch of 
Duffs run, where it shows the following structure : 

1. Cannel, 8" ^ 

2. Slate, 1" V 2* 9" 

8. Coaly 2' J 

The upper portion is an impure cannel and in some parts 
of the bank is pure enough to bum. The bottojn part No. 
3 is a hard, brilliant, columnar coal, and is highly prized 
as a domestic fuel, though it contains rather too much sul- 
phur for smithing purposes. In the vicinity of Allegheny 
City this coal is represented by a kind of cannel slate V to 
2' thick, though at one point on Butchers' run it becomes a 
bituminous coal and has been stripped out along the run. 

Near the head of Pine creek it was once mined on the 
land of Mrs. Brown, and reported to be two feet thick. 

* [A historical sketch of the origin and oonsequenoes of the early mistakes 
made in locating this bed properly in the Series of Barren Measures, and the 
consequences of that mistake affecting the theory of their deposition, may be 
found in the preface to the Report of Progress on Somerset County TTHH^ by 
F. and W. G. Piatt. 1876 ( 1877 ) J. P. i.] 
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Near the head of Kite's run, in East Deer township, it has 
been mined for a long time on the land of Mr. Simon. Here 
it is 3' to 8i' thick, and an excellent coal ; on neighboring 
farms, however, it is not found at all. 

In Butler county this coal has been mined at only one lo- 
cality. At the head of Glade Creek, Mr. Hayes once opened 
it near the top of the hills where it was 2^ feet thick. 

In Beaver county it has also been mined at only one lo- 
cality, and that near the summit of a hill in Economy town- 
ship, on the land of Mr. Goss, where it was two feet thick. 

The Elk lAcJc Liirvestoiie^ 280' below the Pittsburg Coal. 

Separated from the Elk Lick coal by from 2 to 4 feet of 
fire-clay and shales, there is seen in the vicinity of Alle- 
gheny city a very dark, fetid, impure limestone, which is 
also fossiliferous. Between the mouth of Girties' run and 
and Allegheny city it is finely exposed in cuttings along 
the West Pennsylvania railroad, where it and the Orinoidal 
lAmestone below it are seen in the same section along the 
steep bluflf of the river for a considerable distance. It is 
seen to be very irregular. At one point it will be a mere 
calcareous shale, only one to two feet thick, but in a short 
distance will thicken up and become a limestone 5 to 6 feet 
thick in irregular shapeless masses. Again, it will sudden- 
ly disappear altogether, and as unexpectedly re-appear 
within a few rods. It is also seen along Butchers' and 
Spring Garden runs, back from Allegheny city. It is evi- 
dently local, as it was seen at but one other locality in the 
district. It is possible that this stratum may have been 
identified with the Orinoidal Limestone along the Monon- 
gahela river, in the vicinity of Pittsburg. 

Variegated Shales No. 11. — Below this limestone, at 286' 
to 320', around Allegheny city, occurs a bed of sandy and 
argillaceous shales which are often variegated. The stratum 
is 30 to 35 feet in thickness, and rests immediately upon the 
Crinoidal Limestone. 

The Berlin Coal which in Somerset county comes next 
in the series, seems to be wanting in this district. 
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The Oreen Cririoidal {Berlin) Limestone^ No. 12^ lies 
about 316 feet below the Pittsburg Coal Bed in the Section. 

This stratum may be taken as the approximate middle of 
the Barrens, reckoning them as extending from the Pitts- 
burg coal to the Upper Freeport ; for, in this district, we 
generally find an interval of 300 feet from the Pittsburg 
coal to the limestone, and 300 more from the limestone to 
the Upper Freeport. Sometimes these intervals will vary 
25 feet in either direction, but for all practical purposes the 
horizon of this limestone may be taken as the middle of the 
Barren Measure series. 

This rock is the most persistent member of the group. 
Throughout the entire district in Allegheny, Beaver, and 
Butler, we never find its horizon exposed without also see- 
ing it. It retains the same lithological features wherever 
seen, and these are so peculiar that it can always be recog- 
nized at a glance. This stratum is aptly described by Prof. 
Stevenson, in his report on the Greene and Washington 
district. He says, "it is dark, bluish, or greenish gray, 
tough, and breaks with a granular surface, much resembling 
that of a coarse sandstone." It is always crowded with 
stems of crinoids, and when the rock weathers, these stand 
out over it in small protuberances, giving it a peculiarly 
rough and forbidding aspect, which often causes the farm- 
ers to consider it anything else than a limestone. 

With this rock the section in Butler and Beaver may be 
said to begin, since it spreads over a considerable area in 
both counties, while the rocks above it occur only in frag- 
mentary patches. ^ 

This limestone is seen 100 feet below the summit of Big 
Knob in Beaver county, and is there several miles from any 
other out-crop of the rock. West from the Big Beaver it is 
caught in the summit of only a single knob. 

Besides the usual multitude of crinoidal fragments, the 
followiDg list was observed in it within the district : 
AtJiyris svJbtilita^ Productus Nebrcbscensis^ P. semi-reti- 
culatus, Spirifer cameratus^ Nucfula ventricosa^ BeUero- 
phon carhonarius^ Pleurotomaria OraymlUensis^ Astar- 
tella concentrica^ and numerous undetermined species. 
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The PUM ( ? ) Coal, 323' feet below the Pittsburg Coal, is 
numbered 13 in the Greneral Section. 

Coming immediately below the limestone, we often find a 
thin coal. It is generally quite pure, but never attains 
workable thickness. It has been mined by stripping at one 
locality on Pine creek, where it is 1^ feet thick. It is fre- 
quently absent, and is never of any importance. 

The Lower Barren Red Clay Shale, No. H, lies 325' to 
355' below the Pittsburg Coal, 

Directly below the Crinoidal Limestone, or its underlying 
coal, when present, comes a bed of duU red argiQaceous 
shales, which appears to be equally persistent with the 
limestone itself. It is sometimes variegated with yellow- 
ish green or buff colored bands, and occasionally contains 
much iron in nodules. This stratum is often very annoying 
to farmers in the northern portion of Allegheny, and south- 
em margin of Butler. Here it is the surface rock on the 
broad and somewhat level highlands. Wherever found, its 
horizon is marked by a stiff and barren soil, and it fre- 
quently spreads over whole farms. It is a conspicuous 
feature along the roads, which it frequently crosses, in a 
broad and dark red' band, and when wet forms a mortar so 
stiff and tenacious that locomotion through it becomes al- 
most impossible. It is usually from 25 to 30 feet thick. 

The Price Coal Bed of Somerset county should here ap- 
I)ear in the section, but does not seem to exist in this par- 
ticular district, at 356' below the Pittsburg Coal. 

Sandy Shales and shaly sandstone, rarely becoming mas- 
sive, occupy the next 50 feet of the section, which brings 
us down the Bakerstown ( or Coleman Coal bed of the Som- 
erset county series) underlying the Crinoidal Limestone by 
an interval of from 75' to 90'. 

Th^ Bakerstown {Coleman t ) Coal Bed, lies 405' below 
the Pittsburg Coal Bed. — This coal has been mined for a 
long time at Bakerstown, in Richland township, Allegheny 
county, and is named for that locality. It is very irregular 
in its dex>osition, often occurring in one neighborhood on 



32 Q. REPORT OF PROGRESS. I. 0. WHITE, 1876. 

only a single farm. At Bakerstown the coal shows the fol- 
lowing structure at Mr. Douglass' bank : 

1. Coal^ r 6 " '^ 

2. Slate, 4" 

8. Coaly 4 " 

4. Slate, \" ^ 2' 8 

6. Coal, 8 " 

6. Slate, \" 

7. Cannelf 6 " 

Here, as will be seen, the bed is considerably broken up 
by slate partings. The coal itself is rather inferior, but as 
no other is accessible for several miles, it has been used to 
some extent by the farmers. The cannel at the bottom is 
quite good, and sometimes becomes a foot thick. The coal 
is here 90 feet below the Crinoidal Limestone. 

This coal is well developed around the heads of Break- 
neck and Glade creeks in South Butler. On the land of 
Mr. Park, in Adams township, it is 3' thick, and a valuable 
coal. It has never been seen in North Beaver, but in South 
Beaver the 6' bed of cannel and bituminous coal above 
Georgetown comes at this horizon. ( Report K., p. 348.) 

A Shale and Sandstone Interval of 40 feet comes next in 
the Section, and is numbered 17 (408' to 448'.) 

A small coal hed here comes in, in the Freeport Section 
(page plate 1, Fig. 4,) resting immediately upon the lime- 
stone next to be described, and the blossom of the same coal 
is frequently seen in Butler county, but it has never been 
explored, and nothing can be stated as to its thickness. 

TTie Pins Creek ( Goleman f ) Limestone^ 450' below the 
Pittsburg Coal, is No. 18 of the Section. 

Over a wide area in the district we find a somewhat per- 
sistent limestone at 120 to 140 feet below the Crinoidal, and 
this we have termed the ''Pine Creek," from a locality on 
that stream, where its relations to the other members of the 
series were first clearly made known. In its lithological 
character it is quite variable ; sometimes it is a compact 
light dove colored rock, and burns readily into a tolerably 
fair lime ; but more generally it is quite arenaceous, and 
earthy, and without close inspection would oft«n be very 
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readily mistaken for a stratum of sandstone. It is always 
fossiliferous, and generally more or less brecciated. In it 
were seen Productus longispimbs^ P. Nebrascensis^ AtJiy- 
ris subtilita^ Chonetes mesoloba^ Nautilus occidentalism 
Orthoceras cribrosum^ and many stems and fragments of 
crinoids. 

Sometimes the sandy shales overlying it thicken np to 
a massive sandstone and then the limestone is cut away. 
This is finely illustrated at Wood's run below Pittsburg. 
There along the railroad we see a very massive sandstone 
about 130 feet thick with scarcely a break, but on passing 
up the stream a short distance, a bed of shale is seen to di- 
vide the sandstone mass into two parts, and then we see the 
Pine creek limestone coming in below the shale at its own 
proper l^orizon. 

The limestone is seen in a section obtained on the Ohio 
river, near the State line. It nearly always rests immedi- 
ately upon the massive sandstone layers below. 

The Buffalo ( Upper Mahoning) Sandstone^ 450' to 510' 
below the Pittsburg Coal, is No. 19 of the Section. 

By this name we have designat^ed a very massive Conglom- 
erate sandstone which comes immediately below the Pine 
Creek Limestone, and attains its maximum development 
along the waters of Buffalo creek, in Buffalo township, Butler 
county. In the section at Preeport it forms the upper bluff 
rock, and its base is 125 feet above the upper Freeport coal. 

From Freeport it stretches in a solid bed of conglomerate 
through Butler county to near its western margin, keeping 
well up in the hills above the streams and making a per- 
fect wilderness of the country where it forms the surface 
rock. The quartz pebbles in it are very numerous and 
often as large as a hazel nut. Traced south and west from 
Butler county into Allegheny and Beaver, it loses its con- 
glomeratic character and becomes in many portions of Bea- 
ver a mere sandy shale. This is the massive rock seen 
along the railroad from Allegheny city to Hayesville. A 
short distance west from the Beaver county line, it again 
3— Q. 
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thickens up unto a massive conglomerate along little Beaver 
Creek in Ohio. 

The Stillwater Sandstone of the Ohio Reports is proba- 
bly the same, as the Buffalo Sandstone of this district. 

This stratum was included in the Mahoning sandstone in 
the Reports of the First Survey ; but as there is a massive 
sandstone coming below this, to which the term Mahoning 
has always been applied, it is clear that one or the other 
should have a distinct name, for the two rocks are always 
distinct, and never merge into one mass. 

At no point in the district is its base less ,than 90 feet 
above the Upper Freeport coal, while its top is rarely less 
than 150 feet above the same. 

The Brush Creek {Philson f ) lAmestone^ 510 feet below 
the Pittsburg Coal, is No. 20 of the Section. 

Coming below the Buffalo sandstone, sometimes imme- 
diately, but often separated from it by some intervening 
shales, we find another widely persistent limestone. It is 
frequently seen along Brush creek, in Cranberry township, 
Butler county, and has been designated from that locality. 
It varies greatly in its appearance. At times it is a black 
calcareous shale, 4 to 5 feet thick, and again we see it a very 
compact limestone, 1 to 2 feet thick. It often has a pecu- 
liar slaty and arenaceous aspect, and sometimes contains so 
much iron as to be used as an ore. It is usually fossilifer- 
ous, and the following species have been seen in it : Cho- 
netes mesoloba^ Spirifer cameratus Edmondia Aspenwal- 
ensis^ Bellerophon Montfortianus^ Productus Prattenanus^ 
P, longispinus^ Nautilus occidentalism and Lophophyllum 
proUferum, 

This is the dark calcareous shale and limestone which 
occurs over what was wrongly called the ''Elk Lick coal," 
in South Beaver, in 1875. It is quite persistent in Allegheny 
county, as also in Beaver, but is absent over a large area in 
Butler. In Ohio, Dr. Newberry frequently finds a lime- 
stone or calcareous shale above his Coal No. VII, which is 
in all probability the equivalent of this one. Between this 
limestone and the coal below there comes a bed of soft, 
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dark shale, which has frequently been explored for cannel^ 
but it is too dirty and impure to bum. It is frequently 
seen in Beaver county making a great black band across 
the roads. 

Dark Shale Interval of 10' to 15'. No. 21 of Section. 

The Brush Creek {Oallitzin) Coal^ 527 feet below the 
Pittsburg Coal. ( Coal No. VII of the Ohio Survey. ) 

At a distance varying from 10 to 15 feet below the lime- 
stone previously described comes a somewhat persistent 
coal, and it has been designated from the same locality on 
Brush creek where it and the limestone are seen together. 
This is the coal which has been erroneously identified with 
the Elk Lick in this part of Pennsylvania ; but since Mr. 
Piatt has determined the true place of the Elk Lick coal 
bed to be above the Crinoidal Limestone, a local name has 
been applied to this coal in this report. It occupies, how- 
ever, the position of the Oallitzin coal hed of the Reports 
on Cambria and Somerset counties (HH, HHH). 

At Mr. Hain's bank on Brush creek the following section 
of this bed is seen : (Fig. 5.) 

1. liimeetone, Brush creek, 1 

2. Dark shales, 10' 

^1. Coal, V N 

8. Coal, Brush creek, . .. ) 2, Slate, 1" ( 2' 5' 

(8. Coal, r4" ) 

The coal is quite good here, except near the top where it 
is slaty. It is about 75 feet above the Upper Preeport coal 
at this locality. Near the head of Crow' s run, this coal is 
mined on the land of Mr. Steele, and also Mr. Lovell, where 
it is three feet thick, and quite good. 

On Little Connoquenessing creek a bed of coal four feet 
thick occurs 50 feet above the Upper Freeport, which I 
hesitatingly identify with this coal, as the interval is much 
smaller than usual. 

It is mined extensively on a branch of the Little Con- 
noquenessing called Semiconnon, and is there 2 to 5 feet 
thick. It is a hard, brilliant, richly bituminous coal, and is 
highly prized as a fuel. 

In the western part of Beaver county near the Ohio Une, 
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a bed of coal 3 feet thick occurs 60 feet above the Upper 
Freeport. It is an excellent coal and is very probably the 
Brush Creek. The same coal is mined one mile south from 
Enon VaUey station by Mr. Pickle and others. ' 

Between the Big Beaver and the Connoquenessing the 
blossom of this coal is frequently seen 60 to 80 feet above 
the Upper Freeport. At one point in North Sewickly 
township, Beaver county, it becomes a bed of cannel coal^ 
which is 6 feet thick and tolerably good. It is there at 
Mr. Graham' s 75 feet above the Upper Freeport coal. The 
same coal has also been mined at one or two localities in 
Allegheny county. In the section at Freeport its blossom 
occurs 90 feet above the Upper Freeport coal. Where the 
interval between this coal and the Upper Freeport is small, 
the Mahoning sandstone below has thinned away to a mere 
sandy shale in nearly every case, so that this may account 
for the wide variation. 

This is Coal No. VII of Dr. Newberry in the adjoining 
county of Columbiana, in Ohio. 

A local limestone^ 4 to 6 feet thick, is seen lying immedi- 
ately under the preceding coal, in the north-western part 
of Beaver county. It is of a light gray color, and con- 
tains much calc spar in cavities. It is non-f ossiliferous, and 
comes out of its bed in peculiar slaty-looking, slab-like 
blocks. It is confined chiefly to Big Beaver township. 

A Shale Interval^ 20 feet thick, No. 23, occurs in the Sec- 
tion at 530' to 660' below the Pittsburg Coal. 

The Mahoning {Lower Mahoning) Sandstone^ 650' to 
630' below the Pittsburg Coal, is No. 24 of the Section. 

We have restricted this name to the massive sandstone 
which so often immediately overlies the Upper Freeport 
Coal. It is true that both this and the one 90 to 125 feet 
above that coal, which we have termed the Buffalo sandstone, 
occur on Mahoning creek, and that both were included by 
Rogers under the general term of Mahoning Sandstone ; but 
they are such clearly distinct rocks, that, to avoid confu- 
sion, each should have a distinguishing title ; so that when we 
speak of either it may be known exactly to which stratum 
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we refer, and not leave the reader to fix it vaguely for him- 
self any where within the limits of a column of rocks 175 
feet high. 

It may here be stated, that the new names occurring in 
this report are given merely for convenience and clearness 
of description of the, strata found within this district ; since 
where hitherto unnamed rocks are found persistent over a 
considerable area it is impossible, without cumbrous repeti- 
tions, to write about them unless we give them names. 

The Mahoning Sandstone comes up from the bed of the 
Ohio, at the mouth of Killbuck run, in Allegheny county. 
Thence rising gradually to the north-west, we find it capping 
the river bluffs at the mouth of the Big Beaver, 250 feet above 
the stream, and continuing at nearly the same elevation from 
this point to the Ohio line. 

At some localities we will see it a massive wall of rock 75 
feet thick, without a single break, but on following it a short 
distance it will often change into a mere mass of sandy shales. 

The following section, taken near the mouth of Grourd- 
head run, on Pine creek, in Allegheny county, will show 
the extreme of variation in the character of this stratum. 
See Fig. 6, page plate 1 : 

1. Buffolo S. S., masBlye SO' = Upper Mahoning SS. 

2. Brush creek limestone, (Philson) 2' 
8. Sandy shales, T 

4. Coal, Brush oreek, (Gamtzen) . 4" 

5. Flaggy sandstone, 28' 

6. Fire clay and argUlaoeous shales, .85' 

7. Limestone, 5' 

8. Sandstone, shaly, W 

9. Upper Freeport coal. 

The Limestone, No. 7, of this section is quite local, being 
seen at only this locality in the district. 

When the Mahoning sandstone is massive, it is usually a 
coarse-grained, yellowish-white rock, and frequently con- 
tains small pebbles of quartz. It is highly prized as a build- 
ing stone, and has been largely quarried for that purpose 
along the Ohio river. 

Along Little Buffalo creek this stratum attains an immense 
development, and is seen resting immediately on the Upper 



Lower 
Mahoning Sandstone. 
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Preeport Coal, in a vertical conglomerate cliff 80 feet liigh, 
while the Buffalo sandstone above it forms an equally mas- 
sive wall higher up along the hillsides. 

Traced west through Butler county the Mahoning Sand- 
stone is seldom massive until we come into Beaver county, 
where it is quite persistently massive over a wide area. 

Opposite Beaver Falls it is seen stretching around the 
summit of the hill in a bold vertical cliff ; and one mile above 
Smith's ferry it forms a perpendicular wall 75 feet high. 



Q. 39 



Chapteb VI. 

Tlie Lower Productive Coal Series. 

We include under this name all the strata from the base 
of the Barren Measures down to the Piedmont Sandstone, 
as Prof. Lesley now terms the upper member of the Potts- 
ville Conglomerate, No. XII. 

The productive portion of this series may be said to end 
with the Ferriferous Limestone; for except over a small 
area, in the eastern portion of the district, there is no 
workable coal below that rock within the area which we 
are considering. 

The three sections given on page plate 2 ; Pig. 7 from Kit- 
tanning on the Allegheny river. Fig. 8 from New Brighton 
on the Big Beaver, and Fig. 9 from Smith's Ferry on the 
Ohio, near the State Une, typify the series, as exposed in 
this district, in a much more satisfactory manner than any 
generalized section could do. 

The section from Kittanning is introduced only for the 
purpose of comparing the Allegheny River Series with the 
same series as displayed further west on the Big Beaver and 
Ohio rivers. 

At Kittanning the Piedmont Sandstone is not seen at the 
immediate point when the section was made ; but a short 
distance above, it makes its appearance about 40 feet below 
the Clarion Coal. Summarizing these sections we find the 
following intervals between important strata at the different 
points : 

-« *!. T^ T3U. _x /^ 1 Klttan- New Smith's 

From the upper Freeport Ck>al — ning. Brighton. Ferry. 

Distance down to the Kittanning Goal, . .210' 189' 179' 

" " Ferrilerous Limestone, .261' 263' 242' 

<• <* Piedmont Sandstone, . SSCK S40' 283' 

It will be seen from this summarization that there is a 
slight thinning away of the series going westward, which 
becomes most perceptible after passing the Beaver river. 



Freeport 
Group. 



Kittanning 
Groap. 



Clarion 
Group. 
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Section of the Lower Prodtictive Coal Measures exposed on 
the Allegheny River at Kittanning. {Fig. 7.) 

1. Upper Freeport Coal (E.) not seen. 

2. Upper Freeport Limestone, 

3. Interval concealed, containing the 

Lower Freeport Coal (D) near its base, . . . 

4. Freeport Sandstone^ ) 

5. Darlington {Upper Kittanning} Coal (C), . . 

6. Fire Clay, 

7. Sandy Sliales, 

8. Fire Clay, • 

9. Flaggy Sandstone, 

10. Dark Sandy Sliales, Nodular Iron Ore, 

11. Kittanning {Lower Kittanning) Coal (C), . . , 

12. Fire Clay, 

13. Sandstone and Sandy Shale 

14. Snales containing Iron Ore, 

15. {Buhrstone) Iron Ore in a plate • • • . 

IG. Ferriferous Limestone, 

17. Sandy Shales, 

18. Very thin Coal bed, 

19. Sandy Shale and Sandstone, 

20. Clarion Coal, 

21. Fire Clay, 

22. Concealed down to Allegheny river bed, .... 



6' 

75' 
60' 

re" 

4' 
6' 

a' 

17' 
40' 

8' 

6' 
40' 

5' 

0'6" 
11' 6" 
15' 

0'3" 
21' 

1' 

6' 
55' 



Total height of column, 373' 



Section of the Lower Productive Coal Measures exposed on 
the Beaver River at New Brighton. {Fig. 8, ) 



1. Upper Freeport Coal (E,), 

2. Fire Clay, 

3. Upper Freeport Limestone, 

4. Sandy Shales 

5. Butler {Upper Freeport) Sandstone, maasiYe, . 

6. Lower Freeport Coal (D.), 

7. Fire Clay, 

8. Butler {Lower Freeport) Limestone, 

9. Sandy Shale and {Lower) Freeport Sandstone, 

10. Darlington {Upper Kittanning) Coal (C), . . 

11. Dark Shales, with Nodules of Iron Ore, 

12. Kittanning (Lower Kittanning) Coal (C), . . . 

13. Fire Clay, 

14. Sandstone, 

15. Sandy Shales, 



Freeport 
Group. 



Kittanning 
Group. 



4' 

2' 6" 

3' 
35' 
30' 

1'4" 

3' 

2' 6" 
75' 

1'6" 
35' 

2' 6" 
10' 
42' 
80' 
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16. FerriftTont Limeatone, 1 i" I' to 2* 

IT. Dark PoBsllireruus Shalas, If 

18. Sandstone W 

19. Clarion Coat Clarion I' 

20. Fire Clay Groap. T 

21. SandyStaalea, 35' 

22. BrookviUe Coal, 6" to 3' 

23. Fire Clay, } \. *' 

24. Piedmont < f ) Sandstone down to river, 30* 

Total helghtoroolumn 861' 4" 



Three Sections of the 

Jiower Productire Coal Measures 

in Western l^nnsrylvania. 



Fig. 7. 
KittanoiDg. 



N. Brighton 
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Section of the Low. C. measures exposed on tJie Ohio Hiver 
at Smith) s Ferry. See Fig. 5, on page Plaie £. 

1. Upper Freeport Coal (E.), 8' 

2. Concealed interval, V 

8. Sandy Shales, 50' 

4. Bituminous Shale, • . • ) 4' 

6. Lower Freeport Coal, . J ^ ^^ 1'. 

6. Fireclay, • • 2' 

7. Butler (Lower Freeport) Limestone, 8' 

8. (Lower) Freeport Sandstone, 75' 

9. Sandy Shales, 10' 

10. Darlington (Upper Kittanning) Coal (C), 2' 

11. Fireclay, 5' 

12. Dark Shales, with Iron Ore, 20' 

13. Kittanning (Lower Kittanning) Coal (O), 2' 6'' 

14. Fire Clay, 10' 

15. Sandstone and Sandy Shales, 60' 

16. Ferriferous Limestone, 1' 

17. Sandy Sliales, 8' 

18. Bituminous Shale, 5' 

19. Sandstone, 15' 

20. Sandy Shales, ^ 10* 

21. Bituminous Shale, 2' 

22. JPiedmont t massive Sandstone to river, -{- 

Total height of colunm, 285' 6" 

These sections can be duplicated in all their main features 
at many intermediate points between the Allegheny river 
and the Ohio line ; but those given are entirely sufficient to 
show that all the important strata found on the Allegheny 
river, are continuous and persistent to the western margin 
of the State, with only such changes in the character and 
thickness of the different beds, as we may always expect to 
find when comparing widely distant sections. 

It will also be observed, from an inspection of the sec- 
tions, that the new name Darlington Coal bed has been in- 
troduced into the series between the Freeport Sandstone 
and the Kittanning Coal. In tracing the coal measures 
from the Big Beaver across to the Allegheny river, I dis- 
covered that one of the most persistent and important coals 
of the series had been omitted from the nomenclature of the 
First Geological Survey. This serious error was committed, 
not by overlooking the coal itself, but by wrongly identify- 
ing it sometimes with the Lower Freeport Coal Bed above 
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it, and at other times with the Kittanning Coal Bed below 
it. It happens that when this coal is of workable thickness, 
the Kittanning below it is often thin and unimportant, and 
vice versa ; so that this condition of aflahs doubtless led to 
its confusion with the Kittanning. On the other hand, it was 
identified with the Lower Freeport Coal fi*om the fact that, 
as in niany portions of the district a limestone very similar 
to the Freeport Limestone was found under the Lower Free- 
port Coal, the Upper F. C. was confounded with the Lower 
F. C, consequently the Lower Freeport coal was con- 
founded with the coal in question. 

I have termed this coal the ^'Darlington Bed," from its 
occurrence near the village of that name, in Darlington 
township, Beaver county, where it is found as a very large 
bed of cannel coal, yielding whiat has long been known as 
the "Darlington Cannel." 

[The name "Darlington Coal" may profitably stand in 
this report, and be used in the district to which it refers ; 
for, at Darlington the bed seems to acquire its maximum 
size and importance. But there seems to be no sufficient 
reason for introducing the new name into the list of the 
coal beds of the Allegheny Valley Series, when, by calling 
it the " Upper Kittanning Coal," we can complete that 
group and at the same time make it symmetrical with the 
group of the Upper and Lower Freeport Coals. Had the 
classical importance of the worthless little upper coal bed 
at Kittanning been recognized by the geologists of the First 
Survey they would have given it a name, and that name 
could hardly have been any other than " Upper Kittanning 
Coal. ' ' We owe to Mr. White' s skillful identification of the 
measures between Freeport and the Ohio State Line our 
knowledge of the fact ; and the result has already been a 
better adjustment of the names Upper ^ Middle^ and Lower 
Freeport applied to the beds along the waters of the Red- 
bank and the Mahoning in Jefferson County. — J. P. L.] 

TJie Upper Freeport Coal (E.) No. VI of the Ohio Survey. 
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This widely extended bed was found to be much more 
irregular and erratic in its deposition within the district 
than had hitherto been suspected. In all of Beaver county 
east from the Big Beaver there are but two small areas 
where it is of workable size. 

In Butler this coal is of no economical importance over 
aU the western half of the county within the district, as it 
is rarely more than 1 to 2 feet thick. It thickens up to 4 
feet in the neighborhood of Butler, however, and is of work- 
able dimensions over nearly aU of the eastern half of the 
county, where its horizon is above drainage. Very little can 
be said of its workable extent in Allegheny county, since 
it is there exposed over only a small area, where brought to 
the surface by the crest of the Brady' s Bend Axis. Where 
seen it is seldom less than 4 feet thick, and frequently as 
much as 7'. It is very probable that the western half of 
Allegheny, like that of Butler, is comparatively destitute 
of this coal, since on Pine creek it was seen to thin away to 
almost nothing when followed over the crest of the B.B. 
Axis to near the southern prolongation of this barren line 
from Butler county. West from the Big Beaver it thickens 
up again when traced toward the State line, and becomes a 
valuable bed of coal, 4' thick, in the western townships. 

It wiU thus be seen that this coal probably does not ex- 
tend in a workable bed over more than one half the area of 
the district. Nevertheless it seldom thins away entirely, as 
its thin representative is nearly always found V to li' thick 
when its horizon is exposed. 

The structure of this coal, when attaining its normal 
thickness of 4 feet, is nearly the same in every part of the 
district. At the top we usually find 6 to 8 inches of impure 
slaty coal ; then comes the main bench, 2i to 3 feet thick, 
and always the best coal ; below which comes a parting of 
slate or clay, as is seen in the section. Pig. 10, from Mrs. 
McCarter's bank, in Chippewa township, Beaver county : 

1. Slaty ooal, 6" 

2. Coal, 2' 6" 

3. Slate, 1" to 2" ■ ,. 

4. Coal, 8" ^ ^ 

6. Clay, 2" 

6. Coal 4" 




LOWER PRODOCTIVE COAL SERIES. Q. 45 

The bottom coal, No. 6, is here quite impure with pyri- 
tous slate, aa it generally is when showing this structure. 

At lardintown, where the B.B, Axis brings this coal to 
the surface, near the head of Bull creek, in Clinton town- 
ship, Butler county, it shows the following structure at 
Mr. lArdin's bank (Pig. 11 ) : 

1. Slaty 00*1, r 

2. Coal ff 

8. Slaw t" 

4. Coal 6 " 

From Preeport, down the Allegheny river to IJ miles be- 
low Tarentum, this coal has an average thickness of 4 feet ; 
but in the vicinity of Hitestown it suddenly thickens up 
enormously, and shows as in Fig. 12, at Mr. Hite's drift : 

1. Cannel, ff 

2. Coat, 8' 

8. Slate and wmO, 7 " 

4. Coal 8' 

6. Slate J" 

6. Coal, 4 " 

7. Slat«, 1" 

8. Coal 1' 

Here the bed is nearly tripple its usual size, which has 
occurred by the development of a roof coal. The cannel at 
top is left for the roof, but it is said to bum quite well. 
The coal is very good, and is extensively mined for the 
Pittsburg market. 

One half mile below Hitestown the coal dips below the 
All^heny river. 

Where the Fifth Axis* first brings this coal to the surface, 
at Shawtown, on Pine creek, in Shaler township, Allegheny 
county, it exhibits again this double bedded structure, aa 
foUows, at Mr. Watson's mine (Fig. 13): 

1. coal, 8' 

2. Slate and ooal, 1' 

8. Coal, 8' 

4. Slate I" 

6, Coal, 6 " 

The coal was once extensively mined at . , and 

e aa the Fifth Axla of tha 
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used in the iEtna rolling-mill, at Sharpsburg. The same 
structure is also seen in this coal at Mr. Martin's coal- works, 
on Big Deer creek, and also at Mr. Brewer' s bank, near the 
northern margin of the county, on Bull creek. 

Prom these facts we are led to believe that it will retain 
its double-bedded character over nearly all of North Alle- 
gheny, east from the Fifth Axis ; and in that event it may in 
the remote future become of importance to the manufac- 
turing interests of Pittsburg ; for in the city it ought to 
be reaxjhed by a shaft 260 feet deep, while the depth would 
constantly decrease northward along the Allegheny river, 
until the coal comes to the surface below Hitestown. 

The quality of this coal, however, is quite as variable as 
its thickness. Where it attains a large size, as at Hites- 
town and Shawtown, it is tolerably pure, and can be used 
in the manufacture of iron ; but as a general thing it contains 
too much sulphur for such use. At many localities it is 
filled with pyritous slate, and its exposed surface is frosted 
over with copperas. It is rarely used by the smiths ; but, 
for steam and domestic purposes it is a valuable coal to the 
people of the district. Prom the western part of Beaver 
county it has been extensively shipped as a gas coal. This 
is Coal No. VI of the Ohio reports, in the adjoining county 
of Columbiana. 

Upper Freeport Fire Clay. (No. 2 of Pig. 8.) 

Immediately underlying the Upper Preeport Coal, we 
sometimes find an extensive bed of fire clay. The Summit 
Cut brick-works, on the Pittsburg, Port Wayne and Chi- 
cago Railroad, gets its clay from this bed. It is there from 
8 to 10 feet thick, and makes a fire brick and furnace lining 
of excellent quality. This is the only locality in the dis- 
trict where the clay has been proved. A specimen analyzed 
by Prof. Wuth, of Pittsburg, gave : 

Water, 12.97 

Silica, 57.64 

Alumina, 27.86 

Lihie, 87 

Magnesia, 12 

Alkalies, 06 

Iron, 1.22 
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The {Upper) Freeport LimesUme. {White lATnestone 
of the Ohio Survey ) No. 2 of Fig. 7. 

This member of the series, unlike its overlying coal, is 
quite persistent, and retains a somewhat uniform size and 
similarity of character over the entire district. It thus be- 
comes a very important guide. Most generally it is of a light 
gray color on fresh fracture, but it nearly always contains 
enough iron to render it huffish on exposure, and sometimes 
even enough to constitute it a valuable ore. Occasionally 
the iron is in the shape of nodules, and these often stand 
out over its weathered surface, and give it a very rough- 
looking aspect. It is nearly always more or less brecciated, 
and often looks as though it was composed of the broken 
and worn debris of some other limestone. It is usually very 
hard and compact, and is never fossili/erous. The most 
careful search at hundreds of localities having faUed to dis- 
cover anything in the shape of f ossUs in it, except a minute 
univalve of almost microscopic proportions. The entire ab- 
sence of organic remains from this limestone is a very sin- 
gular feature when taken in connection with the fact that 
other limestones of the coal measures, both above and below 
it, are crowded with them, and it may well point to a marked 
difference in the condition of their deposition. 

This limestone may be of fresh water origin, having ac- 
cumulated as a calcareous mud at the bottom of some inland 
lake. It contains so much earthy matter and other impuri- 
ties, that it is often very difficult to get it to slack, and hence 
it has rarely been burned. Its average thickness is about 
three feet, though in a few localities, as at the top of the 
Summit Cut, on the Pittsburg, Fort Wayne and Chicago 
Railroad, we find it in several layers, distributed through 
8 or 10 feet of shales. It is the " White Limestone" of Dr. 
Newberry, in Columbiana county, Ohio. 

TTie Butler Sandstone— Upper Freeport Sandstone. 

The interval between the Freeport Limestone and the 
Lower Freeport Coal, is usually occupied by sandy shales 
and thin layers of flaggy micaceous sandstone ; but occa- 
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sionally, as in the valleys around the town of Butler, these 
strata thicken up into a very massive tock. 

At the town of Butler it comes in a few feet below the 
Upper Freeport Coal, and extends down almost to the Lower 
Freeport, being about 50 feet thick. It has been extensively 
quarried near the cemetery there, and is a coarse, reddish- 
white, and very massive sandstone. Although not persist- 
ent enough as a massive Sandstone to be marked as such in 
a general section of the rocks of this district, whenever it 
is encountered in this report it will be called the Butler 
Sandstone. 

On the Allegheny river, below Tarentum, it is seen cut- 
ting out everything up to the immediate floor of the Upper 
Freeport Coal. 

Opposite New Brighton and Beaver Falls at this horizon 
we get a very massive sandstone capping the bluffs and it 
was here mistaken for the Mahoning Sandstone by the First 
Survey and also by myself in a paper read before the Ly- 
ceum of Natural History in New York in 1873, as I simply 
accepted, without question, its identification by other geol- 
ogists. 

The Lower Freeport Coal* ( D. ) ( Ohio, JSTo. V. ) 

This member of the series was found to be of almost no 
economic importance ; for in the district it attains workable 
dimensions at only a few localities ; although exposed over 
a wide area in both Beaver and Butler counties. It is sing- 
ularly persistent, however, either as a small coal bed, or a 
richly bituminous shale. It is frequently represented by a 
few inches of coal at the bottom of a deposit of bituminous 
shale from 3' to 10' thick, which has often been explored 
for cannel coal. 

In the vicinity of Baden, in Beaver county, this coal at- 
tains a thickness of 2i feet, over a small area, and has there 
been mined for a number of years. It is a rather poor coal, 
however, being slaty and impure. 

At the mouth of Breakneck creek, on the Connoquenes- 

♦The Middle Freeport Coal of reports H, HH, HHH The restoration of 

the old name of Lower freeport ooai is explained in the preface to HHH. 
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sing, it becomes a workable bed, and is known as the 
" Schantz Coal." It is there 2^ to 3 feet thick, and a very 
pure and excellent coal. 

On Trough run, opposite Beaver Falls, this coal is seen at 
one point 4 feet thick, in a bed of impure cannel. 

In the western part of Beaver county it has been mined 
in a few instances, but the openings are now all abandoned, 
and very little could be learned of its thickness or quality. 

It is No. 5, of Dr. Newberry, along the Ohio river. 

The Butler LiTnestone-^^Lower Freeport Limestone* 

Coming 3 to 5 feet below the Lower Freeport Coal, we 
often find a limestone very similar in character and size to 
that which underlies the Upper Freeport Coal. 

The existence of a limestone at this horizon never having 
been recognized by the geologists of the First Survey, they 
were in consequence frequently misled, mistaking it for the 
Upper Freeport limestone, and mistaking consequently the 
coal above it for the Upper Freeport Coal ; and this in its 
turn led to other mistakes in the column below, such as we 
have already indicated in connection with the Darlington 
coal or Upper Kittanning Coal bed. 

This limestone does not occur at Freeport, and it is by no 
means persistent, but it would probably be found in about 
one section out of four taken at random over the district. 
Though very much resembling the ( Upper ) Freeport lime- 
stone, it is readily distinguishable from it by any one who 
becomes thoroughly familiar with both. It is always more 
ferruginous, and earthy, and less compact than the higher 
stratum. It almost invariably contains smaU nodules of 
concretionary iron ore, and at times these are seen protrud- 
ing from its surface in countless numbers. 

Iron Ore. — ^In the eastern part of Butler county a valua- 
ble bed of carbonate of iron ore rests immediately upon this 
stratum, and the old Winfield Furnace on Bough run ob- 
tained its ore principally from this horizon. 

This limestone is seen at Butler in a cutting near the 

*This ia the Middle Freeport Limestone of the Cambria and Somerset Re- 
ports WM, HHH : Explained page 819, HHH. 

4— Q 
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railroad depot, and has been named from that locality. In 
the Summit Cut of the Pittsburg, Fort Wayne and Chicago 
Bailroad it is seen near the level of the track at its highest 
point, and in Columbiana county, Ohio, it is seen near Pal- 
estine, along the road which passes down Leslie' s run. It 
is always non-fossiliferous, and was doubtless accumulated 
in a manner similar to the ( Upper ) Freeport limestone. It 
varies in thickness from 2 to 5 feet. 

TJie Freeport Sandstone. {Lower Freeport Sandstone.) 

This member of the series, when massive, is usually a 
moderately coarse, hard, micaceous, ashen- white rock, and 
often exhibits much false bedding, while many of the lay- 
ers appear to have a twisted and gnarly structure. 

Along the Ohio river, in Beaver county, this stratum at- 
tains an immense development, being seen near Industry 
in a bold massive cliff, 120 feet high, without a single break. 
It is also quite a massive rock along the Little Beaver, and 
some reaxjhes of the Connoquenessing. Along the Big 
Beaver, however, it becomes shaly, and opposite Beaver 
Palls a local bed of cannel coal 5 feet thick is seen in the 
center of the mass for a few rods, and the same thing oc- 
curs at one point on Bradj^s run. 

Owing to its hardness this rock is seldom used for build- 
ing purposes. It rarely contains any quartz pebbles, and 
in this respect is readily distinguished from the Mahoning 
Sandstone at the base of the Barren Measures above. It 
varies in thickness from 70 to 120 feet. 

A Local Coal [Brady's Bend Coalf\* 

Where there is a shale interval of 20 to 30 feet between 
the Freeport Sandstone and the Darlington Coal, we some- 
times see a small impure coal from a half to one foot thick 
immediately under the sandstone. It is seen at Smith's 
ferry. New Brighton, and two or three other localities, but 
never attains any importance, as it is always slaty and 
worthless. 

* Inserted with a question into J. P. Lesley's seotion at Brady's Bend ; 
p. 819, Report of Progress HHH. 
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TTie Darlington {Upper KUtanning) Coal {C\)=^Ohio 
Strip Vein and No. IV {Lower Freeport of HHIL) 

This is the bed to which we have previously referred as 
having been so confounded with the Lower Freeport coal 
above it, and with the Kittanning coal below it, that the 
corps of the First Survey failed to recognize it as a distinct 
and separate bed. Its "usual horizon is 6to 20 feet below 
the Freeport Sandstone, but we frequently find that mas- 
sive rock resting upon it. Although often quite thin, it 
appears to be almost universally persistent throughout the 
district, and is a very important bed. 

On the Connoquenessing it rises out of the bed of the 
stream about seven miles above Harmony, and is constant- 
ly accessible and of workable thickness from that point 
down to the mouth of Slippery Rock. It is known as the 
" Creek vein^^ in the vicinity of Harmony, since it is found 
at only a few feet above the level of the stream for several 
miles. At Harmony it shows the following structure which 
typifies it all along the Connoquenessing, Fig. 14 : 

1. Coal, 1' 10" N 

2. Slate, 1" [ 2' 5" 

3. Coal, 6" ) 

The parting of slate is sometimes near the middle of the 
coal, and is nearly always present. Along the Connoque- 
nessing it contains considerable sulphur at some localities, 
but seldom enough to unfit it for smithing purposes, and it 
is generally a brilliant, rich, and oily coal. 

On Yellow creek, a tributary of the Little Connoquenes- 
sing, this coal is mined to a considerable extent, and is there 
about three feet thick. It is the chief source of supply for 
all of the West of Butler within the district. 

On the Big Beaver it has been extensively mined between 
Clinton and Homewood, and shipped as a gas coal. Along 
this line it shows the following structure, Fig. 15 : 

1. Coal, 2' 5" N 

2. Slate, 1"— IJ" [ 2' lO* 

8. Coal, 4" ) 

It is here a splendid coal and very rich in volatile com- 
bustible matter. 
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Followed down the Big Beaver from Clinton it thins away 
to only 18 inches before reaching Homewood, and continnes 
thin until we come to Bennett' s run, SJ miles above New 
Brighton, when it again thickens up to 3 feet, and is mined 
on that stream by Mr. Dougherty and others, where it is a 
most excellent coal, and so much superior to the Kittanning 
that many families in New Brighton and Beaver Falls get 
their fuel from it in preference to using the Kittanning bed 
coal at a much less cost per bushel. 

Passing down the Beaver from this point, it soon thins 
away, and although remarkably pure, it is no longer of 
workable thickness along that stream, and it is seldom more 
than 18 inches thick and frequently less. In the vicinity 
of New Brighton it is called the ' 'Eighteen inch " or ' 'Black- 
smith tj^ra," since it is preferred by the smiths to any other 
coal which they have ever used, not excepting the Pittsburg. 

Along the Ohio it is constantly present, but never work- 
able until we come to the neighborhood of Smith's Ferry, 
when it again thickens up and is mined in that vicinity, 
where it shows the following at Mr. Udick's bank, Fig. 16 ; 

1. Coal 1' 7" N 

2. Slate,. . 1"— 2" [ 2* 

3. Coal, 8" > 

« 

Here the bottom, No. 3, is sulphurous and worthless but 
the top bench is almost unexcelled for purity and richness. 

From this point it is easily traced up the Little Beaver, 
until it culminates in the great bed of cannel coal 3 miles 
below Darlington, on the property now owned by Mr. 
Mansfield, where it shows the following structure and vari- 
ations. Fig. 17, given on page Q. 41 : 

1. Cannel slate, ....") 0' to 6' 




2. Cannel coal, . . . . S Max. 15' 0' to 12' 



8. Bituminous coal, . . j to 3^' 

These measurements should be understood as showing the 
variation at different points, for the whole bed never shows 



< 
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a thickness of more than 15 feet at any single point, and 
never more than 12 feet of workable coal. 

This is a mere local deposit, as it has never been found 
on any of the adjoining farms, or any where else in the 
county. The whole bed is subject to frequent and rapid 
variations when followed in certain directions. The coal 
may be 10 feet thick, when the massive Freeport Sandstone 
which forms its roof will begin to come down, and at 
the same time the floor of the coal will begin to rise until 
the two meet, and the coal is quite cut out in a very short 
distance. 

The cannel has an average thickness of 7 feet, and passes 
gradually into the cannel shale above. It nearly always 
rests upon i to 1 foot of bituminous coal, which also con- 
tains streaks of cannel. 

On one side of the farm where fhe cannel was thinned 
away, the bituminous part becomes 2 to 3i feet thick. Both 
are extensively mined and shipped to Cleveland by Mr. 
Mansfield. The cannel contains a large i)er cent, of ash. 

Origin of Cannel. — It is worthy of note as bearing on the 
origin of cannel, that here there is no fire clay under it what- 
ever, but it rests immediately upon a dark sandy shale 
which is crowded with finely preserved plants. This cer- 
tainly shows that in the case of this coal at least, it could 
not have accumulated from vegetation grown in situ^ but 
as Dr. Newberry has already suggested with regard to the 
origin of cannels, was probably drifted as a carbonaceous 
mud into the waters of some quiet lagoqn. The very irregu- 
lar and local nature of the deposit confiirms this. 

In the eastern portion of the district this coal is above 
drainage over a very small area only. 

On Big Buffalo creek 2i miles above Freeport it is brought 
to the surface for a short distance, where it is seen to be 2J 
feet thick, with the massive Freeport sandstone resting im- 
mediately upon it. 

It is probably this coal which is mined by Mr. Keams 2 
miles above Butler, where it is 2' 10" thick and a very fair 
coal. This is coal No. IV of Dr. Newberry along the Ohio 
river, and the ''Strip Vein" of Yellow creek. 
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Darlington Plant-Bearing Shale. 

Forming the immediate floor of the great bed of cannel 
coal, three miles below Darlington, which has just been de- 
scribed, we find a dark sandy shale, which is perfectly filled 
with plant remains. 

To the intelligent and enthusiastic proprietor of the can- 
nel coal mines, Mr. I. F. Mansfield, the Survey is indebted 
for one of the finest collections of fossil plants that has ever 
been made at any single locality in the country. 

From this shale, which is only 2 to 3 feet thick, Mr. Mans- 
field has generously collected at his own expense, and for- 
warded to Prof. Lesquereux, the Fossil Botanist of the Sur- 
vey, the following list of plants, which have been identified 
are kindly furnished me by that eminent Palaeobotanist : 



CALAMARIA. 

ASTEBOPHYLLITieS. 

equiseti/ormis ; 
foliosua ; 
sublcBvis. 

Calamites. 

approxxmatiAS ; 
Sudkowii; 
raino8U8 ; 
nodoaua* 

Sphenophtlluv. 

Schlotheimii ; 
longifolium : 
emarginatum. 

Annularia. 

sphenophyllaideM ; 
longi/olia. 

Equibitites. 

infundibuHformia, 

Calamostachys. 
tuberculata* 

FILICES. 

Cycloptebis. 

trichomanoidea ; 

obliqua ; 
elegana ; 
undana ; 
fimbriata. 



Keuroptebis. 
anguatifolia: 
cordi/olia ; 
hirauta ; 
Clarkaoni; 
fiezuoaa ; 
tenui/olia ; 
veitnicularia ; 
plicata ; 
Loaehii ; 
crenulata ; 

Odontoptebis. 
Schlotheimii; 
Brardii? 
Jieichiana t 

DiCTYOPTEBIB. 

obliqua. 

Calliptbbidium. 
Mana/leldi. 

AliETHOPTEBIS. 

ambigua ; 
lonchitiea ; 
Serlii ; 
Sullivantii ; 
nervoaa ; 
Pluckeneti. 

Pecoptebib. 
hemiteloidea ; 
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microphylla ; 

truncata; 

Sillitnani; 

squamosa; 

plumosa ; 

polymorpha; 

choerophylloides* 

Sfhenoptebis. 
Newberryi; 
mixta ; 
artemisicefoliaf 

Hymenophyllitbs. 
lactuea ; 
laceratus ; 
Outbierianus ; 
expansus. 

Spiropteris. 
villosa. 

Stem MATOPTERis* 
Mans/ieldi. 

Cauloptebis. 

obtecla, 

liYCOPODIACEJE. 

liEPIDODENDRON'. 

obovatum ; 
Sternbergii; 
quadratum ; 
modulatum, 

liEPIDOPHTLLUM. 

undulatum; 
Mansjieldi; 
auriculatum ; 
/oliaceum, 

XtEPIDOSTROBUS. 

omatus ; 
variabilis, 

XiEPIDOPHIiOIOS. 

lariciniAS. 
SIGIIiliARIiE. 

SlGIIiLABIA. 

monostigma; 
alternans; 
reni/ormis; 
mamillaris ; 
seulpta ; 
elliptica ; 
tessellata. 



Sybinoodbndbon. 

pes-caprioli ; 
cyclostigma, 

Stigmabia. 
ficoides, 

COBDAITES. 

borassifolia ; 
principalis ; 
Mansjieldi : 
reflexa. 

DlOBANOPHYIiliUM. 

species, 

COBDIANTHUS. 

fi, ma^eulina (1 specieB). 
JLfemina, AntholUhes 
(2 species). 

Abtisia. 

transversa. 

FRUCTUS. 

« 

Cabpolithbs. 

vesicularis ; 
multistriatus ; 
platimarginatus ; 
elypeiformis ; 
/raxiniformis : 
Cannelloni; 

Bhabdooabpus. 

Bochsianus ; 

elavatus; 

amygdalaf/ormis* 

Tbioonooabpus. 
Daviesii. 

Cabdiooabpus. 
mamillatus, 

RADICES. 

PiNNU LABIA. 

eapillacea, 

FUNGI. 

Rhizomobpha. 
sigillaricB, 
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Besides this list there are many more species which have 
not yet been determined. Several are new to science, and 
the number of species already found is more than one 
hundred. 

All these plants were obtained within an area of a few 
square yards. Too much praise cannot be bestowed upon 
Mr. Mansiield for his generous and enthusiastic work freely 
given to advance the interests of the Survey in this depart- 
ment of science. Besides the plants, Mr. Mansfield has also 
found a very fine new species of crustacean in this shale, 
which has been named in his honor by Mr. Charles E. HaU, 
the palaeontologist of the Survey, Eurypterus MansfielM 
(subgenus DolicJiopterv^.) 

Under this same coal, at a locality on Brush creek, in 
Marion township, Beaver county, where the coal shows 
great irregularities, we find a shale which is apparently 
equally rich in plantA with the locality at Mr. Mansfield's. 
This is at Mr. Newton's bank, near Mechanics ville. 

{EUtanning Ferriferous Shale and Ore.'*') 

The interval which separates the Darlington and Kittan- 
ning coals is occupied by a shale which nearly always 
exhibits a constant character. When thickest, as at Kit- 
taning, it consists of a flaggy sandstone at top, which soon 
passes down into a dark sandy and argillaceous shale that 
invariably contains iron ore, in balls and kidney-shaped 
nodules, and occasionally in regular layers. Sometimes it 
occurs in great quantities, and some of the nuggets are a 
foot in diameter. 

Opposite Zelienople, along the banks of the Connoque- 
nessing, below the mill, this ore is seen in great abundance. 

The old Charcoal Furnace on the Connoquenessing be- 
low Zelienople obtained its ore from this horizon. The ore 
may average from 30 to 35 per cent, of metallic iron. 

* This may very well be the represeiltative of the Johnstown Cement Bed 
of W. Piatt's Somerset County Report of Progress HHH. The reader will 
therein find an account of the error oommitted by the Geologists of the First 
Survey, in their early study of Western Pennsylvania, in confounding thU 
ore bearing calcareous stratum with the much lower " Ferriferous Limestone " 
carrying the ores of Clarion, Armstrong, and other counties in the Allegheny 
River Valley country. — J. P. L, 
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This Kittannlng Shale shows a marked decrease In thick- 
ness when followed from the Allegheny river west to the 
Ohio line. At Kittanning, the intei^al is 70 feet ; at Har- 
mony, on the Connoqaenessing, it is 50 ; on the Big Beaver, 
it is 35, while on the Ohio, at the State line, it is only 20'. 

The Kittanning Coal, or Lower Kittanning Coal. (C.) — 
Oliio No. III. 

This coal is entirely persistent, though in a few instances 
it becomes too thin, or too impure to work. 

In the eastern part of Butler county it is brought to the 
surface over a small area by the Fifth Axis. There it is 
generally about three feet thick, but on the west branch of 
Big Buffalo creek, in Clearfield township, it shows some 
singular vagaries, and exhibits l^e following section at Mr. 
Deener's bank, Fig. 18. 

1. Coal, 2' 

2. BhKle, 6" 

a. Coal, 2* 

4. Shule, 1' 

5. Coal, 3' 8" 

Here we get a mass of shale and coal 8 feet thick. The 
coal is mined by stripping, and is quite good, though 
the bottom part is best. It shows pretty much the same 
structure (or two miles along Buffalo creek, but just as that 
stream passes out of Clearfield township, into Armstrong 
county, it regains its single-bedded structure and nonual 
size of 3 to 3i feet in thickness. 

The Fifth or Brady's Bend Anticlinal Axis also brings up 
this coal on Rough run, inWinfield township, and it was 
once extensively mined there and used at the Winfield 
Furnace, but no mines in operation on it now. 

Plunging under the high lands of central Butler over the 
arch of the Fifth Axis, the coal does not again come to the 
surface to the west until we come to the mouth of Camp 
mn, on the Gonnoquenessing, in Beaver county, where it 
reappears 2 feet thick, with an imTnense bed ofjire clay be- 
neath it. 

At no point on the Connoquenessing between Butler and 
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this point is it more than 120 feet below the surface, and 
for the greater portion of the distance not more than 50, and 
as numerous borings indicate a considerable thickness for 
it, the time may come when it would pay to shaft it, should 
the projected railroad from Butler down the Connoquenes- 
sing ever be built. 

At Harmony it is only 40 feet below the creek, and a 
boring indicates a thickness of 6 feet. Followed down the 
Connoquenessing from where it' makes its appearance at the 
mouth of Camp run, we find it worked occasionally, but it 
is seldom more than 20 inches thick, and is overshadowed 
by the Darlington above it. It continues thin and unim- 
portant down around the Big Beaver, until we pass below 
Homewood, when it again thickens up and becomes a valu- 
able coal in the vicinity of New Brighton and Beaver FaUs, 
where it shows the following structure at most of the banks : 
See fig. 19. 

1. Coaly 6" ) 

2. Slate, 1" [ 2* 2" 

8. Coal, r 7" ) 

The lower bench is generally the purest. This part of 
the coal is coked above Beaver FaUs by Mr. Davis, and Mr. 
Holmes. It makes a beautiful compact and silvery coke, 
and is used to a considerable extent in the manubictories 
of Beaver Falls. 

The upper bench is hard, dull, and contains considerable 
pyrites. 

Along the Ohio river this coal becomes filled with pyritous 
slate, and is in many places utterly worthless, though it re- 
tains a thickness of 2\ to 3 feet. At Industry it is locally a 
very fair coal ; but passing below that it again becomes bad 
and is known as the " Sulphur vein." 

On the Little Beaver this coal is extensively mined for 
domestic consumption in the vicinity of Darlington, where 
it is 28 inches thick and an excellent coal. 

This is coal No. 3 of Dr. Newberry, along the Ohio river. 

The Kittanning {New Brighton) Fire Clay. 

Immediately underlying the Kittanning coal in every 
portion of Beaver county, we find an immense bed of fire 
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clay. It gives rise to an important industry in the making 
of fire-brick, furnace linings, &c. 

At new Brighton Messrs. Elverson & Sherwood have a 
large Terra-cotta establishment, where flower pots, statuary, 
chimney tops, and all kinds of ornamental and rustic work 
are manufactured from this clay. Their wares took the 
first premium at the Pittsburg Exposition in 1876. 

The largest fire-brick establishment is that of Barnes & 
Co., in Bridgewater. This company have furnished fire- 
brick to nearly all the furnaces in the Mahoning and She- 
nango valleys. 

The bricks do not withstand the highest degree of heat, 
but they are especially desired for those portions of the 
stack where there is considerable friction, as they withstand 
this better than almost any other obtainable brick. 

This bed of clay is seldom less than 10 feet thick, and in 
some cases as much as 15. Usually not more than 6 or 7 
feet of it is used, as the bottom becomes too silicious. This 
is the same bed of clay which is so extensively worked along 
the Ohio river, in Columbiana county, Ohio. 

The Kittanning {iTvdUstry) Sandstone and Shale. 

Immediately below the fire clay there generally occurs a 
sandstone, which is often quite massive. 

At Industry, on the Ohio, it is 50 feet thick, and rests, as 
a massive vertical cliff, immediately upon the Ferriferous 
Limestone. 

Above the old Winfield Furnace, on Rough run, in Butler 
county, it attains an immense development, and at one point 
it cuts the underlying lirriestone abruptly away where it 
had a thickness of 18 feet. 

The lower part of this interval down to the Ferriferous 
Limestone is, however, more generally of a shaly nature, 
and often contains considerable iron in scattered nodules. 
While the interval between the Kittanning and Darlington 
Coals, shows a marked thinning away when followed to the 
west from the Allegheny river, this interval between the 
Kittanning Coal and the Ferriferous Limestone shows quite 
the reverse ; for at Kittanning the interval is 50 feet, while 
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at New Brighton, on the Beaver, it is 82, thus ahnost ex- 
actly counterbalancing the thinning away of the former ; for 
the Darlington Coal is 123 feet above the Ferriferous lime- 
stone at Kittanning, and 120 at !N"ew Brighton. 

The Buhr stone iron ore which often rests immediately on 
the limestone next to be described in many parts of Penn- 
sylvania, does not attain much importance at any point 
within the district, as it is usually too thin to warrant 
mining. 

The Ferriferous ( Vanporf) lAmesUme. 

This is the most characteristic stratum in the series. It is 
the largest, purest, and most massive limestone, and always 
possesses a peculiarity of composition and organic remains, 
by which one thoroughly familiar with it can unerringly dis- 
tinguish it at a single glance from any other limestone in the 
group. On the Allegheny river, at Kittanning, this lime- 
stone is 12 feet thick ; at the eastern edge of Clearfield town- 
ship, Butler county, where it passes under Buffalo creek 
over the arch of the Fifth Axis it is 15' ; on Rough run, in 
Winfield township, where it is brought to the surface by the 
same axis, and extends around the hill in a massive cliff, 
like a sandstone bluff, we find it 18 feet thick. 

West from these localities, it passes under the highlands 
of Butler county, and although frequently reported in bor- 
ings, is seen no more until we come into Beaver county, near 
the mouth of Brush creek, where it rises from the bed of the 
Connoquenessing, but greatly reduced in thickness, being 
only 1 to 2 feet thick, and sometimes disappearing entirely. 
But it soon begins to thicken, and three miles below the 
point of its first appearance we see it 20 to 25 feet thick 
making huge cliffs along the stream. 

It maintains this unusual development down the Con- 
noquenessing to its mouth, and thence down the Big Bea- 
ver to the old Homewood furnace, where it has a thickness 
of 15 feet. Below this it rapidly thins away to a feather 
edge on top of the great Piedmont Sandstone, which here 
begins to thicken up preparatory to its maximum exhibi- 
tion at Homewood station, three miles below. 
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South of Homewood the Ferriferous Limestone comes in 
a^n as the Piedmont Sandstone begins to thin away at top, 
but it is now only 1 to 2 feet thick. It is, however, per- 
fectly persistent, and- at the lower extremity of New Brigh- 
ton begins again to thicken up and exhibits the following 
stmcture near the month of Paved run, Pig. 20 : 

1. Gnf compact limestone, .... 2 ' 

2. Shale, 11' 

8. Blolsb fcniy limeMone, 1 ' 

4. Sbalea, S ' 

5. Blnlsh Impiiro llmestoae, ... I' 

This is about three miles above the mouth of the Big 
Beaver, and going south to the Ohio it is seen to be getting 
thicker and more massive, and near Vanporte on the Ohio, 
3 miles below the mouth of the Big Beaver, it is extensively 
quarried and shows the following pection at Mr. Tygart's 
quarry, Fig. 21 : 

1. Qny Umartone, ........ 



>. Gray Umestonc, . 



4. Blue llmeatone 6' 

Here it is 35 feet above the Ohio, but below this the river 
flows more to the south, and it dips down near its level and 
is constantly concealed by the terrace deposits until we 
come to Industry, 4^ miles from the Ohio line. 

Here opposite the mouth of Six Mile mn the Ohio has 
eroded the terraces from its sonthem shore, and the lime- 
stone is seen 15 feet thick on the land of Mr. Allen, where 
it has also been quarried. 

At this locality a fine Ulustratiou of its sudden variations 
in thickness is seen. At the quarry it is fifteen feet thick ; 
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but as we pass down the river it is seen to become gradually 
sandy and earthy, until, only i of a mile below, the whole 
stratum, except a small impure layer 6 inches thick at the 
top is replaced by sandy shale. This change is seen actu- 
ally taking place, as the entire section is perfectly exposed 
between the two points. 

Below Industry this stratum is again covered up by the 
terraces, and is seen no more until we come to the mouth 
of the Little Beaver, near the Ohio line, where it appears 
near the level of the railroad track 1 foot thick, 60 feet be- 
low the Kittanning coal. 

This limestone when of its normal thickness (12 to 15 feet) 
is generally of an ashen-gray color to near its base, when it 
changes to a light blue. Along the face of the rock it 
weathers in a peculiar manner, being traversed by horizon- 
tal furrows i to i inch deep and i to 1 inch apart. These 
furrows have a wavy margin and thus give to the stone a 
shrunken, or shriveled appearance. 

When this stratum becomes thin it invariably exhibits 
the ^'cone-in-cone^^ structure, and then looks as though it 
had segregated from the calcareous mud above and below it. 

The limestone itself when it is thick, and the shales im- 
mediately below it when it is thin, are always richly fossil- 
iferous. 

In it I have seen the following fossils within the district : 
Spirifer cameratus, S. lineatuSy S. opimus^ Prodwctus Ne- 
hrascerisis^ P. longi-spinus^ P. Praitenanus^ P. semi-reti- 
culatus^ Hemipronites crassus^ CJionetes mesoloha^ Euom- 
pJialus rugosus^ Pleiirotomaria GraymlUensis^ P, car- 
honaria^ P, turbinella^ Bellerophon carhmiarius^ B, Mont- 
fortianus^ B, percarinahis^ B, Stevensanus^ Nuciila ven- 
tricosa^ Nuculana helUstriaia^ Macrocheilus primigenius^ 
M. ventricosus^ Astartella covx^entrica^ Polyphemopsis 
peracitta^ Amculo-pecten carhoiiarius^ A, Whiteii^ AthyTis 
svbtilita^ Solenomya radiata^ Macrodon ohsoletus^ Avicu- 
lopinna Americana^ Nautilus occidentalism Platyceras tor- 
tum^ Synocladia biserialis^ Lophophyllum proliferum^ Or- 
tJioceras erihrosum^ Zeacrinus mucrospinus^ and numerous 
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fragments of crinoids, the long stems of wMch are often seen 
stretcliing across the stone in every direction. 

This stratum is extensively quarried at Vanport, on the 
Ohio. It bums into an excellent white lime, and is also 
highly valued as a flux for iron. It is the only limestone 
in the series which can be used for that purpose. 

The Clarion Coal. {B.) 

This coal is found of workable dimensions in the eastern 
portion of the district only. Where brought above drain- 
age, on Rough run by the Fifth Axis, it is from 3 to 4 feet 
thick, and a tolerably fair coal. It is accessible, however, 
for only one mile along this stream, and is seen no more 
within the district until we come west into Beaver county, 
at the mouth of Brush creek, where it rises from the bed of 
the Connoquenessing, and is li feet thick. Along the Big 
Beaver it is nearly always found at 20 to 30 feet below the 
Ferriferous limestone, but is seldom more than 1 foot thick. 

A large Bed of Fire-clay^ 7 to 10 feet thick, the lower 
part of which is non-plastic, underlies the Clarion Coal 
along the Big Beaver. 

TTie BrooTcaille Coal. ( A. ) 

The horizon of this coal is above drainage for only a few 
rods in the .eastern portion of the district, on Rough run, 
where the Fifth Axis crosses that stream, and, as the interval 
where it should come is there concealed, it wa« not seen. 

Along the Big Beaver, however, we frequently see a coal 
which corresponds to this one, resting with its underlying 
fire-clay immediately upon the Piedmont Sandstone. It is 
8ei)arated from the Clarion coal by an interval of 30 to 50 
feet, which is occupied by shales and flaggy sandstone. 

At an old drift, 2^ mUes above Beaver Falls, it shows the 
following, Fig. 22: 



1. Coalj 1' 2" 

8. Shale, 8' ^ 4' 9'' 

4. Goal, 



I' 2" ) 

^ ! 

7" ) 




The coal is slaty and worthless. It attains workable di- 
mensions at the mouth of Brady's run, below New Brighton. 
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It is there 3 feet thick, and was once mined and used at the 
old salt-works. It is reported to be quite slaty, however, 
and has long been abandoned. 

In the section at Smith's Ferry, both this and the Clarion 
coals have thinned away, and are represented by bituminous 
shales. 
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Chapter VII. 

The Beaver Biver Group. 

TJie Piedmont^ or Upper Homewood Sandstone; Inter- 
Conglomerate Beds; Connoquenessing, or Loioer 
Homewood Sandstone; and Sharon^ or Sub-Conglomer- 
ate Beds, 

[In his MSS. of this Report, Professor White has ac- 
cepted for this group of rocks the name ^'Conglomerate 
Series,^ ^ given to it in West Virginia by Prof. William M. 
Fontaine, in articles written for the American Journal of 
Science and Arts, Vol. XI, and published in April and 
May, 1876. 

As our survey of the Bituminous Coal Fields of Penn- 
sylvania is not yet by any means completed, — as the actual 
number and co-ordination of beds of this group along the ex- 
tension of its northern out-crop eastward into the Upper Al- 
legheny River and Genesee River Country is still a subject 
of painful investigation, — as a satisfactory harmony be- 
tween the Pottsville Conglomerate and its coal beds in Ly- 
ken's Valley and at Shamokin with the lowest coal beds, 
sandstones and conglomerates of Lycoming, Potter, Cam- 
eron, McKean, Warren and Venango counties is yet to be 
obtained, — as I foresee the probability that the whole 
group of Pottsville {Serai) Conglomerate rocks, containing 
as it does large and valuable beds of coal, will some day be 
considered as included in the series of the Lower Pro- 
ductive Coal Measures, as it certainly is in the Allegheny 
River Coal Series, — and, iinally, as the Conglomerate, 
No. XII, (whether called Serai Conglomerate, Pottsville 
Conglomerate, Piedmont Sandstone and Pottsville Con- 
glomerate, Upper and Lower Homewood Sandstone, Home- 
wood Sandstone and Connoquenessing Sandstone, Massillon 
Sandstone, for by all these names has one or both of its 
principal members been designated,) may be considered the 
base or bottom member of the Lower Productive Coal Se- 
ries, as justly as the Mahoning Sandstone is considered the 
6— Q 
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bottom member of the Lower Barren Measures^ the Con- 
nellsville Sandstone the bottom member of the Upper Pro- 
ductive Coal Series^ and the Waynesburg Sandstone the 
bottom member of the Upper Barren Measures^ — for all 
these reasons I am unwilling to fix the name " Conglomer- 
ate Series" in the permanent literature of the Survey, by 
use in this volume. 

For local use however in Western Pennsylvania there is 
no objection to the term Beaver River Grovp^ provided it 
be clearly understood that the term has the same systematic 
value as those of the Freeport^ Kittanning and Clarion 
Groups : and that the group is the lowest part of the well 
established Allegheny River Series^ being synonomous with 
the so-called Sharon Coal Series^ a name adopted by Mr. J. 
T. Hodge in the first geological survey of the Beaver River 
waters, forty years ago, and retained by Prof. H. D. Rogers 
in his Final Report of 1858. — J. P. L. ] 

This group of rocks is exposed in Beaver county only 
along the Big Beaver and Connoquenessing Creek, where 
it exhibits the following typical section, Fig. 23 : 

Typical Section of the Beaver River Series, as exposed 
along the Beacer River and the Connoquenessing Creek: 

1. Piedmont [ ? ] Upper Homewood Sandstone, massive, 

oonglomeratio, 75' to 155' 

2. Shales, sometimes enclosing a coaZ bed (I' to 2 6" 

thick) at the top ; below which comes in a horizon 
of iron ore, and the Mercer Limestone ; with some- 
times a thin coal bed below that again, 20' to 80' 

8. [Pottsville Confflomerate ] Connoquenessing /Sand- 
stone ; Massillon Sandstone of Ohio, 
(a.) Upper member, a very massive, hard, white 

sandstone, 40' to SO' 

(b.) Middle member, darkish, sandy shales, gen- 
erally containing iron ore at the top, and 

sometimes a thin coal below, 35' to 40' / 

(c.) Lower member, a hard, massive, greyish- 
brown sandstone, 20' to 25' 

4. Sharon Shales, Dark shales containing a stratum of 
iron ore at the top (1' thick), and filled, below, 
with/o«5i7 plants characteristic of the Sharon Coaly 
and containing thin layers of coal in the lowest ex- 
posed part. Thickness seen exposed above the bed 
of the Connoquenessing Creek, 7' 

Total height of column 225', mean of 197' A 257' 
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TTie Upper Homewood Sandstone^ No. 1, of the above 
section, is supposed to be the representative in this district 
not only ot the Piedmont Sandstcme^ in the Cumberland 
Coal Basin in Maryland, along the Allegheny Mountain in 
Centre, Blair, Cambria and Somerset counties ( see Reports 
H, HH, and HHH, ) and on Laurel Hill and Chestnut 
Ridge in Fayette and Westmoreland counties, Pennsylva- 
nia ( see Reports KK and HIIHH, ) — ^but also ot the great 
sand-rock which extends in an unbroken sheet through 
McKean and Forest counties, in the north, to which was 
given, forty years ago, the name of Tionesta Sandstone 
which in that country it still retains. 

It reaches its maximum development in this district at 
Homewood station, where it appears in one solid unbroken 
ledge 156 feet thick. This size is attained by the top of 
the rock extending far up above its usual horizon, and 
cutting out the members of the Clarion Coal Group to 
above the Ferriferous Limestone, thus forming a striking 
exception to the generalization made by Mr. Wrigley in his 
Special Report on Petroleum (J), that the variation in 
thickness of all the sandstones is from the base. 

This rock at Homewood is a very massive yellowish white 
sandstone. It is tolerably coarse grained, and many of its 
layers are filled with quartz pebbles varying in size from a 
pea to a hazle nut. It is an excellent building stone and is 
quarried largely for that purpose. 

At Homewood its base is 100 feet above the Big Beaver 
river. Passing down the stream it dips very rapidly to 
the south, until, at BJ miles below, its bottom comes to water 
level, and about 4 miles further down, near the mouth of 
Brady' s run, its top also disappears beneath the level of the 
Big Beaver river. 

The borings at Beaver Falls and New Brighton commence 
immediately on the top of this stratum, and show that it 
is there 60 to 75 feet thick. 

Its top reappears on the Ohio river above Smith's Ferry, 
and is seen at low- water mark. At that locality it is the 
rock on which the rude carvings of men and other objects 
made by the aborigines are to be seen. 



68 Q. REPORT OF PROGRESS. I. C. WHITE, 1876. 

On Little Beaver its top may be noticed rising above the 
water a short distance above the railroad bridge. 

Traced north and north-east from Homewood, it rapidly 
thins away, and all the upper portion becomes shaly, so that 
we sometimes find two or three small coals in this portion 
of it along the Connoquenessing creek. 

Tlie 3ft. Savage (?) Coal Bed, 

Immediately below the Piedmont Sandstone, we find a 
small coal at several localities along the Big Beaver. One 
and a half miles above Homewood, it becomes workable, 
and has been mined by Mr. Beatty, where it sometimes at- 
tains a thickness of 2^ feet. It is very irregular, however, 
as the sandstone above often comes down and cuts it almost 
entirely away. It is a tolerably fair coal and appears to 
contain very little pyrites. 

In its roof shales at this localitv are seen immense num- 
bers of Cardiocarpa and Cordaites^ associated with a fern 
which I was unable to distinguish from Odontopteris neu- 
Topter aides ^ Newb'y. At Homewood, the coal is seen as a 
mere streak at the base of the sandstone ; and in the borings 
at Beaver Falls and New Brighton it is reported as 8" to 
n" thick. 

The Mercer {Lower Wurtemhurg) Limestone. 

A few feet below the coal, just described, there comes into 
the section, in the vicinity of the Old Homewood furnace, 
a very characteristic little limestone, which I have identified 
with the Mercer Limestone of the First Survey. 

At the Old Furnace it is separated from the Ferriferous 
Limestone above by an interval of 135 feet. It is tolerably 
compact, has a dark bluish color, and is filled with fossils. 
It varies from 8 to 12 inches in thickness, and is quite per- 
sistent from this point up the Beaver and Connoquenessing 
to AVurtemburg, where it is the Lower Wuitemburg Lime- 
stone, in Prof. Lesley's Slippery Rock section. See Special 
Repoii) on Petroleum, ( J. ) 

The most numerous fossils observed in it are Spirifer 
cameratus^ Prodiictfts longispinus^ P. Nebrascensis^ Ath- 
yris suMiUta^ and Orinoidal fragvients. 
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In the shales, both above and below it, occur the car- 
bonate ores which were mined at several places along 'the 
Big Beaver and used at the Homewood furnace. 

South from the Old Furnace this limestone disappears, 
having apparently been cut away by the immense develop- 
ment, in that direction, of the overlying Piedmont Sand- 
stone. 

The shale interval; No. 2, Fig. 23, contains, at Home- 
wood station, another small coal 60 feet below the base of 
the Piedmont sandstone. It is only 6" thick, and is a kind 
of impure semi-cannel. 

These shales. No. 2, which separate the Piedmont and 
Connoquenessing Sandstones, are of a bluish black cast, 
and vary much in thickness. At Homewood, they are 80 
feet thick, while at the mouth of the Connoquenessing, they 
are only 20. They seem to increase to the south, for in the 
borings at Beaver Falls, they are 100 feet thick. 

The Connoquenessing^ {Lower Ho7newood\ {Massilonf) 
Sandstone^' Lower Potts oille Conglomerate^ No. XIL 

At Homewood Station there is seen rising from the Bed 
of the Big Beaver, a very hard white massive sandstone, its 
top being at that point 18 feet above water level. As we 
ascend the Big Beaver, it rapidly rises and soon cuts away 
60 feet of the shale interval No. 2, seen at Homewood, and 
at the mouth of the Connoquenessing its top is 110 feet 
above water level, and its base a few feet below. 

Followed up the Connoquenessing it is seen well exposed 
along the deep gorge of that stream, and consists of a 
massive upper and lower member, separated by shales. 

( a. ) The upper member forms the top wall of the Con- 
noquenessing, to Hazen's mill, where it sinks beneath the 
stream. At the mouth of Slippery Rock its base is 10 
feet above water level, and at Wurtemburg its top is at 
the level of the stream. Along this line it is a very mass- 
ive stratum, tolerably coarse grained, very hard, grayish 
white, and weathering reddish on exposed surfaces. It 
varies little in thickness, being genei^ally from 45 to 50 
feet. 
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(&.) The shales below are persistent along theConnoque- 
nessing to the mouth of Slippery Rock, above which they 
soon pass below water level. 

At their top we frequently see a small stratum of iron 
ore, or a bed of nodules. A few feet below the top comes 
a bed of bituminous shale, which is tolerably persistent 
along the Connoquenessing, and sometimes it contains a 
thin coal seam. A few rods above the mouth of Slippery 
Rock, on the right bank of the Connoquenessing, the fol- 
lowing section may be made at this horizon : 

1. Bitnminous slate, ^. 1' 

2. Coal, *. 4" 

3. Bituminous slate with ooal, 6" 

4. Fire Clay and sandy shales, 7' 

5. Blaok fissile slate, 1' 6" 

6. Streak of impure coal, 2" 

7. Fire Clay to bottom of creek, 2' 

At this locality I noticed numerous specimens of Sigil' 
laria tesselata^ and S, detdata in No. 3 of this little section. 

The lower part of this shaly member (b) is sandy and 
of a grayish color. The whole mass is usually about 40' 
thick. 

(c. ) The lower member (c) of the Connoquenessing sand- 
stone is seen along the bed of the stream, from its mouth 
up to li miles above Jones's bridge, when it passes under 
and is seen no more. It is quite massive, and forms the 
lower wall of the stream for some distance. It is a coarse 
grayish-brown rock, and shows much false-bedding, and 
contorted structure. Its base is lifted above water level at 
only one locality on the Connoquenessing, and then the rock 
is seen to be 20 to 25 feet thick. 

These three strata, a, ft, c, of the typical section, repre- 
sent the Massillon Sandstone of Dr. Newberry. 

The Sharon Coal hed. 

One mile above Jones' bridge, on the Connoquenessing, 
a sharp roll in the strata throws the base of the last de- 
scribed rock a few feet above water level, and below it we 
see the following : 

1. BLulsh shales containing fossil plants, 2' 

2. Stratum of iron ore, 1' 
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8. Dark Rhales oontaining fossil plantfi and streaks of coal near 
their base, seen down to water level, 4' 

Shales 1 and 3 of this section are crowded with plant 
remains, which are identical with those seen in the roof 
shales of the Sharon coal, on the Shenango and Mahoning. 
Here appear immense quantities of Cardiocarpa^ Trigo- 
Twcarpa^ and Cordaites^ also Odontopteris neuropteroides^ 
Alethopteris grandlfolia^ A. lonchitica^ Sphenopteris ma- 
cilenta^ and numerous others. The shales themselves have 
the same Uthological character as those over the Sharon 
coal, and if both were thrown on the dump together they 
could not be distinguished in any manner. 

The streaks of coal at the base of No. 3 represent the 
Sharon coal, or at least its roof, though there is doubtless 
no workable bed at this locality. 

For a fuller discussion of the Beaver River group the 
reader is referred to my report on the Ohio Une. 

Total Thickness of the Strata exposed' in the District 

Recapitulating the different series as exposed within the 
District, we iind their individual and total thickness to be 
approximately as follows : 

Upper Productive Coal Series, . . 60 feet. 
Lower Barren Measures, "... 600 " 
Lower Productive Coal, "... 326 " 

Beaver River Series, 226 " 

Total thickness of exposures, r • • 1,200' 

Interval between the Pittsburg Coal and Sharon Coal, 1,150' 
Literval between the Upper Freeport and Sharon Coal, 550' 
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Contribution to PalcBorUology from the Museum of the 
Second Geological Sardey of Pennsylvania. By Charles 
E, Hall. {Read before the American Philosophical 
Society April tf, 1877,) 

Gexus Eurypterus. 

Eurypterus; Dekay, Annals of the Lyoeum of Natural History of New 
York, 1825, Vol. I, p. 375. 

The geological horizon of Eurypterus has heretofore been confined to the 
Water-lime group, in the United States, although the genus has been recently 
discovered in the English coal measures. 

The position of the Water-lime group is between the Onondaga salt group 
and the Lower Helderberg group, therefore Upper Silurian. 

The Water-lime group in Pennsylvania is litholog^cally well defined, but 
has not yet, to my knowledge, furnished a single specimen of Crustacea. In 
New York the group is characterized by the crustaceans Eurypterus, Pteri- 
gotus and Ceratiooaris. (See New York Palaeontology Vol. III.) 

EuBYPTBRUS Pennaylvanicua (provisional, n. sp.). 

In the collection of 1874, made under the direction of Mr. J. F. Carll, in 
Venango County, Pa., a perfect but indistinct carapace of an Eurypterus 
was found by his assistant Mr. Hatch. 

The specimen agrees in general with Eurypterus remipes of the Water-lime 
formation of the New York geology. 

Position and locality, in sandy sliale overlying a sandstone, equivalent to 
the Garland Conglomerate, at Rooker Farm, Venangfo county. Pa. 

The horizon is in the transition series between the base of the Carboni/eroti9 
and the top of the Devonian, {Bernician System of England.) 

EuRYPTBBus. — (Sub-genus DoncHOPTERU8.)--DoiiiCHOPTERU8 Maus- 
Jieldi, (n. sp.) 

Carapace semioval, wider than long, indented line visible along the anterior 
margin, lateral margins nearly straight for one fourth the length, then evenly 
rounded ; eyes prominent, kidney-form, situated a little forward of the center 
of the carapace and about midway between a medial line and the lateral 
margins. 

Body convex, the middle of the thorax slightly wider than the carapace, 
length of the joints increasing towards the terminal spine-like prolongation. 

Entire surface covered by small, triangular, imbricating scales, decreasing 
in size towards the lateral margins; along the anterior portion of the carapace 
the scales are not visible. The paletti (one of which is preserved) long and 
narrow, being nearly twice as long as wide, and has the characteristic serrated 
margin, which is the principal distinguishing feature in the sub-genus. 
Length of specimen, without terminal joint, two and three fourths inches; 
greatest breadth, seven eighths of an inch. 

Position and locality. Found in the shale immediately below the Dar- 
lington cannel coal, near Cannelton, Darlington Township, Beaver Co., Penn- 
sylvania. Horizon, Alleglieny River Series, Lower Productive Coal Measures. 

We are indebted to Mr. I. F. Mansfield, of Cannelton, for this beautiftil 
specimen, and after whom we deem it proper to name the species. 
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PART III. 
DETAIIiED OB TOWNSHIP GEOLOGY. 

Chapter VIII. 

Butler County. 

1, CraTiberry TownsJdp. 

This is the extreme south-western corner of the county, 
and is bounded on the west by Beaver county, south by 
Allegheny county, east by Adams township, and north by 
Jackson. It is drained by Brush creek which flows through 
its south-west comer in a sluggish, sinuous stream. The 
valley of Brush creek in this township is very broad and 
somewhat level, owing to the softer nature of the strata 
composing it. The surface rocks of the township belong, 
with the exception of a small area on Brush creek at the 
extreme south-west, exclusively to the Lower Barren Series ; 
and as these seem to be more yielding here than usual, we 
get no steep hills nor good exposures, but everything is 
deeply buried under debris. 

Just before Brush creek passes out of this township into 
Beaver county, the Upper Freeport Goal is seen along its 
bed for the first time in decending the stream. It is mined 
at Graham's mill, and gives us the following section: 
(.Fig. 25.) 

1. Massive Sandstone, Mahoning, exposed for 10' O'' 

r 1. Coal, 1' 6" > 

2. Upper Freeport Coal, ... < 2. Slaty ooal, . . . 1' " ( 3' 4" 

( 3. Coal, 10" ) 

8. Fire Clay, 5' 0" 

4. Freeport Limestone in bed of Brush creek, seen, .... 3' 0" 

This coal has been mined for a long time by Mr. Graham, 
and is a pretty fair coal, though containing too much sul- 
phur for smiths' use. It is quite variable in thickness, as 
the Mahoning sandstone forms its immediate roof. The 
miners say it often thickens up to 5 feet, and as rapidly 
thins away to not more than one. The limestone below it is 
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quite compact, and contains considerable iron. The founda- 
tion of the mill is bililt on it. The coal goes under Brush 
creek here at the dam, and is seen no more in ascending it. 
The same coal is also mined on a little run coming in just 
below, by Mr. Matthew Graham, but the section there does 
not differ materially from that already given. 

Brush Creek Coal, — About three miles above Graham's 
mill a small coal has been largely mined for local supply 
in the neighborhood. The principal mines now in opera- 
tion are Emerick' s and Hain' s. It occurs 8' — 10' below a 
limestone, and the section at Mr. Hain' s bank is as follows : 
(Fig. 26.) 

1. Limestone, Brush creek, 1' 0" 

2. Dark shales, IC 0" 

3. Coal, Brush oreek, 2' 6" 

BrusJi Creek Limestone. — The limestone, which I have 
so named, is the same which occurs above what was last 
year wrongly identified as the Elk Lick coal, in Southern 
Beaver. It is a dark sandy limestone, and breaks with a 
slaty fracture. It is fossiliferous, and in it Chonetes mesa- 
loba occurs in large numbers. I have called it the Brush 
creek limestone from this locality. The shales below it are 
quite dark, and often contain streaks of coal. 

The Brush Creek coal is somewhat slaty at the top and 
also at the bottom, but near the center is 15" of very fair 
coal, being used for smithing, and reported to be quite sat- 
isfactory for that purpose. The bed is much cut up by 
"clay veins," and is also very changeable in dip, lying in 
rolls. It is here 65 feet above the level of Brush creek. 
Mr. Bmmerick, just south-east of Mr. Hains', has also mined 
this coal quite extensively, and the section there is as f ol- 
lows: (Fig. 27.) 

1. Limestone, Brush oreek, 1' 6" 

2. Shales, dark, 8' 0" 

f 1. Coal, slaty, .... 8" % 

3. Coal, Brush oreek, ..52. Coal, good, .... 1' 4" S 2' 6" 

( 3. Coal, slaty, .... 6" 3 

4. Fure day, sandy, 5' 0" 

Sometimes the upper and bottom Jayers are both good 
coal, as well as the middle, but as a general thing they are 
slaty. 
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On the opposite side of the stream, this coal is mined by 
Mr. Vandever, and also by Mr. Krebs. On Coal run, one 
mUe from Brush creek, it was once opened by Mr. Hartzell, 
where it was only 18" thick, and was abandoned. One mile 
further up Coal run it was once mined by Mr. Roan, where 
it is reported to have been 2 feet thick. Although this is 
a small coal, it is yet of much importance to Cranberry town- 
ship, since, with the exception of the small area of the Up- 
per Freeport on its extreme western edge, it is the only 
coal accessible. In the northern and western parts of this 
township everything is covered up with the easUy disinte- 
grating Barren Shales, and there is very little of interest in 
any portion of it. 

S. Adams .Taumshipj Bviler County. 

This lies immediately east from Cranberry and like it is 
occupied entirely by the Lower Barren Series except near 
its northern border where Breakneck cuts down belo\t the 
Upper Freeport Coal just as it enters the township. The 
township is drained by Breakneck, which flows nearly 
through its center. The fall of this stream is very slow ; 
and as the Barren Series here, as in Cranberry, contains no 
massive sandstones, we have a broad level valley along the 
creek with sloping hills on either side, which renders it a 
fine farming and grazing country. Just at the township 
line, the Upper Freeport coal is mined along Breakneck 
creek by Mr. Marborough where it shows the following sec- 
tion : (Fig. 28.) 

1. Shales, .... ? 

2. Caniiel ooal, ) _ _ ( .... 4" to 6" > 

3. Coal I Upper Freeport, | . . . . 3. o" ( 2' 6" 

4. Concealed to Breakneck, 5' 0'' 

Here the coal has a thin layer of cannel coal at the top. 
It is said to bum quite weU and does not contain a very 
large per cent, of ash. The main bench. No. 3, is a very 
good coal, being quite black and shining and containing 
much less sulphur than usual. It is highly valued for do- 
mestic purposes. The Freeport Limestone occurs below 
the coal and was found in the drain, as I was informed by a 
man who dug it, 3' — 4' below the coal. 
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As we pass up Breakneck from this point the Upper 
Freeport coal goes under the stream one fourth mile above 
the township line and is seen no more within it, since the 
surface is occupied as previously stated entirely by the 
Lower Barren Series. In the hill above Mr. Marborough's 
opening, Mr. Dunbar once opened the Brush Creek coal^ 70' 
above the Upper Freeport. It was only 18" thick, but said 
to be quite a good coal. One mile above this, on the land 
of Mr. Davis, the Brush Creek coal is mined, where we see 
the following section : (Fig. 29. ) 



1. Sandy shales, 10* 0" 

f 1. Coal, 8" J 

2. Coal, BrujBh Creek, . ] 2. Slate, 1" [ 1' 9" 

C 3. Coal, 12" 5 

8. Fire clay, 3' 0" 

4. Concealed to level of Breakneck, 45' 



Here the upper part of the coal is rather impure being 
somewhat slaty, but the lower bench is a very fair coal, 
and though quite thin, rarely exceeding 20", it is consider- 
ably mined for local supply. Tlie Upper Freeport coal is 
about 15' below the level of the stream. One mile above 
this the Brush Creek coal has been mined on both sides of 
Breakneck, Mr. Davidson having an opening on the right 
bank and Mr. Hayes, on the left. They are now both 
abandoned, but the coal is said to have been quite good, 
and varied in thickness from 14'' to 20". It is here 25' 
above the level of Breakneck. 

Passing up Breakneck from this point, the Brush Creek 
coal soon passes under it, and we see no more coal or ex- 
posure of any kind along the stream until we come to 
Park's mill. Here we find the Baker stown coal mined one 
half mile east from the mill and descending from the sum- 
mit of the hill above it we see the following : (Fig. 80.) 

1. Concealed, 10* 

2. Criiioldal limestone, 2' 

3. Red shales and marls, 25' 

4. Concealed, GlV 

5. Coal, Bakerstown, 6'' to 3' 

6. Concealed to level of Breakneck at Park's mill (1000' 

above tide), • • . . . 100* 

7. Flaggy sandstone, seen in bed of creok. 
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The Oreen Crinoidal Limestone occurs at the summit of a 
high knob. It is as usual filled with fossils, among which 
are many crinoidal fragments, and it has the same peculiar 
look and composition which distinguish it everywhere. It 
is found on another knob just east from this, and as we pass 
south toward Allegheny county it is caught on all the higher 
knobs, but strange to say it has never been burned in but a 
single instance so far as I could learn. 

Lower Barren Measure Red Clay Shales. — The red 
shales below it make a red band around the summit of the 
hill, on which neither grass nor anything else will grow to 
any extent. 

The Baker stovm coal is here mined by Mr. Park who dis- 
covered that he had coal at his very door, only two years 
ago. He had hitherto been hauling his coal a distance of 
8 or 10 miles for 30 years. Thei*e was a broad band of coal 
smut in the road before his house, and it finally occurred to 
him to explore it for coal, which he did with a most satis- 
factory result, as he now has not only coal for his own use, 
but plenty for his neighbors, and it brings him in a hand- 
some income, since he can sell it at almost his own price on 
account of the scarcity of coal in this township. This is 
only one instance of what might often occur, and should 
teach farmers to be more diligent in exploring any localities 
for coal where there is anything like a large blossom visible ; 
for in the Lower Barrens the coals are not persistent, and 
may come in at any time. It will take only three or four 
days to open up any of these coals, so as to determine what 
there is ; and if a workable bed be found the farmer is 
amply repaid, and if not workable he has lost very little 
time and gained the satisfaction of knowing at least that he 
has no coal. 

The Bakerstown coal, as mined by Mr. Park, is quite ir- 
regular. In the thickest places it is 3', but on going in 
certain directions, it rapidly runs down to 1', and would, 
doubtless, very soon run out altogether if followed far in 
that direction. It is a very fair coal, and is preferred to the 
Upper Preeport for domestic purposes. It is lustrous, and 
some portions are beautifully irised. It contains rather too 
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much sulphur for smithing purposes. The miners state 
that in some portions of the bank the coal is a perfect net- 
work of '' clay veins.^' The sandstone seen in the creek at 
the mill, may be a part of the Buffalo Sandstone. The 
Upper Freeport coal would there be about 100' to 125' be- 
low the level of the creek. 

Glade creek enters the eastern border of this township 
near its middle, and flows northward along its edge. Half a 
mile above, where the east branch of Glade creek comes in, 
it cuts down and exposes the Upper Freeport cool^ and the 
first exposure is at Mr. Loyd's where, at a new opening, we 
see the following : (Fig. 31.) 

1. Sandy shale, 5' 0" 

2. Coal, ...... (Upper Freeport) 2' 1" 

3. Fire clay, seen, 1' 6" 

4. Concealed to creek, 8' 0" 

Here the coal is quite slaty and impure, and also contains 
much sulphur. Just below this, it was once mined on the 
land of Mr. Spence, and a large amount of coal was then 
taken out, but the mines are now abandoned. One fourth 
of a mile below, where the road crosses the east fork of 
Glade creek, the coal is seen at the road-side just above the 
forks of the stream. It is there 10' above the creek and the 
Freeport Limestone is seen below it on the land of Mr. Loyd, 
where it was once burned. It contains much iron and does 
not slack well. 

Near the northern border of this township, the Crinoidal 
Liinestone is caught in a high knob on the land of Mr. Stoup. 

Between the head- waters of Glade and Breakneck, the 
Crinoidal limestone is seen finely exposed in the road on the 
land of Mr. Hill, where it has once been burned. 

S. Middlesex Township^ Butler Co. 

This township lies directly east from Adams and south 
from Penn. It is drained by the east and south branches of 
Glade creek, and by one branch of Bull creek, which heads 
up in its south-eastern comer. The rocks exposed in this 
township are the same as those in Adams. The highest 
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stratum occurring in it is the Crinoidal Limestone^ though 
the Morgantown Sandstone is seen in some stra.y blocks, 
which still remain below their true horizon. Near the head 
of the south branch of Glade creek, not far from the Alle- 
gheny county line, the Baker stown coal has been mined by 
Mr. Mo wry, at whose opening we see the following: 
(Fig. 32.) 

1. Bituminous shales, 2' 0'' 

2. Impure oannei^ ^ r 6" 

3. Shale, V Bakerstown Coal, ) T'tol' 0" 

4. Coal, ) C 1' 6" 

6. Fire clay, seen, 1' 6" 

The coal is double here, having some cannel at the top, 
and a shale below, which varies at the mouth of the bank from 
1" to V in a very short distance ; when followed into the hill, 
the coal thickens up to 2i feet, and has there very little slate 
in it. It has been mined along the little run quite exten- 
sively by stripping. The Crinoidal Limestone is seen in the 
hill along the road, and 80' above the coal. On the other 
branch of this stream we see the following section, on the land 
of Mr. J. Hays : (Fig. 33.) 

1. Concealed, 75 ' 

2. Coal, (Elk Lick,) ^ 

8. Concaaled, I 

4. Limestone, . . (Crinoidal,) ( Berlin group, 

5. Red and variegated shales, . 

6. Concealed, 

7. Coal, (Bakerstown,) 2\' 

m 

The ElJc Lick coal was here opened by Mr. Hayes at one 
time, and he followed it into the hill for several yards, but 
being near the surface, it was quite rotten, and came out too 
fine, so he abandoned it. He reports it as being 2' thick. 
The Crinoidal limestone is seen in a line of blocks over the 
surface at the horizon we have placed it, though it was not 
seen in bed. However, it cannot be more than 4 or 5 feet 
out of the way in either case, as the red clay below is quite 
well exposed. 

' The Baker stovm coal has also been mined here by Mr. 
Hayes, but the opening is now abandoned. He reports it 
as running about 2^ feet thick, while at some points it is as 
much as 3 feet. It was quite slaty, and even worthless, in 




80 Q. REPOBT OF PKOGRE88. I. C. WHITE, 1876. 



• 



some portions of the mine, but in others it was tolerably 
pure and good. 

One mile north from here the Bakerstown coal was once 
opened by Mr. Gilliland, but being quite impure, and only 
2' thick, was not followed into the hill. Near Hayes' mill 
we get the following section in descending from a high knob, 
one half mile to the south : (Fig. 34.) 

1. Crinoidal limestone in scattered blocks on summit of hiU. 

2. lied shales, .20' 

3. Concealed, 60' 

4. Blossom of coal, large, (Bakerstown,) 

6. Concealed, 90' 

6. Blossom of coal, or coaly shale, 

7. Concealed, 60' 

8. Massive sandstone to level of creek at Hayes' mill, 10' 

The Crinoidul Limestone is seen on the very summit of the 
knob in scattered blocks, which possess the peculiar green- 
ish-black cast and structure which is so characteristic of this 
rock. It is fiUed with fossils as usual. The smut of a coal 
is seen in the road 80' below the limestone, which would 
make it the Bakerstown*. It blackens the surface for sev- 
eral feet, and may be of available thickness. No. 7 is prob- 
ably the representative of the Bnish Creek coal. No. 8 is 
the top of the Mahoning Sandstone, in all probability. It is 
quite massive, and has been quarried here at the mill. Tue 
Upper Freeport coal should be found at 75' to 80' below the 
creek level at Hayes' miU. 

Scattered over the hiD, almost from the top to the bottom, 
are huge blocks of a massive sandstone. These are remnants 
of the Morgantawn Sandstone^ a rock which (5omes 60' to 
75' above the crinoidal limestone. Its horizon is, of course, 
eroded here, as the limestone is the highest rock.in the vi- 
cinity ; but the massive blocks have resisted decay, and still 
remain at a much lower level, as monuments of the excessive 
erosion to which these strata have l^een subjected. The rock 
is very massive, and has been quarried extensively for build- 
ing stone from the detached masses which cover the surface^ 

In the south-eastern comer of the township the Upper 
Freeport coal goes under Bull creek, just as the stream leaves 
the township to enter Clinton. The coal is also exposed for 
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a short distance along the east branch of Glade creek, above 
its mouth, but is quite thin, and no openings have ever been 
made in it. 

In the eastern part of the township, about li miles from^ 
Glade mills, on the land of J. B. Mahan, a very deep boring 
was made by Charles E. Hart, who kindly furnished me 
with the following record of it : (Fig. 36.) 

Mahim Farm Oil Well Record. 
{By Charles E, Hart.) 

1. Conductor hole, 12' 

2. "Bluff sand" at 76' 

3. Coal, 4', at . . [ ? Upper Freeport Coal^ .... 200' 

4. Coal, 2', at 290' 

5. Limestone (?), 20', at 800' 

6. Sandstone, 60', at 400' 

7. Coal and ooaly shales 8', water and gas at. . . . 640' 

8. Cased m slate and limestone at 665' 

9. Hard sandstone, variegated 90', at 675' 

10. Sandstone 100', at 1,150' 

11. Sand black, with brackish water, at 1,840' 

12. First oil sand 50', at 1,350' 

13. Slates, 70' to 1,420' 

14. Very white sandstone, amber oil, 5 barrel well, . 60' " 1,480' 

15. Slate, 16' " 1,496' 

16. Red rock, 10' " 1,505' 

17. Slate, 10' " 1,516' 

18. " Boulder sand," 20' " 1,535' 

19. Slate, (1,623,) 38' " 1,573' 

20. "Stray," or "com meal "sand, 23' " 1,596' 

21. Slate, (1,647,) 1' " 1,597' 

22. Sand, 6' " 1,602' 

23. Slate, (1,690,) 38' " 1,640' 

24. " Pink pebble " sand, 24' " 1,664' 

26. Slate, 8' " 1,672' 

26. Sand, at 1,732' big gas vein; 10 bbl. oil well at 

1,745', 23' « 1,695' 

27. Shales and slate, 40' ** 1,735' 

28. White pebbly sandstone, 17' " 1,752' 

29. Slate, 28' " 1,780' 

30. Shales and sand, 10' " 1,790' 

31. Blood-red slate to bottom of hole at 1,930',. ... 90' " 1,880' 

This is a noteworthy record, as previous borings had not 
found red slates below the oil sand group. Mr. Hart is 
a very intelligent gentleman, and he states that from No. 
12 down he took charge of the drilling in person, and kept 
the record with the utmost accuracy, carefully measuring 
6— Q 
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and examining each stratum. With regard to the rocks in 
the series, No. 3 is, without doubt, the Upi)er Freeport 
coal. No. 12 is the first oil sand. No. 14 is the second oil 
•sand. Prom No. 18 to No. 28 we get a series of sands 
which appear to be at the horizon of the third oil sand, and 
may represent that rock split up into several portions. No. 
31 is represented to be a soft, argillaceous shale, and almost 
blood red on coming up. This stratum was not passed 
through, and the well was stopi)ed in it at 1,930'. The same 
man states that he drilled 200' in these red shales at Butler, 
without passing through them. * 

-J. Clinton Township^ Butler Co. 

This township lies directly east from Middlesex and south 
from Jefferson. It is drained by several streams, as the 
great water-shed between the streams flowing west into the 
Conoquenessing and those flowing south into the Allegheny 
passes through the center of this township. The Brady's 
Bend Axis passes diagonally across this township, entering 
it one half mile south from its northern line, and passing 
out of it one mile east from its western line. The economic 
importance of this axis to this township is very great, since 
it brings up the Upper Freeport coal on all the streams 
which it crosses, and thus keeps that coal exposed over the 
entire southern part of the township. North and west from 
the Axis the rocks belong exclusively to the Lower Barren 
series. On Lardin's branch of Bull creek which puts into 
the main stream below Millerstown, in Allegheny county, 
the Upper Freeport coal rises above its surface just at the 
Allegheny county line, and there we have the following 
section at Mrs. Blackstock's drift : (Fig. 36.) 

1. Sandy shale, 6' 

n. Slaty ooal,.l' 4 " ^ 

2. 00,1. . . (TTpper^port.) J ^^f^^ 2' "J,' 4- 8' 

[4. Coal, ... 4 " j 

3. Fire clay, seen, 2' 



* [As the added measurements do not tally with the figures given in the 
text of this record, it is unsafe to draw any conclusions from it, until it is care- 
ftilly compared with the records of many other wells. See volume of Oil 
Well Records published in September, 1877, as Prelude to Mr. J. F. CarU*s 
Second Report of Progress, I.I.— J^. P. L.'\ 
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The upper part of the coal is qnite slaty, and only a part 
of it is mined. The main bench, however, is tolerably good, 
though containing some sulphur, probably too much to 
make it available for smithing. The lower, or "Brick" 
coal, as it is called, is quite good and comes out in regular 
blocks resembling bricks. A short distance above this, the 
coal is also mined by Mr. S. Hemphill, but it shows about 
the same structure as that just given. It rises very rapidly 
as we ascend the stream, and one mile above the Allegheny 
county line the same coal is mined by Mr. Joseph Hemp- 
hill, at whose drift we get the following Section : (Fig. 37. ) 

1. Coal, 4' 0" 

2. Fire day, 3' 0" 

r 1. Limestone, • • 2' > 
8. Limestone, . . (Freeport,) } 2. Shales, .... 4' > 8' 0" 

V 8. Limestone, . . 2' ) 
4. Sandy shales to level of Bull creek, 25' 0" 

Here the Freeport lAinestone is in two layers with 4' of 
sandy and argillaceous shales separating them. The upper 
one is quite compact, and breaks with a clear, sharp frac- 
ture, while the lower one is very ferruginous and almost an 
iron ore. 

At Mr. Morris's drift, \ mile above, we have the following 
section of the same coal bed : (Pig. 38.) 



Upper Freeport ooal, 



^1. Slat^ooal,. .I'O " 
2. Coal, good, . 3' 8 " 
8. Slate, .... 1"— 1" 

4. Coal, ..... 6 " 

5. Slate, .... 1 " 
U. Coal, .... 2 " 



' €\)» 



6'0 



Nos. 4 and 6 are quite impure and are not taken out. The 
slaty portion at the top is never mined but is left for the 
roof. 

As we ascend the stream, the next opening of any im- 
portance is one half mile below LardintoT^n, where Mr. 
Grinder mines the coal extensively for local supply. The 
section there does not differ materially from the last, ex- 
cept that the main bench is only 3' thick. The coal is here 
40' above the stream and the north-west rise very rapid. 

Lardintown Gas Well. — ^About one fourth mile above 
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this occurs the great gas well from which gas is conveyed 
in a pipe to the ^tna furnace at Sharpsburg and used in 
the rolling mill. No record could be obtained of the rocks 
passed through, but it was learned that the gas was struck 
at a depth of 1,155 feet. The top of the weU is 36' below 
the Upper Preeport coal which makes it 1,190 feet from that 
stratum, and this puts it in the first oil sand. 

Just east from this one fourth mile a well was commenced 
at a surface level of 125 feet above the Lardintown well and 
bored to the depth of 1,T72'. It struck no gas of any im- 
portance until the bottom was reached, when a very large 
supply was obtained. It was not so strong as the Lardin- 
town well however. This last is in the Third sand. 

Just below the mill at Lardintown the Upper Freeport 
coal is extensively mined by Mr. John Lardin where we 
see the following section : (Fig. 39.) 

1. Shales, 5' 

2. Slaty ooaly .... 1 ' 

3. Coal, I„ ,^ _x^, 

4. Slate ^Upper Freeport Coal, ^ 

6. Coal, J 

6. Fireclay 4' 

7. Limestone, . . Freeport, ? 

The coal is quite good and is hauled from here a long 
distance to the north and north-west where the coal is be- 
low them. The limestone was not seen below the coal but 
is reported by one of the miners to occur in a drain 4' below 
the coal. Just above, the Mahoning Sandstone is seen quite 
massive. 

The rise of the rocks towards the north-west is about 250' 
to the mile. 

Just above Lardin' s mill the coal is opened for the last 
time on this branch of the stream, and at Mr. Holstead' s 
drift we get the following section : (Fig. 40.) 

1. Shaly sandstone, 15' 0" 

2. Sandy shales, 15' 0" 

(1. Slaty ooal, . . . . 1' 6 " ") 
2. Coal, 2' 6 " 1 ..... 

3^ gllate, I" f * 

4. Coal,' • 6 " J 

4. Fire clay and shales, 6' 0" 

5. Limestone seen in bed of oreek, 8' 0" 



V 0" 
8' 0" 

6 " 
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The strata are rising very rapidly to the north-west ; but 
the stream exceeds the coal and the latter passes under 
water level just above Mr. Holstead's opening. The Fifth 
Axis crosses the stream a few rods above this point. 

Here coping the hills 100 feet above the coal we discover 
the massive Buffalo Sandstone which is a regular con- 
glomerate, some portions of it being a mere mass of peb- 
bles. Its huge out-liers are scattered over the surface in 
every direction. 

Crossing over the divide to the Montgomery' s branch of 
Bull creek we may find the Upper Freeport Coal mined 
in several places along this stream. The Fifth Axis 
crosses this stream opposite Mr. J. Montgomery's, one and 
three fourths mile north from the Allegheny county line. 
Here it throws the coal 70' above the creek ; but the dip 
changing to the north-west on the west slope of the Axis 
the coal runs under one half mile above where the Axis 
crosses, on the land of Mr. McGregor, or rather just at 
his line. He oace opened the coal; but the dip was so 
rapid to the nortn-west that the bank could not be drained 
and was abandoned. A short distance below this the coal 
is extensively mined by Mr. Woods, at whose opening we 
get the following section : (Fig. 41.) 

1. Shal^ sandstone, 2' 0" 



6' 7" 



2. Slaty onal, . . 

8. Coal, good, . . . „ ,^ _x r^ , 

4. Slate, > Upper Freeport Coal, 

5. Coal, 

6. Fire (day, 3' 0" 

7. Limestone, Freeport, 2' 0" 



2' 4 " ^ 
2' 9 " 

6 " 



Here the roof division is much thicker than usual. It is 
a hard, slaty, bony coal, and is not mined. No 3 is quite 
good, being hard, lustrous, and quite rich in bituminous 
matter. The only fault it has is too much sulphur. 

The Freeport Limestone has been cut down into in digging 
a drain. It is a light dove color, very compact, and some- 
what brecciated. Minute fossils are seen in it here of un- 
known aflinities. One is a univalve, and the rest look like 
bivalve crustaceans. 

A short distance below this, at an opening which is now 
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abandoned, the coal is reported to be 8' thick, and to show 
the following section : (Fig. 42.) 

1. Coal, ^ ^ 4 ' 

2. Shales, S Upper Freeport Goal, i 1^' 

3. Coal, ) ) 4' 

The lower bench was mined for Several years before the 
existence of the upper one was known, when a fall of the 
roof exposed it. The upper portion was not so good a coal 
as the lower, being more slaty and impure. This is a return 
to the structure of this coal as exhibited along the Alle- 
gheny river, below Tarrentum, where it shows almost a 
similar section. 

The Freeport Limestone is here again seen below the 
coal along the creek in huge blocks where it has slipped 
down from the bank above. The Butler Sandstone^ a mas- 
sive, hard brownish stone comes in 15 to 20 feet below the 
coal a short distance down the creek. 

Mr. J. Montgomery has the last opening in the coal as 
we descend this branch of Bull creek. The coal dips quite 
rapidly to the south, and is accessible all* along the stream 
in this county, but there are no more openings until we pass 
south into Allegheny county. The west branch of Bull 
creek puts into the Montgomery branch, near the Alle- 
gheny county line. Passing up the west branch there are 
no openings in the coal until we get two miles above its 
mouth, when we find it mined on a small branch of this 
stream which comes in from the south by Mr. Niess, and 
here we get the following section : (Fig. 43. ) 

1. Sandstone, seen, 2' " 

2. Shales, 1' 6 " 



3. Coaly slate, . 

4. Coal, .... 

5. Slate, .... 

6. Coal, .... 



' Upper Freeport Coal, * 



6 



n 



2' 5 " 
4 " 



7. Fire clay, 2' 6 " 

8. Limestone, .... (Upper Freeport,) ... 2' " 

9. Concealed to creek, 25' " 

The Mahoning Sandstone is here quite massive and fre- 
quently cuts the coal out entirely, as I was informed by 
Mr. Niess. This is near the Allegheny county line. Only 
a few rods east from Mr. Niess' s the Brady's Bend Axis 
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crosses the creek and passes into Allegheny county. Going 
on west from this, up the main west branch, we find the 
coal passing under the stream, near the line of Middlesex 
township. The Lower Barrens cover the entire portion of 
Clinton township, north from the center, and as everything 
is there concealed very little can be said of it. The Brady' s 
Bend Axis brings up the Upper Freeport coal just at the 
north-eastern edge of this township, on Sarver's run, but 
none of the bankjs worked there are on this side of the line. 

Oil Wells. — ^Mr. C. E. Hart has drilled two oil wells in 
this township, about two miles south from its northern 
border on Jeflferson township. 

The Chantler well, No. 1, commences 200' above the Upper 
Freeport coal. A heavy vein of gas was struck at 1,340 
feet, which makes it the first oil sand. The gas is conveyed 
to the ^tna furnace, near Pittsburg. 

Another well on the Westerman farm, just south from 
the Chantler well, struck the first sand at 1,340 feet, and the 
record from it is as follows : (Fig. 44.) 

1. First oil aand, struck at 1,34(V, 40' 

2. Shale, 65' 

8. Seoond oil sand, white and pebbly, 50' 

They were in the last sand when I visited them. Gas was 
obtained in the first sand and some oil in the second. 



5. Bvffalo TovmsMp^ Butler County. 

This lies directly east from Clinton and south from Win- 
field, and its south-eastern comer touches the Allegheny 
river at Freeport. Big Buffalo creek flows along its eastern 
border, while Little Buflfalo passes through its center, Sar- 
ver's run being the principal branch of the latter stream. 
The southern portion of the township is drained by the 
waters of Little Bull creek. 

The Buffalo SS. and Mahoning SS. — ^The bottom sand- 
stones of the Barren Measures reach their greatest develop- 
ment in this township, each one having an average thick- 
ness of 60 to 70 feet, and, as the two Buffaloes cut down 
through both, we find their channels perfect gorges with 
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these massive conglomerates, forming a double line of cliffs 
on either side, and making the scenery very wild and pic- 
turesque. 

The Upper Freeport coal, at the mouth of Big Buffalo, 
is 140' above the Allegheny, and, as we go north up Big Buf- 
falo, is constantly above that stream, although the rise of 
the stream bed is very rapid. Along Little Buffalo it keeps 
above water level until we get one half mile above Monroe 
station, or near the mouth of Sarver's run, where the very 
rapid rise of the stream bed surpasses the north-west rise of 
the coal and it passes under ; but near the north-west line of 
the township the steeper dip, near the crest of the Fifth 
Axis, once more brings the coal to day-light on Sarver's 
run, near the line between Buffalo and Clinton townships. 
This is just at the crest of the axis, and the coal merely 
takes a peep above water level when it again plunges down 
to the north-west. It is exposed along the stream for only 
one fourth mile from where it first comes up to where it 
passes down. The coal is mined quite extensively here, 
and is the source of supply over a wide area. At Mr. Mil- 
ler's drift we see the following section : (Fig. 45.) 



1. Mahoning sandstone, • 15' 

2. Sandy shale, 2* 

fl. Coal, 6" ' 

2. Coal shale, ... 6 '' 

8. Coal, 2' 10 " ^ 4' 8" 

4. Slate I" 

U. Coal, 6J" 

4. Fire day, 8' 

5. Limestone, (Upper) Freeport, 2' 6" 

6. Conoealedto bed of stream, 6' 



8. Coal, Upper Freeport, * 



The Upper Freeport bed is also mined here by Mr. Rieth, 
Mr. Krumpy, and Mr. Wilson, within a stone' s-throw of 
each other, and the coal shows the same structure in all. 
The roof coal (Nos. 1 and 2) is not taken out. The main 
bench. No. 3, is quite a fair coal, having a very lustrous, 
clean appearance, and containing much less sulphur than 
the coal at most places. The slate parting near the middle 
is also seen here. The coal below this parting is not quite 
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SO pure as that above, being softer and often containing 
much sulphur. 

The Mahoning Sandstone is just here not very massive, 
but the Buffalo Sandstone, which comes in 120' above the 
coal, is very largely developed, and huge blocks of this con- 
glomeratic sandstone lie scattered over the hill. 

Descending Sarver's run, the strata dip very rapidly, 
and at the mouth of the stream the top of the Mahoning 
Sandstone is a few feet above water level. The Fifth Axis 
crosses Buffalo creek north from this township, in Winfield. 
The Buffalo Sandstone forms a huge cliff all along this 
stream, and its huge blocks are filled with quartz pebbles, 
many of them as large as hickory nuts. 

The Upper Freeport coal comes out of the creek one half 
mile above Monroe station, and is seen along the railroad 
cuts, with the Mahoning resting directly ui)on it. It varies 
from 1 to 3 feet in thickness along the railroad track. Just 
above Monroe station it was once mined and shipped on the 
railroad, but the mines are now abandoned. 

At Monroeville a hill rises back of the village, 460' above 
the Upper Freeport coal ; and 100' below the summit of the 
knob a broad band of red shale is seen, which is that under 
the Crinoidal Limestone. This would make the interval 
here 360 feet from the crinoidal limestone to the Upper 
Freeport coal. Descending the little run, from the village 
of Monroeville to Monroe station, we get the following sec- 
tion of 195 feet of measures : (Fig. 46.) 

1. Massive oonglomerate sandstone, Buffalo, seen, SO' 

2. Gonoealed, 60' 

3. Massive oonglomerate sandstone, Mahoning, 75' 

4. Coal, Upper Freeport, 0' to 4' 

6. Fire clay, 1' 

6. Limestone, ( Upper ) Freeport, 6' 

7. Sandy sliales to level of R. B. track at Monroe, whioh is 

here 855' above tide, 2ff 

This makes the elevation of the coal about 876' above 
tide. The coal is mined on the little run which puts into 
Little Buffalo opposite Monroe station, where it is some- 
times 4' thick and then suddenly runs down to almost noth- 
ing. This is doubtless occasioned by the erosion of the coal 
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bed which the sandstone replaces. The upper cliflf rock 
(the Buffalo SS.) we have had constantly in sight along lit- 
tle Buffalo from Delano station to this point. Here it is not 
fully exposed, but what is seen of it is a massive conglom- 
erate. The Mahoning Sandstone is an enormous rock and 
is also conglomeratic, many of its layers containing numer- 
ous pebbles. It is seen along the stream in a perpendicular 
cliff and adds much to the wildness of the scenery. 

One fourth mile below Monroe we see the following sec- 
tion : (Fig. 47.) 

1. Mahoning sandeitone, 75^ 

2. Coal, Upper Freeport, 8' 

3. Fire olay, 1' 6" 

4. Limestone, (Upper) Freeport, 8' 6" 

5. Sandy shales, 40' 

6. Coal^ Lower Freeport, 10" 

7. Fire day, seen to level of R. R. traok, 8' 

The Freeport Limestone in these sections is very hard and 
compact and has a yellowish brown color on its weathered 
surface. Passing down the creek the stream falls very fast 
and the massive Freeport Sandstone soon makes its appear- 
ance in the bed of the same, and one half mile below the 
mouth of Little Buffalo, on the Big creek, the Darlington 
coal comes up immediately under the Freeport sandstone 
and is seen to vary from 1^ to 2i feet in thickness. Just 
before Big Buffalo creek passes into Armstrong county we 
get the following section of 328' in descending a ravine on 
its right bank : (Fig. 48.) 

1. Massive conglomerate, Buflklo sandstone, seen, SO' 

2. Sandy shales, 65' 

3. Massive sandstone, Mahoning, 60^ 

4. Coal, Upper Freeport, 8' 

5. Concealed, 100* 

6. Massive sandstone. Lower Freeport, seen, 40^ 

7. Shales, 6' 

8. Coal, Darlington (Upper Kittanning coal), 2' 

9. Fire clay, 8 

10. Sandy sliaies to level of Buffalo, 2ff 

The Upper Freeport coal was once mined here but has 
been long since abandoned. The Darlington coal has never 
been mined at this locality, though it is a very pure looking 
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coal where exposed in the cuttings along the raUroad. It 
has a parting of slate a few inches above its base. A 
subordinate Axis probably passes across the strata here 
which throws up this coal, as it continues in sight for only 
a short distance, when it passes under the railroad track 
and at Freeport is below the level of the Allegheny river. 
The section at Freeport is given in connection with the gen- 
eral description (page 24), and need not be repeated here. 

The Grinoidal Liinestone is caught by all the highest 
knobs in the southern portion of this township along the 
headwaters of Little Bull creek. On the land of Mr. Flem- 
ming 2 miles south-west from Monroeville, the crinoidal 
limestone is seen along the roadside with the red clay and 
variegated shales below. 

The Elk Lick coal was once opened 36' above the lime- 
stone, on Mr. Flemming's land, reported 2 J', but so near the 
surface that the roof was rotten and could not be kept up. 
The coal is said to have been quite good. 

One half mile north from the Allegheny county line the 
crinoidal limestone is seen on the land of Mr. Richards. 

The southern portion of Buffalo, being composed of the 
softer shales of the Barren Series, contains many fine farms, 
being quite a contrast in that respect from the portions of 
the same township along the two Buffaloes. 

6. Winfield TovmsMp^ Butler County, 

This lies directly north from Buffalo, and, like it, ad- 
joins Armstrong county. 

It is drained by Little Buffalo, which flows south through 
its south-western part, and by Rough run in the north, and 
Complanter' s run on the eastern border. 

The Fifth Axis passes very nearly through its central line 
diagonally from the north-east comer to the south-west, 
crossing Rough run f mile above Winfield Furnace, and 
Little Buffalo i mile below Saxonburg. 

On Rough run it brings up the top of the Piedmont sand- 
stone, but Little Buffalo does not cut down near so deeply, 
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and, where it crosses that stream, the Upi)er Freeport coal 
is not brought up by 20 to 30 feet. 

Near where Rough run enters Armstrong county from 
this township, we see the following section of 68 feet: 
(Fig. 49.) 

1. Maasiye sandstone 10' 

2. Shales oontaining iron ore at bottom, . 10' 

8. Limestone, Ferriferous (forming a solid oliff), 18' 

4. Dark shales 15' 

r 1. Coal, .... 1' 4" N 

5. CJoal, Clarion, . . . . ) 2. Slate, .... 1" to 2" ( 2' 8" 

I 8. Coal, .... 1' 8" ) 

6. Conoealed tobed of oreek, 12' 

Ore. — The Winfield Co. stripped the shales above the lime- 
stone for the ore, which rests directly upon the limestone. 
I could see nothing of its thickness, but it was reported to 
be from 1 to 2 feet. 

The Ferriferous Limestone is here seen in a solid massive 
cliff, without a single break. It is. quarried and burned by 
Mr. McCurdy on the Winfield Furnace property. The lime 
from it is celebrated far and wide for its purity and white- 
ness. 

The Clarion coal bed No. 6 is mined by Mr. McCurdy 
and used in burning the lime. At the mouth of the drift it 
is somewhat slaty, but Mr. M. tells me that this disappears 
on following it into the hill, and it there becomes an excel- 
lent coal. He also states that its average thickness is 3 
feet, although it sometimes runs as high as 4, and as low as 
2i. It is a bright, hard, clean looking coal, where seen on 
the dump, though containing some sulphur. 

Just opposite the old furnace, we get the following : 
(Fig. 50.) 

1. Kittanning ooal, (reported thickness), 3 ' 

2. Concealed, 55 ' 

8. Limestone, Ferriferous, 16^' 

4. Concealed, 12 ' 

6. Clarion coal, (reported), 3 ' 

6. Conoealed, 30 ' 

7. Masniye sandstone to the bed of creek ( Piedmont), .... 20 ' 

The Kittanning coal was mined here by the Winfield Fur- 
nace company, several years ago, but the opening is now 
fallen in, and the coal cannot be seen. Mr. McCurdy, how- 
ever, tells me that the coal was 3 feet thick, and of excellent 
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quality, being coked and used at the furnace in smelting 
the ores. 

The Ferriferous Limestone is here seen in a huge cliflf all 
along the face of the hill. It is a pale bluish-colored rock, 
and crowded with fossils. It was used as a flux at the old 
furnace. The Clarion coal was also mined here by the Win- 
field Company. 

Of the PiedTnont Sandstone^ No. 7, only 20 feet is here 
brought above the water level. It is a coarse, white sand- 
stone, very hard and massive. It forms the bed of the creek 
here for a short distance, and the stream has cut down 
through it, wearing channels in the softer portions and 
leaving the harder standing out in huge ridges, while im- 
mense blocks of the rock line the banks and obstruct its 
channel, rendering its course very wild and picturesque. 

The dip of the strata is very rapid to the south-east, nearly 
5 degrees in some places. 

Ancient erosion of the Ferriferous lAmestone, (?) — As- 
cending Rough run from the old Furnace, the Ferriferous 
Limestone is seen in a huge cliflf, rising higher and higher 
above the stream, and can be traced around the hill to one 
half mile below Denny's Mill, when it suddenly disappears 
at a considerable elevation (60' — 80') above the stream, while 
at the same time the sandstone above it attains a develop- 
ment which seldom occurs with it. Here it is seen in 
huge masses as large as a house, scattered over the hill at 
the point where the limestone disappears. It is very proba- 
ble that it was eroded by the current which threw down the 
sandstone mass, as it was found in none of the borings made 
near here, though an unusual amount of sandstone was 
found at the horizon where it should occur. 

One mile above old Winfield furnace, at Denny's Mill, 
we get the following section in descending from top of hill 
along the road which leads down t6 the mill past the 
" Summit" bed of coal, and the Iron-ore mines, on the land 
of Mr. Denny : (Fig. 51.) 

Denny's Mill Section; 256 feet. 

1. Coal, Upper Freeporty (reported), 8' 

2. Oonoealed, W 
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8. Maasiye sandstone (Batler Sandstone), 15' 

4. Coal, Lower Freeport, ' to 2' 

6. Fire Clay, 4' 

6. Iron ore, 1|' to 6' 

7. Limestone, Butler, 5' 

8. Concealed, IdO^ 

0. Smut of coal, Kittanning, ? 

10. Concealed, 30' 

11. Massiye sandstone to bottom of Rough run, 10' 

The Upper Freeport coal^ No. 1, has been opened here at 
the roadside, by Mr. Denny and mined to some extent, but 
the mine is not now in operation, and the coal could not be 
seen. Mr. Denny states that it is 3 feet thick, and has a 
limestone below it. It is called the ' ' Summit Vein ' ' from 
its occurring near the tops of the hills. 

The Butler Sandstone is quite massive, and is seen in a 
solid cliff above the ore strippings. It is a coarse, reddish- 
brown, micaceous rock. 

The Lower Freeport coal is reported by Mr. Denny, who 
worked in the ore drifts, to be quite variable ; at times it 
runs up to 2 feet, and again thins away entirely. It is also 
very impure and of no economical importance. 

The iron ore^ No. 6, which largely supplied the old Win- 
field furnace below here, is a mixture of blue carbonate and 
Umonite, and therefore quite rich, probably yielding from 
35 to 60 per cent of metallic iron. Mr. Denny, on whose 
land the ore was mined, states that it varies in thickness 
from li to 6 feet. There is iron ore at this horizon through- 
out aU this region, and this ore has been stripped at many 
points. It supplied the Buffalo furnace on Big Buffalo, 
in Armstrong county. It rests directly on the limestone 
below. 

The Butler lAmestone^ No. 7, is quite ferruginous, has a 
buffish cast, is much brecciated, and nodules of iron ore are 
disseminated through it. It is called the "bastard lime- 
stone ' ' by the inhabitants, as from impurities of iron and 
earthy matters it will not slack on burning. 

The blossom of the Kittanning coal is seen in the bank 
above the mill. It has never been opened here, as the peo- 
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pie get their fuel entirely from jthe * ' Siiininit ' ' or Upper 
Freeport bed. 

The massive Sandstone (Lower Kittanning SS.), seen in 
the creek bed, is that which immediately overlies the Fer- 
riferous Limestone, though two borings commencing above 
it, report no limestone from either well. 

Oil Wells. — ^Three wells were bored for oil here to the 
third sand ; no oil however was obtained, but abundance of 
gas was found at 900 feet. No records of the borings could 
be procured, but the following items were furnished from 
memory by one of the drillers : 

*' The first massive sandstone was struck 60 feet below the 
surface and was 110 feet thick, very hard and white." This 
should be the Piedmont Sandstone, the rock given in the 
section opposite the old furnace below, as occurring in the 
creek bed. 

" ThB first oil sand occurs at 900 feet, and this is the hori- 
zon from which the gas arises. The third sand is found 
at 1,400 feet." The wells commence about 30 feet below the 
Kittanning coal, or 235 feet below the Upper Freeport Coal. 

A short distance above the mill, Swaney's run puts into 
Rough run, and the Upper Freeport coal is mined in nu- 
merous places along either side of it, far up toward the tops 
of the hills. Collins' bank shows the following section : 
(Fig. 62.) 

1. Shales. 

r I. Coal, .... 2' 8" N 

2. Ctoftl, Upper Freeport, J 2. Slate 1" to 2" ( 8' 2' 

( 8. Coal, .... 4" ) 
8. Fire Clay, 4' 

4. Limestone, Freeport, • 8' 

5. Concealed, , • . . 65' 

6. "Summit " ore, ? 

Here the coal is of an excellent quality, being very black; 
shining, and clean. It is reported to be quite a good smith- 
ing coal, and very probably is, as all the sulphur perceived 
in it was in the form of ''binders," which could readily be 
removed. On the opposite side of the Run (Swaney's) it is 
mined by Messrs. Jackson, Simmons, Grier, and King, also 
by Mrs. Hartung. The coal is about the same thickness and 
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quality in all the banks, and shows the same structure as 
that seen at Mr. Collins' . 

The fire clay under the coal is of exceptionally good qual- 
lity, being free from any coarse and too silicious material. 

The Preeport Limestone is quite ferruginous and brec- 
ciated, and minute fossils were seen in some portions of 
it. 

The "Summit ore," as that is called which occurs on the 
Butler Limestone, was once stripped out of the hill here, 70 
feet below the coal, but its thickness or quality could not 
be learned. 

Ascending the hill above Mr. CoUins' , we find the base of 
the Buffalo Sandstone coming in at 90 feet above the Upper 
Freeport coal. It is 80 feet thick, and covers the hills with 
huge blocks of its massive conglomerate, it being fiUed with 
pebbles. 

Coleman (f ) CoaZ. — A few feet above its top, and 176 
above the Upper Freeport coal, we find quite a large coal 
blossom in the road. This represents the coal sometimes 
seen on top of the Pine creek Limestone. 

On Rough run, 2 J miles above Denny's mill, the Upper 
Freeport coal is mined on the land of Mr. Peter Cypher. 
It is there 3 feet thick, and quite good. The Freei)ort Lime- 
stone is also seen below it. One mile above this it passes 
under the creek, and is seen no more within the town- 
ship. 

Passing over from Rough run to the waters of Little Buf- 
falo, the Buffalo Sandstone is often seen in massive cliffs 
along every stream which cuts down into the measures. At 
Delano station, on the Butler Branch RaUroad, it is just 
coming above the track, whUe at Saxon city, one mile below, 
its base is 75 feet above the same. 

The Saxon Oas Well, — Here, at Saxon, occurs one of the 
great gas wells of the Butler county field. No record of it 
could be obtained by me, nor could I learn at what depth the 
gas was struck, except that it was somewhere near 1200 feet. 
This would put it in the First oil-sand, as the Upper Free- 
port coal is about 60 feet below the mouth of the well, and 
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numerous borings through the Butler region show that the 
First oil-sand comes about 1, 150 feet below that coal. * 

One half mile below Saxon city the Fifth Axis crosses, 
and there the base of the BiiflEalo Sandstone is 100 feet above 
the creek, the Axis thus failing, by about 20 feet, to bring 
the horizon of the Upper Freeport coal to the surface. 

The Buffalo Sandstone caps the hills along the railroad 
with massive cliffs of conglomerate, and falls faster than the 
creek throughout the rest of its course to the south, in Win- 
field township. 

7. Jefferson TovmsMp^ Butler County, 

This lies directly west from Winfield, and north from 
Clinton. It is drained almost entirely by Thorn creek, 
which, rising in its northern part in several branches, flows 
south through the center of the township, almost to its 
southern line, when it turns squarely to the west, for a short 
distance, then veers directly north, and passes out of the 
township in a northwesterly direction. 

There is very little of interest in this township, as its sur- 
face is occupied almost entirely by the Barren Measures, 
and is probably the worst off for coal of any township in the 
county, since the only place where any coal is workable is 
along the lower part of Thorn creek for only one half mile. 

Here, at the western line of the township, the Upper Fiee- 
port is accessible, but it is quite thin, and does not amount 
to much. It is mined by Mr. Wagner, at whose drift we 
have the following : (Fig. 53.) 



1. Sandy shales, 6' 

2. Coal, ^ 2' 1 " ^ 

3. Parting, ... V Upper Freeport, ) \" [ 2' 6 ' 

4. Coal, ) C 4 " to 6" > 

5. Concealed to oreek, 15' 



The coal, although thin, is quite good, and is mined to 
some extent for local supply. 

The dip is south-east, and the creek veering to the south, 
the coal runs rapidly down as we ascend the stream, so that 

* [For a disooBBion of this and other Gas and Oil wells see the forthcoming 
Reports I.I and I.I.I of Mr. J. F. Carll.— J^. P. i.] 

7-Q. 
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at Mr. Welsh's, i mile above, it is only a few inches above 
water-level. 

Here the coal has been mined for a long time on the land 
of Mr. Welsh, where it is about 2 feet 4 inches thick. It 
occurs so near water-level that it is very diflSicult to drain, 
and the creek floods the bank at every rise. Just above 
this the coal passes under the creek and is seen no more. 

Three fourths of a mile above Walker's fording, or where 
the road crosses the creek at Mr. Welsh' s, a hole was once 
bored for oil on the land of Mr. Thomas Welsh, and the 
following record was kept, commencing 10 feet above the 
creek : (Fig. 54.) 

Welsh's Oil Well Record. Well, 292*' deep. 

1. Conductor hole, 18' 

2. Sandstone, 10' 

8. Blue Slate, 4' 6" 

4. Black Slate, 6' 6" 

5. Coal^ 6' 

6. Fire clay, 5' ^ 

7. Sandstone, . . (Upper Freeport) 30' I .„, 

8. Red Shale, 6' ( 

9. Black Slate, 3' J 

10. Coal, 4' 

11. Fire day, 3' n 

12. Sandstone, . . (Lower Freeport) 27' > 44' 

13. Black Slate, partly Cannel, 14' ) 

14. Qoal, Darlmgton, 10' 

15. Fh-e clay, 11' n 

16. Soft Sandstone, 10' 6" V 28' 

17. Slate, 6' ) 

18. Coal, Kittanning, 3' 6" 

19. Fire clay, 10' 6" 

20. Reddish Shales, 60' 

21. Very hard White Sandstone to the bottom of hole, . . .62' 6" 

This remarkable record must, of coui-se, be taken only for 
what it is worth, for surely the coals are all too thick ^ and 
possibly the driller has placed coal where there is none, 
mistaking black slate for coal.* 

The Upper Freeport Coal bed is here, near the bottom of 
the stream. 

No. 10 represents the Lower Freeport, No. 14 the Dar- 

♦ [ This is a good example to iUnstrate the unreliability of aU our oU-weU 
records, and the difficulties thus cast in the way of a geologist who seeks to 
employ them profitably in his survey of Western Pennsylvania.— J". JF*. Z.] 



JEFFERSON TOWNSHIP, BUTLER COUNTY. Q. 99 

lington, and No. 18 the Kittanning. The last is said to 
have been much the cleanest and purest coal, when brought 
up in the sand-pump. 

No. 21 is the Piedmont Sandstone, or Upper Member of 
the PottsvUle ( Serai ) Conglomerate Formation No. XII. It 
was said to be very hard and as white as salt. 

The horizon of the Upper Freeport would be near the 
bottom of the conductor hole. At any rate, its horizon 
was passed somewhere in No. 1. 

No. 5 is probably nothing but black slate with possibly 
a few inches of coal in it. 

No. 12 is the Freeport Sandstone. 

No. 14, the Darlington coal, should doubtless be divided 
by two, and then diminished somewhat. 

One half mile north from the cross-roads, between Walk- 
er's fording and Jefferson Centre, the Orinoidal Limestone 
is caught in the summit of a high knob, on the land of Mr. 
Goebel, and the great band of red clay under it also makes 
its mark in the road for some distance. 

At Frazier's mill, a very deep oil well was once bored, 
but I could get no record of it. 

The Bvffalo SaTidstone is there, 80 feet above the stream, 
and quite massive. As we ascend Thorn creek from this 
point, it gets lower and lower until the top of it only is 
seen above water-level at Jefferson Centre. 

JRepresentative of the Coleman Goal f — Here a thick bed of 
bituminous shale is seen, 80 feet above the stream, and is 
very probably the one which occurs 175 feet above the Up- 
per Freeport coal, or over the Pine Creek Limestone In 
that case, the Upper Freeport coal would here be about 100 
feet below water-level. 

Passing above Jefferson Centre, the massive sandstones 
have all gone under, and the creek falls very gently, thus 
giving us a beautiful country for farming near the head of 
the stream, in striking contrast to the wilderness along the 
lower part of the same. 
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8. Penn Tovmship^ BuUer Comdy. 

This Kes east from Jeflferson, and north from Middlesex. 

It is chiefly drained by Thorn creek, which passes diag- 
onally across it, and enters the Connoqnenessing in its north- 
west comer, where the latter stream comes through the town- 
ship for a short distance. 

This township is as poorly oJBf for coal as Jeflferson ; for, 
although the Upper Freeport is exposed along Thorn creek 
throughout its entire extent, it becomes workable at only one 
locality on the same. On the Connoqnenessing, below the 
mouth of Thorn creek, the Upper and Lower Freeport beds 
are accessible at one point. 

No finer exhibition of the influence of the underlying rock 
on the character of the topography can be furnished, than 
is seen along Thorn creek, from its head to its mouth. This 
stream rises in the northern part of Jefferson township, far 
up in the Lower Barren series, where the underlying rocks 
are soft shales, which easily disintegrate, and give us broad, 
level valleys, and gently sloping hills. But the descending 
course of the stream soon cuts down into the massive sand- 
stones, which lie at the base of the Barren Measures. These 
it enters at Jefferson Centre, when the character of the to- 
pography undergoes a marked change. The stream, which 
has hitherto been sluggish, becomes very rapid ; the broad 
bottoms along the sides of the stream are abruptly con- 
tracted. The low, sandy banks are replaced by steep cliffs 
of massive sandstone, which gradually rise higher and higher 
as we descend the Creek, and where it enters Penn town- 
ship, the Buffalo Sandstone outcrops are 120' above its bed. 

From this point to the mouth of Thorn creek, this mas- 
sive conglomeratic stratum shows well up in the hUls, whose 
steep slopes it covers with a heavy coating of rocky debris, 
rendering them sterile, and making a perfect wUdemess of 
the country along the stream for several miles. 

Just below where Thorn creek enters Penn township, the 
Upper Freeport coal is mined by Mr. Alexander Welsh, at 
whose drift we see the following : (Fig. 56.) 
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1. Sandy Shales, KK 

r 1. Coal, 2' ^ 

2. Coal, Upper Preeport. . 5 2. Slate, \" i 2' 5" 

( 3. Coal, 4J" i 

3. Fire Clay, 4' 

4. Liimestone, Freeport, 3' 

5. Concealed to Thorn creek, 16' 



The coal is quite good, and contains very little sulphur. 
It is brilliant and oily, and is in high repute for smithing 
and domestic purposes. A grate was shown to me in which 
the coal had been burned for thirty years, which was ap- 
parently as good as ever. 

As we go down Thorn creek from this point, the coal thins 
away. 

The Freeport Limestone, under the coal, has the same 
brecciated, ferruginous appearance, so common to it. 

One mile below Mr. Welsh's coal bank, Patterson's run 
puts into the right bank of Thorn creek, and there the Buf- 
falo Sandstone is seen in a massive cliflf, 140' above the level 
of Thorn, while huge blocks of enormous size cover the sur- 
face of the hill down to the creek so thickly that the ground 
can scarcely be seen. 

A short distance below the mouth of Patterson's run, Mr. 
Kennedy once attempted to open the Upper Freeport coal, 
but he found it only 18 inches thick. It is there 26 feet 
above the stream. 

Just above where the old turnpike crosses Thorn creek, 
the Upper Freeport coal was once mined by Mr. Lavery, 
and he reports it as 20 to 24 inches thick, with the Lime- 
stone below it, and 30 feet above the stream. 

On the Butler plank road, one mile south from Thorn 
creek, a very high knob runs up far above any others, and 
takes in the Crinoidal Limestone near its summit. 

Descending from this point along the plank road to Thorn 
creek, the following section 455' high is seen : (Fig. 66. ) 

1. Concealed, bnt containing the Crinoidal limestone 

near its top, 90' 

2. Marly Shales, ICK 

3. Sandy Shales, 60' 

4. Coal, (Coleman?) 1' 6" 

5. Limestone, 3' 
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6. Gonoealed, 75' 

7. Bituminous Sliales, oontaining streaks of Goal, .... 10' 

8. Sandstone, and oonoealed, 165' 

9. Coal, Upper Freeport, Blossom. 

10. Gonoealed to level of Tiiom oreek, 50' 

The Crinoidal limestone comes intx) the section somewhere 
above the middle of No. 1, as the boulders of it cease above 
that point. It also occurs on the land of Mr. Dodd and 
others, f of a mile south from Mr. Fisher* s, and there the 
Lawer Barren Red Clay is seen underlying it. 

The little coal, No. 4, was once opened on the land of Mr. 
Fisher, but the dip was so sharp to the east, the only direc- 
tion in which the drift could be made, that it had to be 
abandoned. It is reported to have been 1^^ feet thick, and 
quite a good coal. Immediately under it comes a dark, 
dove-colored, fetid limestone. It contains a minute uni- 
valve in great numbers. 

In No. 6 occurs a very Tnassive sandston^^ since many 
huge boulders were seen at this horizon, which could have 
come from no other place. 

No. 7 is a dark, sandy, bituminous shale, which also con- 
tains streaks of coal, and, in some places, a small coal bed. 
Along the Plank road below Mr^ Fisher's, some one has 
drifted in on it for several yards, in hope of finding a work- 
able bed of coal. It is needless to state that black shales 
seldom turn into coal, however far they may be drifted 
upon. 

No. 8 contains the massive Buffalo and Mahoning Sand- 
stones. It is mostly covered up here by debris, though 
huge blocks of stone are strewn over the surface throughout 
the entire interval. 

The Upper Freeport Coal has never been tested here. Its 
blossom is quite small, however, and it is probably not 
more than 1^ — 2 feet thick. 

About 10 feet above the creek, occurs the Lower Freeport 
Coal^ and Mr. Kennedy has spent about $4,000 in drifting 
on it for coal. He has driven entries on it in every direc- 
tion, sometimes he would have a few inches of coal, and 
again he would have none, and once it suddenly thickened 
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to 4 feet, but as rapidly disappeared altogether. In spite 
of all this he is not yet wholly discouraged, and ev6n con- 
templates further expenditures in the same direction, as 
he is assured by the ''practical " coal miners that " the coal 
is there, and will, eventually, be found, when they get 
under the hill past the ' slip. ' " It can be stated with the 
fullest confidence that Mr. Kennedy will never find any 
workable coal at that horizon should he drift on forever, 
since the Lower Freeport is workable at but three or four 
localities in the entire district. Had the same amount of 
capital been expended in shafting to the Darlington coal, 
he would have had to-day a good bed of coal at his com- 
mand ; for that coal could be reached here at 80 to 100 feet 
below the bed of the stream. 

At the mouth of Thorn creek the Upper Freeport coal is 
60 feet above the level of the Connoquenessing, and the base 
of the Buffalo Sandstone comes 100 feet higher. The hill 
and valley is covered with massive fragments of this stratum. 

A short distance below the mouth of Thorn creek, on the 
land of Mr. Renfrew, we have the following section, de* 
scending 200 feet to the Connoquenessing creek at a point 
below the mill : (Fig. 57.) 

1. Coal, (Coleman Coal ?) 8" 

2. Concealed, ; 40' 

3. Massive Sandstone, Buffalo, seen, . 20' 

4. Concealed, 100' 

5. Coal, Upper Freeport, ■ 2' 

6. Fire Clay, 5' 

7. Limestone, Freeport, 8' 

8. Concealed, 45' 

9. Coal, Lower Freeport, 2' 2" 

10. Concealed to creek, 2' 

Colefman (f) Coal. — A small coal above the Buffalo Sand- 
stone occurs at the base of bituminous shales, and Mr. Ren- 
frew drifted upon it for several rods. It failed to thicken 
up, however. It probably represents the bituminous shales 
and coaly material seen in sections along the plank road, at 
Mr. Fisher's. 

Only a part of the Buffalo Sandstone is seen. It extends 
in a massive stratum around the hills, and immense masses 
of it have broken loose and tumbled to the valley below. 
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The Upper Freeport coal was once mined by Mr. Ren- 
frew, but in the opening which has long since been aban- 
doned, Mr. Renfrew reports it as being two feet thick and 
quite good. The Freeport lAraestone is seen below it, and 
was once burned by Mr. Renfrew, who reports it as not 
flacking well. 

The Lower Freeport coal was also once mined here, down 
near the level of the Connoquenessing, but it, too, has not 
been operated for several years. Mr. Renfrew says that a 
slaty streak occurred below its middle, and it was a little 
over two feet thick, but not so good a coal as the Upper 
Freeport, being more slaty and sulphurous. 

On the north side of the Connoquenessing, near the town- 
ship line, the Buffalo Sandstone is seen in an immense cliff, 
far up iQ the hill, and so many huge masses from it have col- 
lected in the valley below that they have obtained the name 
of ''Town Rocks" — some of them are as large as an ordi- 
nary house. 

9. Forward Township^ Butler County. 

This lies directly west from Penn, and north from Adams. 

Connoquenessing creek enters it near its north-eastern 
comer, and with many windings and sharp curves reaches 
down to its center, when doubling on itself, it flows back 
north nearly to the line, and then turns to the south-west, 
and passes out of the township, near its north-western 
comer. 

Glade creek puts into it from the north-east, near the 
center of the township, while Breakneck flows across its 
south-west comer. 

The course of the Connoquenessing through this township 
is remarkable ; sweeping abruptly around in sharp curves, 
and continually changing, so that it sometimes flows towards 
all points of the compass within a veiy short space. Near 
the center of the township it sweeps far to the south, and 
then doubling comes north, so that where the distance across 
the divide is barely one mile, along the bed of the creek it 
is nearly six. These great irregularities h.ave very probably 
been caused by the character of the rocks through which it 
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had to cut its way down ; for, along its entire length in this 
township, the Buffalo Sandstone caps the sides of the hills 
in enormous sandstone cliffs ; and when the stream was 
cutting its way down through this, it would, of course, 
select for its channel the path of least resistance, or those 
places in the sandstone mass which were most easily des- 
troyed. 

Descending the Connoquenessing from where we left it at 
the western line of Penn township, we find the Buffalo 
Sandstone still capping the bluffs along the stream at 150 
to 180 feet above its bed. Two miles below Renfrew' s mill, 
we get the following section, 197 feet high, on the land of 
Mr. Weaver: (Pig. 58.) 

1. Massive Sandstone, Baffalo, seen, 20' 

2. Sandj Shales, and oonoealed, 30' 

3. Streak of Coal, Brush creek (GaWie^tn), 0" to 4" 

4. Concealed, 80' 

5. Coalf Upper Freeport, 2' 

6. Fire Clay, 4' 

7. Limestone, Freeport, 4' 

8. Concealed, 46' 

9. Coal, Lower Freeport, 2' 

10. Concealed to level of the Connoquenessing, . . . .10' 

Here the Buffalo Sandstone is seen encircling the hills in 
a line of massive cliffs. 

OallUzin Coal, — Mr. Weaver has drifted several yards on 
No. 3, thinking it the same coal as that mined at Butler, 
and expecting it to thicken up to 4 feet very soon. It is a 
mere streak of coal in bituminous shales and occupies the 
horizon of the Brush creek coal. 

The same gentleman has also opened both the Freeport 
coals at this locality. 

The upper' one is represented to be 2 feet thick, and quite 
a good coal. It could not be seen, however, as the bank 
had lately caved in. The Freeport limestone is seen in the 
drain below the coal, and is very impure and ferruginous. 

The Lower Freeport^ No. 9, could likewise not be seen, 
when I visited this locality, owing to water accumulating 
in the drift from choking of the drain. It is represented by 
Mr. Weaver to be 2 feet thick,' but somewhat slaty and not 
so good a coal as the upper one. 
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One mile below the last locality the following section is 
seen at Mr. Critchlow's 200 feet high : (Fig. 59.) 

1. Massive Conglomerate Sandstone, BafiGstlo, seen, 60' 

2. Concealed, 30' 

3. Drab Sandy Shales, 30' 

4. Massive Sandstone, seen, 5' 

5. Concealed, 20' 

/ In the / 1. Impure Cannel, . . 6" \ 

6. Coaly ) Mahoning J 2. Dark, Slaty Shales, 4' i 5' 8" 

' Sandstone. ' 3. Coal, 1' 2" ) 

7. Shaly Sandstone, 25' 

8. Coal, Upper Freeport, 1' 10" 

9. Concealed to level of Connoquenessing, 35' 

Here the Buffalo Sandstone reaches an immense develop- 
ment, as 50 feet of it was seen in a solid massive cliff which 
extends to the top of the hill. Immense masses of it are 
strewn along the creek bank, and it is quite conglomeratic. 

Coal in the {Lower) Mahoning Sandstone, — ^Nos. 4 — 7 
represents the Mahoning Sandstone, which here contains 
some coal near the center of the mass. The upper layer is 
an impure cannel, while dark shales intervene between it 
and the coal below, which is fair looking, being bright and 
shining, and yields no copperas on exposure. 

The Upper Freeport coal has been mined here by Mr. 
Critchlow, where it is said to be quite good, though only 
22 inches thick. It has also been mined one half a mile 
below Critchlow's, by Mr. Burr, on the opposite side of 
the creek. 

To show the persistency of this series along the Conno- 
quenessing, we give another section, 233 feet high, taken 
at a point \\ miles below or i mile above Heid's bridge : 
(Fig. 60.) 

1. Massive Sandstone, Bufialo, •. . . 70' 

2. Dark Shales, 10' 

3. Coaly Brush creek, . . (Gallitziny) 6" 

4. Fire Clay and Shales, 10' 

6. Concealed, 35' 

6. Sandstone, massive, 5' 

7. Sandy Shales, 2' 

8. Fire Clay, with a streak of Coal at top, 3' 

9. Concealed, 35' 

10. ImpureCannel y ^ ^ . . . . 6" 

11. Dark Slaty Shales, .... > In Mahoning SS., \ .... 4' 6" 

12. Cannely impure^ ^ ' . . . . 6" 

13. Black Slaty Shales, 5' 
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14. Flaggy Sandstone, 15' 

15. Coal, Upper Freeport, 1' 8" 

16. Concealed to level of the Oonnoquenefislng, 85' 

Here the Buffalo Sandstone has an enormous development, 
and is, in many of its layers, a perfect mass of pebbles. Its 
huge massive fragments are scattered over the hillside from 
top to bottom. 

This section is interesting in showing how the Mahoning 
Sandstone is split up into several quite different strata, 
among which are two or three small coal beds. The cannel 
coals, Nos. 10 and 12 are very impure. 

The Upper Freeport has been mined at this locality on the 
land of Mr. Slater. It is quite hard and brilliant, and tol- 
erably good coal. 

The Freeport Limestone was not seen below it, but is said 
to occur in the drain. 

One half a mile below this Mr. Held has opened a coal 
110 feet above the creek, which shows the following section 
at the mouth of the drift : (Fig. 61.) 

1. Coal, 4" N 

2. Shale, 6" [ 2' 6" 

3. Coal, 1' 8" i 

This is in the interval between the Buffalo and Mahoning 
Sandstones, and is probably concealed in the preceding sec- 
tion, being found in No. 5. It represents the Brush Creek 
coal. Mr. Held says the coal is quite good. 

At the mouth of Glade creek, the following succession is 
seen in descending the steep bluff opposite, 220 feet : 
(Fig. 62.) 

1. Massive, coarse, Conglomerate Sandstone, BuflUo, .... 60' 

2. Shales, seen, 3' 

3. Concealed, 25' 

4. Massive Sandstone, . . > 20' 

6. Concealed ? Mahoning, 65' 

6. Flaggy Sandstone, ... J 5' 

7. Coal, Upper Freeport, 1' 

8. Concealed, 40' 

9. Bituminous Shale*, 1' 6" 

10. Fire Clay, 2' 

11. Concealed to level of Connoqnenessing, 8' 

No. 1 is the Buffalo conglomeratic sandstone which we 
have been following all the way down the Connoquenessing. 
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It is here very full of pebbles, many of them being as large 
as a hazel-nut. It is a very coarse, yellowish white rock, 
and contains many casts and impressions of wood. 

Nos. 4 to 6 represent the Mahoning Sandstone. Nos. 1 
and 4, both form massive cliflfs, which extend in bold relief 
around the hill. 

No. 7 is the Upper Freeport coal. It has been opened up 
here by some one, but is barely one foot thick, though very 
pure and bright looking. Passing up Glade creek from 
here, this coal is frequently seen in the road, and one mile 
up the stream from its mouth it is exposed at the roadside, 
where we see the following section : (Fig. 63.) 

1. Dark Shales, 10' 

2. Coal, 10" 

3. Shales and Fire Clay, 4' 

4. Limestone, Freeport, S' 

5. Concealed to the creek, 8' 

Here the limestone has been quarried out of the creek 
bank, a short distance above Brown's mill, and the little 
coal has been stripped to burn it. The limestone is some- 
what ferruginous as usual, and slacks with difficulty on 
burning. 

As we ascend Glade creek from this point, the Upper Free- 
port coal and its underlying limestone, rise to the south- 
east, about as fast as the stream, so that the limestone is 
seen along the creek bed in many localities until we come 
to where Glade creek passes out of the township in ascend- 
ing. It was once burned on the land of Mr. Hunter, two 
and a half miles above Brown's mills, but did not slack well. 
It is seen in the bed of the creek where the road crosses 
Glade creek just below the towTiship line. 

Breakneck creek flows through the south-western comer 
of this township. It cuts down to the Upper Freeport coal, 
and, just below the Adams township line, the coal is mined 
on the land of Mr. Mershing, where it shows the following 
section : (Fig. 64.) 

1. Shales, Sandy, seen, 5' 

2. Coal, Upper Freeport, • A ^' ^*^^®^» *'■'.'*"( 2' 4" 

3. Concealed to level of the creek, 35' 
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The cannel coal at the top is quite good, and bums very 
freely, leaving considerable ash, however. The bituminous 
coal is very impure, being filled with sulphur and slate, and 
well nigh worthless. A parting of slate runs through the 
bed near the bottom. 

Three fourths of a mile below this, the Mahoning Sand-" 
stone is quarried at the roadside, on the land of Mr. May. 
It is somewhat shaly at the surface, but on passing back 
into the hill it is very massive and compact. It is easily 
dressed, and of a grayish- white color. It makes an excel- 
lent building stone. 

Descending the stream further we see the blossom of a 
coal at the roadside a short distance above Evansburg ; it is 
the Upper Freeport. 

Just below this, the Mahoning Sandstone has been exten- 
sively quarried, on the land of Mr. Ift, where we see the 
sandstone in a massive wall 26 feet high. It is an excellent 
building stone, spHtting freely, dressing easily, and standing 
the weather very well. 

Evansburg is at the township line, and in the village, the 
Upper Freeport coal has been opened by Mr. Boggs, and we 
get the following section at his drift : (Fig. 65.) 

1. Coal, 1' 6" 

2. p. C. and Shales, 8' 

8. Limestone, Freeport, 4' 

4. Concealed to Breakneok, 18' 

The coal is not mined to any extent, as it is too thin for 
profitable mining. 

The Freeport limestone is seen under it in huge blocks, 
which are weathered a deep buff from the iron it contains, 
though the rock is a light dove-color on fresh fracture. 

Returning to the rrioutJi ofOlade creek and following down 
the Connoquenessing, we find the immense Buffalo Sand- 
stone still extending along that stream, at the tops of the 
hills, and covering their sides with its huge masses of con- 
glomerate. 

One half a mile above Buhl's bridge, a little stream puts 
into the Connoquenessing, and a short distance up this, a 
well was once bored for oil. Mr. Evans, who drilled the 
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well, gave me the following record from memory, which, of 
course, must be properly discounted, as the memory of a 
column of figures becomes soon confused. 

The well commences 45' below the Upper Freeport coal : 
(Fig. 66.) 

EvavSs Oil Well record ; from memory ; 626' -f-. 

1. Sandstone and Shales, 75' 

2. Shales, 30' 

3. Coal, Kittanning, 3' 

4. Massive White Sandstone (Piedmont), 160' 

5. Shales, 3' 

6. Coal, 5' 

7. Shales, 20' 

8. Hard Blueish-whlte Sandstone, 80' 

9. Soft Shales, alternating with hard, 250' 

10. Hard Blueish-white Sandstone to the bottom of the hole, . ? 

Gas and soft- water in this last, 35 feet above the bottom. 
The Upper Freeport coal has been opened 46 feet above the 
mouth of the boring, where it is one and a half feet thick. 
The Lower Freeport is seen one half foot thick in black 
slate, 10 feet below the well in going down the run. The 
greater part of No. 1 is sandstone, it being the Freeport. 
The Darlington coal seems to have been passed through un- 
noticed, probably in the night. 

No. 3 is the Kittanning coal, and much the same condi- 
tion of affairs seem to exist as at Homewood, in Beaver 
county ; for No. 4 ought to be, in part, the Piedmont Sand- 
stone, if not of quite incredible thickness. 

One fourth of a mile below Buhl's bridge, the Buffalo 
Sandstone covers the hill top with its massive blocks, and 
there the following section of 226' is seen : (Fig. 67. ) 

1. Concealed, bat the surfaoe is covered with massive blocks of 

Ck)ng]omerate Sandstone, Buffalo, 75' 

2. Concealed, 40' 

3. Sandstone, Mahoning, 20' 

4. Concealed, 50' 

5. Smut of Coal, Lower Freeport. 

6. Massive Sandstone, Freeport to level of the oreek, 40^ 

The blossom of No. 5 is seen opposite the mill, in a bed 
of black shale. No. 6, the Freeport Sandstone, is seen op- 
posite Evans' mill, in a steep bluff, and is quite massive. 
It is twisted and contorted, and shows much false bedding. 

One mile and a half below Buhl's bridge, the Darlington 
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coal comes to the surface in the bed of the Connoquenessing, 
and has been extensively stripped out of the stream by Mr. 
Marshall. It is 3 feet thick, and a very fair coal. About 
200 yards below this it rises above water level, and is mined 
by Mr. Marshall, at whose drift we have the following: 
(f% 68.) 

1. Ctoal, . . . r^ ,. . ^ , / . . .1'8 " % 

2. Slate, . . . i Darlington Coal, or S ^„_^n ( y 

3. Coal, . . . ^^PP«^ Kittanning,^ ^, ^ „ $ 

Here the coal is rich, oily, and brilliant, contains very 
little visible pyrites, and is highly valued as a domestic fuel. 

The upper bench is rather better coal than the lower, but 
both are excellent, being used for smithing. 

One mile below this the Darlington is mined on the land 
of Messrs. Kjiouflf, Anderson, and others. At one point, near 
Anderson' s bridge, it becomes 4 feet thick. Below this, one 
half mile, we get the following section of 134 feet on the land 
ofMr. WaU: (Fig. 69.) 

1. Limestone, Freeport, 2' 

2. Concealed, 25' 

3. Massive Sandstone, 20' 

4. Dark Sandy Shales, 10' 

6. Coaly Shales, 3' 

6. Coalf impure, . 8" 

7. Sandy Shales, 1' 5" 

8. Coalj Lower Freeport, 2' 

9. Fire olay and Sandy Shales, 5' 

10. Limestone, Butler, 3' 

11. Fire Clay, oontalning nodules of Iron Ore, 4' 

12. Sandstone and Sandy Shales, Freeport, 43' 

13. Coalf Darlington, (Upper Klttanning) * . . 3' 

14. Concealed to the oreek, 12' 

No. 1 is seen exposed in a field belonging to Mr. WaD. 
It is quite compact, and somewhat brecciated. No appear- 
ance of coal is seen above it. 

No. 3 may represent the BvMer Sandstone. No. 6 has 
been dug out of the hill by Mr. Wall, and used in burning 
the limestone below. He reports the coal as being good. 

No. 10 is the Butler Limestone^ and is seen well exposed 
in a ravine, where the section was taken. It is a very fer- 
ruginous limestone, compact, of a dark gray on fresh frac- 
ture, and somewhat brecciated. Mr. Wall once burned it, 



112 Q. REPORT OF PROGRESS. I. C. WHITE, 1876. 

and he says it made excellent lime for agricnltural purposes, 
though it was rather difficult to slack. 

The fire-clay below it contains many large nodules of cal- 
careous iron ore ; in fact, is only a more ferruginous portion 
of the limestone. 

Mr. Wall mines the Darlington coal, and reports it as 3 
feet thick, with a parting of slate below the middle. 

10. Jackson Tovmship^ Butler County. 

This lies west from Forward, north from Cranberry, and 
adjoins Beaver county. The Connoquenessing flows across 
the township from east to west, and receives, near the center 
of its course, two important tributaries, viz : Little Conno- 
quenessing and Breakneck. 

Scholars' run, a considerable stream, also puts into the 
Connoquenessing from the north, opposite Zelienople. 

The topography in Jackson, along the Connoquenessing, 
is very different from that in Forward ; for here lower strata 
have come to the surface and thrown the Buffalo Sandstone 
far back in the hill tops, and the sandstone itself has thinned 
away on leaving the border of Forward, and is not seen as 
a massive conglomerate in Jackson. 

In the vicinity of Harmony & Zelienople are some of the 
finest farms in the country. 

Commencing on the Connoquenessing, where we left off 
at Mr. Walls' , near the Forward township line, and coming 
down it, we see the Darlington coal running along a few 
feet above the bed of the stream, and falling about as fast 
as the latter. 

One half mile above Peffer's bridge we get a section of 
131 feet descending to the right bank of the stream: 
(Fig. 70.) 

1. Sandstone, somewhat massivB, 10' 

2. Dark Sandy ShaJes, 10' 

3. Ck)al, impure, 4" 

4. Sandy Shales and Sandstone, 86' 

r I. Coal, 1' 4" J 

5. Coal, Lower Freeport, . ) 2. Clay, 1' 8" [ 4' 9" 

( 3. Coal, 1' 9" ) 

6. F. C, 3' 

7. Sandstone, Freeport, 40' 
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r 1. Coal, 1' 7" ^ 

8. Coal, Darlington, . . . . ^ 2. Slate, 1" i S' 

( 3. Coal, 1' 4" ) 

9. Fire day, S' 

10. Sandstone, 12' 

11. Concealed to the Greek, 10' 

The Lower Freeport coal is here double, being separated 
intx) two benches by a parting of fire-clay, both of which are 
rather slaty. The coal has been stripped out of a ravine near 
the saw-mill. 

The Freeport Sandstone in this section is quite shaly. 

TTie Darlington coal is exposed along the creek bluflf, and 
it has been opened in several places. It is mined near the 
saw-mill by Mr. Sitler, at an elevation of 26 feet above the 
stream. 

A short distance below Peflfer's bridge, the Darlington 
coal is mined by Mr. George Beam, of Harmony, where it 
is six feet above the creek, and shows the usual section, 
with the parting of slate near the middle. 

Just below the mouth of Breakneck, the Darlington coal 
takes a curious freak and shows the following section : 
(Fig. 71.) 

1. Coal, 2' 9" 

2. Sandy Shales, 1' 

8..Coal, 1' 6 " J \ 6' 11" 

4. Parting, |" VS' 2" 

5. Coal, 1' 8 " i 

6. Concealed to the oreek, 5' 

Here we get the Darlington duplicated^ but it is quite 
local ; for one half a mile above, the upper bed is absent, 
and 10 rods below it is not present. This upp^r bed is seen 
not to be formed by a thicking of the slaty parting of the 
main bed, but is an altogether new deposit^ since the lower 
part exhibits the structure of the Darlington complete, as 
it is seen a few rods below, near the mill. 

Just opposite Ziegler's mill, we see this section : (Fig. 72.) 

1. Coal, Lower Freeport, reported, 2^' 

2. Concealed, 60 ' 

3. Sandstone and Shales, 13 ' 

4. Conglomerate mass of Coal, Iron Ore, Sandstone, Plants, <fec., 2 ' 

/I.Coal, re " N 

6. Coal, Darlington, .... 5 2. Slate, J" [ 3 ' 

f 3. Coal, r5|" > 

6. Fire day to the oreek, 4 ' 

8— Q. 
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This is only 10 rods below where the double coal bed oc- 
curs, and the upper part lias completely vanished here. It 
probably owes its origin to drifted vegetation. 

No. 1 was once mined and used at the mill, but the open- 
ing is fallen in, and nothing can be seen of it now. It is 
reported to have been 2i feet thick, however, and an ex- 
cellent coal. The same coal is now mined just opposite, on 
the other side of a little stream, where it is worked by Mr. 
Schantz, and is generally known as the "Schantz" coal. 
It is there 2^ feet thick, besides a slaty coal roof, which is 
not taken down. It is a very clean, bright, hard coal, 
having its laminae separated by thin layers of mineral 
charcoal. It contains very little sulphur, and is iu high 
repute generally. 

Conglomerate mass of coal^ ore^ sandstone^ shale^ &c. — 
No. 4 is a conglomerate mass of lumps of coal, nodules of 
iron ore, broken and rounded masses of sandstone, and 
shale, together with many vegetable fragments. The frag- 
ments of rock and coal are as large as one's fist, and it was 
evidently a strong current which caused this commingling. 

Ascending Breakneck creek from this point, we find the 
Lower Freeport coal mined one half mile above its mouth, 
by Mr. Boyer, and at this drift we see this section : 
(Fig. 73.) 

1. Sandy Shales, l(y 

^ 1. Cannel, impure, seen, • ■ 1' ) 

2. Goal, Lower Freeport, 5 2. Shale, V \ 4' 

C 3. Coal, 2' ) 

8. Concealed to level of creek, ^ 

The top bench is a kind of semi-cannel coal, and some- 
times, quite slaty. It is not always taken out. 

The lower bench is an excellent coal, is very free from 
impurities of any kind so far as the eye can judge, and is 
in high repute, both as a smithing coal and for domestic 
purposes. IL is the same coal that is worked by Schantz. 

The coal dips very rapidly to the south, since at Mr. 
Luntz' s bank, 60 rods south from Boyer s, the coal is only 
8 feet above the creek. 

Descending the hill on Mr. Luntz' s land, we get the fol- 
lowing section of 150 feet : (Fig. 74. ) 
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1. Smut of Coal, Brush oreek (Gallitzin coal). 

2. Sandy Shales, ^' i Mahoning Sandstone, . . . CO' 

8. Massive Sandstone, . . . 20M 

4. Coal, Upper Freeport, 1' 6" 

5. Fireclay, 1' 6" 

6. Limestone, Freeport, 2' 

7. Sandy Shales and Sandstone, 46' 

8. Concealed, 16' 

9. Sandy Shales, 16' 

/ 1. Cannel, .... 1' 1" n 

10. Lower Freeport Coal, . ) 2. Shale, 11" [ 4' 1" 

( 3. Coal, 2' 1" ) 

11. Concealed to Breakneck, 6' 



No. 1 is the Brush Oreek coal. Its blossom only is seen 
here, bnt on the other side of the creek it has been opened 
by Mr. Burr, and is there 16 inches thick, and a tolerably 
fetr-looking coal. The Upper Freeport has been opened at 
this point by Mr. Luntz, but it was only 18 inches thick, 
and was, of course, too thin to mine. 

Mr. Luntz has burned the Freeport limestone, and says 
it slacks well, and is very good for agricultural purposes. 

The Lower Freeport coal has been mined at this point, by 
Mr. Luntz ; it is quite as good as at Mr. Beyer's. 

One mile above Mr. Luntz' s, the Brush Creek coal and also 
the Upper Freeport, have been opened by Mr. Beam. At 
the mouth of the drift the Brush Creek was 2i feet thick, 
but on following it into the hill, it ran down to 20 inches or 
even less. 

One half mile below Evansburg, the Upper Freepcyrt Coal 
has been opened by Mr. Likens on each side of a run, 
where it is 18 inches thick, and 40 feet above the bed of 
Breakneck. Just below Evansburg it has also been mined, 
in several places, on the land of Mr. Stewart. It is quite 
thin and impure: 

Returning to the Connoquenessing, at Ziegler's mill, and 
passing down the stream, we iind the Darlington coal still 
falling to the west, about as fast as the stream, and just 
below the mouth of the Little Connoquenessing, this coal is 
mined extensively by Mr. Fielder, at whose drift the coal 
shows the following section : (Fig. 75. ) 
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1. Coal, 1' 4" ^ 

2. Slate, 1" V 2' 7" 

3. Coal, 1' 2" > 

4. Gonoealed to the oreek, 10' 



The coal is not quite so thick as it has been above. It is 
a very brilliant coal, but contains a considerable amount of 
pyritous slate in thin laminae. 

These are the most extensive mines in the neighborhood, 
and from them Harmony and Zelienople are largely sup- 
plied. 

Passing down to Harmony, we see the Freeport Sand- 
stone thickening up, and just above the bridge across the 
Connoquenessing, it is seen in a massive cliflE 70 feet high. 

Just opposite Harmony, the DarUngton coal is mined by 
Mr. Sample, and there we see the following: (Fig. 76.) 



1. Massive Sandstone, Freeport, 26' 

/I.Coal, 1'9 " ^ 

2. Coal, Darlington (U.K.), 5 2. Slate, \" i 2' 5" 

C 3. Coal, 7 " > 

8. Concealed to level of the oreek, 12' 



The Freeport Sandstone is very massive, and is seen in a 
vertical cliff along the stream. It rests immediately upon 
the coal, and contains many fragments of wood, principally 
broken and drifted trunks of Sigillaria. 

At Harmony, a well was once bored for salt water, and a 
coal four feet thick was passed through 45 feet below the 
Darlington. This is the Kittanning. 

One half mile south-east from Harmony, we get 390 feet 
of rocks descending Ziegler's HUl : (Fig. 77.) 

1. Concealed, with oooasional expodtiree of Shales, 100' 

2. Mahoning Sandstone, 60' 

3. Shales, 10' 

4. Coal, Upper Freeport, 1' 8" 

5. Fire Clay, 1' 6" 

6. Limestone, (U.) Freeport, 2' 

7. Concealed to level of Connoquenessing ooreek, 155' 

The Upper Freeport coal has been opened by Mr. Ziegler, 
and the limestone, below it, taken out for burning. The 
coal, though so thin, is quite good, and was used in burning 
the lime. The limestone is very ferruginous and brecciated, 
and did not slack well. 
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At Zelienople, the Darlington coal is mined by Mr. Passa- 
vant, just below the Lutheran church, five feet above the 
level of the creek, and the bank flooded during high water. 
The coal is mined under the town. 

At Seidel's mill, below Zelienople, we get the following 
94' descending the steep hill, on the right bank of the Con- 
noquenessing : — (Fig. 78.) 

1. Smat of Goal, Lower Freeport, ? 

2. Concealed, 7 ' 

3. Massive Sandstone, (L.) Freeport, 08 ' 

4. Coal, Darlington, 2 ' 4" 

5. Fire Clay and Sandy Shales, 19 ' 

6. stratum of Calcareous Iron Ore, 6" 

7. Dark Shales, containing; much Iron Ore to the level of 

the Connoquenessing, 12 ' 

No. 1 represents the Lower Freeport coal, and a short 
distance away, in a ravine, the Butter limestone is seen 
under it. This was here mistaken for the Freeport lime- 
stone, by the First Geological Survey. 

The Freeport Sandstone is quite massive, and forms a 
perpendicular bluff 70 feet high along the stream. 

The Darlington coal has been mined in several drifts. It 
contains much sulphur and its exposed surface is covered 
with copperas. 

The shales below No. 8 contain large quantities of iron 
ore in nodules and also in continuous layers from 6 to 8 
inches thick. The Darlington coal was here mistaken for 
the Lower Freeport, during the First Survey. 

The shales at the bottom of the section are getting quite 
bituminous, and we should find the Kittanning coal about 
15 feet below the creek. 

At the bridge, below Zelienople, the Darlington coal is 
mined by Mr. Allen, at an elevation of 20 feet above the 
stream. Where the Rochester road crosses Shaw's run, 
below Zelienople, the Darlington coal is seen at the road- 
side ; and, ascending the hill, the smut of the Upper Free- 
port coal occurs 150 feet above it. 

Passing up the Little Connoquenessing, the Darlington 
coal runs under that stream before we come to the bridge, 
on the Butler and Harmony road, but comes to the surface 
again near the mouth of Yellow creek. 



118 Q. REPOBT OF PROGRESS. I. 0. WHITE, 1876. 



11. Lancaster Townships BvUer County, 

This lies immediately north from Jackson, and adjoins 
both Beaver and Lawrence counties. 

Scholars' run heads up near its northern border, and flows 
south through it to the Corinoquenessing at Zelienople. 

Yellow creek also cuts down through it from the north, 
and enters the Little Connoquenessing, which passes through 
its south-east border, entering from Connoquenessing town- 
ship. 

Along Scholars' run there is nothing of interest ; for the 
Darlington coal goes under a short distance above its mouth, 
and does not re-appear again to the north, while neither the 
Upper nor Lower Freeport coal becomes of workable thick- 
ness along this stream. 

Yellow creek, however, cuts down to the Darlington coal, 
which is exposed throughout its entire length, lying only a 
few feet above the creek, and rising just as fast as it does. 
Three fourths of a mile above the mouth of this stream, the 
coal is mined by Mr. Measel, and there we see the following 
structure of the bed : (Fig. 79.) 

1. Coal, r 2" ^ 

8. Slate, 1" J 2' 9" 

4. Coal, 1' 6" ) 

The coal is tolerably good, though there is rather too 
much sulphur in it for many purposes. 

Half a mile above the mouth of Yellow creek, a well was 
bored for salt water in 1824, by Mr. Webster Wilson, of 
New Brighton, who kept a minute record of the different 
strata passed through, and kindly placed it at my disposal. 
The well commences just above the horizon of the Darling- 
ton coal, and shows the following : (Fig. 80.) 

The Webster Wilson Salt Well Record ; 18^. 

1. Conductor hole, 6' 

2. Shales and Slates, 42' 3" 

3. Black Slate, 6' 6" 

4. Slaty Coal, 1' ^" J Kittanning, . . 4' 9'^ 

5. Coal, good, 3' 5" S 

6. Fire Clay, 2' 4" 



2' 11" 
8' 11" 
2' S" 

18' 11" 
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7. Hard Sandstone, . 9' 6" 

8. Black Slate, mixed \vith streaks of Coal, 8' 1" 

9. Hard Blueish-white Sandstone, 87' 7" 

10. Coal (at 150' from top), (Clarion) 8' 1" 

11. Shales, 10' 3" 

12. Hard Sandstone, SidtWater at bottom, r 19' 7" 

13. Black Slate, 

14. White Hard Sandstone, . . (Piedmont Sandstone) * 

15. Coal and Slate (at 192'), . . . . 

16. Hard White Sandstone, (^ 

17. Dark Slate and Coal, 3' 

18. Very Hard, White Flinty Sandstone, . . (XII.) .... 46' 6" 

19. Coal, 2' 7" 

20. Shales, . : 15' 

21. Coal (at 255'), 5' 

22..FireClay, 3' 

23. Shales, hard and soft, to bottom of the well (at 328), . . 40' 

Total depth of well record, 339' 

This record is not difficult to read. No. 5 is the Kittan- 
ning coal. No. 10 is the Clarion, being the same distance 
below the Darlington coal here, which we find it at New 
Brighton. Nos. 12 to 16 represent the Piedmont Sandstone. 
No. 18 represents the Upper Connoquenessing Sandstone, 
while 19 to 21 represent the series of coals, which we find 
under that rock, along the Connoquenessing, between its 
mouth and Slippery Rock. 

The Fefrriferous limestone may not have been recognized ' 
as limestone, or the stratum may be entirely wanting here, 
being cut out by the Sandstone, No. 9, which occupies its 
proper horizon. 

Salt was manufactured here for a long time. The water 
came from No. 18. 

The well was drilled by water power, and was about one 
year in going down, seldom getting more than one or two 
feet per day, and often only a few inches. The difference 
between the assigned depth of well and sum of the thick- 
nesses, is to be explained as usual, by expansion and con- 
traction of rope, &c., &c. 

The record was kept much more minutely than I have 
given it. There is every reason for believing it perfectly 
correct, for it agrees admirably with the conditions exist- 
ing along the Connoquenessing, ten miles below where these 
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strata are exposed, and then Mr. Wilson was a close and 
accurate observer, and took a pride in snch matters. 

The Darlington coal is mined by Mr. Bieber at the road 
side, one and a half miles above the month of Yellow creek^ 
and there we see the following section : (Fig. 81. ) 

1. Massive Sandstone, Freeport, seen, 10' 

2. Dark Shales, oontainmg Iron Ore, S' 

r 1. Coal, 1' 1" N 

3. Coal, Darlington, . . . . ) 2. Slate, 1" V 3' 2" 

C 3. Coal, 2' 0" ) 

4. Fire Clay, seen, 8' 

5. Concealed to the oreek, 10' 

There are many ' ' sulphur binders ' ' in the upper part of 
the bed, but the lower bench is quite pure, and can be used 
for smithing. The coal is shining black, and comes out 
in nice blocks, being very rich and oiley. The streak of 
sulphurous slate which runs through the coal, separating 
it into two benches, is quite hard, and sometimes gets to be 
two inches thick. 

A short distance below the mouth of Little Yellow creek, 
the coal was once mined by Mr. Koch, near the old mill, 
but the mines are now abandoned. 

On Little Yellow creek, the coal runs under the stream, 
^ one mile above its mouth, and has there been stripped out 
of the bed of the creek by Mr. Kinker. 

From the mouth of Little Yellow creek, up the main 
stream, the Darlington coal is constantly accessible, keep- 
ing a few feet above the stream, until we pass out of this 
township into Muddy Creek township. Every farmer could 
open it, but not a single bank is in operation now along this 
line, though quite a number have been opened at some time 
and allowed to fall in. The farmers say it is cheaper to buy 
their coal and haul it four or five miles than to keep a bank 
open for their own use, and I doubt not that this is true, 
when, as is the case with most of them, a new bank has to 
be opened every year owing to the want of a little intelli- 
gent care in properly maldng and fixing up the entry. 

Just north from this, in Muddy Creek tovmship, the coal 
is quite extensively mined before it passes under Yellow 
creek. 



3. Goal, 



8'1 
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Ascending the Little Connoquenessing creek, its water- 
bed rising rapidly eastward, the Darlington Coal, which is 
at water level at the mouth of Yellow creek, goes under 
and is seen no more. 

Eichenhaufs Local Goal, — One mile east from Yellow 
creek we come to a singular coal on the land of Mr. Eich- 
enhaur. (Fig. 82.) 

1. MaasiTe Sandstone, 10' 

2. Sandy Shales, 8' 

' 1. Cannel,impure, 1' 

2. Coal, 3' 4" 

3. Sandy Shales, . 1' 3" 

4. Coal, 2' 6" 

4. Conoealed to level of the creek, 70' 

This is a very stitinge coal, and at first was thought to be 
the Darlington, which had been thrown up by some un- 
known anticlinal; but the Darlington is 85 feet lower one mile 
west, and a most vigorous search failed to show any axis 
passing across the measures which could give such a hoist 
as this, either on the Little creek or the Big one just south. 
It is, therefore, an entirely new feature introduced in the 
series between the Lower Freeport coal and the Darlington, 
and is one of those local deposits with which we some- 
times meet. It was discovered here only a few years ago, and 
has never been found on any of the farms immediately ad- 
joining this below, though much labor and capital has been 
expended in prospecting for it. In fact, only 200 yards be- 
low, it has turned into a bed of bituminous shale, several 
feet thick with thin layers of coal intervening. 

The top of the coal is a kind of slaty cannel^ and the whole 
upper part of the bed has a semi-cannel structure. It at 
times becomes quite slaty, however, and is inferior, as a 
fuel, to the lower bench. 

The sandy shale, separating the two benches, thins away 
to only 3 or 4 inches, on going back into the hill, as I am 
told by Mr. Eichenhaur, and then there is about 7 feet of 
workable coal in a body. Sometimes this sandy shale sup- 
ports a foot or so of fire clay, and again the fire clay is 
absent altogether. 

The lower bench of the coal is very fair, being quite free 



6. Coal, (Eiohenhaur's) 
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from impurities, and represented by Mr. Eichenhaur, who 
uses it in his blacksmith shop, to be a superior coal for 
smithing purposes. 

At the mouth of Crab run, three fourths of a mile above 
this, we get the following section in descending a steep hill 
to the Little Connoquenessing (181') : — (Pig. 83.) 

1. Coal, "Bruflh Creek," . . (GaUitzin) 8' to 4' 

2. Fire Clay, 4' 

S. Concealed, 46' 

4. Coal, Upper Freeport, 1' 6" 

5. Concealed, 115' 

fl. Coal, Slaty, . . 1' 

2. Coal, 2' 8" 

3. Fire Clay, ... 1' ^ 8' 8 

4. Sandy Shale, . . 1' 
. 5. Coal, 3' 

7. Concealed to level of Little Connoquenessing, ... 2' 

Here No. 1 is a coal that has come into the section, 50 feet 
above the Upper Freeport. It was once opened by Mr. 
Kief er, and is said to run from 3 to 4 feet in thickness, and 
to be an excellent coal. No. 4 is the Upper Freeport, and 
was opened by Mr. Kief er. It is reported to have been IJ 
feet thick, with the Limestone below it. 

No. 6 is the same coal as that mined below at Eichen- 
haur' s, and, as will be seen, exhibits much the same struc- 
ture. The lower bench of the coal occurs down at the level 
of Crab run, and its top only was seen, but Mr. Kiefer told 
me the lower bench was 3 feet thick. The coal dips down 
to the north-east, and, as it occurs so near the level of the 
creek, it cannot be drained, and is now abandoned. The 
whole bed was taken out as far in as the drain would carry 
oflf the water, and then the lower bed was left, and the up- 
per one was carried in until it, too, sank below drainage. 

The upper bench is somewhat slaty and impure, like the 
same coal at Eichenhaur' s, and is inferior to the lower part. 

T7ie Lotcer Freeport Coal about 50 feet above this was 
seen along the road above. 

The Brush Creek Goal is mined a short distance above 
Mr. Kiefer' s, by Mr. Wurster, at an elevation of 180 feet 
above the creek, and just opposite to it, the Eichenhaur 
coal passes under, and is seen no more. 
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We term this upper coal the Brash Creek, though there 
is much room for doubt about the identification, but the one 
50 feet below it is certainly the Upper Freeport, as it is un- 
derlaid by the Freeport Limestone. 

12, Connoqtcenessing Tovmship^ Butler Comity. 

This lies immediately east from Lancaster, and north 
from Forward ; and, as in the latter township^ we found the 
Connoquenessing pursuing a very tortuous and winding 
course, hemmed in between two walls of massive sandstone, 
so here we find the Little Connoquenessing winding about 
in much the same way, with the immense Buifalo Sandstone 
capping the steep bluffs. 

Just across the Connoquenessing township line from Lan- 
caster we come to the coal- works of Mr. Daniel Cable, and 
get the following section of 285 feet : (Fig. 84. ) 

1. Massive Sandstone, BniMo, 40 ' 

2. Concealed 70 ' 

3. Coal, Brush Creek (Gallitzin), 3' to4 ' 

4. Fireclay, 3J' 

5. Sandy Shales and Sandstone, 13 ' 

6. Concealed, 115 ' 

7. Coal, Lower Freeport, Blossom. 

8. Fire Clay, and Shales, 5 ' 

9. Limestone, Butler, ? 

10. Concealed to level of the Little Connoquenessing, . . 35 ' 

Mr. Cable mines the coal, No. 3, quite extensively, and 
it is the source of supply for a wide extent of territory, 
much of it being hauled to Harmony and Zelienople, as it 
is preferred to the Darlington of that locality. It is the 
same bed as that worked below by Wursted & Kief er at this 
horizon in Lancaster township. At Mr. Cable's it is a very 
fair coal, being brilliant, rich, and oily, and containing only 
a small quantity of pyrites. It has a good reputation as a 
smithing coal, and for domestic purposes. 

No. 1 is not fully exposed, being partly concealed in a 
steep bench at that horizon, but huge blocks of it cover the 
hill-slopes. 

No. 7 is the Lower Freeport. An opening was once 
made in it at this locality, and the coal is reported to be 2 



124 Q. REPORT OF PROGRESS. I. 0. WHITE, 1876. 

feet thick. The Butler Limestone is seen below it in ferru- 
ginous nodules^ which have rolled out of their beds. 

The blossom of the Lower Preeport coal is seen along the 
road from here up to the little run which comes into the 
creek at the school-house, and there an attempt was made 
to open it, but the coal, while apparently making a large 
blossom, was found to be rotten, and a kind of carbona- 
ceous muck. No doubt, however, if the drift had been but 
carried in far enough, the coal would have become solid, as 
there is very little earth over it here, and the coal was de- 
composed where the drift was made. 

At the roadside, on the little run coming in at the school- 
house, the Brush Creek coal has been mined by Mr. Mc- 
Candless, and descending from the hill above we see the 
following section of 235 feet : (Fig. 85. ) 

1. Maasiye Sandstone, seen, Buffalo, . . 30 

2. Conoealed, 65 

3. Coal, Brush Creek (GaUitzin), O'to 3^' 

4. Concealed, 65 

5. Coal, Upper Freeport, 2 

6. Shales, 10 

7. Limestone, Freeport, 4 

8. Conoealed to Lower Freeport Coal at the school-house, 65 

Here the Buffalo Sandstone^ No. 1, is seen in a huge cliff 
running around the hill. It is not so conglomeratic as usual, 
and on the opposite side of the Little Connoquenessing is 
extensively quarried by Mr. Moder, where it is a splendid 
building stone. 

The Brush creek coal has been mined by Mr. McCandless, 
who finds it very irregular in its deposition. Where the 
drift was opened it was 3^ feet thick, and continued that 
for some distance back in the hill, but it suddenly fell off 
to almost nothing, and the mine was abandoned. 

No. 5 is the Upper Preeport, it is mined in the hollow be- 
low by Mr. McCandless, and shows the following section : 
(Fig. 86.) 

1. Shales, 10' 

2. Coal, . . > ^ . . 1' 8" ^ 

3. Slate, . . [upper Freeport, . . . 5 . . l"to2'' > 2' 7" 

4. Coal, . . ) C . . 10" > 

The Upper Freeport Limestone is not seen here, as the 
interval is concealed ; ascending the little run, we come to 
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it, a short distance above. The coal is quite dirty and im- 
pure, containing much sulphur and slate. 

The Upper Freeport Limestone is quarried and burned 
on the land of Mr. McCandless, it is very compact, of a light 
dove color on fresh fracture, but contains much iron in the 
shape of nodules imbedded in it, which, not weathering 
away so rapidly as the limestone, give it a very rough ap- 
pearance. The lime from it is of a reddish white cast, and 
requires careful burning to get it to slack well. 

The dip to the south is very rapid at this locality. Just 
above this the course of the Little Connoquenessing makes 
a big sweep to the north, as we ascend, and the Brush OreeJc 
coal is mined no more until we come to near the mouth of 
Semiconon, 3 to 4 miles above. There it is mined on the 
land of Mr. Graham, 125 feet above the stream. The coal 
is very good, and varies in thickness from 3 to 4 feet. 

A short distance above the mouth of Semiconon, we find 
the Brush Creek coal mined by Mr. Wilson, and there we 
see the following : (Pig. 87. ) 

1. Sandy Shales, 6' 

2. Coal, Brush Creek,* . . . . M* ^^ ^^^^' ' ' .^".. \ 4' 4" 

' ^ (2. Coal, 3' 8" 5 

S. Concealed to level of Semioonon creek, 100' 

The coal is not as good here as at Mr. Cables, since it con- 
tains so much pyrites that it cannot be used for smithing. 

This coal is mined just above Mr. Wilson's by Mr. Ed- 
monson. One and a half miles above the mouth of the Semi- 
conon this coal has been extensively mined in the vicinity 
of Allen' s mill. A short distance below it we get th^ fol- 
lowing 157 feet : (Fig. 88.) 

1. Massive Sandstone, Bufiblo, seen, 20' 

2. Black, Coaly, Bitaminoos Shales, 10' 

3. Concealed, 40' 

4. Drab, Sandy Shales, 15' 

5. Dark Shales, 16' 

6. Coal, Brush Creek (Gallitzin), 2' 

7. Fire Clay, 2' 

& Concealed, 46' 

9. Fire Clay, with streaks of Coal (Upper Freeport) at top, . . 5' 

10. Limestone, (U.) Freeport, in bed of oreek at the mill, ... 3' 

• 

No. 1 is seen in a bold cliff, extending around the hill, 
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and its huge fragments, as large as a house, are scattered 
over the hill side. 

No. 2 was once drifted upon, as it resembles a cannel 
coal, but it is too dirty and impure to bum. 

The Brush Creek coal is here mined by Mr. Martin, and 
is quite thin, but just a few rods below Mr. Allen finds the 
same coal 3^ to 4 feet thick, and on the opposite side of the 
creek it attains 5 feet in some places. 

The Upper Freeport coal is represented by a mere streak 
at the top of No. 9. 

Mr. Allen, taking the advice of Prof. Rogers to look for 
the Upper Freeport coal a few feet above the limestone, 
drove an entry on No. 9 for several rods, expecting to find 
the few inches of coal thicken up into a valuable bed, but 
was disappointed. 

The (U. ) Freeport Limestone is seen just below the dam, or 
mill race, in the water-way. It is much brecciated, and 
contains considerable iron ; it is quite hard and compact, 
however, and has been burned into lime. Mr. Allen has 
an opening in the Brush Creek coal a short distance above 
the mill, and on the opposite side of the creek this coal has 
been extensively mined on the land of Mr. Gralloway . Here 
the coal varies much in thickness ; at some points beiug 4 
feet 10 inches, and again running out entirely. 

A short distance east of Whites town, the blossom of a 
coal is seen 110 feet above the Brush Creek Coal ; probably 
the bed which occurs over the BujBfalo Sandstone at some 
localities. 

On a small branch of Crab run the Brush Creek coal is 
mined for local use by Mr. Millison. It is there only 3i to 
3 feet thick, however, and is not very valuable. 

On the high ground in the vicinity of Whitestown there 
are broad level tracts of land, where the underlying rock 
is the massive Buffalo Sandstone, which has resisted the 
cutting action of the streams, and the softer shales above 
have yielded readily to the leveling action of the elements. 

Near the southern margin of this township Little Conno- 
quennessing and Big Connoquenessing are separated from 
eacli other by only f mile. Between them a very high 
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ridge rises to 460 feet above the Darlington coal, and ought 
to take in the Crinoidal Limestone on some of the higher 
knobs. 

13. Butler Township^ Butler County. 

This lies directly east from Connoquenessing, and north 
from Penn. It is drained by the Conoqiienessing and its 
tributaries. Newman's branch and Kams branch unite at 
the eastern border of the township to form the main stream, 
which flows through it from north-east to south-west. 

Commencing on the Connoquenessing, where we left it in 
Penn township, near the mouth of Thorn creek, and passing 
up the same into Butler, we find the country along its banks 
a perfect wilderness for several miles. The stream flows be- 
tween two hill sides, with steep bluffs, capped at the top by 
immense cliffs of the Buffalo Sandstone, whose huge frag- 
ments cover their slopes, and block the stream below. 

Opposite the bridge, which spans the Connoquenessing, 
one and a half miles above Renfrew' s mills, the Buffalo Sand- 
stone is seen in a massive cliff, extending around the hiU, 176 
feet above the stream. It is a regular conglomerate, many 
of its layers being a mere mass of quartz pebbles. Every- 
thing is covered up along the slopes by the rocky debris, 
and no section can be obtained. The massive Buffalo Sand- 
stone continues in sight for a long distance up the streams, 
capping the hills,«and two miles above the bridge last men- 
tioned, we get the following section in descending a steep 
hill for 170 feet : (Pig. 89.) 

1. Concealed, bat covered at top with maasiye blocks of 

the Buffalo Sandstone, 100' 

2. Coal, Upper Freeport, ? 

8. Concealed, 45' 

4. Coal, Blossom. 

5. Concealed to level of the stream, 25' 

No. 2 has here been mined at one time, but the openings 
have now all fallen in and been abandoned, so that nothing 
could be learned of its quality or thickness. 

About one and a half miles below Butler, Butcher's run 
puts in from the south-east, and on this stream and its trib- 
utaries, the Upper Freepcyrt coal is very well developed, and 
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mined extensively to supply the town of Butler, one mile 
distant to the north. 

Ascending this run, the first coal- works we come to are 
those of Mr. Joseph Bredin, at whose bank we get the fol- 
lowing 195 feet of section : (Pig. 90. ) 

1. Massive Sandstone, Bnfiklo, seen, 30' 

2. Concealed, 100' 

3. Coal, Upper Freeport, . \ ^' ^^^^f ^» ' ' '.T,. \ 4' 

^ ff *^ ' ? 2. Coal, good, . . . 2' 6" S 

4. Concealed, with a Coal Blossom at 40', 60' 

6. Coaly Lower Freeport, 1' 

Here the Buffalo Sandstone is marked by a massive cliff, 
around the hills, above the Upper Freeport coal. This is 
the same rock which occurs all along the Connoquenessing, 
from the mouth of Breakneck to Butler. 

The coal at this bank is quite good, being brilliant, and 
rich in bituminous matter. It seems to contain very little 
pyritous slate, and has been used for smithing. In inter- 
val. No. 4, a small coal blossom is seen 40 feet below the 
Upper Freeport. It is merely local, however, as No. 5, the 
Lower Freeport, has been opened up, but was found to be 
only one foot thick. 

Just above where the Butler and Pittsburg turnpike 
crosses Butcher's run, the Upper Freeport coal is mined by 
Mr. Hoflner. Along the plank road toward Butler it is 
extensively mined at the shafts of Mr. Shaffner, and de- 
scending the plank road from the top of * the hill there, we 
see the following 295 feet of section : (Fig. 91.) 

1. Sandy Shales, W 

2. Coal, V 

3. Sandy Shales, 20' 

4. Massive Sandstone, Bofblo, partly seen, 40^ 

6. Concealed, 90' 

6. Coal, Upper Freeport, 8' to 4' 

7. Concealed to level of Butoher's run, 80* 

Here No. 3 is seen along the plank road, just south from 
the top of the hill. This is the same coal which we saw 
near Mr. Renfrew' s, in Penn township, at this horizon. The 
Upper Freeport coal is mined by Mr. Shaflfner quite exten- 
sively to supply the town of Butler. The coal varies much 
in thickness, being in some places 4J feet thick, and again 
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ranTiing down to almost nothing. It is very snlphnrous at 
times, and cannot be used for smithing, though it is a tol- 
lerably good coal for domestic purposes, making a strong, 
hot fire, and lasts well in the grate. 

Passing north along the Butler road to Butler, we find 
the coal mined above the road at the works of Mr. Muntz, 
where by descending the hill past the cemetery, we get a 
more complete section of 288 feet : (Pig. 92.) 

1. Massnre Sandstone, Bufblo, 80' 

2. Concealed, 10' 

3. Fire Clay, with streak of Coal at top (Brush Creek), 5' 

4. Concealed, 5' 

5. Sandstone, somewhat massive, . . 16' J Mahoninir flfi' 

6. Sandy Shales, 60' 5 ^^' ' 

7. Coal, Upper Freeport, 8' to 4' 

8. Concealed, 35' 

9. Massive Sandstone, Butler, 33' 

^^ Continued from here by boring. 

10. SurfSooe debris, 8' 4" 

11. Sandstone, 2' 6" 

12. Shaly Sandstone, 14' 

13. Shales, with Black Slate, 6' 

14. Sandy and Argillaceous Shales, 10' 6" 

16. Black Slate, 2' 4" 

16. Coaly r 2" 

17. Sandy Shales, ' 7' 

18. Sandstone, 2' 

19. Black Slate, 2' 

20. Sandy Shales, 11' 

21. Black Slate, 2' 

22. Blueish Sliales, 18' 

23. Black Slate, 2' 

24. Coal, 6' 

25. Fire Clay to bottom of hole, . . (Total, 95' 10") ... 8' 

There is a streak of coal and bituminous slate at the toj> 
of No. 5, and it probably represents the Brush Creek coal. 

Nos. 5 and 6 represent the Mahoning Sandstone, which is 
here not at all massive, and shows only a few feet of solid 
sandstone at top. In a shaft near here, on the land of Mr. 
McQuiston, there was about 40 feet of massive Sandstone 
at this horizon. 

The Upper Freeport coal is mined extensively by Mr. 
Muntz, and is a very fair coal for grate and steam pur- 
poses, but contains too much sulphur for smithing. This 
coal occurs in the town of Butler, just opposite Mr. Muntz' s 
9~Q. 
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and was found in excavating for the foundation of the 
Court-House. 

The (U. ) Freeport Limestone is there seen below it, and 
has frequently been dug from cellars of the houses. 

Type locality of the BuUer Sandstone : — 

Below the Upper Freeport coal we get a very massive 
sandstone, which, from this locality, I have termed the But- 
ler Sandstone. It is seen in immense masses just below 
Mr. Muntz's, opposite the mills of Woldo & Bros., and has 
been extensively quarried at that locality. 

A short distance north from here it attains an immense 
development, extending up to within 10 feet of the Upper 
Freeport coal. This is the rock which has been quarried so 
extensively near the cemetery. It is a coarse, hard mica- 
ceous rock, of a yellowish-white color, and often tinged 
with red. It is there 50 feet thick. The Lower Freeport 
coal is seen below it 2^ feet thick, but too slaty to be of 
any economical importance. Several drifts have been driven 
upon it, a short distance east from the railroad station, but, 
in all, it was worthless. 

The Butler Limestone is seen 5 feet below the coal in a 
cutting along the railroad near the bridge, where it is 3 feet 
thick and quite compact, though somewhat brecciated. 

From No. 10 down the section is continued by a boring 
made for water by Mr. John N. Muntz. The conductor 
hole passes below the horizon of the base of the Butler 
Sandstone. The top of the hole is thirty feet above the 
creek. 

The Lower Freeport coal seems to have been passed 
through unobserved. 

The Coal bed marked No. 15 is probiably a local coal, or 
it may be the Darlington, but the probabilities are that the 
Darlington is No. 23, as that comes at an interval of 156 feet 
below the Upper Freeport, which is a much smaller interval 
than we ever find in this region between that coal and the 
Kittanning. The thickness has probably been made two or 
three feet too large ; it is always very difficult to tell ex- 
actly the thickness of a coal passed through in boring. It 
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is reported by Mr. Muntz to have been a very fair looking 
coal, as brought up by the sand pump. 

The Upper Freeport coal is mined by Dr. Bredin, one 
hall mile south from Butler, and there we see the following 
section of 116 feet : (Fig. 93.) 

1. Goal, Upper Freeport, 8' to 4' 

2. Fire Clay and Shales, 6' 

3. Limestone, Upper Freeport, 8'to 12' 

4. Concealed to Connoqaeneasing oreek, 95' 

The Freeport Limestone occurs in a tunnel which com- 
menced 26 feet below the coal, and was driven up to drain 
the bank. The miner who dug the tunnel told me that the 
limestone varied much in thickness, sometimes being very 
compact, and not more than 3 feet thick, in a single layer, 
while again it would be scattered in huge nuggets through 
10 to 12 feet of shales and fire clay. 

The coal at Dr. Bredin' s is quite variable in thickness, 
and runs out altogether in drifting to the west. 

On the north side of the Connoquenessing, back from 
Butler, the Upper Freeport coal thins away to only a few 
inches, and there is only one mine in operation north from 
the Connoquenessing in Butler township. 

Along the Kearns City road, which passes out of Butler 
to the north-east, the smut of the Upper Freeport coal is 
seen at the roadside, and crossing over the hill, and de- 
scending this road to the junction of Newman's and Reams' 
branches of the Connoquenessing, we get the following 
section of 157 feet : (Fig. 94.) 

1. Ooal, Upper Freeport, BloflBom. 

2. Fire Clay, 6' 

8. LimestonHj U. Freeport, 8' 

4* Sandy Shales, 20' 

0. Maaslye Sandstone (Butler), 25' 

6. Smut of Coal, or Black Shale, — 

7. Fire Clay, 5' 

8. Sandy Shales, 20' 

9. Coaly Shales^ Lower Freeport, makes a big Smut in 

the road, 5' 

10. Limestone, Butler (L. Freeport), 4' 

11. Oonoealed to the level of the Connoqueneaaing, ... 60' 

At this locality the Upper Freeport coal was once opened, 
but found to be only 1 to li feet thick. The U. Freeport 
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Limestone is seen in the road below it, and is here a mass 
of bluish-white, rather compact nodules. 

No. 6 makes a slight smut in the road, and may be either 
a small coal or bituminous shale. 

The Lower Freeport coal makes a broad, black band 
across the road, and is seen to be quite slaty. 

At the roadside below we see the Butler Idmestoroe^ which 
is very compact, and breaks with a sharp, clean fracture. 
It contains much iron, as usual. 

An oil well was once sunk at Butler, down near the mill 
of Woldo & Bros., to the depth of 1,750. No oil was ob- 
tained, and no record could be procured, but Mr. Charles 
E. Hart informs me that after passing through all the oil 
sands, the last 200 feet was drilled through a "blood red 
slate. ' ' The well commenced about 100 feet below the Upper 
Freeport coal. 

H„ Summit Tovmship^ Butler County. 

This lies directly east from Butler and north from Jeffer- 
son. Its eastern part constitutes the water-shed between 
the two Buffaloes and the Connoquenessing. Ne\^Tnan's 
branch of the Connoquenessing enters it from the north, 
near its north-east comer, and flows south and west across 
it to its western border, where it unites with the Ream's 
branch to form the main stream. Coal run flows across its 
south west border into the Connoquenessing at Butler, and 
Little Buffalo takes its rise in its south-west comer. 

A suibordinate anticlinal axis crosses this township near 
the middle of its eastern line, though the precise i)oint 
could not be made out owing to paucity of exposures. The 
strata rise quite rapidly east and south from Butler for 
some distance, as the Upper Freeport coal does not pass un- 
der Coal run until near its head. 

Two miles above Butler, on the Keams' branch of the 
Connoquenessing, a coal comes to the surface, and where 
mined by Mr. Keam, shows the following : (Fig. 95.) 

r 1. Coal, 8 " ^ 

1. . . ( r) ... J 2. Slate, i" [ 2' 8^" 

< 3. Coal, 2' ) 

2. Conoealed to the oreek, V 
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There is mucli doubt as to whether this represents the 
Darlington or Kittanning, since there are no exposures for 
one mile on either side, and the last stratum seen is the 
Butler Limestone, 60 feet above the creek, f miles below ; 
so that it is certain it is either the Darlington or Kittanning, 
with the probabilities in favor of the former. The coal is 
quite pure, being very rich in bituminous matter, contain- 
ing alternate laminae of pitchy bitumen and mineral char- 
coal. It contains very little sulphur, visible to the eye at 
least, and is an excellent coal for smiths' use. It is much 
preferred for every purpose to the Upper Freeport at Butler, 
and it is unfortunate that it is exposed at only this locality ; 
for above, it dips to the north-west and passes below the 
stream, and below it goes under, in following it down the 
same. This is very probably the coal struck in the boring 
of Mr. Muntz, at Butler, 60 feet below the surface of the 
water, and reported from the boring as six feet thick. 

Passing up Newman's branch of Connoquenessing we 
find not a single exposure until we go 1^ miles above its 
mouth, where the little run puts into its right bank on the 
land of Mr. Stevenson. Here the smut of the Lower Free- 
port coal, with its limestone below, is seen in the road about 
30 feet above the creek, and f miles above it was once mined 
down near creek level by Mr. Robert Stevenson. It is re- 
I)orted to have been 3 feet thick, but quite slaty and almost 
worthless. 

Above this, a short distance, at Brinker' s mill, we see the 
following section of 75 feet : (Fig. 96.) 



1. Ooalf Upper Freeport, 8' 

2. Concealed) 40' 

8. Maasiye Sandstone, Butler, 20' 

4. Sandy Shales, seen, 6' 

5. Concealed to level of the creek below the dam, 7' 

Here the Upper Freeport coal was once mined on the land 
of Mr. Bartley, but has long since been abandoned, and 
nothing but the old drift can now be seen. It is reported to 
have been 3 feet thick, however, though quite sulphurous 
and slaty. 

Three fourths of a mile above the mill the Upper Freeport 
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coal is mined on the land of Mr. Keeling, and here we get 
the following section : (Pig. 97.) 

CKOoal, V 

2. Slate, i" 

1. Cfoal, Upper Freeport, . J S. Coal, 6 " ^ 2' 4" 

4. Slate, ... 1" 
^6. CJoal, ll" 

2. Fire Clay, seen, 2* 

8. Concealed to level of the areek, IW 

This coal is quite bad, being slaty and sulphurous, and 
hardly worth taking out. On the opposite side of the creek 
this coal is mined by Mr. George Fisher, and there the coal 
is much better than at Reeling's, showing a section like the 
foUowing: (Pig. 98.) 

1. Coal, . . . . ^ r 2' 8" J 

2. Slate, . . . . i Upper Freeport, J 1" [ 8' 2'* 

8. Coal, . . . . ) C 6" ) 

Though here it has much less slate and sulphur than at 
Reeling's, yet it still contains enough sulphur to bum out 
a grate in a short time. 

Mr. McMuUen also mines the coal near Mr. Fisher's, 
where the limestone is seen below it in the drain, according 
to the statement of a miner. 

Oil Meld of Carbon Centre. — Three fourths of a mile 
above where the Rittanning pike re-crosses Newman's 
branch, we come to the newly discovered oil territory 
around Carbon Centre. The hiUs are already dotted with 
derricks. The Upper Preeport coal is mined there to some 
extent. The Third Sand horizon of the oil lies from 1,660 to 
1,675 feet below the Upper Preeport coal. 

The best well is "Pord, No. 1," which is now yielding* 
twenty-five barrels per day. When first struck it pumped 
one hundred. The derrick stands 76 feet below the Upper 
Preeport coal, and it gets the oil at 1,600 feet. No paying 
wells have been struck south from ''Pord, No. 1," although 
a number have been drilled, as the sand seems to thin away 
entirely at this point. 

Returning to Butler, and passing up Coal run, along the 
Butler Branch railroad, we see no coal mined or any ex- 

♦ This was written in 1876. 
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posnres, until we come near Sunset station, where we get the 
following section of 102 feet : (Fig. 99.) 

1.- Coalj Upper Freeport, 2^' to 4' 

2. Conoealed, 30' 

3. MasBive Sandstone, Butler, . . (Upper Freeport) ... 26' 

4. Shales, 2' 

6. Coal, Lower Freeport, 1' 

6. Fire Clay, 2' 

7. Limestone^ Butler, . . (Lower Freeport) 3' 

8. Concealed to level of Coal run, 85' 

Here the Upper Freeport is mined by Mr. Easterling. It 
is quite variable, running from 2 to 4 feet, and, in some di- 
rections, thinning away almost entirely. 

The Lower Freeport coal is only one foot thick, and occurs 
down near the railroad, with the Butler Limestone below it. 

The Butler Sandstone is tolerably massive, and has been 
quarried extensively along the railroad track. It is a very 
hard grayish- white rock, and is seen finely exposed in a cut 
near Sunset station. 

A short distance above the station, the Upper Freeport 
coal is seen, 2i feet thick, in a cut, and 20 feet above the 
track, which it soon sinks beneath, as the track is rising 
quite fast to the east from this point. 

Two and a half miles above Butler, Coal run branches 
into three forks, and, on the southern one of these, the Up- 
per Freeport coal is mined on the land of Mrs. Lyon, where 
we see the following section : (Fig. 100.) 

1. Sandy Shales, KV 

r L Coal, ... 2' 8 " s 

2. Coal, Upper Freeport, . . J 2. Parting, . |" i 3' 

i 3. Coal, ... 4 "to 6" ) 

8 Fire Clay, 6' 

4. Limestone, (Upper) Freeport, 6' 

The coal is tolerably fair, and has been mined extensively 
for local use. 

The limestone has been quarried and burned here. It 
slacks with difficulty, however, owing to impurities, such 
as iron and earthy matter. Above the coal 100 feet, the 
Buffalo SaTidstone is seen, in a massive ledge, and it is quite 
conglomeratic. Huge masses of it are scattered over the 
surface below. 
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On the middle branch of Coal run, the Upper Preeport is 
mined on the land of Judge McJunkin, where the coal is 
from 2i to 3 feet thick, and is not very pure, containing 
considerable slate and sulphur. Mr. Spawn has it opened 
east just above this point. 

Passing up the railroad from where the coal goes under, 
above Sunset station, we see 165' of rocks in the following 
order : (Fig. 101.) 

9. Coal in Summit out, near Brinker's station, 6" 

8. Dark Shales, with Fire Clay, 20* 

7. Massive, ooarse. Conglomerate Sandstone, Bufiklo, . . . .50' 

6. Sandy Shales, 20* 

5. Fire Clay, 8' 

4. Sandy Shales, 40' 

8. Sandstone and Shales, . . (Mahoning) 20* 

2. Sandy Shales, 10' 

1. Coalf Upper Freeport, 2' 6" 

No. 7 is quite massive, and is finely exposed along the 
railroad track, where it was cut through in getting the grade. 

No. 9 is seen in the cut at the summit, near Brinker's 
station, where it is quite impure, and coated with crystals 
of copperas. This is the coal which is frequently seen above 
the Buffalo Sandstone. 

Herman Oil Well — Two miles east from Brinker's sta- 
tion, at Herman, we come to the oil-boring of the Herman 
Oil Company. 

The well commences 40 feet above the level of Herman 
station, and, though no regular record was kept, the driller 
gave me the following items concerning it : 

The first coal was struck at 120 feet, the second at 325. 
This is the Upper Freeport. The Ferriferous Limestone at 
548, the First Sand at 1,425 feet, and the Third Sand at 
1,835, where a little oil was obtained, and much salt water. 



15. Olearfleld Township^ Butler County. 

This is the north-eastern township of the district, and is 
bounded on the west by Summit, and on the south by Win- 
field. It is drained by the tributaries of Big Buffalo, which 
rise in its western part, and flow east into the Big Buffalo, 
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near the eastern border of the township. Rough and Com 
Planter' s runs also head up in its southern portion. 

At the head of the West Branch of the Big Buffalo, the 
Upper Freeport is mined on the land of Mr. Humes. 

It is there seen down near the level of the creek, where 
the Butler and Kittanning Pike crosses the stream, and is 
3 feet 8 inches thick, with the Freeport Limestone below it. 
The coal is quite good, being brilliant, clean, and nice look- 
ing. This coal is also mined a short distance below by Mr. 
Kramer. Here is the present terminous of what is called 
the Eastern Oil Belt. There are two wells on the land of 
Mr. Humes, which pump together 1,000 barrels per month. 
They start at the horizon of the Upper Freeport coal, and 
get the oil at 1,680 feet. 

Descending this stream to the east, the strata rise quite 
rapidly, and the stream falls equally fast, so that the Dar- 
lington coal is soon brought up, and has been mined at sev- 
eral i)oints along the stream, though very few banks are 
now in operation. But going down to one and a half miles 
above the mouth of the West Branch, we find both the Dar- 
lington and Kittanning coals mined on the land of Mr. 
McDevit, where we see the following section of 112' : 
(Fig. 102.) 

1. Sandstone, Freeport, seen, KK 

2. Coal, DarUngton, 8' 8" 

3. Concealed, 70' 

fl. Coal, 2' 

2. Shale, 1' 

8. Coal, 2' 8" > 8' 

4. Shale, 8'' 

U. C!oal, 2' 

5. Concealed to creek, 2ff 



4. Kittanning Coal^ . 



Here the Freeport Sandstone is somewhat massive, and 
is exposed for a few feet over the coal. Mr. McDevit says 
it forms the roof of the coal in a solid mass further back. 

The Darlington coal is quite pure, being oily, pitchy, 
black and lustrous. It is said to be an excellent smithing 
coal. The Kittanning coal, has here split up into 3 beds, 
separated by shales and fire clay ; the upper somewhat 
slaty, the middle excellent, the lower not quite so good. 

One half a mile below this, the Kittanning coal is mined 
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by Mr. Deener, who strips it out of a little bottom, along 
the roadside. It there shows the same division into three 
beds, which is seen at Mr. McDevit's, above. One mile 
below this the same coal is stripped on the bank by Mr. 
Dipner. Here it also shows the same splitting up into 
three beds, with fire clay, and shale between. All along 
the creek, a very massive Sandstone is seen below the Kit- 
tanning coal. 

On the little run which comes in from the south at the 
junction of the West Branch with the Big Buffalo, we see 
the following section of about 260' : (Fig. 103.) 

1. Maasive Sandstone, Butler, seen, 15' 

2. Coal, Lower Freeport, T 

8. Iron ore, T 

4. Limestone, Butler, T 

5. Concealed, SC 

6. Coal, Darlington, 3' 

7. Gonoealed, TC 

^1. Goal,. . . .4' 

2. Slate, ... 1' 6" 
8. CJoal,. . . .2'6" } 10' 9 

4. Shale, . . . 8"-4" 
t6. Coal,. . . .2' 6" 

9. Ck>noealed to the oreek, 70' 



8. Kittanning Coal, 



Here the ore on the Butler LvmestoTie was once stripped 
out on the hill and taken to Buffalo Furnace on Big Buf- 
falo and Winfield furnace on Rough run. 

The ore drift is now covered up, and neither the ore, the 
coal, nor the limestone can be seen, yet blocks of each are 
seen on the dump. The limestone is quite earthy and im- 
pure, and is called the Bastard Limestone by the people. 

Nothing could be learned of the thickness of the coal or 
ore, as it has been a long time since either has been mined. 
The Darlington coal has been mined on the land of Mr. 
Morrow, who reports it as very good, though the mine is 
not now in operation, and I could not see the coal. 

TTie Kittanning is here a huge bed. The thickness of 
the upper part was given to me by one of the miners, who 
said he had measured it at a place where the roof had fallen 
in. This part of the bed is left for the roof, being some- 
what slaty ; the middle and lower yield an excellent coal. 
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It comes out in long slender blocks like a splint coal, and 
is very pure and good. The coal from this bank (Mr. Mor- 
row' s) has the best reputation of any in the neighborhood. 
The coal dips very rapidly to the north-west, as it is just 
over the crest of the Fifth Axis ; it falls 60 feet in i of a 

mile. 
The massive Sandstone is seen below the Kittanning coal 

at the bridge, near Mr. McClelland' s, who sank a well down 

into it for 17 feet. Here, at the bridge, the Ferriferous 

Limestone is near water-level. 

One fourth of a mile below where the last section was 

made, we see the following near the Armstrong county line 

on the land of Mr. McClelland, 105' : (Fig. 104.) 

1. OocU, Kittanning, "reported," 8' 

2. Ck>noealed W 

3. Massiye Sandstone, 20' 

4. Concealed, 6' 

5. Limestone^ Ferriferous, 15' 

6. Shales, 20* 

7. Coal, Clarion, 2' 

8. Concealed to level of BnflEklo, KK 

No 1 is the same coal which is opened J of a mile above, 
at Mr. Morrow's, and is there 11 feet thick ; here, however, 
Mr. McClelland reports it as only 3 feet thick, and single, 
it having resumed its normal character. 

The Ferriferous Limestone is seen in a massive cliff ex- 
tending around the bluflf at this point, and dipping rapidly 
down to the north-west as the Fifth Axis crosses Buffalo a 
short distance below. It presents its usual peculiarities of 
lithology and fossils. The Clarion coal was once mined 
under it, but has long since been abandoned. 

The Fifth Axis crosses Long's run in the south-eastern 
part of the township, one half mile above where that stream 
enters Winfield, and there brings up the Kittanning coal 
and Ferriferous Limestone. The coal is stripped out of 
the creek by Mr. Carr, on the property of the Winfield 
Furnace Co., where it is quite good, and 3' thick. 

Just below where the road crosses Long's run we have : 
(Pig. 105.) 

1. Shales, seen, 5' 

2. Coalj Kittanning, 8' 

3. Concealed, 4<K 
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4. Massive Sandstone, seen, 1<V 

5. Shales, oontaining Iron Ore, 5' 

6. Limestone, Ferriferoos, seen to the bottom of the ran, ... 5' 

Here was an old drift in the Kittanning coal on the Win- 
field Company' s property. The shales above the Ferrifer- 
ous Limestone contain iron ore, and it was stripped out and 
taken to the Winfield Furnace. 
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Chapter IX. 
Allegheny County. 

16. Fawn Township. 

This lies immediately south from Butler county, and is 
bounded on the east by the Allegheny River, and on the 
west by East and West Deer townships. 

It is drained by Big and Little Bull creeks, which enter 
it from Butler, and flow south through it into the Allegheny 
river, at Tarentum. Little Bull creek flows almost parallel 
to the Allegheny river, throughout its entire course, from 
which it is separated by only a high ridge. The banks of 
the Allegheny, along this line, receive no tributaries, except 
small streams, which plunge down from the tops of the hills. 

Big Bull creek enters the township from Butler county, 
near its north-western comer, and flows south-east along 
its southern border, and uniting with Little Bull creek, 
three fourths of a mile above Tarentum, empties into the 
Allegheny river at that place. 

All the northern part of the township is covered by the 
Lower Barrens, which extend upward 100 feet above the 
Crinoidal Limestone. 

Little BuU creek, on entering Allegheny county, begins 
to cut down through the massive Sandstones at the base of 
the Lower Barrens, and here the sides of the stream begin 
to steepen, and, instead of a broad level valley on either 
side, as there is along its course in Butler county, it flows in 
a narrow gorge with almost perpendicular walls on either 
side. 

At Burke's null, the massive Buffalo Sandstone is seen 
in a huge cliflf extending along the hillsides, from which 
immense blocks have tumbled to the valley below. Its base 
is there 100 feet above the creek, and the Mahoning Sand- 
stone is seen along the stream, though not nearly so massive 
a rock as the Buffalo. 

Two miles below Burke's miQ, at the mouth of Negley's 
run, the Upper Freeport coal comes to the surface, and 
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7. Coalf Upper Froeport, i 



8' 8" 



there we get the following section of 133 feet in descending 
the steep hillside to its base : (Pig. 106.) 

1. Maaaive Sandstone, Boffiilo— top of it seen. 

2. Ck)noealed, fiO' 

3. Sandy Shales, 15' 

4. Smut of Coal, Brush creek, T 

5. Ck)noealed, 55' 

6. Sandy Shales, 5' 

fl. Coaly Slate,. . 6" ^ 

2. Coal, 2' 10" 

8. Slate, 1" 

4. Coal, 8" ^ 

8. Fire Clay to bottom of oreek, 4' 

The coal is here mined on the land of Mr. Burtner. A 
steepening of the dip brings it to the surface for only a 
few rods, as it immediately passes under the stream, both 
above and below. The coal is quite fair, though containing 
some pyritous streaks. The bottom division is not taken 
out, as it is slaty and impure. 

The smut of the Brush creek coal is seen 60 feet above 
the Upper Freeport coal, and, if anything can be judged 
from its blossom, it is about 2 feet thick. Just below this, 
the dip of the rocks exceeds the fall of the stream, and the 
Upper Freeport coal passes under and is seen no more, 
until we come to the Methodist camp meeting ground, 
where it again comes up, and is mined a short distance 
below by Mr. Pugh, on whose land we get 180 feet of rocks 
descending the steep hill above his coal drift : (Fig. 107.) 

1. Maasiye Sandstone, Bufblo, 25' 

2. Conoealed, • W 

8. Sandstone, somewhat massive, Mahoning, 25' 

4. Sandy Shales, 5' 

fl. Slaty Coal, . . 5 " '^ 

2. Coal, 2' 9 " 

8. Slate, J" 

14. Coal, 8 " J 

6. Fhw Clay, 4' 

7. Sandstone, 8' 

8. Coaly Slate, 1' 

9. Sandy Shales, 2' 

{ 1. Limestone, ... 2' 

2. Shale, 1' 8" 

8. Limestone, ... 2' ^ T 

4. Shale, 8" 

1 5. Limestone,. . . I' 5" 
11. Concealed to the creek, IV 



5. Coal, Upper Freeport, . i 



8' 6" 



10. Limestone, Freeport, . . * 
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Here the Bnflfalo Sandstone is seen forming a ledge of 
cliffs along the steep hill -side. 

The Mahoning Sandstone is also massive, and is seen in a 
perpendicular wall above the coaL At one place it is split 
up by layers of shale at intervals of 3 to 4 feet. 

The Upper Freeport coal is mined quite extensively by 
Mr. Pugh, for local use. It contains some sulphur, but 
makes an excellent domestic fuel. 

Proof of change of level in the Cool Era : — 

Here we have a tine example of local subsidence during 
the epoch of the Upper Freeport, for the Limestone is sep- 
arated from the Coal by 15 feet of Sandstone and Shales, 
whereas, its proper place is immediately under the Fire Clay. 
The Section shows that an attempt was made at coal Tnak- 
ing at the proper horizon for the Upper Freeport coal, but 
this was interruped by a sudden subsidence of a local na- 
ture, after which the sinking ceased and the coal marsh 
again spread over the accumulated sediment. 

The Freeport Limestone is quarried and burned by. Mr. 
Pugh. It is separated into three layers by shales, as seen 
in the section. The middle layer is the best and purest 
stone for burning, as the upper contains too much iron, and 
the lower is somewhat earthy. 

At the mouth of Little Bull creek, the Upper Freeport 
coal is mined by Mr. Leslie, at an elevation of 130 feet. 

Just below the mouth of this creek, and on the right 
bank of Big Bull creek, the coal is mined by Mr. Hare, at 
whose drift we get the following : (Fig. 108. ) 



1. Sandy Shales, 8' 

2. Slaty Coal, 1' 

3. Coal, good, 8' 

4. Slate, .O'l" 

5. Coal, 0' 3" J 



414// 



The coal is very bright and clean, lustrous, and quite 
good ; occasional streaks of sulphur are seen in it. The 
bottom 3 inches is not taken out, as it is very impure, be- 
ing filled with pyritous slate. 

Descending Bull creek from this point to its mouth, the 
coal dips very rapidly to the south-east, and at Tarentum 
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is only 80 feet above the river, while at the mouth of Little 
Bull creek, it is 140 feet above that stream. 

Passing up Big Bull creek, the Upper Freeport coal is 
frequently seen, where old openings have been made in it 
and abandoned. One mile above the mouth of Little Bull 
creek, the following is exposed on the land of Mr. Bandy : 

(i^g. 109.) 

1. upper Freeport Coal^ A' 

2. Fire Clay Shales, and concealed, 12' 

3. Limestone, Freeport, 5' 

4. Concealed, 45' 

5. Coalf Lower Freeport, 1' 6" 

6. Concealed to the creek, 40' 

Here the Upper Freeport was mined at one time and 
is now abandoned. 

The Freeport Limestone was once quarried and burned, 
and a drift was also made on the Lower Freeport coal, but 
it proved quite slaty and worthless, and only IJ' to 2\ 

One and a half miles above this McDowell's run enters 
Bull creek, and just below the mouth, an Axis with a very 
sharp westerly dip crosses Bull creek, causing the coal to 
drop 40 feet to the north-west in about 25 rods. Just below 
the mouth of this stream the Upper Freeport coal is opened 
at the roadside by Mr. Woodrow, and there we get the fol- 
lowing section of 101 feet : (Fig. 110.) 

1. Sandy Shales, 15' 

1. Slaty Coal, . 11 " 



2. 



2. Coal, 



8' " 



► Coal, Upper Freeport, . . 4' 9" 



3. Slate, .... 4" 

4. Coal, .... 6 " 

5. Slate, .... 1 "—2" 

6. Coal, .... 2 " 

3. Fire Clay, 8' 

4. Concealed, 11' 

5. Limestone, Freeport, seen, 2' 

6. Concealed to creek level, 65' 

just around on the other side of the hill the coal is lower 
by 40', in 25 rods, to the north-west, and is only 10 feet 
above the level of McDowell's run, where the road crosses 
it above its mouth. It is worked by Messrs. Kennedy, 
Simmons, Hill, and others. One fourth of a mile above its 
mouth, the coal passes under the stream, dipping rapidly 
to the north-west. The last opening in it, before it passes 



7. OottZ, Upper Freeport, . < 



4' 2" 



FAWN TOWNSHIP, ALLEGHENY COUNTY. Q. 146 

under, is Mr. McDowell's, and descending the steep hill 
there we see the following section of 173 feet : (Fig. 111.) 

1. Maasiye Sandstone, Bofblo, 50' 

2. Conoealed, 60' 

3. Smut of Brush Creek Coal. 

4. Conoealed, 15' 

5. Row of Limestone Nodules. 

6. Sandy iShales and Sandstone, 45' 

a. Slaty Coal,. . 6 " ^ 

2. Coal, 8' " 

3. Parting, .... \'* 

4. Coal, 4 " 

6. Slate, 1 " 

6. Coal, 8 '\ 

8. Fire Clay, 8' 

9. Xme«tone,Freeport, seen, 2' 

10. Concealed to the bed of the run, 4' 

No. 1 is the Buffalo Sandstone, which is not so massive 
here as usual, but large blocks are seen scattered about. 

No. 3 probably represents the Brush creek coal. Mr. 
McDowell informs me it was one foot thick where he dug 
into it on the other side of the run. 

Johnstown Ore'i — No. 5 is a small nodular limestone, 
about i foot thick, and contains much iron. 

The coal is very sulphurous, and bums out a grate in a 
short time. Besides much pyritous slate, it contains many 
large sulphur binders scattered through the coal. 

The upper part only of the Freeport Limestone, is seen. 
It has been burned by Mr. McDowell, who reports it as 
making an excellent lime. Below here where the road 
crosses this run, it is seen in the bank of the road in three 
or four layers. 

On the main branch of Bull's creek, the coal goes under 
the stream, one fourth of a mile above the mouth of Mc- 
Dowell's run, just above where the road crosses it, and has 
there been mined by Mr. Goldinger, but it is too low to 
drain, and is now abandoned. 

The north-west dip continues only one half mile above 
where the coal goes under, and when the coal is about 40 
feet below water level, the dip is reversed, and the strata 
rise to the north-west, as we pass up the stream. 

The little coal, which comes 60 feet above the Upper Free- 
10— Q 
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port, is constantly seen along the road, at about the same 
elevation above the stream from this point up to Millers- 
town, the strata rising about as fast to the north-west as 
the bed of the stream. 

On the Lardintown branch of Bull creek, the Upper Free- 
port coal is kept under until we come to the Butler county- 
line, where it comes up exactly on the line, the mouth of 
McGinnes' bank being in the edge of Allegheny county. 

At Millerstown the Brush creek coal is seen near the 
blacksmith's shop, and also along the bank above the mill. 
It is there about 40 feet above the creek, and is a mixture 
of slate and impure coal. Under it comes a large bed of fire 
clay. The Upper Freeport coal should not be more than 25 
feet below the creek at Millerstown. 

Ascending the stream from this point, the strata rise quite 
rapidly, and, three fourths of a mile above the village, the 
the Upper Freeport coal is brought up above water level, on 
the land of Mr. Thomas White, who once mined it, but, 
being difficult to drain, it is now abandoned. 

At Dawson's mill, the blossom of this coal is seen in the 
steep bluff, and, 3. feet below it, comes the Freeport Lime- 
stone, and 10 feet below the Limestone is seen a very mas- 
sive sandstone, which comes at the horizon of the Butler 
Sandstone. 

The coal was once mined near the edge of this township 
by Mr. Marshall, but the works are now abandoned, and the 
entry fallen in. 

17. East Deer Tovmship^ Allegheny County. 

This lies south from Fawn, and east from West Deer and 
Indiana. It is a long narrow strip, and like Fawn has the 
Allegheny river for its eastern boundary. 

No large streams cut through it, but it is drained by small 
streams which rise along the western border of the town- 
ship, and descend with a rapid fall to the Allegheny river. 

Owing to this highland character of the township, the 
Lower Coal Measures are seen only along the Allegheny 
river and for a short distance up the streams. 



EAST DEER TOWNSHIP, ALLEGHENY COUNTY. Q. 147 

Oil and salt water horizon of Tarentum : 

One and a half miles below Tarentum are the old salt- 
works of Peterson & Co. Here, in early days, much salt 
was made, and, with the salt (which comes 400 feet below 
the Upper Freeport coal) considerable oil was obtained ; in 
&ct, so much, that it became a nuisance, and a shaft was 
sunk to see if it could not be abated ; but, of course, the oil 
would rise with the water, and the project was abandoned. 

On Day's run, two and a half miles above the mouth of 
Robinson, we find a coal mined in the Lower Barren Series 
by Mr. Wilson, and there we get this section of 150' : 
(Fig. 112.) 

1. Sandstone, 6' 



2. Coal, Slaty, 

3. Concealed, 

4. Sandstone, Shaly, . . 

5. Shales, , 

6. Coal, ) 



* Berlin Group. * 



2'S" 
70* 
IC 

6' 

2' 6" 



7. Fire Clay, 6" 

8. Black and Chocolate-colored Shales, 10' 

9. MasBiye Sandstone, seen, 10' 

10. Concealed to the creek, 80' 

Nothing can be affirmed definitely as to the horizon of 
these two coals, except that they are near the middle of the 
Lower Barrens ; no limestone or other rock occurs in con- 
nection with them by which we can assign them a definite 
horizon in the series. The upper one was once opened here, 
but is very slaty and worthless, and was mined very little. 

The lower one is, however, an excellent coal, as there is 
very little sulphur in ifc, and it has the structure of a block 
coal. Its only fault is a little too much ash, or it would 
make an excellent furnace coal. This is, in all probability, 
the coal which comes immediately above the Buffalo Sand- 
stone, and which is seen at the summit cut in Butler coun- 
ty, near Blinker's station. 

On Day's run, the Upper Freeport coal comes up one half 
mile above its junction with Robertson' s run, and was once 
opened there, but is now fallen in and abandoned. 

Here 10 feet below it is seen the Butler Sandstone in very 
massive conglomeratic layers. 

Just below the mouth of Robertson's run are the salt- 
worJcs of the Bailie Brothers. Their wells commence 20 
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9 '6 



u 



feet below the Upper Freeport coal, and they strike the salt 
water at two horizons, 365 to 385 feet. That at 365 is the 
most abundant, but only 6° strong, while that at 385 is 12°. 
Some oil is obtained at the latter horizon. Both these water 
strikes occur in the Piedmont Sandstone or top member of 
the PoitsviUe Conglomerate, 

The Ferriferous Limestone, 12 feet thick, was struck at 
252 feet, and it would then be 272 feet below the Upper 
Freeport at this locality. 

The Upper Freeport coal is mined by the Bailie Brothers, 
and shows the following section : (Fig. 113.) 

1. Cannel Coal, 2' 

2. BituminonB Coal, 2' 9 " 

8. Slate and Bony Coal, 8 " 

4. Coal, 2' 10 " 

5. Parting, \" 

6. Coal, 4 " 

7. Parting, |" 

8. Coal, V 

9. Fireclay, |* 

10. Maasiye Sandstone, Butler. 

Here the top layer is an impure cannel \ it is seldom 
mined, being left for the roof. It bums quite well, how- 
ever, as I was informed by Mr. Bailie. 

The bed is duplicated at this locality. No. 3 being the 
usual top of the coal. This No. 3 is a black slate mixed 
with bony coal. This bed is quite a superior coal, contain- 
ing very little sulphur, and being rich in bituminous matter. 
It rests directly upon a very massive sandstone, which is 
probably the Butler, and the limestone which should come 
below it is cut entirely away ; but only a short distance 
down the run the sandstone is seen to fine down into shale, 
and the limestone appears in its proper horizon. 

A short distance below Bailie's, the same coal is mined 
quite extensively by Mr. Hite, at Hitestown, and there gives 
us the following section : (Pig. 1 14. ) 

1. Cannel, 2' 

2. Coal, 8' 

8. Bony, Slaty, Coal, O' 7 " 

4. Coal, 8' 

6. Parting Slate, 0' 4" 

6. Coal, 0' 5 " 

7. Parting, 0' i" 

8. Coal, 0' 10 " 



IC 
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The coal is also of excellent quality here, and is shipped 
on a large scale to the manufactories and furnaces at Pitts- 
burg. No. 8 is called the Brick coal^ from its coming out 
in rectangular blocks resembling bricks. * 

This great development of the Upper Freeport coal com- 
mences about one half mile above Hitestown, for above that 
it is single bedded and only 4 feet thick. 

This duplication of the bed was seen once in Butler 
county, near the head of Bull creek. The coal dips very 
rapidly to the south-east here, and where the road crosses 
Hite ■ s run, above its mouth, it is in the bed of the stream ; 
one fourth of a mile below, it passes under the bed of the 
Allegheny river, to be seen no more descending that river. 

Tlie rest of the township, south from Kite's run, is occu- 
pied exclusively by the Lower Barren Measures, which ex- 
tend far up above the Crinoidal Limestone, but which afford 
nothing new or of particular interest. 

Passing up Hites' run, the Pine creek limestone is seen 
coming down to the bed of the stream, one mile above its 
mouth, and 180 feet above the Upper Freeport coal. It is 
an impure iron ore at this locality. Forty feet above it are 
seen some black bituminous shales, which probably repre- 
sent the Baker stown {Ooleman?) coal. 

Near the head of Hites' run, we come to a coal, 3J feet 
thick, on the land of Mr. Simon. It has been mined exten- 
sively by stripping, and, also, by drifting, and is a very good 
coal. It is 360 feet by the barometer above where the Up- 
I)er Freeport coal was last seen at Hitestown, which would 
bring it at the horizon of the Elk Lick. 

Above it, 40 feet, is seen a small coal, and 20 feet above 
that comes a very large black streak of coal, or very bitum- 
inous shales. 



18. West Deer Township^ Allegheny County. 

This lies west from Fawn and East Deer, and adjoins the 
Butler county line. 
It is drained by Big and Little Deer creeks, both of which 

* Totally different fh>m the *' Brick benoh " of the Pittsburg Bed. 
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rise on its northern sloi)es ; the former draining its western 
part, and the latter its eastern. 

The Fifth Axis passes through it west from the center, 
and along its crest it brings up the Upper Preeport coal on 
Bull creek, and on Big Deer, where it crosses that stream. 

The Pittsburg coal is caught on a very high knob, one 
half mile west from Little Deer creek, near the southern line 
of the township ; with these exceptions the surface is occu- 
pied entirely by the rocks of the Barren Measures. 

In its north-eastern part, the Upper Freeport coal is mined 
along the head waters of Bull creek, and at Mr. Brewer's 
bank we get the following : (Pig. 115. ) 

1. Ganneli impure, 2' 

2. Coal, 2'8 " 

8. Shftle, 1' 6 " 

4. SUtyCoal, 1' \ ICO" 

6. Coal, good, 8' 

6. Parting Slate, |" 

7. Coal, 6 " 

8. Fire Clay, 2* 6" 

9. LimeBtone, Freeport, 2' 6" 

The coal shows a structure similar to that seen at Hites- 
town, below Tarentum, in East Deer township. 

Only the lower part of the bed has ever been mined, the 
upper being somewhat slaty, and the cannel is too impure 
to bum well. The lower part of the bed is, however, a tol- 
erably good coal, though containing more sulphur than this 
coal contains at Hitestown. 

There have been a great many openings at this locality, 
which is called " Coal Hill." This is the last opening as we 
ascend this branch of Bull creek ; for the coal passes under 
the stream a few rods above Brewer' s bank, still rising to 
the north-west, though the Fifth or Brady's Befwd, Axis 
crosses only 40 rods west from Brewer's bank. 

Descending the stream, we find the coal mined by Mr. 
Diamond, and also by Mr. Dawson, near the mouth of 
Brewer's run ; and at the pumping station of the Columbia 
Conduit Company it is mined by Mr. W. Dawson, where 
it shows the following section : (Fig. 116.) 
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Ctoal, Upper Freeport, . 



1. Coal, Slaty, . . 6 " 

2. Coal, 3' " 

3. Parting, .... 0' i" 

4. Coal, 0' 6 " 

The coal is clean, brilliant, and much freer from sulphur 
than usual. This is just above where the creek enters East 
Deer township. The coal has now regained its normal thick- 
ness. 

Near Culmerville Post Office, a small coal is seen 160 feet 
above the Upper Freeport. This is one which comes above 
the Buffalo Sandstone, and which is frequently seen at that 
horizon. (See page 32.) 

The Fifth Axis passes a short distance west from Culmer- 
ville ; but Little Deer creek does not cut down deep enough 
to reach the coal where the Axis crosses it. Passing down 
Little Deer creek, the rocks dip quite rapidly to the south- 
east, but there are very few exposures, and nothing of im- 
portance to expose, as we are in the middle of the Barren 
Measures. 

The Crinoidal Limestone is occasionally seen in the hills 
with its underlying bed of red clay. 

A massive sandstone is seen exposed near the creek at 
Gray's mill. 

The smut of a coal is seen 240 feet above it, ascending the 
hill road toward East Deer township ; but above this we see 
nothing but red, brown, and buff shales for 200 feet. 

On Big Deer creek the Fifth Axis crosses one fourth of a 
mile above the mouth of Dawson's run, and there just brings 
the Upper Presort coal to the surface iQ-the creek bed, 
when it again plunges down to the north-west. 

One half mile below this, the coal is mined by Mr. Joseph 
Martin, and we see the following in his slope, which reaches 
the coal 10 feet below the level of the creek : (Fig. 117.) 

1. Sandstone, 2' 

2. Shales, 2' 

1. Coal, l'to4 ' 

2. Bony C5oal, . . .I'tolJ' 

3. Slate, 8 "to4" 

4. Coal, 8' 

5. Slate, \" 

6. Coal, 6 " 

4. Fire Clay, 8' 

6. Limestone, Freeport, ^ 



3. Coal, Upper 
Freeport, 



6' to 9' 
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The upper part of the bed is reported by Mr. Martin to 
be quite variable, sometimes suddenly thickening up to 4 
feet, and again running down to 1 foot or less. 

No. 2 is a bony, slaty coal, which is always too impure to 
bum, and is thrown on the dump. 

No. 4 is the best coal in the bank ; it contains some sul- 
phur, but not enough to injure it for domestic purposes. 
Mr. Martin sells about 25,000 bushels per annum, as he sup- 
plies a wide territory to the west and south with coal. 

The Upper Freeport limestone occurs below the coal, Mr. 
Martin informs me, but he never dug through it. 

No other works are in operation in the neighborhood, as 
the coal cannot be mined except by shafting. 



19, Indiana Townsaip^ Allegheny County. 

This lies south from West Deer and west from East Deer. 
The principal draining stream is Big Deer creek, which 
enters it from the north and uniting with Little Deer, flows 
two and a half miles, and at HarmersviUe, enters the Alle- 
gheny river, which washes the southern shore of the town- 
ship. 

No member of the Lower Coal Series is brought to the 
surface in this township ; for the Fifth Axis passes by to 
the west from it ; but in the trough east from this Axis 
some outlying areas of the Pittsburg coal are caught in the 
highest knobs near the northern part of the township, just 
west from Little Deer creek, between it and Log run. 

One fourth of a mile south from the northern line of the 
township the Pittsburg coal is mined on the land of Mr. 
William Marshall, at whose drift we see the following: 
(Fig. 118.) 

f 1. Slaty Coal, . 2' 0" 

2. Shale, .... 3" 

3. Coal, ... 6" 

4. Shale, ... 3" 

5. Main Benoh Coal 3' 4 " 

1. Slate,, i"^ 

6. Bearing-in Coal, J 2. Coal, 6 " I 5^" 

[3. Slate,. J" J 

1 7. "Bottom Coal," I'S" 

The coal being near the surface is, of course, greatly 



Pittsburg 
Coal, 



Rooi; 



.8' 



8' 
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deteriorated in quality and quite dry and slaty near the 
out-crops, but in under the center of the knob the coal is 
very good, and comes out in handsome blocks. 

The bottom bench is rather impure, containing much 
pyritous slate. It is taken out, however. On the top of 
the knob above the coal we see some huge blocks of a very 
massive sandstone. The knob rises only 40 feet above the 
coal at its highest point, and these are remnants of the 
Pittsburg Sandstone. They are quite coarse and massive. 
Under the coal about 30 feet is seen a whitish limestone 
one and a half to two feet thick. 

The William Marshall tract contains about ten acres of 
the Pittsburg coal. 

Just south from this the coal is mined on the land of Mr. 
J. Marshall by Mr, Johnston. This is the largest single 
area in the neighborhood, and contains about 20 acres. 
The section there is the same as at Marshall' s. 

A short distance south from this is another area of about 
10 acres in the top of a knob, also operated by Mr. John- 
ston, and the section there is as follows : (Fig. 119.) 

1. Slaty Goal, . 2' 6'M 



Pittsburg 
Ckial, 



► Roof Coal, . . 3'7 



2. Shale, ... 3" 

3. Coal, .... 6" 

4. Shale, ... 4" 

5. Coal, Main Benoh, 3' 2' 

r 1. Slate, . 4" ^ 

6. "Bearing-in," . ] 2. Coal, 6 " ( 7" 

r 3. Slate, . \'^ ) 

7. "Bottom" Coal, 1' 6" 



// ^ 



719/. 



The coal is very near the surface and is rather inferior. 
The roof division is slaty and is not taken out. 

Three fourths of a mile south from here we get another 
small area in the summit of a knob on the land of Mr. Le- 
fever. It was once mined, but the opening is now aban- 
doned and fallen in. This is the last patch to the south 
near here, as, the dip having changed, the coal is carried 
above all the neighboring hills in that direction until we 
come down near the mouth of Deer creek. 

Passing down to Little Deer creek we find the Orinoidal 
lAraestone at an interval of 300 feet below the Pittsburg 
coal, and 100 feet above the stream on the west side. 
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On the east side of the creek, near Mr. Conahy's, a very 
high knob extends up almost to the Pittsburg coal, and 
descending it to the creek we get 433' of rocks thus : 
(Pig. 120.) 

1. Concealed from top of the knob, 40^ 

2. Limestone (Pittsburg), 2' 

8. Concealed, 230' 

4. Shaly Sandstone, seen, 6' 

5. Coal, Sla^y, Elk Lick, 1' 6" 

6. Concealed, 80* 

r 1. Limestone, ... 1' \ 

7. Limestone, Crinoidal, . . ^ 2. Shale, (V 4'' [ 2' 4' 

( 8. Sandstone, ... 1' ) 

8. Concealed, 120' 

9. Pine Creek Limestone in bed of Little Deer Creek, ... 1' 6" 

No. 2 is very probably the same limestone which was 
seen on the opposite side of the creek 30 feet below the 
Pittsburg coal, and in that case the Pittsburg coal should 
be found in the very summit of this knob, if it has not 
been removed by erosion. It is light-gray, quite compact, 
breaks with a sharp, clear fracture, and would make very 
fair lime. 

No. 5 occupies the horizon of the JSlIc Lick coaly and is 
rather slaty. Mr. McConahy opened it once, but found it 
too impure to bum. 

The Crinoidal Limestone is here the same greenish, rough 
looking rock, crowded with its characteristic fossils, and 
separated into two layers by. 4 to 6 inches of calcareous 
shale, a thing unusual with this stratum. It has been 
burned by Mr. McConahy, but does not slack well. 

In the bottom of the creek, a short distance below, Mr. 
McConahy' s, the Pine Greek Limestone is seen ; quite hard, 
and silicious, and containing considerable iron. 

A limestone \\ feet thick, lies 180 feet below the Crinoi- 
dal, at the mouth of Little Deer creek. It is rather light 
colored, very compact, somewhat brecciated and silicious 
at the top, and f ossiliferous ; Lophophyllum proliferuTn^ 
and a small Bryozoan being especially numerous, besides 
ChoneteSy Productus^ Spirifer^ &c. 

A small coal comes a few feet below the limestone, and 
reddish shales above it. This is very probably the Brush 
creek limestone, and the coal under it, is the Brush creek 
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coal. Immediately below the coal comes a massive Sand- 
stone, which extends down to the bottom of the creek, 18 
feet below. The limestone has been quarried here and 
burned by Mr. Carson, who reports it as making a very fair 
lime. 

Crossing Big Deer creek, and descending the hill road 
to Denny's mill, we see 170 feet of strata above the Brush 
Creek Limestone, which is very well exposed. They consist 
entirely of reddish drab and chocolate-colored shales, inter- 
stratified with thin sandstone. 

Three fourths of a mile north-west from the mouth of 
Deer creek, a very high knob catches the Pittsburg coal in 
its summit on the land of Mr. Campbell. 

Passing up Big Deer creek, from the mouth of Little 
Deer, we see the Crinoidal Limestone exposed at the road- 
side, 200 feet above the creek, on the land of Mr. Cretz. 

A short distance below Yonker's mill, a massive Sand- 
stone is seen above the Brush creek Limestone, from 
which it is separated by reddish shales. At the mouth of 
Blue run the Brush creek Limestone is seen in the bank of 
the creek, above where the road crosses, and 5 feet below 
it is seen the smut of a coal, and then we have Fire Clay 
and Shales down to a massive Sandstone 12 feet below the 
limestone. 

At Franklin' s old mill, f of a mile above the new one, a 
boring was once made for oil, and all that I could learn of 
it was that a bed of coal, six feet thick, was passed through 
at 150 ; probably the Upper Freeport, as the well commencd 
about 40 feet above the stream, and the Brush creek Lime- 
stone is there a few feet below the bottom of the creek. 

The Pine creek Limestone is seen in a ravine below Dor* 
seyville, and one mile west of the village a coal was once 
worked on the land of Mr. Weber ; reported to have been 
2i feet to 3 feet thick ; it is probably the Bakerstown 
coal, as it comes at about that horizon. 

W, Shaler Township^ Allegheny County. 

This lies west from Lidiana and south from Hampton. 
Pine creek passes in a very tortuous course nearly 
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through its center from north to south, and enters the 
Allegheny river a short distance below Sharpsburg. 

Pine creek, being a large stream, cuts down deeply into 
the rocks, and ; as we approach the crest of the Fifth Axis, 
the Upper Preeport coal is brought up and exposed along 
aU the upper portion of the creek in this township. 

At the mouth of Pine creek, the Upper Preeport coal is 
80 to 100 feet below the level of the Allegheny. 

The Brush Creek Limestone is seen at the roadside, near 
the ^tna Iron- Works. It is IJ to 2 feet thick, and is quite 
compact and silicious. 

The rocks rise very rapidly, as we ascend Pine creek, 
and at the big bend in the creek, opposite the mouth of 
Little Pine, the Mahoning Sandstone is seen in perpendic- 
ular cliflfs along the stream. It is very massive, and it, 
with the Buffalo above, keep the hills steep and rugged, 
and their sides are covered with a dense growth of pine. 

As we go up the stream, the rocks still keep rising faster 
than the stream's bed, and at Shaw's mills, three miles 
above Sharpsburg, the Upper Freeport is brought above 
the water level, and is mined on the land of Mr. Shaw, 
where we get the following section : (Pig. 121.) 

1. Sandstone and Shales, 2ff 

a. Coal, 3' \ 

2. Slate and Goal, r I 

3. Coal, 3' \ 7' 6" 



2. Coal, Upper Freeport, 



4. Parting Slate, .0' J" I 
U. Coal, 0'6 " J 



The coal has the same double character which we see on 
Deer creek, and along the Allegheny at Hitestown. The 
upper bench is tolerably good, but contains some slate and 
sulphur, while the lower is an excellent coal, containing only 
a small proportion of sulphur and ash. It was once exten- 
sively mined and taken to the ^tna roUingrmiQ at the 
mouth of this stream. The coal is shining black, and rich 
in bituminous matter. 

The Crinoidal Limestone is seen in the top of the hill, 320 
feet above the coal. 

One half mile above the mill there are other openings on 
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the land of Mr. Shaw, and they show about the same struc- 
ture as the coal at the mill. 

One mile above Shaw' s mill, the coal is mined by Mr. Mil- 
ler, and there it shows the following structure : (Fig. 122.) 



1. Slaty CJoal, 1' 3 " ^ 

2. Coal, 3' " 

3. Slate, 0' {" 



4' 8" 



4. Goal, 0'5 " 

Here there has been quite a change in the bed, the upper 
bench seen at Shaw's having entirely disappeared, while 
the bottom part remains the same. The coal is very good. 

A short distance above this point the coal seems to thin 
down, and run almost to nothing, as there has been much 
searching for it, and all have failed to find any workable 
coal, though I learned that it was still 1 to li feet thick. 

Just above the Nine Mile House, on the Butler plank 
road, this coal thickens up again slightly and is mined by 
Mr. Hieber, where we get the following section of 4o feet : 
(Fig. 123.) 

1. Coal, 8' 

2. Concealed, 8' 

8. Limestonef Freeport, 4' 

4. Oonoealed to the oreek, 85' 

The coal is quite slaty and sulphurous, the bottom of the 
bed was not seen, but it cannot be more than five to six 
inches thicker than I have given it. 

The ( Upper) Freeport Limestone is here a very compact, 
hard limestone, and contains considerable iron. . 

Girtie' s run flows through the south-western part of this 
township. At its mouth the Crinoidal Limestone is 110 
feet above the Allegheny river, which would place the Upper 
Freeport coal about 180 to 190 feet below the bed of the 
same. As we ascend the stream the rocks rise rapidly, and 
at the mouth of Wible's run the Pine Creek Li/mestone is 
brought up, and we get the following section of 123 feet on 
the land of Mr. Gibson : (Fig. 124.) 

1. Sandy Shales, 10' 

2. Black Slate, 3' 

3. CoaU ■ . (XiOoal Coal on Gertie's Run) 2' to 3' 

4. Fire Clay, 3' 

6. Shales, 2' 

6. Massive Sandstone, 55' 



158 Q. REPORT OF PROGRESS. I. 0. WHITB, 1876. 

7. Shales, Sandy, 4ff 

8. Limestone, Pine oreek, 2' 

9. Shales to the level of the ran, 5' 

At this locality, No. 3 has been mined by Mr. Gibson. 
The opening is now fallen in, but he reports it as tolerably 
free from slate, but contains considerable sulphur. This is 
a local deposit of coal^ being found only on this stream. It 
comes a few feet helow the Orinoidal lAmestone^ probably 
10 to 15 feet. It has been mined further up this stream by 
Mr. Wible, where it was 2 feet thick. 

No. 6 is a very massive Sandstone, and is seen along the 
run in perpendicular cliffs. 

One mile below this, and near the western line of Shaler 
township, the Pittsburg coal comes into a hill, which rises 
450 feet above the stream, and was once mined on the land 
of Mr. Irwin. There are only a few acres of it, as the knob 
rises only 50 feet above the coal. 

On Little Pine creek, opposite Shaw's mill, the Buffalo 
Sandstone is seen in massive cliffs, 100 feet above the stream, 
and the surface is covered with its huge fragments. 

21, Hampton Township^ Allegheny Couniy, 

This lies immediately north from Shaler, and west from 
Indiana. Pine creek is its principal stream, and enters the 
township in its north-west comer, and with many abrupt 
bends and curves passes out of it near the center of its 
southern line. The channel of the stream is in many places 
a mere gorge, cut down through the massive sandstones at 
the base of the Barren Measures. 

Passing up Pine creek, into Hampton township, from 
where the Upper Freeport coal is seen at Hieber's bank we 
find it thinning out entirely ; for near the mouth of Gourd- 
head run the Freeport limestone is seen with nothing but 
a black streak of shale above it to represent the coal. 

Descending a ravine to Gourd-head run, we get 163 feet 
of rocks, mostly on the land of Mr. J. A. Herron. (Pig. 
125.) 

1. Massive Sandstone, Buffalo, seen, W 

2. Shales, 8' 

3. Limestonef Brush Greek, 2* 



HAMPTON TOWNSHIP, ALLEGHENY COUNTY. Q. 159 

4. Sandy Shales, 7' 

6. Coal, Brush Creek, 0' 4" 

6. Sandstone, 28' 

7. Fire Clay and Argillaoeous Shales, 85' 

8. Limestone (Looal), 6' 

9. Sandstone and Shales, 10' 

10. Fire Clay, with Blossom of Upper Freeport Coal at top, 3' 

11. Limestone, Freeport, 8' 

12. Concealed, .'85' 

13. Coalin bedof Goxird-headrun, 2' 

This is a very interesting and somewhat nnintelligible 
section. 

The Brush Creek Limestone is seen in a ravine, where it 
forms a water-fall, and huge tables of it, 10 feet square, 
have broken oflp, and lie in the ravine below. It is f ossilif- 
erous, sandy, and of a dark color. 

Gourd-head rv/ri clay. — No. 7 is a huge bed of Fire Clay. 
The upper portion of it is plastic, while the lower is non- 
plastic. Mr. HeiTon, on whose land it occurs, has had brick 
tested from it, and they stand the fire remarkably well, while 
some portions of the non-plastic clay are suited for glass 
pots, and have been tested for that purpose in Pittsburg. 

Local lAmestone.'^lSo. 8 is a deposit never seen before 
at this horizon, as its place is above the Upper Freeport 
coal, since, a short distance above here, the coal is seen 
between the two Limestones, 3 feet thick. This limestone is a 
light dove color, is very compact, and occurs in two or three 
layers. Its upper part is quite ferruginous, and, at some 
places, is a tolerably rich iron ore. 

The Freeport Limestone is No. 11 ; and the U. F. coal 
which should come above it, is represented by only a small 
streak of coaly shale, though above here, one fourth of a 
mile, the coal comes in 3 feet thick at this horizon. The 
upper part of the Limestone is very ferruginous, and much 
of it could be used as a low-grade ore. 

The coal, No. 3, is probably the Lower Freeport, though 
it may be only a local deposit, as this interval is much 
smaller than I have ever seen it between the two coals. The 
coal has been mined and also stripped out of the creek on 
the land of Mrs. Meyers. It is reported to be 2 feet thick 
and tolerably good. The coal is exposed for only a few 
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rods as the Fifth Axis crosses Oowrd-head at this pointy 
and the coal passes under the stream, both above and below 
in a very short distance. 

The same Brady' s Bend or Fifth Axis crosses Pine creek 
at the big bend in the stream below school-house No. 4. 

Passing up on the high ground between Gourd-head and 
Pine creek, we get the following section of 321' in descend- 
ing to Pine creek on the land of Mr. J. A. Herron : (Pig. 126. ) 

1. Concealed flrom the top of the knob, 50' 

2. Limestonef Grmoidal, 2' 6" 

3. Coal, (ye" 

4. Red and Variegated Shales, oontainhig muoh Iron Ore, 25' 
6. Concealed, 50' 

6. Smut of Coal, Bakerstown. 

7. Concealed, 50* 

8. Dark Foasiliferous L\me8tone^ Pine Oreek, 2' 

9. Concealed, 96' 

10. LimesUmey Brush Creek, 1' 6'' 

11. Shales and Sandstone, 25' 

12. Thin streak of Coal. 

13. Fire Clay, seen, 16' 

14. Concealed to level of Pine Creek, 25' 

The Upper Freeport coal, or rather its horizon, is 10 to 15 
feet below the level of the creek at this locality. 

The Crinoidal Limestone is somewhat earthy and impure. 
It still retains its greenish cast, however, and its multitude 
of crinoidal fragments and other characteristic fossils. 

Mr. Herron has dug into the Shales below the limestone 
in search of iron ore of which he found a considerable 
quantity coming in about the middle of the variegated 
shale, in various sized nodules, and occasionally in a reg- 
ular stratum. It contains about 36 per cent, of metallic 
iron, and did it not cost too much for stripping could be 
used very well with the richer Lake ores. 

No. 6 comes at the horizon of the Bakerstown coal, but 
is only a foot thick. 

No. 8 was named, from this locality, the Pine Creek 
Limestone. It is a dark arenaceous limestone, and is very 
fossiliferous. Its place is immediately on the top of the 

Buffalo Sandstone^ which occupies the entire concealed 
interval. No. 9, at this locality, but which, one half mile 
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below, is seen forming a perpendicular cliff along the 
stream, 90 feet high. 

No. 10, the Brush Creek Limestone, resembles No. 8 
very much in its lithology, and it is also fossiliferous. 
It comes here immediately on top of the Mahoning Sand- 
stone, which is massive only at the top. 

No. 13 is the upper part of the large bed of Fire Clay 
which was seen in the section on Gourd-head run. (p. 156.) 

One half mile below this we see the following in descend- 
ing a ravine on the opposite side of Pine creek ; the section 
holds 184 feet of rocks : (Fig. 127.) 

1. Limestone, Pine Creek, 2' 6" 

2. Ck)ncealed, 90' 

3. Limestone, Brush Creek, 1' 

4. Sandstone, 20' 

5. Coal, 0' 4" 

6. Fire Clay, seen, 15' 

7. Concealed and Sandy Shales, 20' 

8. Limestone, Gourd-head, 2' 

9. Fire Clay and Sandy Shales, 15' 

10. Fire Clay, with Smut of Upper Freeport Coal at top, . . 6' 

11. Limestone, Freeport, 5' 

12. Iron Ore and Fire Clay, 4' 

13. Sandstone to level of Pine Creek, 5' 

Here we find the Gourd-head LtToestone only two feet 
thick, and evidently thinning away as it is quite earthy. 

The only representation of the Upper Freeport is a few 
streaks of coal at the top of the fire clay over the Freeport 
Limestone. 

A bed of iron ore scattered in layers and huge nuggets 
through the fire-clay occurs under the Freeport Limestone. 

On the opposite side of the creek the Buffalo Sandstone 
is seen occupying interval No. 2 in a massive perpendicular 
cliflf. 

Just below here the Fifth or Brady's Bend Anticlinal 
Axis crosses the stream, and the rocks dip rapidly down 
to the north-west. 

At the mouth of Grouse's run, the Brush Creek Lime- 
stone is only 40 feet above Pine creek. 

Continuing on up that stream, we find the rocks still dip- 
ping down until at the mouth of Montour' s run the Pine 
Creek Limestone is only 15 feet above the level of the water. 
11— Q. 



162 Q. REPORT OP PROGRESS. I. 0. WHITE, 1876. 

Where the road crosses Pine creek above this, near the 
western line of the township, we find the same limestone 
at the road side ten feet above the creek. It is very com- 
pact and of a grayish white color. 

£^, Richland Township^ Allegheny County. 

This lies directly north from Hampton, and east from 
West Deer, and adjoins the Butler county line. 

No large streams cut down into the rocks in this township, 
but it is a common heading ground for several streams. 

Deer creek heads on its eastern slope ; several tributaries 
of Pine creek rise in it and flow south, while on its north- 
em slope the waters of Glade creek and Breakneck take 
their rise and pass north into the Connoquenessing. 

We thus get very high land in the township, and the Up- 
per Freeport coal is 100 feet below the surface at the nearest 
point. The township is consequently occupied exclusively 
by the Barren Measures, which extend up above the Mor- 
gantown Sandstone, at many localities in the northern part. 

On the West branch of Deer creek, the Brush Creek 
Limestone is seen along the road one foot thick, one mile 
above the mouth of that stream, and just in the edge of the 
township. It is dark colored and fossiliferous, and comes 
ten feet above a very hard silicious sandstone. 

Continuing up this stream, we come to the Butler plank 
road, one mile south from Bakerstown, and there a coal was 
once mined at the road side on the land of Mr. Dunbar. 
The opening is now fallen in, but Mr. Dunbar informed me 
that the coal was good, being 2^ feet thick and having ten 
inches of cannel coal at the bottom of the bed. 

Type locality of the Bakerstown Coal bed : — 

Passing over to Bakerstown, we find the same coal has 
there been mined on the outskirts of the village for a great 
many years by Mr. Flick, and from this locality it has been 
termed the Bakerstown coal. A large amount of coal has 
been taken out here, but the mine has been abandoned on 
account of the difficulty in draining it. 

The coal is said to be 2 feet thick, besides 11 inches of 
cannel coal at the bottom. 



3. Coed, Bakerstown, . 
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One hall mile south from Bakerstown, Mr. Douglass is 
opening a bank in this coal, and there we see the following : 
(Fig. 128.) 

1. Crinoidal Luuestone, 2' 

2. Concealed, 90' 

^1. Coal, 1'6 " 

2. Slate, 0' \" 

8. Coal, 0' 4 " 

4. Slate, 0' i" I 2' 8" 

5. Coal, 0' 3 " 

6. Slate, 0' I'' 

(7. Cannel, . . . . 0' 6 " 

4. Fire Clay and Sandy Shales, seen, 6' 

The coal is quite slaty at the out-crop, as the section wiU 
show, but Mr. Douglass tells me it gets to be solid coal, 
when followed into the hill. 

The cannel at the bottom is extremely variable, both in 
thickness and quality, sometimes running up to a foot, and 
again almost running down to nothing. It is generally im- 
pure, but sometimes becomes better, and is then burned 
along with the rest of the coal. 

The Crinoidal Limestone is seen in the field above the 
coal, its greenish rough blocks lying scattered around over 
the hill, and crowded with organic remains. 

Passing west from Bakerstown along the Beaver road, we 
see nothing but Sandstone and Shales with an occasional 
band of red clay. 

gg ( Reserve TovmsMp^ Allegheny County. 
\ McOlure TovmsMp^ Allegheny County. 

These are two small areas, which adjoin each other, and 
encircle Allegheny city on the north. 

Spring Grarden and Butcher runs pass through Reserve. 
They both have a very rapid faU throughout their course. 

Wood's run passes through the center of McClure, and 
enters the Ohio below Brunot' s Island. 

Along the Allegheny river between the mouth of Girtie's 
run, and the mouth of Wood' s run the CriTwidal Limestone 
is almost constantly in sight, and with it we see another 
one associated, as in the following section, which is seen 
one mile below the mouth of Girtie's run : (Pig. 129.) 
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1. Goal and Bltominoos Shale, Elk Ldok, 2' 

2. Fire Clay, 1' 

8. Limestone, (K to 5' 

4. Sandy Shales, 35' 

5. Limestone, Crinoidal, 2' 

6. Coal, 0' to 1' 

7. Variegated Shales to level of West Penn. R. R., 15' 

The Elk Lick coal is sometimes an impure bituminous 
coal, and at others a very impure cannel, or bituminous 
slate. The limestone below it is seen all along the West 
Penn railroad, in the cuttings between the mouth of Girtie' s 
and Butcher's runs. It is a black calcareous mass, con- 
taining many fossils, and very irregular in its thickness, at 
times suddenly running up to 5 and 6 feet, and as rapidly 
thinning away entirely. 

This Elk Lick liinestone has possibly been taken some- 
times for the Crinoidal along the Monongahela river opposite 
Pittsburg, as the latter is here the same greenish, compact 
rock we nearly always see it, while the former resembles 
very much the stratum seen on the south side of the Mo- 
nongahela. These two Limestones are seen along Spring 
Garden and Butcher runs throughout their course in Re- 
serve township. 

The Pittsburg coal comes into the summits of the hills 
in the northern part of the township, and descending from 
it to Spring Garden run we get the following 320 feet : 
(Pig. 130.) 

1. Pittsburg Coal, . .* ? 

2. Concealed, 80 ' 

3. Limestone, 8 ' 

4. Red Shales, Argillaceoos, 20 ' 

5. Sandy Shales, 50 ' 

6. Massive Sandstone, Morgantown, 50 ' 

I.Coal, 0"-.12" 

& Variegated Shales, 50 ' 

9. Coal, impure Cannel, Elk Liok, 1' to IJ' 

10. Shales, 8 ' 

11. Limestone, 2' to 8 ' 

12. Shales and Sandstone, 85 ' 

18. Crinoidal Limestone, 2' to 8 ' 

14. Coal, 1 ' 

15. Variegated Shales to level of the run, 20 ' 

The Morgantown Sandstone is very massive, and has been 
extensively quarried for building purposes, for which it is 
well adapted, being a free splitting, grayish-white rock, 
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which dresses easily, and withstands the weather without 
crumbling. This is the rock which is quarried far up in 
the hills, back from Allegheny City. 

The Elk lick coal is an impure cannel, and has been 
stripped out of the run at one point, just before we enter 
Ross township. 

Going north-west up these streams, the strata rise 100 feet 
per mile on the eastern slope of the Fifth or Brady' s Bend 
Axis. From Allegheny City w:est, the strata rise very 
rapidly, and, at the mouth of Wood's run, we come to the 
crest of the Fifth Axis, which crosses at this point, and 
throws the Crinoidal Limestone 200 feet above the level of 
the Ohio. 

Here at the mouth of Wood's run, we see the following 
in descending the newly-graded road to the Ohio river 206' : 
(Fig. 131.) 

1. Limestoney Crinoidal, 2' 

2. Red and Variegated Shales, 80' 

3. Sandy Shales, with massive Sandstone at bottom, . . 80' 

4. itme»eowe, "Pine Creek," 2' 

5. Variegated Shales, 10* 

6. Massive Sandstone, Buffalo, oO' 

7. Dark Sandy Shales, 7' 

8. Coal, " Brush Creek," 2"to4" 

9. Dark Shale. 

10. Concealed to the Ohio river, 26' 

No.' 6 is the massive Sandstone which is seen all along 
the railroad from Wood's run to Haysville. 

Occasionally Nos. 4 and 5 of the section are cut out, and 
we get a soUd mass of Sandstone 100 feet thick, as the 
lower 40 feet of No. 3 is massive. No. 7 contains some 
small quartz pebbles near its base. 

The Lower Freeport coal should be found here at a depth 
of 80 to 100 feet below the Ohio, while at Pittsburg, 3 
miles above, it is at least 250 feet below the same, so that, 
should search ever be made for that coal in the vicinity of 
Pittsburg, it should be done at Wood's run. The Pine 
creek Limestone is seen a short distance up the run, but as 
we trace it around the point, it is cut out entirely by the 
coalescence of Nos. 2 and 5. Where seen, it is quite fer- 
ruginous, and fossUiferous. 
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S4. jRo88 Township^ AllegJieny County. 

This lies north from McClure and Reserve and west from 
Shaler. Its streams are all small, and it contains some very 
high land, which takes in small patches of the Pittsburgh 
coal in the southern part. 

Girtie's run, with its several small tributaries, flows 
through its north-eastern part, while Spring Garden, Butch- 
er' s, Wood' s, and Jack' s rise on its southern slope. 

The Pittsburg coal is found in the high knobs, between 
Spring Garden and Butcher's runs, and is now mined in one 
of them by Mr. Williams, and at his bank the following is 
seen to be the section of the bed : (Fig. 132.) 



. 4' 8" 



9' 10" 



1. Coal, somewhat ala^, 2' 4" ' 

2. Shale, 6" 

8. Coal, 1' 2" 

4. Shale, 8" 

5. Coal, 3' 6" 

7. " Bearing-in Coal," with thin Slates . 

above and below, 4" 

8. Coal, "bottom," 1' 4" 

This coal is quite good, except near the surface, where, 
of course, it has deteriorated by oxidation. It is nearly 
all mined out. 

Just north of this is another outlier of the Pittsburg 
coal in the top of a knob, owned by Miss Neely and Mr. 
Layng. 

At the head of Spring Garden run there are two outlying 
patches of Pittsburg coal on the land of Mr. Ramsey ; each 
one contains two or three acres, and the coal is nearly aU 
taken out of both. 

At the head of Wood's run there are two more small 
areas of the Pittsburg coal, caught on the land of Mr. Grofl^, 
and one half mile north from this, and just east from the 
Perrysville plank road, there is another smaU area on the 
land of Mrs. Rhodenbaugh, which contains only about one 
acre, and there is very little coal left in this knob. These 
last three small areas are just on the crest of the Fifth 
Axis, and the coal is 600 feet above the Ohio river. 
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Descending from the coal at Mrs. Rhodenbaugh' s to the 
forks of Girtie' s run, above Ever Green, we go over the fol- 
lowing intervals through a section of 423^ feet : (Fig. 133.) 

1. Pittsburg Coal, 10 ' 

2. Concealed, 280 ' 

8. Crinoidal Limestone, 2 ' 

4. Shales, and concealed, 100 ' 

5. Massive Sandstone, 15 ' 

6. Limestone, Pine Creek, |' 

7. Dark Sandy Shales, seen, 6 ' 

8. Concealed to level of run, 10 ' 

Here, near the Forks of Girtie' s run above Ever Green, 
the Fifth Axis crosses and the dip is changed as we ascend 
the stream. Descending Girtie' s run past Ever Green, the 
Pine Creek I/imestone is occasionally seen along the stream, 
dipping very rapidly to the south-east. 

The sandstone above it is very massive, and sometimes 
forms perpendicular cliJBfs 30 to 40 feet high. 

Passing up either branch of Girtie' s run, toward Perry s- 
ville, the OrinoiddL Limestane is frequently seen cropping 
out along the sides of the hills, and at PerrysviUe we come 
to the limestone which is often found 80 or 90 feet below 
the Pittsburg coal. 

In going down Jack's run from its head, we pass suc- 
cessively over the Crinoidal and Pine Creek Limestones, and 
at the mouth of the stream come down to the Brush Creek 
lArnestone^ which is there seen a few feet above the Ohio, 
and immediately under the Buffalo Sandstone. 

25. McCandless Tovmship^ Allegheny County. 

This lies immediately north from Ross, and west from 
Hampton. Pine creek flows west nearly through its center, 
and receives numerous tributaries from the north, while 
Girtie and Lowrie's runs head up in its southern part. 

This township lies in the trough west from the Fifth 
Axis, and the lowest rock exposed in it is the Pine creek 
Limestone, which is seen in the bed of Pine creek, just as it 
leaves the township. The Pittsburg coal is caught in a single 
knob, at the western line of the township. 
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The Barren Measures cover all the rest of the township, 
and the least depth to the Upper Freeport coal is 180 feet. 

A short distance above the mouth of Montour's run, the 
Pine Creek Liinestone is seen where the road crosses Pine 
creek. It is 5 feet above the level of the stream, and is light- 
colored, very compact, and contains many fossil shells and 
Crinoids. Just below this, we see a massive sandstone above 
the Pine creek Limestone, and immediately under it is a 
coal, or black shale, which has been opened at this point. 
It comes about 30 feet above the Pine Creek Limestone, and 
may be the Bakerstown coal. 

Below the mouth of Montour's run, a very massive sand- 
stone begins to rise out of the stream. This is the Buffalo 
Sandstone^ which attains such an enormous development a 
few miles below, in Hampton township. 

Passing up the main branch of Pine creek, we see the fol- 
lowing, near the old Buckeye hotel 146 feet : — (Fig. 134. ) 

1. Black Bituminous Slate (Elk Lick Coal), 1' 6" 

2. Fire Clay and Shales, 4' 0" 

3. Limestone^ {Elk Lick X»tmeAton«), ... 1' 

4. Concealed, 86' 

5. JAmestone,^ Crinoidaly 4' 

6. Coal, 1' 6" 

7. Concealed, 75' 

8. Coalf Bakerstown, S' to 4' 

9. Concealed to creek, 20' 

Here we catch another glimpse of the limestone seen un- 
derlying the Elk Lick coal, at Allegheny City. Only the top 
of it is seen. It is a dark gray rock, and tolerably compact. 
The Crinoidal is in three layers, separated by shales. 

The little coal under it has there been stripped out on the 
land of Mr. Moon, who reports it quite pure, li feet thick. 

The Bakerstown coal was once mined, but was difficult to 
di^in, and had to be abandoned. Mr. Moon says it ran from 
3 to 4 feet in thickness, and had one foot of cannel coal at 
top. The roof is bad, and was continually falling in. The 
coal burned very well, though it made a large amount of aslu 

Near the head of Pine creek, a high knob catches a small 
area of the Pittsburg coal, and, descending the hill to Pine 
creek, we see the following 385 feet of rocks : (Pig. 135.) 



2. ^®*^' 
Pittsburg, 



WS" 
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1. Conoealed fh>in the top of the knob, 4(y 

' 1. Roof coal in several layers, . . 4' 

2. Shale, T 2" 

3. Coal, "Main Bench," 3' 4" 

4. " Bearing-in ( ^' ^^*f' ' * ' > 
Coal," 2.Coal, .4S- 6" 

( 3. Slate, . i" ) 
1 5. "Bottom Coal, 1' 9" j 

3. Concealed, 290' 

4. Limestonet Crinoidal, 4 

6. Concealed to Pine Creek, 40' 

The surface of the ground above the coal is strewn with 
huge blocks of the Pittsburg Sav^ stone. None of it is seen 
as the bed, however. The coal is mined in this township by 
Mr. Sarver and Mr. Neely. The floor of the coal is 1,325 
feet above tide, approximately, as I was enabled to check 
my barometrical base only a short distance away, where the 
projected Pittsburg and North- West railroad crosses Pine 
creek, on the Alston farm. The coal is nearly all taken out 
of the hill, and is much inferior to the usual quality of Pitts- 
burg coal, on the Monongahela, though its inferiority is due 
entirely to its long exposure so near the surface. 

The Crinoidal Limestone is seen along the creek road well 
exposed, where it is seen to consist of three layers of rock, 
separated by calcareous shales. It is hardly as compact as 
when single, yet it retains its greenish color, and multitudes 
of Crinoids. 

On Pierce's branch of Pine creek, one mile below Pierce's 
mill, we see the following, on the land of Mr. Warner: 
(Pig. 136.) 

1. Crinoidal Limestone, 8 ' 

2. Concealed, 80 ' 

3. Coalf Bakerstown, O'to2^' 

4. Conoealed to creek, 85 ' 

Here an opening has been made in the Bakerstown coal 
by Mr. Warner. At the mouth of the drift there is 2 to 2^ 
feet of impure coal, with 6 inches of cannel at the bottom ; 
but, on following it into the hill, the coal all disappears in 
a few rods, and is replaced by a dark, sandy, bituminous 
shale. Just below Pierce' s miU, the Crinoidal Limestone is 
seen above the road with its immense band of red clay coming 
in below. The Limestone is 80 feet above the creek. 
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£6. Pine Tovmship^ Allegheny County. 

This lies immediately north from McCandless, and adjoins 
the Butler county line. 

It is drained by Pine creek on the south, Brush creek on 
the west, and Breakneck on the north. It therefore con- 
tains about the highest land in the county. 

The Pittsburg coal is caught in a solitary knob in its 
southern part, and, with this exception, the whole surfece 
is covered by the Barren Measures, the Upper Freeport coal 
being at no point less than 200 feet below the surface. 

As previously stated, the Pittsburg coal is caught in a 
high knob, which rises above all its neighbors by about 100 
feet, just east from Pierce' s branch of Pine creek and one 
mile north from the southern line of the township. This is 
its most northern point within our district. 

Here, on the land of Mr. Emmit, we get the following 
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r 1. Slaty Coal,. I'D " ' 
2. Shale, . . . 0' 4 " 
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8. Coal,. . . .1'2 " 
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4. Slate, . . 1" 








5. Coal, .... 9 " , 








6. Shale, 
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7. Goal, ... 8 " 1 






2. Pittsburg Goal, . 


8. Slate, ... 1 " 
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9. Coal, . . . 2' 4 " 
10. Slate, ... J" 








11. Goal,. ... 4 " 


I 6 ' 






12. Slate, ... J" 








18. Goal, ... 9 " 








14. Slate, ... i" 








^ 16. Goal, . . . 1' 4 " J 
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8. Concealed, 90 ' 

4. JWwie«ton«, 4 ' 

5. Red Clay, 20 ' 

6. Concealed 185 ' 

7. Goal, Elk Lick, | to 2 ' 

8. Shales, and concealed, 85 ' 

9. Limestone^ Crinoidal, 2J' 

10. Red Clay, 25 ' 

11. Concealed to level of the oreek, 15 ' 

Here the Pittsburg coal has been mined for forty years on 
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the land of Mr. Emmit, where about 2i acres of it are caught 
in the knob. It is nearly all worked out now. The coal 
being exposed so near the surface is, of course, very much 
deteriorated, and the main body shows more partings of 
slate than usual. 

The floor of the coal is 1,360 feet above tide as determined 
by connecting it with a point on the projected Pittsburg and 
North- Western railroad, two and a half miles distant, which 
makes the coal at this point about 325 feet higher than at 
Pittsburg. 

No. 4 is a very light-colored limestone, quite compact, 
and breaks with conchoidal fracture. Both it and the red 
clay below seem to be persistent, as they are seen at every 
point in the country where their horizon is exposed. 

The clay is a dull red, with a streak of light yellowish 
marl near its middle, which gives to the mass a kind of 
mottled appearance. 

The Elk Lack coal was once opened by Mr. Emmitt, and, 
at the mouth of the bank, was two feet thick, and a toler- 
ably fair coal, but, on drifting into the hill, it thinned away 
to only six inches. 

The Crinoidal Limestone is seen with its typical character, 
being a dark greenish, compact rock, filled with fossils, of 
which the most abundant are crinoids. 

Near Wexford Post OflBice the limestone coming 90 feet 
below the Pittsburg coal is seen about 40 feet below the 
summit of the hill. 

At the head of Brush creek the Crinoidal Limestone is 
seen on the land of Mr. Graham, and the blossom of the 
Bakerstown coal is seen 75 feet below it. 

S7. Marshall Township^ Allegheny County, 

This is the north-western township of the county, lying 
directly west from Pine, and being bounded on the north 
by Butler county and on the west by Beaver. 

It is drained by Big Sewickley* creek, which heads up in 
its center, and flows out of it to the south. Brush creek 
flows in a sluggish stream across its north-eastern comer. 

•There \r another Sewickley oreek in Westmoreland county. 
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There is very little of interest in this township, as it is cov- 
ered entirely by the BaiTen Measure Shales, and few ex- 
posures occur. 

On the branch of Big Sewickley, which flows along near 
the Beaver county line, the Brush creek coal and its over- 
lying limestone are seen. The coal was once mined on the 
land of Mr. CuU, and the Brush Creek Limestone is seen 1^ 
feet thick, and 10 feet above the coal. Nothing could be 
learned concerning the latter. The limestone goes under 
the stream between the two saw-mills, and then passing up 
on the elevated land, we see the Crinoidnl Limestone with 
its underlying red clay near school-house No. 4. Passing 
down on to the head of another branch of Big Sewickley, 
we see the Pine Creek Limestone near the house of Mr. 
Bower, where it occurs in the bed of the creek, one foot 
thick, while the Crinoidal is seen in the hillside 120 feet 
above. 

Along Brush creek we find a broad and level valley ex- 
cavated out of the Barren Measure Shales, and there every- 
thing is concealed so deeply by debris that scarcely a rock 
can be seen in place. 

The Upper Freeport coal is, however, about 100 feet below 
its surface, where Brush creek passes into Butler county. 

^8. Franklin Township^ Allegheny County. 

This is a triangular area, which lies immediately south 
from Marshall, of which it was formerly a part. 

No large streams pass through it, but Big Sewickley flows 
along its western border, while Little Sewickley, Killbuck, 
and Lowrie's runs rise on its southern slope and flow south 
to the Ohio. We find some very elevated land in this 
township, and the Pittsburg coal is caught in three small 
isolated areas ; with these exceptions the Lower Barrens 
cover all the rest of the township, and the least depth to 
the Upper Freeport coal is not far from 100 feet. 

Duff ' s run puts into Big Sewickley near the north-western 
part of the township, and on this stream, one mUe above 
the stone mill, the Elk Lick coal is mined on the land of 
Mr. Aiken, where we get the following succession 139': 
(Fig. 138.) 
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1. Dark Shales, 10' 

„ ^ ,.„,,. , (1. Cannel, impure, 8" > 

2. Coal, MkLlok, ..... ^2 o^' P l^^„ j 2-8 

3. Concealed, ..*...* 25' 

4. Limestone, Crinoidal, 1' 6'' 

5. Concealed to DufTs run, 100' 

This coal which the section shows to be Elk Lick has 
been mined quit^ extensively, as it is the only coal ac- 
cessible for several miles. It is a bright, lustrous coal, 
quite rich in bitumen, and containing very little visible 
pyrites. The cannel at the top is generally too impure to 
bum, but sometimes it can be used. 

The Crinoidal Limestone has been burned on the land of 
Mr. Aiken. It is a mere mass of fossils. The clays under 
it are very marly, and many land slides have occurred. 

Passing up from this limestone we come to a very high 
knob on the land of Mr. Schuring, and there about 20 feet 
below its summit occurs the Pittsburg coal 300 feet above 
where the Crinoidal Limestone was last seen, f of a mile to 
the west. This is ne^ar the center of the southern line of 
Franklin township, and is the most western oidcrop of t?ie 
Pittsburg coal in the district. 

There is only about one acre of coal in this area. The 
coal was once mined here, but has been nearly all taken out, 
and the opening is now fallen in and abandoned, so that the 
structure of the coal could not be seen. Mr. Schuring, 
however, informed me that only the main bench was mined, 
6 feet thick, while the roof coal was 4 to 6 feet more. 

Two miles south-east from this we find another small area 
of this coal in the summit of a high knob on the land of 
Mr. Wright, and there we see the following: (Fig. 139.) 

1. Concealed from the top of the hiU, W 

2. Sandy Shales, 8' 

r 1. Coal, 2' 6" ^ 

1. Roof Division, \ 2. Shale,!' 6" \ 6' 0" 

( 8. Coal, 2' 6" ) 

2. Shale, 1' 2" 

/'l.Coal,2'9 "^ \ 12' 



8. Coal, 
Pittsbnrg, 



8. Main Bench, . 



2. Slate, 4" 

8. Coal, 4 '» 

4. Slate, V' 

1^6. Coal,l'8 ">/ 



4' 9 



*t 
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This coal has been mined for a great many years to sup- 
ply the country around, but is now about worked out. 
There were originally 5 acres of it in the hill. The roof 
coal is never taken out. It shows an immense develop- 
ment, and is somewhat slaty. 

The concealed portion above the coal is covered with im- 
mense blocks of massive Sandstone, which are fragments 
of the Pittsburg Sandstone. 

From the summit of this knob, we have a magnificent 
view of the surrounding country, and can see nearly all 
the Pittsburg coal hills in the county ; Schuring's to the 
west, Sarver* s to the north, and away further to the north 
Mr. Emmitt's in Pine township. 

About midway along the eastern line of this township, 
we come to another knob containing the Pittsburg coal in 
its summit, part in Franklin and a portion in McCandless 
township. Mr. Vandever mines the coal in Franklin town- 
ship, where there is five feet of coal taken out, and as 
much more left in the roof. There are about 4 acres of this 
coal area in both townships. Passing down to Pine creek 
we go over the outcrop of the Morgantown Sandstone^ which 
is quite massive, and come down to the Elk Idck coal, 250 
feet below the Pittsburg. It was once mined several years 
ago on the land of Mr. Brown, but the opening has long 
since fallen in, and the coal cannot be seen. I was informed, 
however, that it was 2 feet thick. 

99. Ohio TovmsMp^ Allegheny County. 

This lies south from Franklin and west from Boss, hav- 
ing the Ohio river for its southern boundary. 

All its streams flow south into that river, among the 
principal of which are Killbuck and Lowry' s runs. 

The township is occupied entirely by the Barren Measure 
series, since none of the streams cut down to the Upper 
Freeport, and the Pittsburg coal is not caught in any of the 
hills. The Upper Freeport coal lies about 75 feet below the 
Ohio at its eastern border, and 35 to 40 at its western. 

In its south-eastern part, a beautiful terrace is seen 280 
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feet above the Ohio, and Bellevue is built on it. It contains 
all kinds of metamorphic gravels and boulders, the most 
of which are small, and passing down from this, we come 
to another at Balie's Tavern ; this is a very fine one, and is 
120 feet above the Ohio. It is continuous along the river 
for a long distance. 

At the mouth of Spring House run, which puts into the 
Ohio, a short distance above Lowrie' s run, the Brush Greek 
Limestone is seen near the level of the raUroad track, where 
it is ten inches thick, and the massive Buffalo Sandstone 
rises in a perpendicular cliff above it, and below the lime- 
stone is seen the top of a very massive Sandstone, which is 
the Mahoning. 

At the mouth of Lowrie' s run, the Buffalo Sandstone is 
seen in cliffs along the railroad with its base near the level 
of the track, and passing up this stream the rock rises quite 
rapidly, frequently forming perpendicular cliffs along its 
sides. It is here no longer a conglomerate, but a tolerably 
coarse-grained homogeneous sandstone. 

Near the head of the stream, the hills rise very high, and 
one, near the Franklin township line, catches the blossom 
of the Pittsburg coaly on its very summit. 

On the left branch of this stream, the Crinoidal lime- 
stone is seen 110 feet above it, on the land of Mr. Thomp- 
son, where it has been quarried and burned and he re- 
ports that it makes excellent lime. It is 2 feet thick, and 
is the same greenish fossiliferous Limestone, which we al- 
ways see it. 

On the highlands between the head- waters of Lowrie' s 
and KDlbuck runs, we come to the limestone and red clay 
which underlie the Pittsburg coal at an interval of 90 feet. 
They are seen along the road for some distance. The hills 
rise above the Limestone only 50 feet, and are consequently 
too low to take in the Pittsburg coal. 

Going down to the head of Killbuck run, we find the 
Crinoidal Limestone exposed at the road-side, near the 
school-house, and 45 feet above the run. Descending Kill- 
buck run, it falls very rapidly, and soon cuts down into the 
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Buffalo Sandstone, and a short distance below Duff's Mills 
we see the following section of 170 feet : (Fig. 140. ) 

1. Grinoidal Llmestoiie, T 

2. CJonoealed, IKK 

3. Massive Sandstone, BufBedo, to level of run, 60' 

Here a row of limestone boulders were seen at the horizon, 
which I have assigned to the Grinoidal, though it is very 
probable that they belong a few feet higher. 

The Buffalo Sandstone is quite massive, and rises in wall- 
like cliffs along the stream from this point for a long dis- 
tance below. Occasionally its base comes above water level, 
and then we see the Brush Creek Limestone below it. One 
mile above the mouth of Killbuck, we see the following, 286 
feet of rocks, descending a steep hill : (Fig. 141.) 

1. Massive Sandstone, Morgantown, seen, 20' 

2. Concealed, 65' 

8. Limestone^ Crinoidal^ 2' 

4. Red Clay, 30' 

6. Concealed, 85' 

6. Pine' Creek Limestone, 2' 

7. Massive Sandstone, BafMo, 75' 

8. Shales, 8' 

9. Brush Creek Limestone, 1' 

10. Concealed to level of run, 8' 

Here the Morgantown Sandstone is seen in a massive cliff, 
extending around the top of the knob, while huge masses 
of it are scattered all over the hillside. It is a grayish-white, 
and tolerably coarse, compact sandstone. 

The Pine creek Limestone is a light dove-colored rock, 
somewhat brecciated, and fossiliferous. It rests immedi- 
ately upon the Buffalo Sandstone, which is here seen in a 
perpendicular cliff. 

The Brush creek Limestone is a dark arenaceous rock, and 
fossiliferous. 

* At the mouth of Killbuck, the Morgantown Sandstone is 
seen in a long line of cliffs, near the top of the hill, and the 
sides ol the same are covered with its huge fragments. Be- 
low the mouth of Killbuck, the strata commence to rise to 
the west, and the Buffalo Sandstone thins away, and is no 
longer seen in massive cliffs along the Ohio Mils ; but we 
find a beautiful terrace, whose top is 80 feet above the Ohio, 
and extends along the river for a long distance. 
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SO. SeiDvMey TownsMpy AllegJieny County. 

This lies directly west from Ohio township, and adjoins 
Beaver county. 

The Ohio river washes its southern shore, and Big Sewick- 
ley creek forms its western boundary, while Little Sewickley 
flows south through it, almost parallel to the Big creek. 

None of the streams, however, cut down into the rocks to 
the Upper Preeport coal, and hence the Lower Barren Series 
occupy its entire surface. 

The terraces along the Ohio, in this township, are exceed- 
ingly beautiful. We get one at 30 to 40 feet above the Ohio, 
another at 80, and still another at 120. The one at 80 feet 
is the largest and most persistent. It forms the delightful 
plain on which stands the village of Sewickley. It contains 
a great many rounded metamorphic boulders. 

Where the Beaver road crosses Little Sewickley creek, 
the Mahoning Sandstone is seen in a massive stratum near 
the bridge, and has been quarried extensively. It is a coarse, 
grayish-white rock, specked with iron stains, and makes an 
excellent building stone, as it splits easily into most any 
desired shape, and withstands the action of the elemente 
remarkably well. 

The Brush Creek limestone is seen a short distance above 
the bridge along the road, which passes up Little Sewickley. 
It is 80 feet above the creek, and is a dark, calcareous, shaly 
rock, filled with fossils. It is frequenly seen along the 
stream, as we ascend it, and two miles above its mouth it 
comes down within 10 feet of the creek, and the Brush creek 
coal is seen below it, in the following section : (Pig. 142.) 

1. Massive Sandstone, BnfB^do' seen, 40' 

2. Shales, 6' 

3- LimestonCf Brush Creek, 1' 

4. Dark Shales, * 10' 

6. Coal, Brush Creek, 1' 6" 

6. Concealed to the oreek, 8' 

Here the Brush Creek coal has been stripped out of the 
creek bank on the land of Mr. McKane. It is reported to 
be quite good, though too thin to pay for drifting. 
12— Q 
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The Limestone above it is very hard and black, and con- 
tains many fossils. 

The Buffalo Sandstone comes down to the creek just above 
this, or mther the creek bed comes up to it, for the stream's 
bed rises faster to the north than the strata. 

At the mouth of Big Sewickley, the Mahoning Sandstone 
is seen in quite a massive cliff, where the Beaver road crosses 
that stream, and just above it is a quarry on the Allegheny 
side. The rock is a very fair building stone. 

The Upper Freeport coal should there be seen at about 
the level of the Ohio river, but is, of course, concealed by 
the terrace deposits, if, indeed, it exists at all, which is 
quite doubtful, since at no point along the Ohio, between 
this and the mouth of the Beaver, does it ever attain avail- 
able thickness. Ascending the Big Sewickley, the rocks 
rise about as fast as the stream's bed, and the Mahoning 
Sandstone is seen along the creek for a long distance.' 

On the steep hill side, near the mouth of Big Sewickley, 
we see the following : (Fig. 143.) 

1. Orinoidal Limestonef 8' 

2. Variegated Shales, 25' 

3. Concealed, IOC 

4. Shales and Shaly Sandstone, BafEUo, 60' 

6. Limestoney Brush Creek, 2' 

6. Concealed, gO^ 

7. Massive Sandstone, Mahoning, seen, 25' 

8. Concealed to the level of the Ohio, lO* 

The Crlnoidal Limestone is very full of fossils, and is 
scattered in large blocks all over the hill. 

The Buffalo Sandstone is a mere mass of sandy shales, 
which, however, make a steep and almost perpendicular 
escarpment along the hill, while the Brush Creek Lime- 
stone is seen in large square masses below, where it has slid 
down from its bed. 
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Chapteu X. 

Beaver County. 

SI. Economy TovmsMp. 

This lies south from New Sewickley township, and is 
bounded on the south-east by Allegheny county, and on 
the west by the Ohio river. No important streams enter 
the Ohio withiQ the township, but Big Sewickley flows 
along its south-east border. 

At the mouth of Big Sewickley the river turns and flows 
north, and the strata rise quite rapidly, so that at the west- 
em line of the township the Kittanning coal makes its ap- 
pearance above the Ohio, at the mouth of Crow' s run. The 
lower coals are exposed only along the Ohio, and for a short 
distance back into the country, as the small streams fall so 
rapidly that the coals are very soon carried under their beds. 

Along Big Sewickley, the strata rise as fast as the 
stream's bed, and consequently the Upper Freeport coal 
should be found at about 35 to 30 feet below, anywhere be- 
tween the mouth of the stream and the mouth of McPher- 
son's branch. 

Two miles above the mouth of McPherson's branch we 
see the following in descending a hill on the land of Mr. 
Hoenick, at the mouth of Fink's run : (Fig. 144.) 

1. Limestone^ Pine Greek, , , 2' 6" 

2. Gonoealed, and Sandy Shales, 60' 

8. Limeatoney Brash Creek, 1' 8" 

4. Sandy Shales, 12' 

5. Black Slate, seen, 2' 

6. Gonoealed to the level of the oreek, 25' 

No. 1 is a dark, grayish stratum somewhat nodular, 
and containing many fossil shells, crinoids, &c. It is the 
Pine Creek Limestone. 

No. 3 is a very hard, compact, arenaceous limestone, of 
a pinkish tint on its weathered surface and contains much 
iron. It is also f ossiliferous, holdiag Chonetes^ Productus, 
Ac. No. 5 probably represents the Brush Creek coal. 
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Near Wall Rose i)08t office some very high hills rise to 
within 100 feet of the Pittsburg coal, as they extend 200 
feet above the Crinoidal Limestone, and catch the White 
Limestone on their summits, which comes 90 to 100 feet 
below that coal. 

Just north from Wall Rose post office the Crinoidal Lime- 
stone is seen above the road in fragments strewn over the 
ground, while below it comes the great bed of red clay, 
here 30 feet thick, and making a conspicuous mark in the 
roads and fields. This limestone is 180 feet above the bed 
of McPherson's branch. One half mile north-west from 
the blacksmith's shop, a coal was once opened on the land 
of Mr. Gross in the summit of a high knob. It comes 40 
feet above the Crinoidal Limestone, and is therefore the Elk 
lick coal. The bank has long been abandoned, as there 
was no roof above the coal, and it could not be mined to 
advantage. It is reported to be 3 feet thick. Passing north 
from this point along the Beaver and Pittsburg road, the 
Crinoidal Limestone is frequently seen near the summit of 
the hills, and always accompanied with its underlying red 
and variegated clay. 

Near the northern edge of the township, the foIlo¥dng 
section is seen along the road descending from McDonald's 
store to Crow's run : (Fig. 146.) 

1. Limestone, Crinoidal, 1' 6" • 

2. Red Clay, 80* 

8. Sandy Shales, 90* 

4. Limestonej Pine Creek, 2' 

6. Sliales, IC 

6. Somewiiat maasiye Sandstone, BoflUo, 50' 

7. Concealed to level of Crow's Run, 120' 

No. 1 is seen near the top of the hill at the forks of the 
road, and the red clay below it is a conspicuous landwork 
in the road for a long distance. 

No. 4 is seen in a bed of nodules along the road, and is a 
light grayish stratum, and aLso fossiliferous. 

The Buffalo Sandstone is quite massive, and forms a cliff 
along the stream, or rather a steep escarpment. 

The Upper Freeport coal must be near the level of the 
stream, but everything is covered up by debris and nothing 
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can be seen. Near the north-east corner of Economy town- 
ship, the Brush creek coal is mined on the land of Mr. 
Bock, and there we see the following : (Fig. 146. ) 

1. Limestone, Brush Greek, 1' 

2. Dark Shales, 12' 

3. Coal, Brush Creek, 3' 

The coal is mined to some extent for local supply. It is 
a variable seam, sometimes showing 3 feet of coal, and 
again running down to 2 and even 1^ feet. It is divided 
near the bottom by a parting of slate, 1 to 3 inches thick. 
The coal has a dull luster, is somewhat slaty and cannot be 
used for smithing purposes. It bums very well in the grate, 
however, and is of much value to the immediate neighbor- 
hood, which, without it, would be very badly oflf for coal. 

The shales over it are a dirty, black crumbling mass, and 
at times they contain so much bituminous matter as to re- 
semble a cannel in appearance. 

Returning to the Ohio at the mouth of Big Sewickley we 
find a very handsome terrace extending along the river 
up to Economy, where it forms the site of that village, 120 
feet above the Ohio. Everything along the river front, in 
the vicinity of Economy, is covered up by the terraces, but 
on the opposite side of the river the following section is 
seen, which will answer for the Economy side of the river 
as well : (Fig. 147.) 

' 1. Limestone, Orinoidal, 4' 

2. Red Shales, 25^ 

3. Concealed, 100' 

4. Finely laminated Sandstone, Bufiftdo, TO' 

5. Brush Greek Limestone, 4' 

6. Dark Shales, 12' 

7. Coal, Brush Creek, 1' 8" 

8. Sandstone, Mahoning, seen, 85' 

9. Concealed to level of the Ohio, 100' 

The horizon of the Upper Freeport coal wonld be about 
60 feet above the Ohio, though there is doubtless no work- 
able coal here. 

The Brush Creek Limestone is a black mass of calcareous 
shale, and is filled with fossils ; the Brush creek coal is a 
seini-cannel. The smut of this coal is seen along the road just 
north-east from Economy, and also the limestone above it. 
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On L^onville run, the Mahoning Sandstone is qnarried 
one half mile above its mouth on the Harmony tract. It is 
quite a massive rock, and makes an excellent building 
stone, being very compact, grayish- white, and much specked 
with oxide of iron. 

At Baden Station, the Lower Freeport coal is brought up 
to the railroad level, and has there been mined near the 
station on the land of Mr. Berry. Here we see the following : 
(Fig. 148.) 

1. Shales, Sandy, *10 ' 

2. Coal, Lower Freeport, H'— 2 ' 

3. Fireclay, 1^' 

4. Limestone, Butler, * 2 ' 

5. Concealed to the level of the Ohio, 45 ' 

The coal was once mined at this locality, but was only li 
feet thick, and impure at that. The limestone under it, is 
seen very finely exposed along the little run which puts 
into the Ohio, at the upper end of Baden. It is a very 
hard compact rock, breaking with sharp angular fracture, 
is a light gray, in color, and much brecciated. It also con- 
tains small iron nodules. It was once burned by Mr. Berry, 
but did not slack well. 

The Butler Iwiestcme is also seen along the road, opposite 
the steam mill in Baden. 

Tivebaugh run comes into the Ohio just below Baden sta- 
tion, and here the Lower Freeport is mined, a short distance 
above its mouth, by Mr. Lee. The coal is 2^ feet thick, and 
has a small streak of slate 6 inches below its top. It is a tol- 
erably good coal, though containing rather too much slate. 
It has a bright shining luster, and comes out in handsome 
blocks. 

Just above this a short distance, and on the opposite side 
of the run, the same coal is mined by Mr. Larkin, and there 
we see the following 22V : (Fig. 149.) 

1. Shaly Sandstone, 5' 

2. Shales, 6' 

3. Coal, 2' 6" 

4. Concealed to Tivebaugh, IC 

No partings are seen in the coal, though it contains too 
much sulphur for smith's use. 
Passing up Tivebaugh, the Lower Freeport coal soon runs 
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under, and the bed of the stream, rising quite rapidly, comes 
up to the Freeport Limestone a short distance above the 
month of Davis's run. Here descending from the hill road 
we get the following section 279' : (Fig. 150.) 

1. Limeatonef Crinoidal, .2' 

2. Red Clay, 80' 

8. Concealed, 70' 

4. Sandy Shales, 60' 

5. Limestone-f Brush Creek, I' 

6. Concealed 20' 

^ 1. Coal, 12" N 

7. Coal, Brush Creek,. . . ) 2. Shale, 9" i 3' 

I 3. Coal, 16" ) 

8. Sandy Shales, and thinly bedded Sandstone, Mahoning, . . 85' 

9. Fireclay, 6' 

10. Limestone, Freeport, 3' 

The Crinoidal Limestone is seen on the hill near Mr. Cor- 
kon's, along the road, and the red clay is a marked feature 
below it. The Brush Greet Limestone is here separated 
from the underlying coal by an interval of 20 feet, which is 
much larger than customary, the usual interval being only 
10 to 12 feet. 

The limestone itself is a very hard, compact stratum, and 
contains much iron, in fact almost enough to constitute it 
an ore. The coal below it has been mined by Mr. Davis, 
but is not now in operation. It is separated into two 
benches by a parting of slate and shale, which varies from 
6 to 18 inches at the expense of the coal. The lower bench 
is best, so Mr. Davis informs me, the upper being somewhat 
slaty. 

The Mahoning Sandstone is a mere mass of sandy shales, 
with an occasional thin sandstone running through it. The 
Upper Freeport coal should come immediately above the 
Fire Clay No. 9, but it is here entirely absent, being repre- 
sented by nothing but a black slate one half foot thick at 
the top of the Fire Clay. 

The Fire Clay is very pure, and would doubtless make 
excellent fire brick. The Freeport Limestone below it is 
seen in two layers, the top one being one foot thick and 
having a slaty fracture, while the lower is quite compact, 
and light gray in color. It is seen in the bed of the stream, 
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a short distance above the mouth of Davis' Branch of Tive- 
baugh run. 

At Remmington Station, the Darlington coal is seen at 
the road-side 12 feet above the track, coming immediately 
under the Freeport Sandstone, and being 1^ feet thick. It 
has been stripped near Mr. Musgrave' s, and is a tolerably 
good coal. 

Passing north along the railroad from this point, we see 
the strata rising quite rapidly, and, at the mouth of Crow's 
run, the Kittanning coal comes up to the level of the rail- 
road track, and descending the steep hill, we see the fol- 
lowing section of 227' : (Fig. 161.) 

1. Mahoning Sandstone, massive, seen, SCV 

2. Concealed, 116' 

3. Massive Sandstone, Freeport, seen, 20' 

4. Coalf Darlington, . . (Upper Kittanning) Blossom. 

5. Concealed, 20' 

6. Shales, dark at bottom, and containing Iron Ore, . . 25' 

7. Coaly Kittanning, 2' 

8. Fire Clay, 8' 

9. Sandstone to bed of Crow's Run, 2' 

Here the Mahoning Sandstone has been eictensively quar- 
ried on the land of Mr. Conway. It is a very massive rock, 
quite coarse, and even conglomeratic in some portions, and 
is a fine building stone. 

Only the lower part of the Freeport sandstone is seen, but 
it is very massive, and immediately under it comes the blos- 
som of the Darlington coal. 

The shales, separating the Darlington and Kittanning 
coals, are dark in the lower part, and are filled with kid- 
ney iro7i ore as usual. 

The Kittanning coal has been opened on the land of Mr. 
Conway. It is 2 feet thick, but rather poor in quality, as 
it contains much pyritous slate. It was once mined for local 
use, but has now been abandoned. The large bed of Fire 
Clay below it is very pure looking. 

The Kittanning coal, being only 10 feet above the bed of 
Crow's run, passes under that stream a few rods above, and 
a very short distance up the stream we come to an opening 
in the Darlington coal, on the land of Mr. Conway, near the 
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northern boundary of the township, and there we see the 
foUowing76': (Fig. 152.) 

1. Massiye Sandstone, Freeport, 40' 

2. Coca, Darlington, 1' 4" 

3. Concealed to level of Crow's Bon, 86' 

The Preeport Sandstone is seen extending along the creek 
bank, in a massive perpendicular cliff. It rests immediately 
upon the Darlington coal, which shows a thickness of only 
16 inches at the mouth of the drift, but thickens up to 18 
inches further in the hill. It contains more slate than usual 
for this coal. 

32. Neio SewicJcUy Township^ Beaver County. 

This lies directly north from Economy, and adjoins the 
Butler county line. 

Brush creek enters it from the east, near its central line, 
and flows diagonally across it, leaving the township in its 
north-western comer. Crow' s run is the only other stream 
of any importance, and drains the southern portion of the 
township. 

The horizon of the Upper Freeport coal is exposed through- 
out the entire course of Brush creek, and for some distance 
along Crow's run, and along the Ohio river front of the 
township ; but with these exceptions, the surface is occu- 
pied entirely by the Barren Measures. 

Passing up Crow' s run, from the point where we left it at 
the Economy line, we find a great many openings have been 
made on the Darlington coal along that stream. Just in the 
edge of the township, we see the following, on the land of 
Mrs. Robinson 182' : (Pig. 153.) 

1. MasEdye Sandstone, Mahoning, aeon, SO^ 

2. Concealed, 100' 

3. Massive Sandstone, Freeport, 40' 

4. ConX, Darlington, . . (Upper Kittanning) 1' 8" 

5. Concealed to Crow's Ron, 10' 

Here, at the top of the hill, is a quarry in the Mahoning 
Sandstone, on the land of Mrs. Robinson. The bottom of 
the stratum is not seen, but the rock shows a massive face 
of 30 feet to top of the hUl. The rock is a very fine build- 
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ing stone, and contains many quartz pebbles in some parts 
of it. 

Everything is covered np in the interval, No. 2. The 
Freeport Sandstone is seen in a vertical cliflf along the stream, 
and is somewhat flaggy in its lower part. 

The Darlington coal is quite pure, and is a very rich, oily 
coal, having a bright shining luster. There is one half foot 
of slaty cannel on top of it here. 

Passing up the stream we find the last opening in the 
Darlington coal before it sinks below water level on the 
land of Mr. Smith, just below the forks of Crow's run, 
where it is 20 to 22 inches thick, with the slaty cannel still 
seen resting on its top. 

Just above the forks of the stream, we get the following, 
in descending a steep hill to the creek near the old miU 
site 130': (Pig. 154.) 

1. Maaalve Sandstone, Mahoning, seen, 40' 

2. Concealed, 5' 

3. Xtmcatonc, Freeport, 2' 

4. Concealed, 20' 

6. Sandy Shales, 35' 

6. Coal^ Lower Free^rt, 1' to 2' 

7. Sandy Shales, 8' 

8. Ztme^tone, Butler, 8' 

9. Sandy Shales to the level of Crow's Run, 15' 

The Mahoning Sandstone attains a large development and 
numerous quarries are being operated on it here. It is a 
very massive stratum, and is a grayish white rock, which 
splits into blocks of any. size, and dresses quite freely. A 
vast quantity of building stone has been hauled from this 
locality to Baden, and shipped on the Pittsburg, Fort 
Wayne and Chicago railroad to Pittsburg and other cities. 

The Upper Freeport coal is doubtless very thin, as only a 
small blossom of coal is seen in No. 2. 

The Freeport Limestone occurs along the road, which de- 
scends to Crow's run at this point. It is a light gray, com- 
pact rock, and weathers with a peculiarly wrinkled appear- 
ance. It is buff on its weathered surface. 

The Lower Freeport coal has been stripped along the hill 
and used in burning the limestone below it. It varies from 
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one to two feet in thickness, and is quite slaty in places. 
Jnst above the old mill it has been drifted upon by Mr. 
Smith, and is there two feet thick, with a parting of slate 
one inch thick near the middle. 

The Butler Limestone has been quarried and burned. It 
is a very rough looking rock, being very much breeciated, 
and containing small nodules of iron ore sticking out over 
it. It is of a grayish blue color and non-fossiliferous. It 
is said to have made very good lime, though it was quite 
difficult to slack. 

A boring was once made for oil at this point, and a coal 
is reported at 75 feet below the Lower Freeport — this would 
be the Darlington. 

Passing up Crow's run, above this the Mahoning Sand- 
stone dips rapidly down, and is soon seen forming a massive 
wall on either side of the stream, which here iiows in a mere 
gorge, cut out of this rock, and it finally passes below the 
stream one mile above the old mill site ; then the fall of the 
stream is much less rapid, and the strata soon commence to 
rise faster than the stream's bed, and where the Mahoning 
Sandstone re-appears one and a half, miles above it is a 
mere mass of sandy shales. 

Near the head of Crow's run, the Brush Creek coal is 
mined on the land of Mrs. Steel, and there we get the fol- 
lowing section of it : (Pig. 155.) 

1. Dark Shales, 8' 

r 1. Coal, 2' N 

2. Coal (Brush Creek), . . J 2. Slate, . . . . . 0' J" > 2' 64" 

( 3. Coal, 0' 6 " ) 

Blocks of the Brush Creek Limestone are seen in the 
debris above the mouth of the bank, but its exact horizon 
was concealed. The coal has a dull slaty look, and is rather 
I)Oor. It is mined for local supply. 

Passing up on the hill above this we come to the Crinoi- 
dal Limestone, near the Baptist church, 195 feet above the 
coal. The red clay is there seen under it near the church. 

A short distance east from Mrs. Steel' s opening, the coal 
is mined on the land of Mr. Lovell, at whose drift we see 
the following : (Pig. 156.) 
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1. Limestone, Brush Creek, .... 1' 

2. Dark Shales, 12' 

/ 1. CJoal, 2' 0" N 

8. Coal (Brush Creek), . . ) 2. Slate, 1" 5 2' V 

( 3. Coal, 6" ) 

4. Fire Clay, seen, 2' 

Mr. Lovell mines this coal quite extensively for country 
supply, as there is no other coal near, except Mrs. Steel's. 
The coal is very fair looking and is bright and lustrous. 

Mr. Lovell says the smiths have used it successfully. 

Passing over to Brush creek, we find the Preeport lime- 
stone exposed in the bank of the creek where the road 
crosses it just below Harkin's saw-mill. Here the lime- 
stone is 3 to 4 feet thick in two layers. 

The coal above it is only 10 inches thick, as proven by 
Mr. Harkin, who sunk a small shaft to it through the sur- 
face debris. One mile above this, just in the edge of But- 
ler county, it is four feet thick. 

The Mahoning Sandstone is quite massive, and Mr. Goeh- 
ring has a quarry in it near the saw-mill. 

Keeping on down Brush creek in a north-west direction, 
the Upper Freeport coal and its underlying Limestone are 
frequently seen, though the coal does not attain workable 
dimensions. The strata keep pretty much on the same 
level, neither rising no falling until we come to Unionville. 
Here the Upper Freeport coal was once mined on the land 
of Mr. Bums, at the road-side near Noss's saw-mill, where 
it is reported to have been 2 feet thick. 

One half mile south from Unionville on a small stream, 
the Upper Freeport has been mined on the land of Mr. 
Casper Zahn, where we see the following 40': (Fig. 167.) 

1. Massiye Sandstone, Mahoning, seen, 20^ 

2. Concealed, 6' 

3. Coaly Upper Freeport, 1' 6" to 20" 

4. Fire Clay, 2' 

5. Limestone, Freeport, 2' 

Here the Mahoning Sandstone is quarried on the land of 
Mr. Lutz. It is a very firm, compact rook, and makes a 
splendid building stone. 

The coal below it has been mined and also stripped out of 
the little bottom. It is only 18 to 20 inches thick, but of 
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excellent quality. The Freeport limestone, below it, is 
very nodular and ferruginous. 

Descending the Rochester road to Unionville, we see the 
following exposure of 225' : (Fig. 158.) 

1. Sandy Shales, 45' 

2. Coal, 1' 

3. Sandstone and Sandy Shales, 80' 

4. Black Carbonaoeous Shales, 1(K 

5. Variegated Sandy Shales, 60' 

6. Fire Clay, with a streak of Coal at the top, 4' 

7. Mahoning Sandstone, 35' 

8. Coaly Upper Freeport, Bloeaom. 

9. Concealed to the level of Brush Creek, 40' 

No. 4 is very probably the horizon of the Brush Creek 
coal. Just across the lower bridge at Unionville, the Upper 
Freeport coal is seen in Mr. 2iahn' s spring-house, where it 
is 18 inches thick and 45 feet above the creek. One half 
mile below this a coal was once opened and mined on the 
land of Mr. Bums at an elevation of 100 feet above the 
creek, and 50 feet above the Upper Freeport coal. The 
mine is not now in operation, but it is reported somewhat 
slaty, which made it extremely hard to dig. 

Two miles below Unionville the Upper Freeport coal is 
mined on the land of Mr. Cunning, and there we see the 
foUowingSO': (Fig. 159.) 

1. Sandy Shales, 5 ' 

2. Coal, Upper Freeport, O'to4' 

3. Fire Clay, 3 ' 

4. Limestone, Freeport, 2\* 

5. Concealed to level of Brush Creek, 65 ' 

Here the Upper Freeport becomes locally workable. It 
is quite variable, however ; for, when followed to the south, 
it runs out almost entirely, but, in other directions, it thick- 
ens up to 4 feet. The coal is very bad, being full of pyri- 
tous slate, and bums out a grate in a very short time. 

Big Knoh^ an index of the former extent of the Coal 
Measures northward. 

Near the center of the township, a high knob of land, of 
oval or elliptical shape, extends up 300 feet above any 
of the surrounding hills. This is known as Big Knob. It 
can be seen for a long distance, and is the most elevated 
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I)oint in the district, its summit being about 1,460 feet above 
tide. I was anxious to know what had preserved this ele- 
vated point from the erosion which has leveled down all its 
neighboring hills, so, ascending it, I fonnd a steep escarp- 
ment extending around it near the summit, and this is 
formed by the Morgantovm Sandstone^ which there caps 
the hill and has preserved it from the general waste. This 
massive sandstone is known to be the Morgantown, because 
the Crinoidal Limestone is seen 100 feet below the summit 
of the knob. Standing on this elevated point and gazing 
out on the hills and valleys, far below, one can form some 
idea of the tremendous erosion to which the coal rocks have 
been subjected, and of the former northward reach of 
strata, now only seen far to the south ; for this is the only 
point at which the Morgantov4ai Sandstone is seen for 15 

miles to the south-east. 
At Freedom we get the follovring section descending the 

steep hill back from the village to Dutchman's run 287' : 

(Pig. 160.) 

1. Shaly Sandstone, Mahoning, seen, 

2. Coal, Upper Freeport, Blossom. 

3. Concealed, HKi' 

4. Coaly Darlington, . . . (Upper Kittanning) Blossom. 

5. Shales, and oonoealed, W 

6. Ctoa«, Kittanning, . . . (Lower Kittanning) 2' 6" 

7. Fire Clay 10' 

8. Oonoealed to the level of the Ohio, 100' 

Here the Kittanning coal has been mined at several points 
along Dutchman's run. It is utterly w^orthless, however, 
and seems only to be used when nothing else can be ob- 
tained. The fire clay under it is very good, and is manu- 
factured into fire brick by Mr. Bryon, of which it makes an 
excellent quality. 

33. Rochester Township, Beaver County. 

This is a small area, which surrounds and includes the 
borough of Rochester, at the mouth of the Big Beaver. 

It borders on the Ohio and Big Beaver rivers, and aU the 
streams passing through it are small, heading up in the high- 
lands, and descending with a rapid fall to the rivers. 

A short distance above Freedom, the Kittanning coal is 
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mined on the land of Mr. Locock, and there it shows the 
following structure 112' : (Pig. 161.) 

1. Coal, . . . . N ^ . . . 8" \ 

2. Slate, .... V Klttannlng Coal. ] • • • 1" to2'' i 2' 5" 

4. Fire Clay, 10' 

5. Conoealed to the Ohio River, 100' 

This coal is very bad, containing so much pyritous slate 
as to be almost worthless. The fire clay below it is quite 
pure, however. 

OaS'Well. — About half way between Rochester and Free- 
dom, the Rochester Tumbler Co. bored for gas. A record 
was kept on a black-board in the drill-room, and, when gas 
was struck, it caught fire, and derrick, record, and all were 
consumed, so that very little could be learned of the suc- 
cession. However, a sand was struck at 916 feet, which 
flows from seven to eight barrels of a dark green oil per week. 
The well commences 75 feet below the Kittanning coal ; 
hence this oil comes from one of the Butler county oil-sands. 
The interval here, from the Kittanning to the Upper Free- 
port, is 180 feet, which, added to the other intervals, give 
180-4-75-4-915=1, 170 feet oil-horizon below Upper Freeport 
coal. In Butier county, the interval between the Upper 
Freeport coal and the first oil sand is 1,150 to 1,200 feet. 
The oil obtained at Rochester is 47 gravity. Considerable 
gas is obtained in the same oil-rock, and is used in the man- 
ufacture of tumblers. 

The terraces at the mouth of the Big Beaver have been 
described in the general discussion. 

Just above the mouth of the Big Beaver, we get the fol- 
lowing section of 148' on its left bank : (Fig. 162.) 

1. Shaly Sandstone, IC 

2. Coal, Darlington, 1' 2" 

3. Shales, containing Iron Ore at bottom, 80^ 

/ 1. Coal, 6" 

"\ 

6. Fire Clay, seen, 5' 

6. Conoealed to the level of the Ohio River, IOC 

Here the Kittanning coal is mined by Mr. Fell. It is quite 



4. CoaZ, Kittanning, . . . ^ 2. Slate, V } V 

3. Coal, 1' 6" 
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impure, containing mncli sulphur, in binders, and is also 
slaty. It is separated into two benches by a parting of hard 
sulphurous slate, which varies in thickness from 1 to 2 
inches. The coal below this parting is better than that above. 

The Darlington coal was once opened immediately above 
the Kittanning, but it was only 14 inches thick, and was not 
followed further. 

The fire clay under the Kittanning coal is very pure and 
good, and is used in the manufacture of fire-brick. 

One fourth of a mile above this, McKinley ' s run puts into 
the left bank of the Beaver, and along it the Kittanning coal 
is extensively mined. 

In ascending the run, the first works are Mr. Smith' s, then 
Mr. Moulter's, and last, just before the coal passes under the 
stream, it is mined by Mr. McLaughlin, at whose drift we 
see the following 92' : (Fig. 163.) 

1. Sandstone, Freeport, tolerably maaalye, W 

2. Sandy Shales, 10* 

3. Coal^ Darlington, . . (Upper Kittanning) 1' 4" 

4. Shales, 26' 

/ 1. Goal,. . . 7 •' ^ 

6. Coal, Kittanning, . . . . } 2. Slate, . . |"to2'' [ 2' 

C 8. Coal, ... 1' 6 " ) 
6. Fire Clay, seen, 4' 

The coal is quite sulphurous, though, with care, it can be 
much improved, since the most of the sulphur comes out in 
large "binders," which can be removed with a little trouble. 
The coal shows the same section at all the banks on this run. 

Three fourths of a mile above the mouth of McKinley' s 
run, Whistler' s run puts into the Big Beaver through Bridge- 
water, and a short distance up it we see the following, at 
the coal- works of S. Barnes & Co., 126' : (Pig. 164.) 



1. Dark Shales, containing Iron Ore, 20' 

^ 1. Coal,. . . 6'' ^ 

2. Coal, Kittanning, . . . . [ 2. Slate, . . 1" to2" S 7f 

5 3. Coal, ... 1 6" 5 

3. Fire Clay, 7' 

4. Sandstone and Sandy Shales, W 

6. Limestone^ Ferriferous, 1|' to 2' 

6. Concealed to the level of the Beaver, 85' 



The coal is of tolerably fair quality here, having mucli 
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less sulphur in it than at the banks below. It is richly 
bituminous in the lower part, and is lustrous and brilliant. 

The Kittanning fire clay is of superior quality. This is 
the bed from which the large fire-brick manufactory of S. 
Barnes & Co., of Bridgewater, obtains its clay. The fire- 
brick and furnace lining made there are highly recom- 
mended by the iron men of the Mahoning and Shenango 
valleys. Only about five to six feet of the fire clay is used, 
as the lower part is too silicious. It is very hard wjien first 
taken out, but soon moulders down to a plastic clay. 

The Ferriferous Limestone makes its first appearance in 
the section at this point, it having been concealed in all 
those below this, along the Beaver and Ohio. It is about 
ten feet below the level of the railroad track, and is some- 
what impure. It is filled with its common fossils, viz: 
Spirifer cameraius^ S. Wneatus^ Productus longispinus^ 
Chonetes mesoloba^ &c. ; and also an abundance of Crinoidal 
fragments. 

Mr. Lord mines the Kittanning bed opposite Barnes' 
opening. 

One half mile above the mouth of Whisler's run, the coal 
is mined by Mr. Moore, and there we see the following : 
(Pig. 165.) 

1. Coal, Kittanning, 2' 

2. Fire Clay, 8' 

8. Sandstone and Shales, 42' 

4. Limesionef Ferriferous, seen to the level of the R. R. traok, 5' 

Here the Ferriferous Limestone has become quite massive, 
and has resumed that peculiar weathered appearance which 
it so often presents when of considerable thickness ; it has 
a shriveled aspect, from its face being traversed with wavy 
lines of weathering. It is a very compact, hard, bluish gray 
rock, and crowded with fogjsils. 

5^. Pulaski Township^ Beaver County, 

This lies immediately north from Rochester, and partly 
surrounds the latter on the east. The Big Beaver river 
forms its western boundary, and it encloses the borough of 
New Brighton, which occupies the banks of the same 
stream. Block-house run is the only stream of any con- 
13— Q. 
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sequence which flows through it. This rises in the eastern 
and northern parts of the township, and empties into the 
Beaver, just below New Brighton borough. 

Most of the surface is occupied by the Lower Coal Series, 
but, in the eastern part of the township, the Barren Meas- 
ures cover up everything after the Upper Preeport coal has 
got beneath the streams. 

Passing on up the Beaver from where we left oflf in Ro- 
chester township, we find Paved run putting into Block- 
house, a short distance above the latter' s mouth ; and, on 
this little stream, we get the following section of 214' on the 
land of Messrs. Chamberlin & Mendenhall : (Fig. 166.) 

1. Maaalve Sandstone, 80' \ 

2. Coal,. . . (local) 0' 5" > Preeport, 46' 

3. Sandstone, 15' ) 

4. Coal, Darlington, 1' 6" 

5. Shales, oontaining Iron Ore, 25' 

^ 1. Coal, . . . 6 ' N 

6. Coa?, Kittanning, . . . V 2. Slate, . . J" to 3" > 2' 

) 3. Coal, ... 1' 6" ) 

7. Fire Clay, 6' 

8. Shaly Sandstone, 64' 

1. Limestone,. . . . 2|' 

2. Shale, ij' 

9. Limestone, Feri'iferous, I 3. Jjimestone, . . . . 1 ' 

4. Shale, 3 ' 

,5. Limestone,. . . . |' 

10. Dark Shales, 16' 

11. Concealed to level of Beaver, 65' 

Tlie Kittcinning coal is mined by Chamberlain & Menden- 
hall. It is a tolerably fair coal, though it contains consider- 
able sulphur. 

The Darlington coal is exposed above it, and is seen to be 
a very pure coal. 

The shales separating these two coals,, contain immense 
quantities of iron ore^ in huge nuggets. 

Coal bed in the Freeport Sandstone. — No. 2 is a local 
streak of coal which here comes in the Preeport Sandstone, 
the upper part of which is massive. 

The Ferriferous Limestone shows a queer freak of split- 
ting up into three layers, separated by shales. Each layer 
is quite compact, and crowded with fossils. It was once 
quarriei^ near here, and burned. 
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The Kittanning Fire Clay is very good. 

Three fourths of a mile above this we get the following 
section of 220' descending the hill past the Terra Cotta- 
Works of Messrs. Elverson & Sherwood : (Fig. 167.) 

1. Maasive Sandstone, Butler, 25' 

2. Coalf Ijower Freeport, Bloaaom. 

3. Concealed, 80' 

4. Coal^ Darlington, . . . (Upper Kittanning) 1' 4" 

5. Fire Clay, 3' 

6. Shales, 26' 

/ 1. Coal, 6" J 

7. Coal, Kittanning, ... J 2. Slate, 1" S 2' 

( 3. Coal, 1' 6" ) 

8. Fireclay, 8' 

9. Shales and Shaly Sandstone, 55< 

10. Limestone^ Ferriferous, 8' 

11. Shales, 8' 

12. Concealed to level of Black Honse Run, 14' 

The Butler Sandstone No. 1, has been quite extensively 
quarried by Mr. Smith. It is a very compact, coarse, yel- 
lowish- white rock, and makes a fine building stone. 

The Lower Freeport is represented by the blossom of a 
coal seen at the base of this sandstone. 

A fine terrace occurs 20 to 25 feet below the level of this 
last stratum ; it is covered with a very thick coating of clay, 
which is used in the manufacture of plant pots, by Messrs. 
Elverson & Sherwood. 

The Darlington coal is seen in the bank near the Terra 
Cotta- Works. 

The Kittanning coal mined here is a very superior coal, 
being pitchy, brilliant, and free from the pyritous slate, 
which renders it so bad at other mines. It is used at the 
Terra Cotta-Works in burning their wares. 

The Kittanning under -clay ^t this locality is a superior 
article for terra cotta ware. It is manufactured by Messrs. 
Elverson & Sherwood into all kinds of flower pots, vases, 
rustic baskets, statuary, &c. The wares of Elverson & 
Sherwood received the first premium over all competitors 
of their class at the Pittsburg Industrial Exposition in 
1875. The Terra Cotta establishments along the Ohio river 
which get their clay from this same stratum were then in 
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competition. Clay of three grades of fineness is used in 
making different articles. 

Messrs. Elverson & Sherwood inform me that the clay 
which has been exposed along the edge of the rock, or 
rather where there is no rock covering, is the best for terra 
cotta ware, as it vitrifies with more ease. 

The Battanning coal is also mined here by Mr. Couch, 
Smith, and others. 

The Ferriferous Limestone was once quarried, and burned 
for cement, which was used in building the locks on the old 
Erie and Pittsburg canal. It is impure and sandy, but filled 
with fossils, Productus longispinus being especially abund- 
ant. • . 

Above this one fourth of a mile, and opposite Butler 
Street, the coal is mined by ' Squire Glass, who also has a 
fire-brick establishment, and descending to the run we get 
the following section of 92' : (Fig. 168.) 



1. Dark Shales, oontaining Iron Ore, W 

r 1. Coal, 7" ^ 

2. Goal (Kittanning), . . . ) 2. Slate, V [ 2' 

C 3. Coal, r 4" ) 

8. Fire Clay, 8' 

4. Sandy Shales and Sandstone, 60' 

6. Limestone, Ferriferoue, 2' 

6. Conoealed to level of Blook-Honse Run, 10' 



Here the Kittanning under-clay is burned into fire-brick 
at the establishment of Mr. Glass. 

The Ferriferous Limestone has been quarried out along 
the road for burning. It is somewhat impure, as it always 
is, when thin. 

Up Block-House run, one mile above Glass's, we come 
to several openings in the Kittanning coal, among which 
are those of Mr. Fish, Evan's, Funkhauser, and others. 
The coal is not so pure as at the Terra Cotta- works, con- 
taining considerable sulphur and slate. 

The Darlington Blacksmith Coal : — 

Mr. Bentley has an opening in the Darlington coal a 
short distance above Mr. Fish's ; it is 18 inches thick, and 
35 feet above the Kittanning. It is remarkably pure, and 
free from sulphur, and is termed the "Blacksmith coal," 
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as it is prized by the smiths, above all other coals. It is 
richly bituminous, and the layers of bitumen are interlami- 
nated with mineral charcoal. 

The Kittaiming coal is last mined by Mr. Barrett, a short 
distance above this, at the forks of the run, by a shaft 18 
feet deep, as the strata are dipping rapidly to the east. 
Descending from the summit of the hiU at this point we 
get the following section of 205' : (Fig. 169.) 

1. MasEave Sandstone, Mahoning, Bff 

2. Concealed, SC 

8. Coal, Lower Freeportj 1' 2" 

4. Sandstone, Shales, and oonoealed, W 

6. Coal, Darlington, . . (Upper Kittanning) 1' 6" 

6. Sandstone and Shales, 40^ 

7. Coaly Kittanning, in Barrett's shaft, 2' 

The Mahoning Sandstone is very massive, and huge blocks 
of it are scattered over the hill. On another hill, just across 
from this to the west, this rock is quarried extensively by 
Mr. Fish. It is a fine building stone ; some quartz pebbles 
occur in it. 

The Upper Freeport coal is seen under it at Mr. Fish's 
quarry, running from 2 to 8 inches in thickness, and at 
times thinning out altogether. 

The Lower Freeport coal is seen along the hill-side, 
where some one has attempted to open it. It is too thin 
and slaty to be of any value, however. 

The Darlington coal has been stripped out all along the 
hiU-side, and in the little bottom above, where it comes 
down to the run. 

Ascending the right or east branch of Block-House run, 
the strata dip down, and pass under the stream, successively, 
and the massive Mahoning Sandstone keeps the walls of 
the same almost vertical on either side. One mile above 
the forks of the run, Mr. McClellan is drifting for the Up- 
I)er Freeport coal. When I visited the locality he had just 
struck it at the outcrop, and it showed a thickness of only 
1 foot. 

Near the head of this branch, we get the following sec- 
tion of 62' on the land of Mr. Thomas : (Fig. 170.) 
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1. Maasiye Sandstone, Mahoning, 40' 

2. Coal, Upper Freeport, 1' to 2' 

3. Fire Clay, 5' 

II. Limestone, . . . . 2 ' ^ 
2. Shale, i' 
3. Limestone, . . . .1^' 
4. Calc. Shale, . . . 1 ' J 
5. Sandy Shales to level of the run, lO' 

The Upper Freeport coal has been mined and used, in 
burning the underlying limestone. It is at times 2 feet thick, 
and again is cut entirely away by the massive sandstone, 
which rests directly upon it. The coal is quite good, what 
there is of it. 

The Freeport Limestone has been burned. The upper 
stratum only was used, as the lower is impure and ferrugi- 
nous. It is said to have made excellent lime. The stone 
is very hard and compact, of a light gray color and non- 
fossiliferous. 

The U. Freeport coal dips under the stream a few rods 
above this, and has there been mined by stripping along 
the little bottom. Above the coal rise hills of the Lower 
Barren Measures 160' to 200' high, but no exposures occur 
in them. 

Returning again to the forks of Block-House run and 
ascending the left or north branch, we find the Darlington 
coal has been mined both by drifting and stripping near 
its mouth. None of the banks are in operation now, how- 
ever, and the coal soon passes under the stream, owing 
to the rapid faU of the latter. The massive Mahoning 
Sandstone forms cliffs along each side of the stream as we 
ascend, and 1^ miles above the forks we get the following 
section of 63' cm the land of Mr. Ferguson : (Fig. 171.) 

1. Massive Sandstone, Mahoning, seen, 30 ' 

2. Coal, Upper Freeport, 1^' 

3. Fire Clay, 4 ' 

4. Limestone, Freeport, 3 ' 

5. Sandy Shales to level of run, 25 ' 

Here the Mahoning sandstone is very compact and mass- 
ive, and is quarried extensively on the land of Mr. Fergu- 
son. It is a rather coarse, yellowish- white rock, splits freely 
into blocks of any desired size, and dresses easily. It is 
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composed of minute grains of quartz, and very little mica is 
seen in it. 

The Upper Freeport coal bed is only 1^ feet thick, and 
the sandstione rests immediately upon it. The limestone 
below the coal is very hard and compact, breaking with a 
sharp clear fracture. One quarter mUe above this both the 
coal and limestone pass under the stream, and are seen no 
more until we cross the divide to the waters of Brush creek 
and Connoquenessing. 

The First Beaver Falls Long Section of 37 Jf!. 

Returning to New Brighton, and passing up Beaver, we 
find the hills rising in nearly vertical cliffs, after we pass 
the dam at Beaver Falls. The whole series, from the Upper 
Freeport down to the Piedmont sandstone, is here exposed. 

Trough run puts into the Beaver, one half mile above the 
dam. It falls 400 feet in about one mile, and cuts a steep 
and narrow gorge out of the rocks in its path. The strata 
are finely exposed along it, and the stream is frequently in- 
terrupted by falls and cascades, which make it a delightful 
retreat in the heat of summer. A section of 374' can be got 
in descending the run from the hill road, near Mr. Mc- 
Guire's: (Fig. 172.) 

Trough Run Section, 

1. Malioning Sandstone, 20' 

2. Coal, Upper Freeport, Blossom. 

3. Fire Clay, and concealed, 5 

4. Sandstone, Shaly at top, massive below, (U.F. SS.) . 60' 

5. Coal, impure cannel, Ijower Freeport, 2' 

6. Sandy Shales, 10' 

7. Massive Sandstone, Freeport, (L. F. SS.) . 65' 

8. Shales, 4' 

9. Coal, Darlington, (Upper Kittanning.) . 1' 10" 

10. Shales, containing Iron Ore, 40' 

11. Kittanning Coal, (Lower Kittanning.) . 2' 

12. Fire Clay, 10' 

13. Sandstone and Sandy Shales, ( Kittanning SS. ) . 70' 

14. Limestone, Ferriferous, 6" to 2' 

15. Dark Fossiliferous Slate, 10' 

16. Shales and Sandstone, 16' 

17. Coal, Clarion, 1' to 2' 

18. Fire Clay, 10' 

19. Sandstone and Shales to level of Big Beaver, .... 45' 



200 Q. REPORT OF PROGRESS. I. 0. WHITE, 1876. 

The Upper Freeport coal is seen as a blossom in the road 
near Mr. McGuire's. 

The Upper Freeport Sandstone. 

The sandstone below the coal is quite massive in its lower 
part, and huge blocks of it are scattered over the hill, mingled 
with that from No. 1, the Mahoning. After leaving the 
road, this stream enters the rock, and has cut for itself a 
deep narrow channel, with almost perpendicular walls on 
either side. 

The Lower Freeport coal is an impure cannel, and on one 
of the side ravines shows a thickness of 3^ Mr. Hoopes 
once attempted to mine it here, but it was so impure and 
worthless, that it was abandoned. 

The Lower Freeport Sandstone. 

The Freeport Sandstone proper is not so massive as usual, 
the upper half being quite shaly and flaggy, but the lower 
part is massive, and forms a steep bluff on either bank of 
the stream. 

The Darlington coal is seen f uUy exposed in a bank of the 
run, and is a very bright, pure, rich coal. Not a sign of 
copperas is seen on it its exposed surface. The shales be- 
tween it and the Kittanning coal contain immense quantities 
of iron nodules^ some of which are a foot in diameter. 

The Kittanning Sandstone immediately under the fire 
clay below the Kittanning coal, is here quite massive, and 
the stream makes a plunge of 20' over it to the more shaly 
portion below. 

The Ferriferous limestone is very well exposed along the 
run for several rods, and is seen to vary from 6'^ to 2' in 
thickness, within short distances. It is very impure, and 
shows the ' ' cone in cone ' ' structure very finely. It con- 
tains few fossUs, but the calcareous shales immediately be- 
low it are filled with them. 

Fossils of the Ferriferous Limestcme Under -slaie : — 

At this locality I have seen the following : Spirifer camr 
eratus^ Productiis Nebrascensis^ P. longispinus^ P. semi- 
reticulatus^ P. Prattenanus^ P. costaiUs^ Athyris svbtilr 
ita^ Chonetes mesoloha^ Hemipronites crassus, Ev/mvphaLus 
ritgosus^ Bellerophon carhonarins^ B. Stevensanus^ B. per- 
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carinatuSy B. Tn/ynJtfortianus^ Avicido-pecten Whiteii, Nu- 
cula vervtricosa^ Nuculana helUstriaia^ Nautilus ocddent- 
aliSj Nautiltbs sp. f , Polyphemopsis peracuta^ and many 
others. 

The Clarion coal is seen in the vertical cliflf, constantly- 
exposed from the mouth of Trough run down to the dam. 
It is seen to vary in short distances from 1' to 2' in thick- 
ness. The coal is evidently impure, as its exposed surface 
is frosted over with copperas. 

Plant bed. — About 10' above the base of No. 20 occurs a 
stratum containing many remains of plants, but they are in 
such a fragmentary condition that they cannot be identified. 

This brings us down to the top of the Piedmont or Home- 
wood sandstone, which is here, in the bed of the river in a 
solid stratum all the way across it. 

The Second Beaver Falls Long Section of l^H!. 

One half mile above this, opposite the ax factory of Joseph 
Graflf & Co. , the hill rjses at an angle of 80°, and the whole 
section is finely exposed, from the top of the Mahoning 
sandstone down to the Piedmont SS. , or base of the Lower 
Productive Series, 414' in succession : (Fig. 173.) 

1. Very masslTe Sandstone, Mahoning, 40^ 

2. Shales, 1' to 2* 

8. Coal, Upper Freeport, 3' to 4'* 

4. FireClay, 2' 6" 

5. Limestone, Freeport, 8' 

6. Sandy Shales, 36' 

7. Massive Sandstone, Butler, 30' 

8. Coal, Slaty, Lower Freeport, 1' 4" 

9. Fire Clay, and oonoeaied, 8' 

10. Sandy Shales and Sandstone, Freeport, 75' 

11. Coal, Darlington, 1' 8" 

12. Sandy Shales, containing Iron Ore, 85' 

r 1. Coal, 6" N 

13. Coal, Kittanning, . . . . ) 2. Slate, 1" > 2' 6" 

I 8. Coal, . . . . 1' 10" > 

14. Fire Clay, 12' 

15. Sandstone and Shales, 70' 

16. Limestone, Ferriferous, 1' to 6" 

17. Dark Calcareous Shales, Fosslllferoiis, 5' 

18. Sandstone and Shales, 20' 

19. Coal, Slaty, Clarion, 1' 

20. Sandy Shales, 40' 

21. Concealed to level of Big Beaver, 80' 
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Here the Mahoning Sandstone is seen capping the hill 
with perpendicular cliflfs, while the coal bed f uUy exposed 
immediately under it fonns a broad black band around its 
top conspicuous from a distance. The coal has never been 
mined, because there is no way of access to it. It looks 
quite good, however, and though constantly exposed to the 
weather, remains in a solid mass and shows very little cop- 
peras on its surface. 

The Freeport Limestone is seen in two layers. The upper 
is very compact and 1^ thick, while the lower is somewhat 
ferruginous and nodular ; both layers are much brecciated. 

The Butler SS. No. 7, like the Mahoning, forms a perpen- 
dicular cliflf along the hill. It is a tolerably coarse, whitish 
sandstone of unequal composition, which causes it to 
weather into great holes and cavities. 

Cannel Coal. Origin of a hed illustrated. About five 
rods above our line of section there occurs midway in No. 10 
a local bed of cannel coal. It was opened here in the hill a 
long time ago, but no one seems to know anything about it 
now. At the mouth of the old drift we see 5' of cannel 
which, though somewhat impure, would doubtless bum 
very well. It rests immediately on sandy shales, and when 
followed to the south toward our line of section runs en- 
tirely out in a very few feet from the mouth of the old drift. 
This is certainly a fine illustration of the origin of our 
cannel coals, viz: vegetable matter accumulated by drift- 
ing into lagoons. This must be a mere pocket, for at the 
next exposure only a few rods above there is no coal at this 
horizon or anywhere between the Lower Freeport and the 
Darlington coals. 

The Kittanning coal is mined here on the land of Mr. 
McGuire, by Mr. John Ebner, who conveys it across the 
Beaver from the mouth of the pit, in baskets, on a wire 
cable stretched across for that purpose. Here we have an 
excellent illustration of the necessity of consultation with 
a geologist before undertaking any mining enterprise. Mr. 
Ebner was told by some ''practical" miners that coal al- 
ways rises and drains itself when followed to the east; so 
he took for granted it would do so in this case, and erected 



NORTH 8EWICKLEY TWP., BEAVER COUNTY. Q. 203 

his coal- works and cable at a cost of $6,000. Now it hap- 
pens that the coal instead of rising to the east dips very 
rapidly in that direction, and will so continue for several 
miles. Owing to the topography he was compelled to drift 
in that direction, and the cutting of the drain has entailed 
a very large expenditure, and as it has constantly to be 
deepened as the entry advances, the expense must continue 
to increase, since the terms of his lease from McGuire bind 
him to 'take out 1,000 tons per year, or pay the royalty 
on that amount. Had Mr. Ebner consulted a geologist he 
would have advised him to erect his works one half mile 
below, at the mouth of Trough run. Then commencing his 
entry where the coal passes under on that stream, and driv- 
ing it north, the mine would have drained itself, and he could 
have taken out nearly all the coal in the McGuire tract. 
In fact the entry will have to be drained from Trough run 
yet, or the works be abandoned. 

The coal is quite pure and good, and is rich in volatile 
matter, being used for gas at the Beaver Falls gas-works. 

The i-est of the section below the coal was obtained in a 
ravine which puts into the Beaver a few rods above Mr. 
Ebner' s coal-works. 

The concealed portion at the bottom is occupied by the 
Piedmont Sandstone ; for we see it exposed just above the 
mouth of the ravine. 

Passing up the Beaver from here we see the massive 
Piedmont Sandstone rising quite rapidly, and soon forming 
cliflfs along the stream. It is a coarse, hard, whitish sand- 
stone, and shows much cross-bedding and oblique lamina- 
tion. It contains many trunks and branches of trees. 

35. North Sewickley Township^ Beaver County. 

This lies immediately north from Pulaski and extends into 
the narrow neck between Connoquenessing creek and Big 
Beaver river, north, to the Lawrence county line. The Big 
Beaver river fonns its western boundary, while the Conno- 
quenessing flows along its north-eastern border. Brush 
creek flows along just outside of its eastern line until within 
a short distance of the Connoquenessing, where it enters the 
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township, and empties into the Connoquenessing 1 nule 
below. Bennett's run, a small stream, empties into the 
Beaver from the east in the southern part of the township. 

It will be seen that the township is mostly highland, with 
deep drainage all around it, while all the streams passing 
down from its slopes are small. 

Continuing our description along the Beaver river from 
where we left oflf in Pulaski township, the strata continue 
to rise quite rapidly, until, near the southern line of the 
township a ravine puts into the Beaver, on which we get the 
following section^ 347' high : (Fig. 174.) 



10" 
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1. Maasive Sandstone, Butler, . . 85 

2. Conoealed, 6 

8. Shales and Sandstone, Freeport, 75 

r 1. Coal, r 6" J 

5. Goal, Darlington, . . . • ^ 2. Slate, 1" i 1 

I 8. Goal, 8" ) 

' 6. Fire Clay, 6 

7. Shales, containing Iron Ore, 80 

8. Coal, Eattanning, 2 

9. Fire Clay, % 10 

10. Sandstone and Sandy Shales, 70 

11. Limestone, Ferriferous, 1' to 1| 

12. Blaok Fossiliferous Shales, 12 

13. Concealed, 10 

14. Massive Sandstone, Piedmont, 75 

15. Conoealed to level of riyer, 15 



Here the Butler Sandstone is quite massive, and immense 
blocks of it cover the hillside, commingled with the Maho- 
ning, which comes down from above. 

The Lower Freeport coal was not seen, its place being con- 
cealed, but as the fire clay shows the coal is probably present. 

The Freeport Sandstone is a mass of sandy shales, except 
20' of its base, which is massive. 

The Darlington coal was once opened here, on the land of 
Mr. Fetterman, and mined to some extent. It is very pure 
and brilliant looking. A small streak of slate is seen 3'' 
above its bottom. 

The Kittanning coal is fully exposed in the ravine, and 
shows the same parting of slate below the top which char- 
acterized it at New Brighton. 
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The Perrif erons Limestone shows here the ' ' cone in cone ' ' 
structure which is so common with it when thin. 

The shales below the limestone are quite rich in fossils. 
In them I once obtained a beautiful specimen of Pleuroto- 
Tnaria carhoTtaria, The lower part of the black shales is a 
mere mass of Aviculo-pecten Whiteii^ to which are attached 
countless numbers of Spirorhis carhonarius. 

The Piedmont Sandstone, (or Upper Homewood SS.) is 
seen in an immense cliff along the stream, while huge blocks 
of it lie scattered over the ground. Por the most part it is 
a coarse, grayish- white sandstone, but some portions of it 
contain pebbles. It very probably extends down to near 
the level of the river. 

Oil weU boring, — A short distance above this a boring was 
once made for oil, commencing but a few feet above the 
base of the sandstone. No oil was obtained, but a heavy 
vein of gas was struck at something over 900'. The well is 
982' deep. No record of the original boring was kept, but 
the Economy Society recently purchased the well, and Mr. 
Ramsey, who drilled the deep well at Beaver Palls, reamed 
the well out for 667' and kept a very careful record in bottles 
which shows the following succession : (Pig. 176.) 

1. Condnotor hole, 18' 

2. Shales, containing mnoh Iron Ore, (base of Piedmont,) . . 7' 
8. Darkish Sandy Shales, '. . . . 80' 

4. Dark Sandstone, 3' 

5. Black Slaty Shales, 53' 

6. Dark ArgiUaoeous Shales, 14' 

7. White hard Sandstone, Connoquenessing, 46' 

8. Dark Sandy Shales, 44' 

9. Hard brownish Sandstone, 24' 

10. Sandy Shales, 48 

11. Hard blueish Sandstone and Shale, 78' 

12. Bluish, Sandy, and Argillaceous Shales, 160' 

13. White Pebbly Sandstone, (First Oil Sand,; 102' 

14. Blue Sandy Shale to bottom of reaming, 5' 

The gas comes somewhere about 9()0 feet. No one knows 
certainly. It may be from the 3rd oil sand horizon. The 
well commences 26' above the level of the river. No. 2 is 
about the base of the Piedmont sandstone, the base of which 
is here just rising above the level of the river. 
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No. 7 is the rock of the top wall along the Connoquenes- 
sing above here, while No. 9 is the one which is frequently 
seen in the bed of the same and along the bottom wall of 
the caflon. 

Nos. 10 to 12. 

No. 13 is the First Oil Sand. This is evidently the same 
rock in which the oil occurs at Smith's ferry. It is quite 
pebbly, and some of the pebbles brought up were as large 
as hazel-nuts. The gas from this well furnishes more than 
can be made use of at the cutlery -works, and is also mixed 
with the illuminating gas. Considerable salt water is found 
in No. 13, and the well was reamed out to case this off. 
The pressure on the meter shows from 15 to 20 fts. The 
record here agrees very well with that obtained at Beaver 
Falls in Economy well No. 2. 

One half mile above the Economy well Bennett's run 
puts into the Beaver over a massive cliff of the Piedmont 
Sandstone^ and there we get the following section of 278', 
descending a steep hill to the river : (Fig. 176.) 

1. Coal blossom, Kittanning, ? 

2. Fire Clay, 8' 

3. Concealed, 80' 

4. Sandstone, somewhat massive, . . ) piedmont J ... 45' 

5. Massive Conglomeratic Sandstone, ) ' ' < . . . 115' 

6. Concealed to river, 30' 

No. 1 is seen here in an old quarry of some kind. It is 
the Kittanning, as this is it« proper horizon, and then the 
large bed of Fire Clay below confirms the conclusion. 

No. 4 is properly a part of No. 6, as there is no division 
plane, except that this part of the rock is not quite so 
massive as the lower. 

As for No.* 5 itself, it is an immense sti-atum, and Ben- 
nett' s Run passes over it in a series of falls and cascades, 
with huge blocks of the conglomerate strewn around on 
either side, rendering the scenery wild in the extreme. Many 
layers of this rock are a perfect mass of small pebbles, 
while the rest of the rock is a coarse, whitish sandstone. 
No pebbles occur in it larger than a hazel-nut. The base 
of No. 5 is the bottom of the sandrock ; for although every- 
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thing was concealed below it, the topography shows that a 
shale comes below. 

Up Bennett's run we see the Kittanning and Darlington 
coals near the forks of the stream. Here on the left branch 
of the run the Darlington has been extensively mined on the 
land of Mr. Dougherty. It is an excellent coal, having a 
rich bituminous luster and showing very little slate or sul- 
phur. It is so far superior to the Kittanning that many 
families in New Brighton and Beaver Falls get their coal 
here in preference to the Kittanning, which is at their doors. 
At Dougherty' s bank the coal is 2^ to 3' thick and has a thin 
parting of slate near the bottom. 

About 35' below the Darlington is the smut of the Kit- 
tanning, with its immense bed of Fire Clay below. It was 
once opened here, and is reported to have been 3' thick and 
quite a good coal, though much inferior to the Darlington. 

On the Right Branch of Bennett' s run coal is mined by 
Mr. Robinson, a short distance up the stream, and there we 
see the following section of 80' : (Fig. 177.) 

1. Maasive Sandstone, Freeport, 26' 

2. Coal, local, 4" 

3. Shales, 2' 

4. Coal, DarUngton, 2' 9" 

6. Fire Clay, coarse sandy, 2' 

6. Sandy Shales, 86' 

7. Coal, Kittanning, reported, 8' 

8. Fire Clay, seen to bottom of oreek, .' . IC 

Here the Darlington coal has a parting near the top, and 
also a thin one near the bottom. The coal is very good. 

The Freeport Sandstone forms a high cliflf above the coal. 

The local coalj No. 2, is not seen at Mr. Dougherty's bank. 

Three quarters of a mile above this we see the Lower 
Freeport coal at the road side V thick, and the Butler Lime- 
stone 2' thick below it. The coal is there 70' above where the 
Darlington was last seen at Robinson' s. 

At the head of the run into the Beaver opposite Home- 
wood station the Upper Freeport coal becomes of available 
thickness, and is mined on the land of Kennedy, Hazen, 
Freed, and others. The coal is there 450' above the Beaver 
river at Homewood. At Mr. Freed' s bank the coal is 4' 
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thick, and tolerably good, though it contains considerable 
pyrites. The coal was once mined extensively here by the 
Economite Society and taken on a tram road down the run 
to the Beaver and shipped on the old canal. There is a 
parting in the coal a few inches above the bottom. 

A short distance north, at Mr. Kennedy's, we see the follow- 
ing in descending from the road to his coal bank : (Pig. 178. ) 

1. Coal, Blossom, Bmsh Creek, T 

2. Concealed, 86' 

8. Coal, Upper Freeport, 4' 

4. Fire Clay, 8' 

6. Limestone, Freeport, 4' 

Here the blossom of the Brush Greek coal is seen in the 
New Castle road and may be either coal or a bituminous 
shale. Above it 10 or 12' is seen a decomposed mass of 
what may have been the Brush Creek Limestone, It looks 
like a fire clay now, however. 

The Upper Freeport coal is not now mined by Mr. Ken- 
nedy, and his bank is abandoned. 

The Upper Freeport limestone is quite hard and compact, 
and of the peculiar grayish color which this stratum nearly 
always possesses. It is also non-fossiliferous. 

Mr. Hazen mines the coal a short distance north. Here 
it varies from 3i to 4' in thickness, and is a very fair coal. 

The Mahoning Sandstone is seen in a massive stratum 
above it. 

Descending this run to the Beaver, opposite Homewood 
Station, we see the immense Piedmont Sandstone finely ex- 
posed in a cliff 150 to 160 feet thick, and huge masses of 
the rock are scattered over the ground. 

The remaining part of this township along the Beaver 
river and in the vicinity of old Homewood furnace was 
examined by Mr. Chance, and will be reported on by him.* 

Between the Connoquenessing and the Beaver river, is a 
large, high tongue of land which is capped by the Mahon- 
ing sandstone, and extends out nearly to where the Conno- 
quenessing is joined by the Slippery Rock. 

The Freeport Limestone is seen on this ridge, just north 

* See the forthooming reports on I^awrenoe and Meroer oonntieB. 
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from the cross-roads at Mr. Irwine's, in layers separated by 
fire-clay. It is probably eight to ten feet thick altogether, 
and is seen in the road. 

TTie Darlington Coal. One mile north from here, and a 
short distance south from the school-house, the Darlington 
coal is mined for country supply on the land of Mr. Harris. 
It is 3' thick and quite good. It is 140' below the Freeport 
Limestone where last seen on the hill above. Mrs. Main, 
just east from here, also has a bank open. 

Passing down to Hazen' s bridge at the mill we find a coal 
mined by Mr. Joseph Hazen, 86' above the Ferriferous 
Limestone^ which is here 23' thick, and extends in a line 
of cliffs around the hill. Opposite Hazen' s bridge we see 
the foUowing 192' : (Fig. 179.) 

1. Ferriferous limestone, 20' 

2. Concealed, 136' 

3. Massive Sandstone, (part of Piedmont SS.), 15' 

4. Concealed, 10' 

5. Massive Sandstone to the leyel of the creek, 12' 

Here the Ferriferous Limestone lies in huge blocks around 
the top of the bluflf. 

No. 3 is doubtless a part of the Piedmont Sandstone, as 
a small coal was seen at a point near here in the concealed 
interval below. It is quite massive, and has been quarried. 

The Mercer Limestone should come in No. 4. 

No. 6 is the upper part of the Connoquenessing Sand- 
stone here, nearly all gone under the stream. It is very 
massive, and is a coarse, whitish, very hard stratum. 

Connoquenessing Section. — Passing up around the bend 
of the Connoquenessing, the last part of the massive sand- 
stone of No. XII soon passes under the stream, and one 
mile above the mill in descending a steep bluff to the creek 
we get the following long section of 324' : (Fig. 180.) 

1. Massive Sandstone, Freeport, seen, 35' 

2. Concealed, ( Darlington and Kittanning,) 100' 

8. Sandy Shales, 15' 

4. Limestone, Ferriferous, (in cliffs,) 22- 

6. Sandy Shales, 30' 

6. Coal, Clarion, 1' 6" 

7. Fireclay, 2' 

8. Concealed, 10' 

14— Q. 
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9. Fire Clay, 6' 

10. Concealed, 7' 

11. Flaggy Sandstone, 10' 

12. Black CaloareouB Slate, 1' 

13. Fire Clay, non-plastio, 1' 6" 

14. Bluish Sandy Shalee, 2' 

15. Coal, (Brookviller) 8" 

16. Black Slate, 4" 

17. Fireclay, 2' 

18. Bluish Shales, containing Iron Ore, 5' 

19. Drab Sandy Shales, 15' 

20. Concealed, 10* 

21. Coal, 6" 

22. Flaggy Sandstone, 36' 

23. Concealed to Connoquenessing creek, 5' 

No. 1 is a very massive rock and large blocks of it are 
scattered over the hill. It is the Freeport Sandstone. The 
Darlington and Kittanning coals come in interval No. 2, 
but this was entirely concealed, and nothing was seen of 
them. 

The Ferriferous Limestone is here a very thick stratum, 
and forms a bold cliff around the hill half way up its side, 
from which huge masses as large as a house have broken 
away and rolled to the valley below. The limestone is 
crowded with fossils^ and is the same kind of limestone, 
having the same lithological character, which we recognize 
whenever this bed is of unusual thickness. 

The Clarion coal is 1^ feet thick, but, except at the top 
where it is a little slaty, quite pure and good. 

No. 16 probably represents the Brookville coal. 

Great Variations in the Measures Illustrated, 

The section below the Ferriferous limestone so f ullj^ 
shown, is of especial interest in showing the rapid change 
in the character of important strata. At Homewood and 
along the Beaver, only 3 miles south-east from here this in- 
terval is occupied by an immense conglomeratic sandstone 
160' thick, without a break, while here we get no sandstone 
worthy of the name till near the bottom, and we find three 
small coals in the interval. Here the Ferriferous limestone 
is 144' above the stream, while one mile below it was 172', 
and as the creek falls 8' in this distance, we have a dip of 
20' per mile to the east at this locality. 
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The Mercer limestone is not seen, and may be absent or 
else concealed in interval No. 20. 

On the New Castle road, one mile from North Sewickley 
post office, the Darlington cool is mined on the land of Mr. 
Isaac Hazen, where it shows the following section : (Fig. 181. ) 

r 1. Coal, 2' ^ 

Darlington Coal, \ 2. Slate, 1" > 2' 7" 

C 3. Coal, 6" ) 

This coal is quite pure and good, and is very bright and 
lustrous. One half mile south-east from Hazen' s the same 
coal is mined on the land of Mrs. Collins and Mr. Jackson. 
The structure is the same as that seen at Hazen' s. The 
outcrop of the Darlington coal is seen in the road near the 
North Sewickley Academy, and descending along the road 
west to the little run below we see the following 130': 
(Fig. 182.) 

1. Coal, Blossom, Darlington, (Upper Kittannlng,) (?) 

2. Shales, Sandstone, and oonoealed, 40' 

3. Coal, Blossom, Kittannlng, (?) 

4. Fire Clay, seen, 6' 

5. Concealed, 84' 

6. Coal, Blossom, Clarion, (?) 

The blossom of the Kittanning coal is seen in the road 
near the church, while the Darlington is seen above it near 
the academy. The Kittanning makes quite a black streak 
in the road, and has below it a large bed of Fire Clay as 
usual. It has not been opened in this neighborhood, and 
very few of the farmers are aware of its existence. 

The Clarion coal bed. No. 6, also makes a large black 
streak in the road, and has been mined by stripping on the 
opposite side of the creek, where it is 18" thick, but rather 
impure. 

Passing up the Connoquenessing the strata dip rapidly 
to the south-east, and at the mouth of Brush creek the 
Clarion coal is at water level where it has been stripped out 
of the bed of the latter stream. It is here 20'' thick and 
quite pure. The Darlington coal comes 140' above it, and 
the Mahoning Sandstone caps the highest hiUs. 

The Darlington coal is opened on almost every farm, and 
varies from 28 to 36" in thickness, always containing a 
parting of slate below the middle. It is highly prized as a 
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domestic fuel, and is also used by the smiths of the neigh- 
borhood. It is mined by Messrs. Swick, Bonzo, Baxter, 
Boots, Blim, and others. At Mr. Blim's bank we see the 
following section of 100' : (Fig. 183.) 

1. Sandy Shales, IC 

r 1. Coal, 2' ^ 

2. Coal, Darlington, .... 5 2. Slate, 1" V 2' 6" 

( 3. CJoal, 5" ) 

3. Fire Clay, seen, 2' 

4. Ck>noealed to Brush Creek, 85' 

The top of the coal is a little slaty for a few inches, but 
the main body of the coal is very rich and good. 

The Darlington coal is mined by Mr. Newton, on a little 
stream which puts into Brush creek at Barrisville post office, 
and there we get the following 151' in descending the hill : 
(Fig. 184.) 

1. Massive Sandstone, Mahoning, seen, 20' 

2. Coal, Upper Freeport, 2' 6" 

3. Fire Clay, 8' 

4. Limestone, Freeport, 2' 

6. Concealed, 120' 

6. Coal, Darlington, 4' 

The Mahoning Sandstone forms a bold line of cliJBfs along 
the hill, and rests directly on the underiying coal^ which 
has here been opened by Mr. UUery. It is 2^ feet thick at 
the mouth of the bank, but it soon runs down to only one 
foot, being cut away by the sandstone above. It contains 
much sulphur. 

The Freeport limestone is quite compact, and has been 
burned by Mr. UUery, who reports it as making an excel- 
lent lime. 

The Darlington a pure coal. 

Only 3 rods below the mouth of the bank, we see it but 
6 inches thick, with 3' of black sandy slate above it, and, 
on tracing this bituminous slate to the mouth of the bank, 
it is seen to turn gradually into coal, and then we have a 
bed, 3 to 4' thick, of very pure and brilliant coal. It is 
mined here by Mr. Newton, who reports it as ninning out 
almost entirely when traced in some directions. It is the 
same coal which is mined by Mr. McDaniels, at the mouth 
of this stream. The upper part of this coal is a semi-cannel, 
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and, as previously stated, the bituminous slate is seen ac- 
tually changing into coal at the mouth of the bank. 

Plant hed of shales lender the Darlington Coal. 

On the opposite side of the stream, only a few feet away, 
this coal is represented by a mere mass of bituminous shales, 
with no coal whatever. There is no Fire Clay under the 
coal here, but it rests immediately on a dark sandy shale, 
which is crowned with plants, of the same species which 
occur in a similar position under this coal at Cannelton. 

Passing up to the head of this stream, we get the follow- 
ing, on the land of Mr. Graham, 94' : (Fig. 186.) 

r 1. Cannel, Slaty, 1 ' 

1. Coal, Brush Creek, . . . ^ 2. Oannel, good, 4 ' 

i 3. Bituminous Coal, 1 ' 

2. Concealed, 60 ' 

3. Sandstone, massiye, Mahoning, 80 ' 

4. Coal, Upper Freeport, 2 ' 

5. Fire Clay, 4 ' 

6. Limestone, Freeport, 2^' 

Here the Brush Creek coal was once opened by Mr. Gra- 
ham, and was found to be a cannel coal of fair quality, rest- 
ing on one foot of bituminous coal. The mine had to be 
abandoned, however, as the drift could only be made to the 
south, and could not be drained in that direction. The coal 
is seen in Mr. Graham's cellar, and, except near the top, is of 
tolerably fair quality, and is reported to burn very nicely 
into a white ash. Some pieces of it were seen which had 
lain on the dump for ten years, and they were not in the 
least decomposed, but as compact and firm as ever. 

The Upper Freeport coal has also been opened by Mr. 
Graham. It is quite thin, however, and was not pursued. 

At the head of Broad run, which puts into Brush creek 
above Mechanicsville, the Upper Freeport coal is mined on 
the land of Mr. Smith McDaniel, and there we see the fol- 
lowing, in descending from the road to his bank, 100' : 
(Fig. 186.) 

1. Coal Blossom, Brash Creek, 2' 

2. Concealed, 45' 

3. Mahoning Sandstone, very massive, 40' 

1. Coal, ... 1' 4" ^ 

4. Coal, Upper Freeport, . . ^ 2. Slate, ... 1" to 2" [ 1' 8" 

3. Coal, ... 2" to 4" ) 
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6. Fireclay, 2' 6" 

6. Liimestone, Freeport, 8' 

7. Concealed to run, 5' 

Here the Brush Creek coal is seen in a large band of smut, 
across the road above Mr. McDaniel's house. 

The Mahoning sandstone is very massive, forming perpen- 
dicular cliffs along the stream, and resting immediately upon 
the coal. At the mouth of the bank the coal shows the sec- 
tion which I have given, but, further in the hill, Mr. Mc- 
Daniel states that it thickens up to 28", and is still getting 
thicker. The coal is bright and lustrous, but contains some 
pyrites. 

Two and one half miles north-west from here, the Upper 
Freeport coal was once mined on the land of Mr. Powell. 
It is reported to be 3' thick. The Freeport limestone is seen 
below it, and 90' above occurs the blossom of the Brush 
Creek coal. 

36. Marion Township^ Beaver County. 

This small area lies directly east from North Sewickley, 
and north from New Sewickley. 

The Connoquenessing forms its northern boundary, while 
Brush creek flows along just within its eastern border. All 
the rest of its streams are small, and rise in the highlands 
on its southern border, and pass with a rapid descent into 
the Connoquenessing. 

The Darlington coal is of available thickness aU along the 
Connoquenessing, and for a short distance up its tributaries. 

The Kittanning coal is also available along the lower half 
of the Connoquenessing, in this township, and for some dis- 
tance up Brush creek. 

The Upper Fi'eeport is not found of workable thickness 
at any point within the township. 

Just before Brush creek passes into North Sewickley town- 
ship, the Kittanning coal was once mined on the left bank by 
Mr. Mercer, and there we get the following 103' : (Fig. 187. ) 

1. Massive Sandstone, Freeport, seen, 20' 

2. Shales, 10' 

S. Coal Blossom, Darlington, (?) 

4. Ck>noealed, 45' 
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6. CoBlf Kittanning, 2' 

6. Fire Clay, seen, 6' 

7. Conoealed to level of Brush Creek, 20' 

Here the Kittanning coal is reported by Mr. Mercer, who 
has made two openings in it, as a coal of excellent quality, 
pure and free from sulphur, and prized by the smiths. 

Under it lies the large bed of F'lre Clay which so often 
occurs with this coal. Six feet of it was seen, and Mr. Mercer 
says it is much thicker. It is very pure and white, and has 
in some cases been used as a white-wash by the farmers. 

A half mile above here this coal passes under the creek. 

The Darlington has not been opened; but Mr. Mercer 
showed me where he had ploughed it out in the Held, and 
Mr. Blim has it opened at this horizon only a short distance 
below in North Sewickley township. Passing up Brush 
creek we get no more openings in the Darlington coal until 
we come to Barrisville post office, and there it is mined by 
McDaniel, at whose drift we see the following 24' ; (Fig. 188. ) 

1. Sandy Shales, 10' 

2. Cannel Slate, 2' 

8. Coal, Darlington, 2' 

4. Fire Clay, seen, 2' 

5. Conoealed to level of Brush Creek, 8' 

Here the coal has been mined for a long time and is of 
excellent quality, being quite hard, brilliant, and clear, and 
free from pyrites. It has an excellent reputation in the 
neighboring country. It is roofed with 2^ feet of a very 
richly bituminous slate or impure cannel. This is the shale 
which is seen turning into a semi-cannel coal in North Se- 
wickley township, a short distance up Newton' s run from 
this point. 

Not far above Barrisville, the Darlington coal passes under 
Brush creek and is seen no more. 

Along the Connoquenessing there are numerous openings, 
and the coal is of nearly the same thickness and quality in 
all. On the land of Mr. West, just below where the creek 
comes into Beaver county from Butler, there have been a 
great many openings made in this coal, and here we see the 
foUowing: (Fig. 189.) 
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1. Shales, (T) 

r 1. Coal, 1' 8" ^ 

2. CJoal, (Darlington,) . . . ) 2. Slate, . . . . V i 2' 5" 

( 8. Coal, 6" ) 

The coal is of medium quaKty, though it contains more 
sulphur than usual. It is about 25' above the Connoque- 
nessing. 

Near the mouth of Pine run it is mined by Mr. Ketterer, 
and there shows the same section which we see at West's, 
though the coal is purer and more free from sulphur at this 
locality. 

The same coal is also opened on the land of Mr. Hickey, 
i mile below. 



S7. Franklin TovmsMp^ Beaver County. 

This is in the north-east comer of the county, immedi- 
ately north from Marion, and is bounded on the north by 
Lawrence county, and on the east by Butler county. 

The Connoquennessing creek forms its entire southern and 
western boundary. Camp run passes through it from 
Lawrence county, and, with this exception, all its other 
streams are small, rising within the township, and flowing 
south to the Connoquennessing. 

Opposite North Sewickley we get the following section, 
in descending along the road past Mr. Wilson' s from Stamm' s 
coal bank 237^' : (Fig. 190.) 

1. Sandy Shales, 10' 

2. Coal, Darlington, 2' 

3. Concealed, . . 95' 

4. Limestone, Ferriferous, 15' 

5. Sandy Shales, 20' 

6. Bituminous Shale, 6" 

7. Shales and Sandstone, 10' 

8. Coal Blossom, Clarion. 

9. Concealed, 65' 

10. Coal and Black Shale, 2' 

11. Fire Clay, 3' 

12. Concealed to level of the Connoqueneesing, 15' 

Here the Darlington coal was once mined on the land of 
Mr. Stamm, but the mine is not now in operation. It is 
reported to have been 2 feet thick and a very fair coal. 
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The Ferriferous Limestone is seen in a huge bed, near 
Mr. Wilson's, and is filled with organic remains. 

No. 8 probably represents the Clarion coal, and No. id 
the Brookville. 

At the head of the first little stream which puts into the 
Connoquenessing above Cunningham' s bridge, the Darling- 
ton coal is mined, on the land of Mr. McQuiston, and de- 
scending from this point to the creek we see the following 
section of 202' : (Fig. 191.) 

1. Sandy Shales^ 10' 

2. Coal, Darlington, 1' 8" 

3. Concealed, 96' 

4. Ferriferous Limefitone, 3' 

5. Sandy Shales, 12' 

6. Sandstone, 6' 

7. Coaly impure, 6" 

8. Fire Clay, 2' 

9. Sandy Shales, 12' 

10. Coal, Clarion, 1' 6" 

11. Fireclay, 8' 

12. Shales, 2' 

18. Sandstone, 4' 

14. Argillaoeous Shales, 6' 

15. Blossom of Coal, ? 

16. Shales and Fire Clay, 6' 

17. Concealed, 10' 

18. Coal, 1' 

19. Fire Clay, non-plastic, 1' 

20. Concealed to level of the Connoquenessing, 25' 

The Darlington coal is here mined on a small scale. It is 
thin, however, being only 20 inches thick at the mouth of 
the drift, but thickening up to 26 inches further in the hill, 
as I was informed by Mr. McQuiston. It is a very fair coal, 
being almost free from pyrites, and of a shining, pitchy 
luster. It is reputed an excellent smithing coal. The in- 
terval between the Darlington coal and the Ferriferous 
Limestone is entirely concealed, and nothing can be seen 
of the Kittanning coal. 

The Ferriferous Limestone has thinned away in i mile 
from 15 feet to only 3, and it is quite impure at that, con- 
taining much cherty matter in its lower part. It was once 
burned near its outcrop here on the little run. It is fuU 
of its characteristic fossils. Only a short distance up the 



218 Q. REPOBT OF PROGRESS. I. 0. WHITE, 1876. 

stream from this point the Ferriferous Limestone thins away 
altogether. 

The Clarion coal, No. 10, has been mined by stripping 
along the streams. It is a tolerably good coal, and though 
somewhat slaty at the top makes an excellent fuel. 

Coal No. 18 has also been stripped along the stream, but 
is somewhat slaty and impure. 

The Glarioii coal. A short distance below the mouth of 
Brush creek. No. 10 of the section has been drifted on by Mr. 
Nye, and also stripped out of the run there. It is reported 
as 2 feet thick and quite good. Just above the mouth of 
Brush creek it passes under the Connoquenessing. 

One and a fourth miles above the mouth of Brush creek 
Soap run puts into the Connoquenessing from the north, 
and at its head, 2 miles from the creek, some high knobs 
catch a few outlying patches of the Upper Freeport coal. 
No banks were in operation when I visited the locality, but 
the coal has been mined on the land of Messrs. Koch, Engle, 
and Doutt. The coal is 4 feet thick, but contains consid- 
erable sulphur, and cannot be used for smithing purposes. 

A very massive and conglomeratic sandstone is seen above 
the horizon of the coal, and descending the run from 
Doutt' s bank we get the following section of 289' : (Fig. 192. ) 

1. Massive Sandstone, . . . (Mahoning) 20' 

2. Shales, 6' 

8. Coal^ 4' 

4. Concealed, 60' 

6. Sandstone, 15' 

6. Sandy Shales and oonoealed, 20^ 

7. Black Slate, 4" 

8. Coal^ Lower Freeport, 8" 

9. Fire Clay and Shales, 4' 

10. Limestone^ Butler, . . . (Lower Freeport) 3' 6" 

11. Concealed, with occasional exposures of Sandstone and 

Shales, 60' 

12. Coal^ Darlington, 2' 

13. Concealed, 50' 

14. Blue Sandy Shales, 40^ 

15. Concealed to the level of the Connoquenessing, 5' 

Here No. 1 is seen covering the ground in immense masses, 
one fourth mile south from Mr. Doutt' s opening in the Up- 
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per Freeport coal. It is very coarse, and contains some 
pebbles. 

No. 10 is the limestone which is occasionally found under 
the Lower Freeport coal, and is what I have termed the But- 
ler lArriestone. It is quite ferruginous, being filled with 
small nodules of iron ore. It was once burned for lime at 
this locality. 

The Darlington ooal is mined at the forks of Soap Run by 
Mr. Swick, where it is 22'^ thick, and tolerably good. Mr. 
John Musser also mines it one fourth mile above the mouth 
of this little run, where it is 95 feet above the level of the 
Connoquenessing, and there we catch sight of the Kittan- 
ning coal below, which Mr. Musser once opened. He says 
it is 18 inches thick, and is known in this neighborhood as 
the "18-inch vein." It comes 35 feet below the Darlington 
coal. 

The Kittanning Fire Clay^ in an immense bed, is seen 
just below where Mr. Musser says he opened the coal. 

Soap Run long Leveled Section. 

One half mile above the mouth of Soap run, a little stream 
tumbles down the steep bluflf, and exposes the following fine 
section of 283i' : (Pig. 193.) 

1. Ck>ar8e massive Sandstone to hiU top, ( ) ... 15' 

2. Drab Sandy Shales, 4' 

3. Concealed, 18' 

4. Sandy Shales, 15' 

5. Sandstone, 5' 

6. Sandy Shales, 15' 

7. Massiye Sandstone, (Upper Freeport SS?) . . .15' 

8. Dark Sandy Shales, 17' 

9. Ck>noealed, 11' 

10. Sandy Shales, 20' 

11. Coalj Lower Freeport, 1' 

12. Dark Sandy Shales, 4' 6" 

13. Massiye Sandstone, Freeport, . . (Lower Free. SS.) ... 30' 

14. Sandy Shales, 20' 

16. Coal, Darlington, (Upper Kittannhig) . . 2' 4" 

16. Fire Clay, Saniy, 5' 

17. Sandy Shales, 40' 

18. Coal, Kittanning, (Lower Kittanning) ... 1' 8" 

19. Concealed, 10' 

20. Sandstone, 4' 

21. Sandy Shales, 20' 

22. Sandy Shales, containing Iron Ore, to the* creek, .... 10' 
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This section was very carefully made with hand-level, and 
it exhibits a succession in its upper numbers which is quite 
perplexing. The Sandstone at the top of the section is very 
massive and conglomeratic, and is not all seen here, as the top 
of it has been eroded. It forms a perpendicular cZej^T around 
the summit of the hill, and comes at the same horizon as 
the massive sandstone seen above the 4 feet bed of coal in 
the previous section. But no coal is seen here, and, if any 
exists, it is a very small bed in No. 3, which is concealed, 
and the slope is so steep that if any coal were present, it 
would be shown in a blossom. 

No. 7 is also a very massive rock, and extends around the 
hill in a bold, massive cliff. This, with Nos. 5 and 6, may 
represent the Mahoning Sandstone, while No. 1 may be the 
Buffalo Sandstone, and then the coal seen below it in the 
preceding section would be the Brush Creek. 

The upper part of No. 11 is very slaty, and the limestone 
is absent, being replaced by a dark, sandy stratum, con- 
taining fossil plants, in which were seen Neuropteris rari 
nervis^ N, Loschii^ AUthopteris spf^ Cordaites borassl- 
folius^ and others. 

The Freeport Sandstone is quite massive, too, and is seen 
forming a line of over-hanging cliflfs along the hill. 

The Darlington coal is exposed, and is seen to be divided 
midway by a parting of slate, one half inch thick. It is a 
very fair coal, where exposed in the ravine. 

The Kittanning coal has here been worked out along the 
road, both by drifting and stripping. It is called the ' ' 18-inch 
vein " by the farmers, who say it is better and purer than the 
Darlington above it. The coal is very rich and oUy, and is in 
high repute. 

The Kittanning Fire clay. 

A short distance above the line of section, the concealed 
interval below it is seen to be occupied by a huge bed of 
very pure-looking Fire Clay. 

This coal is mined by Mr. FumbeU, i mile below the 
mouth of Camp Run, where it is 2 feet thick, and very 
pure, having the appearance of a block coal, but being more 
pitchy. At the mouth of Camp run it is 7 feet above that 
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stream, and the great bed of Fire Clay below it is seen ex- 
tending below the bed of the creek. The coal has been 
mined all along Camp run, both by drifting and stripping, 
the Darlington coal above being comparatively neglected, 
though an old opening is seen in it on the right bank of 
Camp run, 50 feet above the Kittanning coal. 

A few rods above the mouth of Camp run the Kittanning 
coal passes under the Connoquenessingand is seen no more. 

One half mile above the mouth of Camp run, The Dar- 
lingtoTi coal is mined by Mr. Stamm, where it is 22 inches 
thick and 40 feet above the Connoquenessing. 

Two miles above the mouth of Camp run we get the fol- 
lowing section, in descending a ravine on the land of Mr. 
Metzl61': (Fig. 194.) . 

1. Shaly Sandstone, and oonoealed, 20' 

2. Coaly Upper Freeport, 1' 

3. Fireclay, 8' 

4. Limestone, Freeport, (Upper Freeport L.) . . . . 1' 

5. Sandy Sliales and Sandstone, . . (U. F. Sandstone) .... 58' 

6. Coaly Lower Freeport, 1' 

7. Fire Clay, 8' 

8. Limestone, Butler, (Lower Freeport L.) . , . . 4' 

9. Fire Clay and Sandy Shales, 6' 

10. Freeport Sandstone, (L. F. Sandstone) .... 35' 

11. Sandy Shales, 25' 

12. Coaly Darlington, (tjpper Kittanning) .... 2' 

18. Fire Clay, Sandy, 5' 

14. Sandy Shales and Sandstone to the level of the Connoque- 
nessing, 25' 

The Upper Freeport coal was once mined here, but I could 
learn nothing of its thickness. I saw only one foot of it, 
and I think it can hardly be more than 2^ feet thick. 

The Freeport Limestone is of a light gray color, and quite 
compact and hard. 

The Lower Freeport coal has also been stripped out of 
the run by Mr. Metz. It is somewhat slaty, however, and 
makes much ash in burning. 

The Butler Limestone here makes its appearance again, 
and is very much the same kind of a rock that we saw it 
on Soap run, being quite ferruginous and filled with iron 
nodules^ having a gray cast on fresh fracture, but weather- 
ing buff. It breaks with a sharp, clear fracture. 
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The Darlington coal is mined by Mr. Metz, and is very- 
good. 

At the mouth of Door run, near the Butler county line, 
the creek has made a big bend to the north, and the Dar- 
lington coal is thrown 50 feet above it. Below the coal we 
get a vast quantity of iron ore in nodules between the Dar- 
lington coal and the Kittanning. Here at the mouth of 
Door run was once a charcoal furnace which used this ore 
below the coal. The furnace ceased to operate about 50 
years ago, though a large quantity of iron was made in 
early times. (This corresponds to the Johnstown Cement 
Bed of the Keport HHH.) 

38. Big Beaver Tovyriship^ Beaver County. 

This lies immediately west from North Sewickley and 
adjoins Lawrence county. 

No streams of any consequence pass through it. The 
Big Beaver flows along its eastern border, and the North 
Fork of Little Beaver flows along its western margin, while 
small streams rise in the highlands and pass into either 
stream. 

The column of rocks in this township extends from the 
Brush Creek coal far down into the Conglomerate series, 
or Beaver River Group, making a section of about 600 feet. 

The Darlington coal bed mistaken for the Kittanning. 

The Darlington coal has been mined extensively in this 

township, in the vicinity of Clinton, and below that along 
the Beaver. This was formerly considered the Kittanning 
coal, but it is not, as that coal has thinned away to 18 
inches in coming up the Beaver, and is found 30 feet below 
the coal worked at Clinton, with the great bed of the true 
Kittanning Fire Clay below it. 

Mr. Chance will report on the coal around and below 
Clinton, so that nothing more need be said of it here except 
to give the structure which the Darlington coal shows at 
these banks, which is something like the following : 
(Fig. 195.) 

1. Coal, N r 2' 6" J 

2. Slaie, V Darlington=U. Kitt. O. J l" ( 8' 

3. Coal, J ( 5/' ) 
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Sometimes there is a thin parting one foot from the top. 
The coal is of excellent quality. No mines are in opera- 
tion now on this coal along the Big Beaver at any of the 
extensive coal- works, all having closed work for the present. 

The ClarWs Run Long Section. 

Clark's run puts into the Big Beaver at Home wood Sta- 
tion, and at its head the Pittsburg, Fort Wayne and Chi- 
cago railroad passes across the summit between the two 
Beavers, through a deep cut, which makes a iine exposure 
of the measures, and descending from the hill above to the . 
railroad and along the track down Clark's run we got the 

following section of 564 feet : (Fig. 196.) 

1. Coal Blossom, Brush Creek. (GaUitzin.) 

2. Fireclay, 8' 

3. Limestone^ 6' 

4. Concealed, 60' 

5. Fire Clay, 2' to 10' 

6. Limestone, Freeport, in several layers, with Shales and 

Clay interstratified, 10' 

7. Shaly Sandstone, 15' 

8. Dark Shales, 20' 

9. Bituminous Slate, 10' 

10. Coaly Lower Freeport, 1' 

11. Fire Clay, 6' 

f 1. Limestone, . . . 1' 6" j 

12. Limestone, Butler,, ..52. Shale, ..... 2' i 5' 6" 

i 3. Limestone, ... 2' 5 
18. Fire Clay and Sandy Shales to the level of the R. R. at 

summit, 1,055 feet above tide, 8' 

14. Passing along the B. R. east, the descent is very rapid, 

and we see Sandy Shales and Sandstone, 65' 

16. Coal, Darlington, 1' 6" 

16. Shales, 25' 

17. Coal,Kittanning, 2' 

18. Passing from this point to Homewood, and continuing 

the section down to the Beaver Irom an old opening 
in the Kittanning Coal, we get : Concealed, 78' 

19. Massive Conglomeratic Sandstone, Piedmont, 165' 

20. Streak of Coal, 

21. Bluish Shales, containing Iron Ore, 15' 

22. Dark Sandy Shales, 45' 

23. Coal, Semi-Cannely 6" 

24. Fire Clay and Sandy Shales, 5' 

25. Calcareous Iron Ore, 2' 

26. Blackish Sandy Shales, 13' 

27. Hard white massive Sandstone to the level of Big Beaver, 18' 6" 
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Limestone under the Brush Greek Coal. 

Here we get a limestone under the Brush Creek coal. At 
this locality it is seen only in a line of boulders, but a short 
distance north it is seen well exposed at the roadside, where 
it is 5 — 6 feet thick. It is a light-colored, compact rock, 
and breaks with a sharp, clear fracture! It has a tendency 
to come out in thin slabs like a flag-stone, and its cavities 
are filled with calcite. The coal above it makes quite a 
large blossom in the road. 

The Upper Freeport coal should come above No. 5, but 
it is entirely absent here. 

The Upper Freeport fire clay is mined and manu- 
factured into fire-brick by Keir & Bros., of Pittsburg. It 
varies from 2 to 10 feet in thickness, at times being replaced 
with limestone and iron ore. It makes an excellent quality 
of fire-brick and furnace lining, as is testified to by the iron 
men who have used them. 

The Freeport Limestone is seen in five or six layers sejxa- 
rated by fire-clay or shales. Some parts of the limestone 
are very ferruginous and could be used for an iron ore. It 
is seen in the top of the summit cut. 

The Lower Freeport coal, with its overlying bituminous 
shales is seen in the summit cut. The coal is vpry pure and 
clean looking, and has no tendency to break up. 

The Butler Limestone is likewise seen in the summit cut, 
and is in two layers separated by shales ; both are quite 
ferruginous and brecciated. At the highest i)oint on the 
railroad in the cut this limestone comes within eight feet of 
the track. Descending the track toward Homewood we soe 
nothing but shales and sandstone until the Darlington and 
Kittanning coals have come up three quarters of a mile east 
on the land of Mr. McCready. In this interval we descend 
65 feet. 

The blossom of the Darlington coal is seen in the bluflf 
along the railroad, and (26 feet below it) comes the Kittan- 
ning, which is 22 inches thick, with a small parting of slate 
five inches below the top. It is here a few feet below the 
level of the tra^k and has been stripped out of the bottom 
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along side the railroad, and on the opposite side of the run 
has been mined by drifting on the land of Mr. McCready. 
The thickness of the Darlington coal was not seen here, 
but three fourths of a mile below ; it is mined on the land 
of Mr. Johnston, where it is 90 feet above the railroad, and 
shows the following section : (Pig. 197.) 



1. Goal,. 

2. Slate, 

3. Ck>al,. 

4. Slate, 

5. Coal,. 



Darlington, 



1'2 " 

1 " 
4 " > 

v 
li" 



I Qll 



1'9 



At this locality it is near the top of the hill and is coated 
with a film of oxide of iron, which gives it a rusty color. 
It is very good, however, except the bottom, which is slaty. 

At Homewood, the Kittanning coal was once mined but 
is now abandoned. It was reported two feet thick. 

The Pied/raoTd SandsUme locally deposited. 

Here, at Homewood Station, the run passes over the mas- 
sive Piedmont Sandstone with a perpendicular fall of 30 
feet, and its course below is a series of falls and cascades^ 
rendering the scenery along its course wild and picturesque 
in the extreme. This immense mass of sandstone is a coarse, 
yellowish white rock, aAd some of it conglomei*atic. Its 
top extends above the horizon of the Ferriferous lime- 
stone, which it has cut out entirely. It was probably a 
beach line or sand bank in the ancient sea ; for it rapidly 
thins away when traced north from here, and only three 
miles north-east we find its place occupied by nothing but 
shales and two or three small coal beds. 

Mount Savage Coal Bed represented f 

At its base is seen a small streak of coal two to three inches 
thick, which, one mile above, thickens up to a bed of work- 
able size, and is mined on the land of Mr. Beaty, where the 
coal is 2i feet thick and quite good. 

The bluish shales under this rock contain a considerable 
quantity of nodular iron ore^ drifted on at one time to sup- 
ply the old Homewood furnace. 

The little coal, No. 23, is a land of semi-cannel. 

The calcareous stratum. No. 25, is an impure iron ore. 
15— Q 
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The Pottsville Conglomerate^ No. XII. 

The massive white sandstone, No. 27, is seen rising rapidly 
from the river here, very hard and tolerably fine-gi-ained. 
As we ascend the Beaver it rises quite rapidly and soon 
cuts the 80 feet of slate here intervening between it and the 
Piedmont down to only 20 feet. At the mouth of the Con- 
noquenessing its top is 110 feet above the Beaver. This is 
the upper wall rock all the way along the Connoquenessinp: 
to the mouth of Slippery Rock. 

Limestone under the Brush Creek coal. 

One mile north from the summit cut the limestone under 
the Brush Creek coal is seen near the cross-roads, on the 
land of Mr. Scott. It there forms a massive ledge along 
the road, and is about eight feet thick. It shelves oflF in 
large flaggy layers, and is an ashen-gray rock, containing 
much calcite in cavities. 

One mile north from this, on the land of Mr. Marion Mar- 
shall, we see the following section of 79' : (Fig. 198.) 

1. Coal Blossom^ Brush Creek. 

2. Fire Clay and Shales, 4' 

8. Limestoney 6' 

4. Concealed, W 

r 1. Coal, 8' 6" ^ 

6. Coal, Upper Freeport, . ) 2. Slate, 2" V 4' 4" 

( %. Coal 8" ) 

6. Fireclay, ■ .... 2' 

7. Limesioney Freeport, seen, 8' 

The Brush Creek coal is seen in the road near the top of 
the ridge. It makes quite a large blossom, and must be 3 
feet thick at least, but it is too near the surface here to mine. 

The limestone is seen below the coal along the road, at the 
same level which it occurs on Mr. Scott's land, one mile 
south. It has the same shelving, slaty appearance previ- 
ouslv noted. 

Mr. Marshall mines the Upper Freeport coal at this local- 
ity, and says that it varies in thickness from 3 to 6 feet. The 
bottom coal is somewhat slaty and impure, as is also 6 inches 
of the top, but the rest of the upper bench is a very fair coal. 

The (IJpper) Freeport limestone is hard and compact, 
slightly ferruginous and brecciated. It is on the same level 
that we find it in the top of the Summit cut, two miles south. 
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showing that the dip has been flattened, or even reversed by 
the Fredericktovyn Axis. 

The Northern Drift 

All the highlands of this township contain more or less 
metamorphic boulders scattered about on the surface, which 
vary in size from one half foot in diameter up to 3 feet. 
They are found on the summits of the highest hills, and 
have been seen 1,300 feet above tide. 

The Jordan^ s Run Section. 

Jordan' s run puts into the Little Beaver near New Galilee, 
and a short distance up the stream we see the following, in 
descending a steep hill to the run, 234' : (Fig. 199.) 

1. Fire Clay, 4' 

2. Sandy Shales, 12' 

3. Massive Sandstone, Mahoning, 40' 

4. Concealed, 6' 

5. Limestone, Freeport, 4' 

6. Concealed, 45' 

7. Coaly Lower Freeport, 2' 8" 

8. Concealed and Sandstone, 80' 

9. Coat, Darlington, (Upper Kittanning) . . 2' 

10. Fire Clay, 6' 

11. Shales, 25' 

12. Coal, Kittanning, 1' 8" 

13. Fire Clay, seen to bed of creek, 8' 

The Brush creek coal should come in a few feet above the 
top of this section. 

The Mahoning Sandstone is a very massive rock, and is 
seen along the hill in a perpendicular cliff. It is quarried 
on the land of Mr. McClure, where it is a very superior 
building stone. 

A drift was once made at the horizon of No. 4 for the Up- 
per Freeport coal, but it was found to be only a few inches 
thick. 

The Freeport Limestone is very ferruginous and brecci- 
ated. Huge masses of it are scattered over the hillside, 
having slid out of their bed. It is here 180 feet above the 
level of the railroad track at New Gfalilee, which makes it 
1^058-}-l80=l,138 feet above tide. 

The Lower Freeport coal was once mined, but the old 
drift is now abandoned, and the coal cannot be seen. It is 
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reported, however, as being 32 inches thick, and a tolerably 
fair coal, but making a large amount of ash. It was also 
once mined on the opposite side of the run. 

The Darlington or Upper Kittanning coal bed. No. 9, is 
mined here by Mr. Patterson, where it shows the following 
structure : (Fig. 200.) 



1. Coal, vv 

2. Slate, l"to 2" \ V 

3. Coal, 4" 



'■\ 



This is an excellent coal, being very pure, and entirely 
free from pyrites, so far as the eye can determine. It is 
rich, oily, and shining black. The bottom coal is not so good 
as the top. 

The Kittanning coal is stripped out of the little bottom, 
on the land of Mr. Young. It is a very good coal, though 
only 20 inches thick. 

The Terrace Cfravel-Bed. 

One and a half miles south-east from New Qulilee, at 
the north side of the Pittsburg, Ft. Wayne and Chicago 
railroad, occurs what is termed the *' Gravel-bed." It is a 
terrace deposit of rounded and angular rocks of almost 
every description, commingled with sand, lumps of coal, etc. 
It has been used for ballast for a long time on the rail- 
road, and the slope now rises in almost a perpendicular 
cliff, for 60 feet ; thus exposing the structure quite well. 
The base of it is here 25 feet above the railroad at New 
Galilee. This is only a remnant of what once spread clear 
across the valley of the Little Beaver, but has now been 
almost entirely removed by erosion. Small boulders of 
granite, gneiss, limestone, conglomerate, sandstone, quartz, 
&c. , are seen in the gravel bed, and these are interstratified 
in places with beds of fine sand. 

On the left bank of the Little Beaver, one and a fourth 
miles below New Galilee, we see the following section, in 
descending a steep bluff, 243' : (Fig. 201.) 

1. Concealed, but oovered with maasiYe blocks of the Ma- 

honing Sandstone, 80' 

2. Limestone^ Preeport, 3' 6" 

3. Concealed, 60' 

4. Coal, Lower Free}x>rt, Bloeaom. 
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5. Sandy Shales, Flaggy Sandstone, and oonoealed, 87' 

6. Coalf Darlington, ? 

7. Concealed, 25' 

8. Coal, Kittanning, ? 

9. Concealed to level of Ldttle Beaver, 48' 

Here the concealed interval, No. 1, is covered with im- 
mense masses of a coarse conglomeratic sandstone, some of 
which are doubtless in place. 

The Freeport Limestone is seen extending around the 
point in a massive ledge. Both the Darlington and Kit- 
tanning coals have once been mined here, but the drifts 
have long been abandoned, and nothing could be learned of 
their thickness or quality. 

The Freeport Sandstone, No. 6, is not at all massive, but 
consists of thin layers of sandstone, interstratifled with 
shales. 

Between the summit cut and Wallace' s Run, along the 
Beaver Falls road, the Upper Freeport coal was once mined 
on the land of Mr. Stickle, where it is reported to have 
been 4 feet thick, but rather impure, containing much slate 
and sulphur. 

At the mouth of Wallace' s Run, the Piedmont Sandstone 
is seen in an immense cliff. It extends up to the level of 
the railroad, and the run has cut down through it a deep 
and narrow gorge. The railroad formerly crossed this gorge 
on a high trestle bridge, but subsequently the stream was 
arched over and a " fill " was made. 

In the cuttings, on either side, was found a greasy alumi- 
nous clay covering the top of the terrace here, and this 
was tumbled into the fill with the rest, and with the most 
disastrous consequences ; for a stratum of this, coming near 
the bottom, the whole mass above commenced creeping slowly 
off and slid away, and the mischievous clay had to be dug 
out and replaced with stone before the sliding stopped. 

Between Wallace' s run and Homewood, there have been 
several openings in the Kittanning coal, but none are now 
in operation. 
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39. Darlington Township^ Beaver CourUy. 

This lies immediately west from Big Beaver township, 
and extends to the Ohio line for its western boundary. 

The North Pork of the Little Beaver flows along its east- 
em border, and also forms its southern boundary all the 
way to the Ohio State line. 

TJie Darlington Section of ^S^feet 

At Darlington, in the hill north-west from the town, we 
get the following section in descending to the Little Beaver : 
(Fig. 202.) 

1. Massive Sandstone, Mahoning, seen, 10' 

2. Coal, Upper Preeport, C to 2' 

3. Fire Clay, 1' 

4. Limestone, Freeport, 3' 

6. Conoealed, 50' 

6. Coal, Lower Freeport, impure, 2' to 3' 

7. Concealed, 10' 

8. Sandstone, Freeport, 75' 

9. SandyShales, 5' 

10. Coal, Darlington, 1' 6" 

11. Sliales, containing Iron Ore, 20^ 

12. Coal, Kittanning, 2' 

13. Fire Clay, 10* to 15' 

14. Concealed to level of Ldttle Beaver, at Darlington, ... 35' 

The Mahoning Sandstone, No. 1, caps the hill top, and hsis 
been extensively eroded ; what is left of it is very massive, 
and rests immediately upon the underlying coal^ which was 
here opened by Mr. Martin, but the thickness was so vari- 
able that it was abandoned. Mr. Martin says that at times 
he would have 2J feet of good coal, and within a few feet 
the sandstone would come down and cut it out almost en- 
tirely. 

The limestone below it is in a single layer, of a light-gray 
color and very compact, breaking with a sharp, angular 
fracture. It was once burned for lime. 

The Lower Freeport coal has also been opened by Mr. 
Martin, who reports it as 2 to 3 feet thick, but quite im- 
pure, containing much sulphur and slate, and being worth- 
less as a fuel. 

The Freeport Sandstone is finely exposed in a quarry. 
The upper 30 feet of it is somewhat flaggy and shaly, but 
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the lower part is quite massive. It is a very hard, micaceous 
rock, and is a very indifferent building stone. About 45 
feet above the base of the bed is seen the very hard, blue 
silicious layer, which was noted in Southern Beaver last 
year. (See Report K., page 343.) 

The little coal. No. 10, is what I have termed the Darling- 
ton coal. It is only 1^ feet thick, and a bituminous coal, 
but 3 miles below it becomes the great bed of cannel coal 
which has long been known as the Darlington cannel. The 
bed has been mined here in some instances, and is quite 
pure and highly prized for smithing purposes. 

The Kittanning coal is mined by Mr. Martin. It is never 
more than 2 feet thick, and usually about 22 inches. It is 
pitchy black and shining, and is an excellent coal for do- 
mestic purposes, containing very little visible pyrites. 

The Fire Clay under the coal is of immense proportions, 
10 feet of it was seen, and Mr. Martin says it is much 
thicker. It is of an excellent quality, and was formerly 
manufactured into fire-brick in this vicinity. 

The concealed portion is a mass of boulders and terrace 
deposits down to the Little Beaver. 

Sharon Goal bed probably absent on Little Beaver. 

Several wells have been bored along the valley in search 
of the Block or Sharon coal. They commence, usually, 
about 30 to 40 feet below the Kittanning, and come to a coal 
at a depth of 130 feet, which is only 2 feet thick, and is 
supposed to represent the Sharon coal. This, however, is 
not the Sharon, but the Lower Porter coal of Pennsylvania, 
which lies 160 feet above the Sharon. Some of the wells 
were bored deeper, but no coal of any consequence was 
found below the first one struck, so that there is prob- 
ably no Sharon coal here. 

Passing down the Little Beaver from Darlington, we see 
where numerous openings have been made on the Darling- 
ton coal and the Kittanning, but none of them are now in 
operation, as both coals are quite thin along this line. 

The Coal Run Darlington Section of 287^ feet 

Three miles below Darlington we come to Coal run, and 



11. Coalj Darlington, 
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on this stream occurs the great bed of cannel coal, which 
has long been known as the Darlington cannel. 

The section of 287^' here given is principally the i-ecord 
of a boring made by Mr. Mansfield, commencing on the 
summit of the hill and passing down through all the strata : 
(Fig. 203.) 

1. Surface Clay and debris, 8 ' 

2. Massive Sandstone, 12 ' 

S. /Supposed place 0/ bed of Coal, (S ^oot Vein) 3' 

4. Sandy Shales, 37 ' 

6. Coat, Upper Freeport, 4 ' 

6. Fire Clay, 2 ' 4" 

7. Limestone, Freeport, 1 ' 8" 

8. Gray and Brown Sandy Shales and Sandstone, .... 5S ' 6' 

9. Bituminous Shale, containing streaks of Coal, Lower 

Freeport, 3 ' 

10. Very massive Sandstone, Freeport, 62 ' 6" 

1. Cannel Slate,0' to 6 ' ^ 

2. Cannel Coal,0' to 12 ' I o'to21' 6" 

3. Bituminous f 
Coal, . . 0' to 3J' J 

12. Bark Sandy Shales, containing fossil plants, 4 ' 

18. Dark Sandy Shales, containing layers and nodules of 

Iron Ore, 25 ' 

14. Coal, Kittanning, 2 ' 

15. Fire Clay, seen, 5 ' 

16. Concealed to level of the Little Beaver, 88 ' 

This very complete section was obtained by combining 
observations made at the exposures with the recoi d of the 
boring furnished by Mr. Mansfield. 

The Three Foot Vein, {Brush Greek coal bed ?) 

No coal was passed through at the horizon of No. 3, but 
Mr. Mansfield thinks that is the place where the "three- 
foot vein" should come, and has so placed it in his boring. 
This is probably too low, however, and it likely comes above 
No. 2, as I have never seen it at less than fifty feet above the 
Upper Freeport, and have seen it frequently at twice that 
distance. 

The Upper Freeport coal has been largely mined here by 
Henrici & Baker, of the Economy Society. A branch rail- 
road was built by the Economites from New G^alilee to this 
point, and this coal was extensively mined and shipped for 
a gas coal. But about the year 1863, the coal in this bed 
was exhausted, or rather all the workable coal was taken 
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out of it, and the mines have not been in operation since 
that time. 

The workable portion of the bed varied in thickness from 
3J to 4i feet, and is said to have been an excellent coal. 
There being no banks in operation on it now I did not get 
to see the coal, except at the mouth of the old drifts. 

No. 9 represents the Lower Freeport coal^ and a company 
once drifted into the hill several yards at this horizon think- 
ing it would turn into cannel. It is quite bituminous, and 
at times contains streaks of coal. 

The Freeport Sandstone is very massive and is frequently 
seen cropping out in the ravines. It is a very hard, silicious 
rock. 

The Darlington Cannel and Coal Bed. 

Immediately below the F. SS. comes the great bed of can- 
nel, which, at different localities here, exhibits the varia- 
tions given in the section. This extensive bed of cannel 
coal is a mere local deposit^ and has never been found oflf 
of the Mansfield tract in this township. The entire area is 
now owned by Mansfield & Co. The coal is usually sepa- 
rated into three distinct parts ; first, at the bottom, we have 
one half to one foot of bituminous coal; then comes the 
cannel^ resting immediately on it, and extending upward 
from six to twelve feet ; gradually passing into the cannel 
shale above, which is sometimes as much as six feet in 
thickness. 

The bituminous coal is very pitchy, and the bituminous 
layers are interlaminated with streaks of cannel. At the 
upper mine, where the cannel has thinned away, this bitu- 
minous portion becomes 2^ to 3^ feet thick, and is exten- 
sively mined by Mr. Mansfield, and shipped as a gas coal, 
under the name of '' Beaver Block Coal." 

The cannel coal is of very fair quality at times, but it 
contains quite a large per cent, of ash, especially near the 
top, where too much of the roof has been taken out. It 
makes a bright cheerful fire, however, and bums up into a 
fine white ash. It is extensively mined by Mr. Mansfield, 
and shipped to Cleveland as a gas coal. In its thickest 
parts Mr. Mansfield informs me that twelve feet of good 
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cannel has been mined. Its average thickness, however, is 
about seven feet. It graduates imperceptibly into the can- 
nel slate, or rich bituminous shale above. 

This shale was formerly distilled for oil on a large scale. 
The shale was preferred to the coal, as it made quite as 
much oil, and did not leave so much tarry products behind 
in the retort. One ton of shale made a barrel of oil. The 
discovery of petroleum of course put an end to the manu- 
facture of oil, yet the company found it profitable to con- 
tinue the manufacture of a heavy lubricating oil up to the 
year 1872, when the establishment burned down and was 
abandoned. 

The whole bed exhibits the most remarkable variations. 
When approaching the margin of the deposit, frequently, 
the sandstone roof above comes down, and the bottom 
shales rise, and the two come together and cut the coal 
entirely away. I have seen six feet of coal at one point, 
and the whole mass would be thus cut out in going a dis- 
tance of only fifty feet. 

The Darlington Under -shale plant bed. 

There is no fire-clay under this coal, but it rests immedi- 
diately upon a dark sandy shale, which is literally filled 
with fossil plants, most of which are in a very good state of 
preservation. 

In the cannel coal are frequently found stems of Lepido- 
dend/ron and UlodeTidron^ which are much macerated. 

The fine collection of fossU plants which Mr. I. F. Mans- 
field has made at this locality, and generously presented to 
the Survey, has been alluded to in another portion of this 
report. 

The Kittanning coaZ, with its underlying Fire Clay, is seen 
in a cut along the railroad, immediately below where the 
cannel coal has been mined. Mr. Mansfiield states that it 
is 2 feet thick. 

The central portion of this township contains quite a large 
area of the Upper Freeport coal. Near the head of Dill- 
worth' s run, it was once extensively mined by the Syi'acuse 
Coal Company, represented by Mr. Butts. Nothing has 
been done at the mines, however, for two years. The coal 
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was 4 feet thick, and when the mines were in operation one 
hundred tons were shipped daily to Cleveland as a gas coal. 
The available coal is nearly exhausted. 

The Brush Creek ( ? ) Three Foot Coal. 

Sixty-five feet above the Upper Freeport, at this locality, 
occurs another coal, which was also mined to some extent, 
but it comes so near the surface that the roof could not be 
kept up. It is reported to have been 3 feet thick, and a very 
fine coal. This is very probably the Brush Creek coal, at 
least we shall call it that hereafter, although the identifica- 
tion is not certain. 

A short distance above this, on the State road, the Upper 
Freeport coal is mined for country supply, by Mr. Laferty, 
and there we get the following : (Fig. 204.) 



1. Sandy Shales, 6' 

{ 1. Slaty Coal, ... 6" ^ 

2. Coal 3' 3" 

3. Slate, 1" 

t 4. Coal, 4" 



2. Coal, Upper Freeport, . < 



4' 2" 



It is a very fair coal, being pitchy, lustrous, and firm. 
Very little pyrites were seen in it. The bottom coal is 
rather impure. 

Passing on out the State road, we find the Brush Creek 
coal mined near the head of Coal run. Here are two banks. 
One at the roadside, operated by Mr. Williams, shows 2^ 
feet of solid, pure coal, which exhibits scarcely any pyrites. 
Some parts of the bed contain red coal, as it occurs very 
close to the surface. It is in high repute among the farmers, 
and is said to be an excellent smithing coal. 

Mr. Clark has the other bank, on the opposite side of the 
run, and it shows the same section. 

Near the State line, and one mile south from the Pitts- 
burg, Fort Wayne and Chicago railroad, the Brush creek 
coal is mined on the land of Mr. Hartshorn, and there we 
get the following section of 71' : (Fig. 206.) 

1. Coal, Brush Creek, 2' 6" 

2. Concealed, W 

r 1. Coal, 3' ^ 

8. Coal, Qpper Freeport, . \ 2. Slate, 1" > 3' 7' 

i 8. Coal, 6" ' 
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4. Fire Clay, 2' 

6. Limestonef Freeport, seen in bed of run, 8' 

The Brush Creek coal is mined at the roadside by Mr. 
Hartshorn. It is a beautiful coal, coming out in rectangu- 
lar blocks, and consisting of alternate layers of mineral char- 
coal, and pitchy, black bitumen, this giving it the appear- 
ance of a block coal. It is quite free from pyrites. 

This same coal is also mined just below by Mr. William 
Whan, where it is a little thicker than at Hartshorn' s, as it 
sometimes attains 3 feet there. 

The Upper Freepc/rt Coal bed and mines. 

The Upper Freeport coal is exposed at the entry of the 
State Line Coal Company, on the land of Mr. Whan. Their 
entry extends throufi:h from the head of this run to the Pitts- 
burg, Fort Wayne and Chicago railroad, at the State line, 
and is over a mile in length. The Freeport limestone, be- 
low the coal, is very compact, and of a light gray color. 

At the other end of this drift, where the railroad passes 
into Ohio, we see the following section, at the State Line 
Coal Company's works, 63^' : (Fig. 206.) 

1. Sandstone and Sandy Sliales, KK 

r 1. Coal, ... 8' 4" ^ 

2. Coal, Upper Freeport, . . ) 2. Slate, . . 1" to 2" { 4' 

( 3. Coal, . . . 4"to6" ) 

8. Fireclay, 1' 6" 

4. Limestone, Freeport, 3' 

6. Concealed to level of R. R. track here, 1,045 feet above 
tide, 45' 

The coal is mined at this locality by Mullen & Co., and 
is operated partly in Pennsylvania and partly in Ohio. 
The roof of the coal is generally a black slate 2 to 3 feet 
thick, but this, with the coal below it, is sometimes cut 
away by the Mahonins: Sandstone, which comes down from 
above. 

One and a half miles east from this, are the coal- works 
of Todd & Co., which are not now in oi)eration. The coal 
comes at an elevation of 70 feet above the railroad, and is 
hauled on a tram road from the mouth of the pit, which is 
one half mile south. The coal is 4 feet thick, and the Free- 
port Limestone is seen below it. 
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Near the head of Dilworth's run, the Upper Freeport 
coal is mined, at the roadside, by Mr. Hartshorn, where it 
is 3 feet 8 inches thick, and quite good. 

The Brush Creek Coal and mines. 

One mile south from Enon Valley Station, the Brush 
creek coal is mined on the land of Mr. Daniel Madden, by 
a shaft 36 feet deep. 

The coal is 3 feet thick, and sometimes runs up to 3 feet 
3 inches. It is a splendid coal, being highly prized for 
smithing purposes. It comes 190 feet above the level of the 
railroad at Enon. Shales and Fire Clay were passed through 
in the shaft, according to Mr. Madden' s statement. 

A short distance north from this, the Brush creek coal is 
also mined on the land of Mr. Pickles, where it is 3 feet 
thick, and of excellent quality. 

The Upper Freeport coal has thinned away at this locality 
so that only a few inches of it is seen, 60 feet below the 
Brush creek. 

On Madden' 8 run, 1^ miles south-east from Enon, the 
Kittanning coal is mined by Mr. McClure, where it is 2^ 
feet thick, and a very good coal. 

Where the Enon and Darlington road crosses Madden' s 
run, the Darlington coal was once mined by Mr. Madden, 
but the opening is now fallen in, and nothing could be seen 
of it. 

The blossom of the Brush Creek coal is frequently seen 
along the Enon and Darlington road ; and, near the school- 
house, one mile north from Darlington, the Upper Freeport 
coal is seen making a broad band of smut across the road. 
Near this point it was once mined on the land of Mr. Dout- 
hitt, where it is reported as 4 feet thick. 

BovZders floated by icebergs ? 

Strewn all over this township, are seen many huge boul- 
ders of granite. One of these seen near the head of Dil- 
worth's run, is 10 feet in its longest diameter, and 6 in its 
shortest. They are found on the summits of the highest 
hills. 
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Ifi, South Bearer Township^ Beaver County. 

This lies immediately south from Darlington township^ 
and also adjoins the State of Ohio. 

Little Beaver flows along its northern border, while Brush 
run heads up in the eastern part and flows west almost 
through its center, putting into the Little Beaver in Ohio, 
a short distance west from the State line. Brady's run 
heads up in its south-eastern comer. Anderson's run puts 
into Little Beaver at Darlington, and one half mile above 
its mouth the Kittanning coal is extensively mined by Mr. 
Tice, at whose drift, we see the following 25' : (Fig. 207.) 

1. Bark Shales, 15' 

.• 1. Coal, N 1' 6" ^ 

2. \ 2. Slate, i Kittanning 1" S 2' 4 ' 

' 3. Coal, ) 10" 5 

8. Fire Clay to bottom of Anderson's Run, 8' 

The coal is very pure and clean, being brilliant, very black, 
and pitchy. It is used for smithing, and is the source of 
supply for a long distance back into the country. 

One half a mile above this we see the following on the 
land of Mr. Sturgeon 117' : (Fig. 208.) 

1. Coal, Lower Freeport, reported, 3' 

2. Concealed, 75' 

3. CoaZ, Darlington, part Cannel, 1' 6" 

4. Concealed, 35' 

5. Coal, Kittanning, in bed of ran, 2' 4" 

Here the Lower Freeport coal was once mined on the land 
of Mr. Sturgeon, but the old opening has fallen in, and the 
coal cannot be seen. Mr. Sturgeon says that it was an ex- 
cellent coal, though quite hard to dig, from which I infer 
it was somewhat slaty. 

The Darlington coal is seen in a ravine, and above it comes 
an impure cannel shale, 4 to 5 feet thick. 

The Kittanning coal goes under the run at this point, and 
has been stripped out of the same, just below. 

Three fourths of a mile above this, the Darlington coal 
was once opened by Mr. Ferguson, and it there had 10 to 15 
inches of cannel^ resting on 12 inches of bituminous coal. 
It is 10 feet above the run, at this locality, and a short dis- 
tance above it passes under. 
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Opposite Elder' s woolen mill, on the Little Beaver, we get, 
descending the steep hillside to the creek, 227' feet of 
measures : (Fig. 209.) 

1. Massive Sandstone, Mahoning, seen, 25' 

2. CJonoealed, 186' 

8. Massive Sandstone, Freepon, 15' 

4. Dark Shales, containing streaks of Coal and nodules of 

Iron Ore, 10' 

6. Ck>alf Klttanning, reported, 2M" 

6. Ck)noealed, 15' 

7. Sandstone and Sandy Shales to the level of Little Beaver, 

below the dam, 25' 

The Mahoning Sandstone is very massive, and huge blocks 
of it are strewn all over the hillside, while the stratum itself 
forms a bold-cliff far up on the hill. 

The Darlington coal has here very probably been eroded, 
before the deposit No. 3 was made as the Freeport Sand- 
stone extends down so close to the Kittanning coal. 

The Kittanning was once mined, but the drift is now aban- 
doned, and the coal cannot be seen. It is reported, however, 
to have been 2 feet 4 inches thick, but of rather inferior 
quality. 

Passing up on the ridge, one mile south from the woolen 
mill, we find the Upper Freeport coal mined by Mr. Elder, 
and Mr. Jackson. The two banks are but a short distance 
apart, and show the same section. The following section of 
32i' is seen at Mr. Jackson's : (Fig. 210.) 



Here the coal is mined quite extensively for local supply. 
The bottom and top layers are quite impure and worthless, 
but the main bench is a very fair coal, and is highly prized 
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as a domestic fuel, though it contains rather too much sul- 
phur for smithing. 

The (Upper) Freeport limestone below is a light gray rock, 
and very compact. It contains a small bivalve crtcstaceaUy 
of very minute proportions. 

Passing one mile south from Mr. Jackson's, we come to 
Mr. McMillan's opening, in the Upper Freeport coal, and 
there in descending to his bank from from the road above, 
we get the following section of 117': (Fig. 211.) 

1. Coal, Brush Creek, Bloasom. 



2. Concealed, 

8. Massive Sandstone, Mahoning, .... 

1. Coal, slaty, . 



35' 



4. Coal, Upper Freeport, . < 



6. Fire Clay, 

6. Limestone, Freeport, . 

7. Shales and Sandstone, . 

8. Good, 



2. Coal, 

3. Slate, 

4. Coal, 
4. Slate, 

16. Coal, 



• • 


8 " 1 


. ,2' 


10 " 


» 


1" 
8" 




I" 




6 " j 



4' 4" 



2' 

3' 6" 
40* 
2' 



Here the Upper Freeport coal shows the same slaty top 
and bottom layers, which it so often does. They are com- 
paratively worthless, while the main bench is a tolerably 
fair coal, though containing more sulphur than usual. 

The blossom of the Brush Creek coal is seen in the road, 
where it makes a large streak, and is probably 3 feet thick, 
but has never been opened. 

The Mahoning Sandstone is quite massive, and forms ver- 
tical cliffs around the head of the little stream. 

The coal No. 8 in the road below, has also been stripi)ed 
out of the hollow by Mr. McMillan, who says it is an excel- 
lent coal. 

Passing down to Brush run, we find the Kittanning coal 
showing its blossom, near the mouth of Little Brush run, 
180 feet below where the Upper Freeport coal was seen at 
McMillan's. The Kittanning is there 25 feet above the run, 
and was once mined on its left bank by Mr. Wilson, but the 
drift has long ago been allowed to fall into disuse, so that 
nothing can be seen of the coal, but I learned from Mr. Wil- 
son that it was a little over 2 feet thick, and quite pure. 
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The Fire Clay is seen below the coal, 10 feet thick. One 
mile above tMs the coal passes under Brush run. 

Nothing is seen of the Darlington coal at this locality, as 
everything is covered up and concealed by debris. 

One half mile south from Brush run, the Upper Preeport 
coal is mined by Mr. Hartford at an elevation of 200 feet 
above the stream. It is there 4 feet thick, and the structure 
is pretty nearly the same as at McMillan' s bank. 

One and a half miles south from Hartford's the Upper 
Preeport coal has been mined on the land of Mr. Moore 
and Mr. McDade ; and descending the little branch of the 
run from Mr. Moore' s opening, we get the following sec- 
tion of 76' : (Pig. 212.) 

1. Mahoning Sandstone, seen, 10' 

r 1. Coal, 8' ^ 

2. Ck)al, Upper Freeport, . . 5 2. Slate, 8" > 8' 9" 

( 8. Coal, 6" ) 

3. Fire Clay, 2' 6" 

6. liimeetone, Freeport, . . . (Upper F. L.) 2' 

6. Concealed 10' 

7. Sandy Shales and Sandstone, 35' 

8. Concealed, 10' 

9. Limestone, Butler, . . . (Lower F. L.) 8' 

The lower part of the coal is very slaty and impure. 
Many openings have been made in the coal at this locality, 
and all but one, have been allowed to fall in. 

No. 9 comes at the horizon of the Butler Limestone, or 
that one so often found below the Lower Freeport coal. It. 
is somewhat ferruginous, and contains many nodules of 
iron. It was once burned for lime, but contains so much 
iron that it did not slake well. 

At the very head of Little Brush, near the Ohio township 
line, the Upper Preei)ort has been mined on the land of Mr. 
Brown, and there we get the following structure : (Fig. 213. ) 



1. Massiye Sandstone, Mahoning, 30' 

2. Shales, 2' 

r 1. Coal, ... 3' 2" J 

8. Coal, . . (U. F. C.) . . . ] 2. Slate,. . . I'' to 2" V 3' 10" 

' 3. Coal, ... 6" to 8'' ) 

4. Fire Clay, 2' 

6. Limestone, Freeport, . . . (U. F. L.) 2' 6" 



The coal has been extensively mined for local supply. 
16— Q. 
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The bottom and top are both very bad, while the main 
bench is also filled with pyritous slate. 

The limestone below the coal is quite pure, and of a light 
gray color. It was once burned on the land of Mr. Brown, 
and is said to have made a very nice, white lime. 

Near the mouth of the South Branch of Brush run, or 
the one which puts into it at the stone school-house, the 
Lower Preeport coal was mined a long time ago on the land 
of Mr. Johnston. It is reported to have been 3 feet thick, 
and quite good. Passing up the South Branch, one half 
mile, we find the same coal now mined on the land of Mrs. 
Tinnis, and there we see the following : (Pig. 214.) 

1 Sandy Shales, 10' 

. 1. CJoal, . . . r 2" ^ 

2. Coal, Lower Freeport, . . ) 2. Shale, . . 2" to 8" [ 8' 4" 

( 3. Coal, ... 2' ? 

The coal is tolerably good, though some portions of it 
are somewhat slaty. It is a brilliant, lustrous coal, and 
comes out in handsome blocks. 

One mile above this, the same coal was once mined, on 
the land of Mr. J. S. Garvin, where it was 3 feet thick. 
The bank has long ago been abandoned. 

On this farm the Upper Preeport coal was also once mined, 
and is represented to be 4 feet thick. It comes 50 feet above 
the Lower Preeport. 

A short distance above Mr. Qurvin's the Lower Preeport 
goes under the stream, and has there been stripped along 
the bottom by Mr. Donahugh. 

At the forks of the road above Donahugh' s, the Upper 
Preeport coal goes under, and we pass up into the Lower 
Barren Measures, and see nothing but sandstone and red 
shales. 

Passing east from the head of the South Branch of Brush, 
we come down on to the head- waters of Brady' s run, which 
heads up in the Barren Shales of the eastern part of this 
township. The stream soon cuts down through the Mahon- 
ing Sandstone, and where it passes out of the township is 
well down into the Preeport Sandstone. 
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-4-?. Chippewa Township^ Beaver County. 

This lies directly east from South Beaver township, and 
extends east to the Big Beaver river. 

The main bi-anch of Brady' s run passes across its south- 
west comer, while the north branch of the same stream flows 
south and east through the township. This is the most 
broken and rugged district in the county. The streams 
flow in perfect gorges, cut down through the massive rocks 
of the Lower Coal Series, and the only farming land is high 
up on the hills in the Barren Measures. 

Where the main branch of Brady's run comes into Chip- 
pewa township, it has cut down through the Freeport Sand- 
stone for 70 feet, and at Davison' s old mill the sandstone is 
seen in immense perpendicular cliffs along the stream, and 
enclosing it like the walls of a caflon. 

A short distance below the old mill the stream cuts down 
to the Darlington coal, and its blossom is frequently seen 
along the bluffs, though no openings have been made in it 
along the stream in this township. 

Near the head of the north branch of Brady's run the 
Kittanning coal is mined by Mr. R^nk, and there we see 
the following in descending the bluff above 67' : (Pig. 215.) 

1. Coal, Darlington, T 4" 

2. Concealed, 25' 

8. Shales, 6' 

r 1. Coal, 10" ^ 

4. Coal, Kittanning, . . . . ) 2. Slate, 1" [ 2! 8" 

i 8. Coal, 1' 4" ) 

5. Fireclay, 8' 

6. Conoealed to bed of rnn, 25' 

Here the Darlington coal was once opened, but it proved 
too thin to mine. 

The Kittanning coal contains much sulphur in the shai)e 
of large '* binders," and is not nearly so good a coal as we 
usually find it, though the binders are mostly confined to 
the upper bench. 

The Kittanning fire clay below the coal is here very 
pure looking. Below this a short distance the coal was 
once mined by Mr. Niblock, and above by Mr. Taylor and 
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Mr. Rhodes, but all their banks have now fallen in and 
been abandoned. 

The massive Preeport Sandstone is seen above the Dar- 
lington coal at this locality, and huge masses of it lie scat- 
tered over the hill. 

Passing np the hill from this point, north, toward the 
Darlington and Beaver road, we come to the Upper Pree- 
port coal and its underlying limestone in the road, 180 feet 
above the Kittanning coal. 

Near the brick school-house the blossom of the Brush 
creek coal is seen, and 85 feet below it the Upper Preeport 
coal has been opened by Mr. J. Dunlap, where it was 27 
inches thick at the mouth of the drift, but on following it 
into the hill it thinned away to only 17 inches. It is rather 
impure and sulphurous. 

One mile north-west from this the Upper Preeport coal is 
mined on the land of Mrs. McCarter, where we see the fol- 
lowing section of 32' : (Pig. 216.) 

1. Masalye Sandstone, Mahoning, seen, 25' 

f 1. Coal, Slaty, . . 6" 

2. Coal, 2' 6" 

3. Slate, 1" 

4. Coal, 8" 

6. Clay, 2" 

1^ 6. Coal, 4" 

3. Fire Clay, seen, 8' 

The coal is very impure as its exposed surface is frosted • 
over with copperas. The bottom part is also quite slaty. 
This is at the head of Anderson's run. 

One mile north-west from McCarter' s the same coal is mined 
by Mr. Sanor and Mr. Hall at the head of a small stream 
which puts into the Little Beaver, just above Darlington. 
Descending from Mr. Hall's bank, we see the following 61' : 
(Pig. 217.) ' 

1. Flaggy Sandstone, seen, 10' 

rl. Coal, 8'6" ' 

I 2. Slate, 1" 

2. Coal, Upper Freeport, . ^ 3. Coal, 6'^ 4' 7" 

U.Clay, 2" 

U. Ctoal, 4" j 

3. Fireclay, * 

4. Liimestone, Freeport, (U. F. L.) . . . 4' 

6. Shales and Sandstone, and concealed, 85' 

6. Coal, Lower Freeport, in bed of the run, reported, .... 3' 



2. Coal, Upper Freeport, . . 



4' 8" 
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The Upper Freeport coal is quite variable in thickness, 
running down to 2 feet and up to 7 feet. The quality is 
much better than at McCarter' s, the main bench being a 
very fair coal. 

TTie U. P. L. is seen in a massive stratum, in the bed of 
the run below Mr. Sanor' s coal bank. It is very hard and 
compact, and of a light gray color, weathering buflf on ex- 
posure. 

Limestone. 

About 70 feet above the Upper Freeport coal, Mr. Sanor 
finds a limestone of a slab-like structure in his field, and has 
burned it. It looks like the Umestone which is seen under 
the Brush Creek coal, in Big Beaver township, and proba- 
bly is the same. It made an excellent Ume. 

The Lower Freeport coal was once stripped out of the bed 
of the run, at this locality. It is reported to be 3 feet thick, 
and a very good coal. 

In the north-west comer of this township, three fourths 
of a mile from Darlington, the Kittanning coal is mined by 
Mr. McMahon, at whose works we see the following 33^^ : 
(Fig. 218.) 

1. Sandy Shales, 5' 

2. Coal^ Darlinjyton, 1' 4" 

8. Shales, bluish at the top but dark below, and oontainlng 

Iron Ore, 26' 

4. Coal^ Kittanning, 2' 2'' 

Here the Darlington coal has been stripped to some ex- 
tent, while the Kittanning is extensively mined for local 
supply. It is a very pure coal, and shows very little pyrites. 

Near the head of Thomas' branch of Brady's run, we see 
the following, on the land of Mr. Moore : (Fig. 219.) 

1. Variegated Shales, red, buff, <feo., 75' 

2. lAmeatone^ 5' 

3. Concealed and Sandstone, Mahoning, 50' 

4. Coal^ Upper Freeport, . *. 8' 6" 

6. Fire Clay and Shales, 6' 

6. Xrimetftone, Freeport, 8' 

Here the coal has been mined and stripped all around the 
head of the little hollow. 

lAToestone helow Brush Greek coal. 

No. 2 is the limestone, which occurs below the Brush 
Creek coal, in Big Beaver township. That coal, however, 
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is now absent, and we see nothing above it but the varie- 
gated shales of the Barrens for 75 feet. This is a series of 
red shales inter-stratified with yellowish and greenish marls, 
and an occasional streak of dark slate. The whole mass 
makes a barren soil, and is seen stretching across the fields in 
great bare patches, which have been furrowed deeply by 
gullies. South from this, along the Beaver and Darlington 
road, the Barren sliales occupy the high hills, and are fre- 
quently exposed. 

Passing down on to the Pittsburg, Port Wayne and 
Chicago Railroad, the following section is seen on the land 
of Mr. Hartman, one and a half miles above Beaver Palls 
Station 164': (Pig. 220.) 

1. Coaly Darlington, (JJpptr Kittanning^) . . 2' 

2. Fire Clay, 6' 

8. Shales, oontalning Iron Ore, 40' 

r 1. Coal, !• ^ 

4. Coaly Klttanning, . . . . ) 2. Slate, 1" S 2' 4" 

( 8. Coal, 1' 3" ) 

6. Fire Clay, lO* 

6. Sandy Shales, 60' 

7. ConoealedtoleyeloftheR.R., 55' 

The Darlington coal was once mined by Mr. Clayton, and 
is an excellent coal. At some places in the bank, Mr. Clay- 
ton reports it as attaining a thickness of 28 inches. 

The Kittanning is a tolerably fair coal, though it contains 
considerable pyrites, and Mr. C. says it will not begin to 
compare favorably with the Darlington above it. 

Near the top of this hill is a quarry in the Butler Sand- 
stone^ on the land of Mr. Hartman, from which a large 
amount of building stone is shipped on the railroad. The 
stone is of excellent quality. 

Twenty-five feet above the base of No. 7 occurs a coal, 
and just above here, near Harbisson's run it shows the 
following: (Pig. 221.) 



1. Coal, N 1' 2" 

2. Clay* \ . Brookville C. ? 3' ^ 4' 9" 

8. Coali 



/2" X 
7" > 



The Brookville Coal f 

This comes at the horizon of the Brookville coal, and is 
doubtless that stratum, as the Piedmont Sandstone comes 
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in immediately below. The coal was opened by Mr. Har- 
bisson, but is too slaty to mine. 

At Mayfield station a drift was run in on this same coal 
for several yards, but no available coal was found, though 
there it makes a large show of blossom in the cut near the 
station. 

• 

Ji!2. Patterson Township^ Beaver County. 

This is a small area lying in the narrow neck between 
Brady's run and the Big Beaver. 

The strata are finely exposed along the Beaver, in this 
township, as its banks are almost vertical, and sections can 
frequently be obtained where every inch of the strata is ex- 
posed, for 300 feet. 

Three fourths of a mile above Beaver Falls Station, the 
Kittanning ooal is mined along the railroad, above the 
track, by Hulmes & Bro., and also by Mr. Davis, their 
works being only a few rods apart. Here the coal shows 
the following structure : (Fig. 222.) 

1. Coal, N 1' 2" ^ 

2.Slate, [ . Kittanning Ooal, 1" [ 2' 4" 

S. Coal, ) VV) 

There is quite a difference in the two benches of coal ; 
the upper is a hard, dull, open burning coal, and contains 
some pyrites, while the lower bench is a bright, oily, soft 
caking coal. Much of the lower part comes out as slack 
and smut coal, and is then coked. The hee-hive oxen is 
used, and the coal is coked 36 hours. Each bank has two 
ovens. The coal makes a most beautiful coke, being very 
firm and porous, and having a clear, silvery luster. It is 
largely used by the manufactories in Beaver Falls. 

Beaver Falls is supplied with coal principally by these 
two banks. Each puts out about 1,000 bushels every day. 
The coal is there 190 feet above the level of the Beaver. 

New Brighton long Section No, 1 of S6S' . 

One mile below this a little run puts into the Beaver, a 
short distance above the toll bridge, connecting New Bright- 
on and Beaver Falls, and descending this from the top of 
the hill, we see the following section of 363' : (Fig. 223.) 
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1. Massive Sandstone, Mahoning, seen, W 

2. Coal Blossom, Upper Freeport. 

8. ConoeaLed, 40' 

4. Massiye Sandstone, Butler, (U. P. SS.) ... 80' 

5. Coaly Lower Freeport, Blossom. 

6. Ck>noealed and Sandstone, (L. F. SS.) . . . TO* 

7. Coal, Darlington, 1' 6" 

8. Fire Clay, Shales, and oonoealed, 85' 

/ 1. Coal, 10" J 

9. Goal, Battanning, . . . ) 2. Slate, .... 1" [ 2' 1" 

I 8. Coal, 1' 2" ) 

10. Fire Clay, 8' 

11. Sandstone and Sandy Shales, 65' 

12. Limestone, Ferriferous, 2' 

18. Concealed to level of the Beaver, 05' 

Here the blossom of the Upper Freeport coal is seen in 
the road, on the hUl top, where it makes a large, black 
streak, and is probably of workable thickness. 

The Mahoning Sandstone above it is very massive. 

No. 5 represents the Lower Freei)ort coal, and makes a 
small blossom in the road. 

The Upper Freeport Sandstone above it is very massive, 
and is quarried at the roadside. It is a coarse, reddish- 
white rock, and makes a very fair building stone, though 
it does not resist the weather so well as the Mahoning 
above. . 

The Lower Freeport Sandstone is not massive, but a 
flaggy sandstone inter-stratified with shales. 

The Darlington coal is seen at the roadside, and in the 
hollow below. It is a very pure coal, but too thin to mine. 

The Kittanning coal is mined just below the road by 
Messrs. Ross and Smith, where it is a bright, rich looking 
coal, and shows very little pyrites. 

The Ferriferous Limestone is seen in the bed of the little 
run. It is leather impure, and exhibits the " cone-in-cone " 
structure. 

The Gas Well of the Economy Company at New BrigJUon. 

A short distance above this is the deep well bored by the 
Economy Society for gas at their cutlery-works. It com- 
mences immediately on top of the Upper Homewood Sand- 
stone. 

New Brighton long Section^ No. 2 of36%\ 

A short distance below the toll bridge connecting Beaver 
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Falls and New Brighton, a small stream plunges down the 
hill and exposes everything from the top of the hill to the 
bottom. The section there is as follows : (Fig. 224.) 

1. Maasiye Sandfitone, Butler, . . (Upper Freeport 8S.) . . 35' 

2. Coal, Lower Freeport, 1' 4" 

8. Fire Clay, 5' 

4. Limestone, Batler, 2' 

6. Shaly Sandstone, Freeport, . . (Lower Freeport SS.) . . 60' 

6. Coalf very impure, looal, 1' 

7. Shales, Sandy, 20' 

8. Coal, Darlington, (U. K. C.) . . 1' 4" 

9. Fire Clay and Sandy Shales, , . 10' 

10. Dark Shides, oontaining Iron Ore, 25' 

11. Coal, Kittanning, (L. K. C.) . . 2' 4" 

12. Fire Clay, 9' 6" 

13. Sandstone, 42' 6" 

14. Sandy Shales, 30' 

15. Ferriferous Limestone, 6'* to 1' 6" 

16. Black Fossiliferous Slate, 15' 6" 

17. Fire Clay, •. 7' 6" 

18. SandyShales, 10' 

19. Fire Clay, non-plastic, 3' 

20. Flaggy Sandstone, 23' 

21. Blueish Sandy Shales, oontaining Iron Ore, 25' 6" 

22. Coal, BrookylUe, 6" 

28. Fire Clay, 4' 

24. Shaly Sandstone, 6' 

25. Massive Sandstone, Piedmont, to level of Beayer, ... 20' 

The BvMer Sandstone is quite massive, and forms a long 
line of cliffs aronnd the top of the hill. The rock has 
weathered away very much, and is pitted with holes and 
queer-shaped cavities. This cliJBf is called the ^^ Alum 
Rocks ^^^ from the aluminous sand which lies loosely about 
the base of the stratum and has been derived from its waste. 
This stratum vj^a formerly considered the Mahoning Sand- 
stone, as the limestone below the coal was always consid- 
ered the Freei)ort. 

No. 2, the Lower Freeport coal is very impure, contain- 
ing much sulphur. 

The Butler or Lower Freeport Limestone is tolerably 
compact, but quite ferruginous, as we always find it. 

The Freeport Sandstone is somewhat shaly, and has lost 
the massive character which it displays along the Ohio 
river. 
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No, 6 is a local coal, which sometimes occurs at this hori- 
zon, though it never becomes workable. 

The Darlington coal is remarkably pure, and its exposed 
surface is clean and bright, and free from any incrustations 
of copperas. 

The Ferriferous Limestone is very thin, and is seen vary- 
in thickness from one half foot to IJ, within a short dis- 
tance. It has the * ' cone-in-cone ' ' structure. 

The black shales below it are very fossiliferous, and at 
their base become quite bituminous, and may then repre- 
sent the Clarion coal^ as there is nothing else in the section 
to take its place, and this is conjSrmed by the presence of 
the large bed of fire clay, below the shales, since the Clarion 
is underlaid by a bed of about that size, where seen oppo- 
site Beaver Palls. 

Fucoids on under surface of iron ore. 

No. 21 is filled with "Kidney" iron ore^ and near its 
base is a layer of calcareous ore, which has its lower sur- 
face completely covered with fucoids. They are of various 
forms, and branch off in every direction. One was seen 
which radiated from a central axis something like the Bo- 
tophycus of Lesquereux. 

No. 22 represents the Brookmlle coal of Rogers. It is 
only 6 inches thick, but about one half mile below, where 
it has dipped down to the water, it becomes 3 feet thick, as 
is reported by the men who worked at building the dams 
along the Beaver, when the Erie and Pittsburg canal was 
constructed. 

The Pied/mmvt Sandstone is seen along the Beaver, form- 
ing a cliff on either side. One half mile below here its top 
comes down to the bed of the river at the first dam, and 
the water falling over on it makes a very rapid current. 
The rock is worn into all manner of pot-holes, and huge 
furrows are cut down into its softer portions. 

The Bradj/s run {Beaner Go.) Section. 

On Brady's run, nearly opposite the Pallston bridge, the 
following section of 162' was made out, on the land of Mr. 
Middletx)n: (Pig. 225.) 
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1. Sandy Shales, 10' 

2. Coal, Darlington, 1' 3" to 1' 11" 

3. Fire Clay and Sandy Shales, containing Iron Ore, 35' 

4. Coal, Elittanning, 2' 

5. Fire Clay, 8' 

6. Sandstone and Sandy Shales, 60' 

7. Limestone, Ferriferous, 6' 

8. Concealed to Brady's Run, 40' 

The Darlington coal is here mined by Mr. Middleton. It 
is quite pure, and a very brilliant, rich coal. It varies 
from 15 to 23 inches in thickness, never getting less than 
the former nor more than the latter. The Kittanning coal 
has also been mined immediately below where the Darling- 
ton is opened, but Mr. Middleton says it is much inferior 
to the Darlington, as it contains considerable sulphur. 

The Ferriferous Limestone is seen in the bank below the 
coal, and is in two layers, separated by 3 inches of shale. 

Qn Thomas' run, a branch of Brady, the Kittanning 
coal is mined on the land of Mr. Piatt, where we get the 
following: (Pig. 226.) 

1. Shales, dark, seen, 8' 

I.Coal,. . . 10" 



2. Slate, 

2. Coal (Kittanning), . . . ^ 3. Goal,. 

4. Clay, 
.5. Ooal, . 

3. Fire Clay, seen, 2' 

4. Concealed to the run, 25' 



1" to 2" 
2' 

1" 
2" 



The coal has here an extra parting of clay near the bot- 
tom, and below this is very impure. The main bench is a 
tolerably fair coal, and supplies the neighboring country. 

^3, Brighton Township^ Beaver County. 

This lies south from Chippewa and Patterson. The Big 
Beaver flows along its eastern border, and the Ohio along 
its southern, while Brady's run passes along its northern 
border and forms the boundary between it and Patterson. 

A short distance below where the West Branch of Brady's 
run enters this township from Chippewa, the Kittanning 
coal comes up above water-level and its blossom is seen 
along the road with the Darlington, 40 to 45 feet above it, 
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and the immense Freeport Sandstone capping the blnfib 
above. 

There have been numerous openings in both coals, along 
this stream, but nearly kll are now abandoned. 

Near the old mill, one half mile below where Brady's 
run enters the township, we see the following at one of 
these abandoned openings 95' : (Fig. 227.) 

1. Coal, Darlington (reported), . . (U. K. C), 1' 8" 

2. Shales, Aff 

3. Coal, Kittanning (reported), . . (L. K. C), 3' 

4. Concealed to the oreek, 50' 

Here both coals were mined a long time ago, but the 
banks have fallen in now. I have given their thickness as 
reported to me by a man who had dug in each. 

Passing on down the stream we find the KittanniTig coal 
mined on the land of Mr. David Morgan, and there it ex- 
hibits the following structure : (Pig. 228. ) 



1. Coal, N 7" 

2. Slate, i Kittanning ooal, 1" } B* 

3. Coal, ) 2' 



7". 
1" 



The coal is very good, being lustrous and brilliant, and 
containing very little sulphur, except an occasional large 
"binder," which can be easily separated from the coal. 

This, is the only coal bank now in operation on this 
stream, in this township, though the coal is constantly ac- 
cessible for several miles, and is 2^ to 3 feet thick all the 
time. Numerous openings have been made, but they have 
all been allowed to cave in, and have been abandoned. The 
farmers say it is cheaper to buy their coal and haul it some 
distance than to keep a bank open, and this is doubtless 
true, since the average farmer manages so to construct his 
entry that it lasts only for the time being, and a new one 
must be made the next year. 

Here at Mr. Morgan^s the Darlington coal is seen in a 
small ravine, 45 feet above the Kittanning, and has been 
dug out for smithing, being very pure, but only 18 inches 
thick. 

Brady* s Hun West Branch Section of 18T. 

One mile above the mouth of the West Branch of Brady's 
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nin we get the following section in descending a ravine to 
the stream 187' : (Fig. 229. ) 

1. Maastye Sandstone, Freeport, seen (dliffli), SO' 

2. Sandy Shales, 15' 

8. Coal, local, C 4" 

4. Sandy Shales and Sandstone, 20' 

5. Coal, Darlington, 1' 6" 

6. Fire Clay, V 

7. Shales, containing Iron Ore, 35' 

8. Coal, Kittanning, 2' 6" 

9. Fire Clay, 10' 

10. Sandstone and Sandy Shales, (K)' 

11. Limestone, Ferriferous, 1' 

12. Dark Shales, oontaming nodules of Iron Ore, to the level 

of Brady's Run, 10' 

The {Lower) Freeport Sandstone is very massive and 
extends around the hill in an immense cliff. 

Both the Dai'lington and Kittanning coals have been 
stripped out of the ravine at this locality, and both are un- 
derlaid by very thick and pure beds of fire clay. 

The Ferriferous Limestone is quite impure and shows the 
' ' cone-in-cone ' ' structure. The shales below it are crowded 
with fossils. Descending Brady's run to its mouth we 
find there have been numerous mines in the Kittaning coal, 
but all are now abandoned. 

At the mouth of this stream the top of the PiedT/umt Sand- 
stone is seen in the bottom of the creek, and 10 feet above 
it the Brookmlle coal attains workable dimensions. It was 
once mined and used as a fuel in the manufacture of salt 
at the old salt-works there. It was 3i feet thick, but quite 
slaty. 

CHI Wells of the Lancaster and Beaver Company, 

A few feet from the mouth of the old coal drift two 
wells were bored for oil by the Lancaster and Beaver River 
Oil Company. No records of these borings are accessible, 
and all that can be learned is their depths, which are 1,080 
feet and 1,375 feet. The latter is still flowing gas and salt 
water. One of these wells was originally bored for a salt 
weU, and salt was manufactured here for a long time by 
Mr. Dickey. The water came at 360 feet below the Brook- 
ville coal. Some show of oil was obtained in these wells, 
but they were never pumped. 
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The Kittanning coal was once mined at this locality on 
the land of Mr. Bay, but the available coal is now all mined. 

One half mile below here the same coal is mined on 
the land of Mr. Bromley at the head of a small stream, 
which puts into the Beaver through the village of Bridge- 
water, and at his drift we see the following : (Fig. 230.) 

r I. CJoal, J 6" J 

1. ) 2. Slate, ( Kittanning, 1" to 2" > 2' 8" 

( 8. Coal, ) 2' 0" ) 

2. Conoealed to the river, 125' 

The coal varies much, both in thickness and quality. In 
drifting in some directions it becomes slaty and bony and 
utterly worthless, while in other directions it is very good. 
It contains too much pyritous slate for smithing purposes. 

Below this a short distance we see the following section 
descending from the top of the hill of Mr. Fell 285 ': 
(Fig. 231.) 

1. Coaly Upper Freeport, Blossom. 

2. Shales and Sandstone, 70' 

3. Coal, "Lower Freeport," 1'6" 

4. Sandstone, Freeport, 60' 

5. Coal, Darlington, 1' 4" 

6. Concealed, 80' 

7. Coal, Kittanning, 2' 6 ' 

8. Conoealed to level of Beaver, 120' 

Just above No. 1 of the section, occurs a very handsome 
terrace^ and it is seen to be continuous with one at that ele- 
vation above Rochester, on the opposite side of the Beaver. 
This is the one which ranges at a height of from 280 to 
300 feet above the Ohio river ; and is seen at Bellevue. 

The Upper Freeport coal is seen near the top of the 
hill in a broad band of smut. It was once opened here, but 
nothing could be learned of its thickness. A shaft 20 feet 
deep was once sunk to the Kittanning coal at this locality, 
by Mr. Fell, but it proved to impure and slaty to mine. 

The town of Beaver is situated on a very beautiful 
terrace^ 120 feet above the level of the Ohio. It is a mere 
mass of rounded boulders and loose sand. This is the same 
terrace on which the railroad runs through New Brighton. 

Two and one half miles below the mouth of Big Beaver, 
Two-mile run puts into the Ohio, and, stripping oflf the ter- 
race deposits, exposes the Ferriferous Limestone^ near its 
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inoiitli. This stratum has thickened up considerably from 
what we last saw it, 3 miles to the north-east, as it is there 
only 2 feet thick, while here it is from 10 to 16 feet. It has 
been mined and burned, at this locality for a long time. 
Just back from Vanporte, are some quarries on the land 
of Mr. Powers, which are now operated by Mr. Dunn, and 
there we see the following section of 46^^ : (Fig. 232.) 

1. Sandy Shales, 5' 

2. Limestone, FerrifBrouB— 

a. Dark, though impure, Limestone, 1' 
6. Blueish-gray Limestone, 3' 

c. Shale, 0'4"to6" \ U' 6" 

d. Light gray Limestone, 3' 

e. Blue Limestone, 4' 

8. (Concealed to the level of the Ohio, 80* 

The limestone differs very much in the various layers,- 
both in color and quality. The upper layer (a) is a dark 
tough impure rock, not used. The bluish-gray stratum (ft) 
extremely brittle, is said to be the best for fluxing iron, and 
has been shipped to Pittsburg and Mingo for that purpose. 
The shale (c) is persistent, in all the quarries here. The 
light-gray layer {d) the most compact and purest limestone 
in the bed, burns into a very fair white lime, and is nearly 
a pure carbonate. 

The blue portion (e) is quite impure in its lower part, 
and cannot be used. The whole bed is richly fossilf erous. 

Below this, one fourth of a mile, Mr. Davis has a quarry 
in this rock below the railroad, and he ships it to Mingo 
Furnace. 

The Vanporte Section of 219\ 

One half mile below Vanporte, we see the following sec- 
tion on the land of Mr. Severn 219' : (Pig. 233.) 

1. MaasiYe Sandstone, Freeport, QO ' 

2. Shales, 10 ' 

3. Coal, Darlington, . . (U. K. C.) 1 ' 6" 

4. Shales, containing Iron Ore, 35 ' 

6. Coaly Kittannlng, . . . (L. K. O.) 2' to 2 ' 6" 

6. Fire Clay, 11 ' 

7. Sandstone and Sandy Shales, 44 ' 

8. Iron Ore, 0' to 2 ' 

9. Limestone \ ^' Limestone, gray, 7' ^ 

FerHf^ous. p. Shale, v[ 18' 

V 3. Limestone, blue, 10' ^ 

10. Concealed to the Ohio River, 36 ' 
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Here the Kittanning coal is mined by Mr. Severn. It is 
quite impure and slaty, however, and is very inferior. 

The Kittanning fire clay is very good, and is used by 
Mitchell & Co., in the manufacture of Fire Brick at this lo- 
cality. 

The Ferriferous Limestone ( 10 ) shows a very different 
structure from that at Power' s quarry, only one half mile 
above. Here it is much thicker and more massive. At 
the quarry, which is Mr. Tygart's, a sandstone rests on the 
limestone and no iron ore is seen, but only 3 rods above, 
we get 2 feet of plate ore resting immediately on the lime- 
stone. 

The limestone is also quarried by Mr. Severn. This is 
the last locality at which this rock is seen on the north 
side of the river, until we come to the Ohio line, as it dips 
down below the terrace, and is continually covered up, 
when not below the level of the Ohio ajs it frequently is. 
The Darlington coal blossom is seen here, and Mr. Severn, 
who has dug into it, says it is li feet thick, and quite pure. 

The Freeport Sandstone is seen forming a massive cliff 
above it. Passing up Two-mile run it rises very fast and 
the limestone soon goes under. 

On the land of Dr. McKinney, 2i miles above the mouth 
of this stream, we get the following section of 153' : 
(Fig. 234.) 

1. Massive Sandstone, Mahoning, 20 ' 

2. Coaly Upper Freeport, 2 ' 

3. Fire Clay, 2 ' 

4. Limestone^ Freeport, 2 ' 6" 

5. Shales and Sandstone, 60 ' 

6. Coal, Lower Freeport, 1 ' 8" 

7. Concealed, with oocasionai exposures of Sandstone, to the 

level of Two-mile Run, 65 ' 

The Mahoning Sandstone is very massive and immense 
outliers of it are scattered over the hUl. Just above here 
it is quarried, and it makes an excellent building stone. 

The coal comes immediately below it and is too thin for 
mining. 

The limestone under the coal is quite ferruginous and 
brecciated. 
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The Lower Freeport coal has been opened and mined by 
stripping, but it is too thin and slaty to be of any value. 

Passing on up Two-mile we find the Upper Freeport 
coal going under it on the land of Mr. Morgan ; and, ascend- 
ing the hill, we see a large coal blossom in the road 140 feet 
above. This is one of the Barren Measure coals^ which 
come in at all horizons, and occasionally become workable. 

Lower Barren Measure Red Shales. 

At Mr. Gibson's, near the north-west comer of the town- 
ship, on the New Lisbon and Beaver road, a large bed of 
red clay is seen near the top of the hill, 300 feet above 
where the Upper Freeport coal was last seen. This is very 
probably the red clay, which almost constantly underlies 
the Crinoidal Idmestone. But the place of the limestone 
is concealed by debris, though it is doubtless present in 
the high knob which rises 60 feet above the red clay. 

Going south from the New Lisbon road on to the head of 
Six-mile run we find the Mahoning Sandstone in immense 
development, forming perpendicular cliflfs along the stream 
and covering the ground with its large fragments. 

The Upper Freeport Coal comes to the surface one half 
mile above the forks of the run, and is first mined by Mr. 
Nevill, at an elevation of 30 feet above the stream. The 
coal is 2i feet thick, and not very pure. The U. F. L. is 
seen below it in blocks which have slid out of the hill. On 
the left branch of the stream this coal is mined by Mr. 
Walton, a short distance above the forks, and there we see 
the following section of 98' : (Fig. 235.) 

1. Masaive Sandstone, Mahoning, 25' 

2. Sandy Shales, 86' 

8. Coaly Upper Freeport, 8' 

4. Gonoealed to the ran, 85' 

The coal is quite variable in thickness, running from one 
to three feet. It contains considerable sulphur. This is 
the last opening as we ascend the left branch, and half a 
mile above the coal passes under. 

One half mile below the forks of the run this coal is 
mined to a considerable extent by Mr. McGaffich, and at 
his drift we get the following section of 60' : (Fig. 236.) 
17— Q. 



258 Q. REPOBT OF PROGRESS. I. C. WHITE, 1876. 



1. Coal, Upper Freeport, . 



1. Slaty Coal, . . . 1' 0" 

2. Shale, 0' 6' 

3. Caimel, .... C 6" 

4. Goal, 2' 8" 

5. Slate, (yi" 

U. Coal, O' 4'' 

2. Ck>noealed, lO* 

8. Sandstone, (Butler ; U. F. Sandstone) 40^ 

4. Coalj Lower Freeport, 2' 

5. Concealed to the run, 8' 

The roof coal is very impure and is never taken out. The 
layer of the cannel on top of the main bench is quite good 
and is taken out and sold along with the rest. 

This bank is the source of supply for a considerable dis- 
tance around in the country. The coal contains too much 
sulphur for smiths' use. 

The tolerably massive sandstone, No. 3, comes at the hori- 
zon of the one I have called the Butler. 

The coal bed under it has been mined at one time, and 
is a kind of semi-cannel at the mouth of the drift and 
very slaty, but, when further under the hill, it is reported 
to be a tolerably fair cannel. A short distance up the 
stream it turns into a bituminous shale, and disappears. 

On the branch of Six-mile run, which comes in past the 
school-house below McGaffich's, the Upper Freeport coal 
has been oi)ened in several places on the land of Mr. Lister, 
and there we see the following section of 45' : (Fig. 237.) 

1. Maaaiye Sandstone, Mahoning, 40' 

2. Shales, 2' 

8. Coal, Upper Freeport, 3' 

Here we see quite a change in condition within a short 
distance. At Mr. Walton's, only one mile above, the Ma- 
honing Sandstone was separated from the coal by 35 feet of 
shales, while here it rests immediately upon the coal. The 
sandstone at this locality is a most beautiful building stone. 
It is of a grayish white color, splits evenly and freely into 
blocks of any desired size, and dresses easily. It has been 
extensively quarried and hauled to Beaver for building 
stone. 



1 1. Gannel, • • • ] 




r . . . 2 " to 6'' 


^ 1 2. Coal, .... 
1 3. Slate, .... 


► U. F. C. . 


. . . 2' 8 " 
... 4" 


I 4. Coal, .... J 




A II 


2. Concealed to the ore 


ek. 
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44' Indiostry Totonshipy Beaver Courvty. 

This lies south-west from Brighton, and adjoins Ohio town- 
ship. The Ohio river forms its southern boundary, and it is 
drained by Six-mile and Wolf runs, which put into the Ohio 
near each other. 

Passing on down Six-mile run, from where we left it in 
Brighton township, we find the Upper Freeport coal mined 
just within the township by Mr. Engle, and there we see the 
following section of 68i' : (Fig. 238.) 

2 " to 6" ^ 

ion 1 

8' 6" 
66' 

The coal is rather inferior, and shows much pyritous slate. 
The roof coal seen at Mr. McGraflich's bank, a short distance 
above in Brighton township, is not present here. 

The Kittanning coal is mined one half mile above the 
mouth of Six-mile run, on the land of Mr. Howe, and there 
we see the following section of 69' : (Fig. 239.) 

1. Dark Sandy Shales, oontaiuing Iron Ore, 10' 

^ 1. Coal, 6" ^ 

2. CocU, Kittanning, .... 5 2. Slate, 2" [ 3' 4" 

( 3. Coal, 2' 8" ) 

8. FUreClay, 6' 

4. Sandstone, somewhat massiye, to the level of the oreek, . 60' 

The coal is quite good, and is very oily and brilliant, but 
has nearly all been mined out on this proi)erty. 

The Kittanning Sandstone under the coal is very massive, 
and is seen in a perpendicular cliff. 

On the opposite side of the Ohio from this point, only one 
half mile away, the Ferriferous Limestoneis seen under this 
sandstone, 16 feet thick. 

At Industry, one half mile below this last locality, the 
ELittanning coal is mined by Mr. Briggs, and, at his bank, 
it gives the following section : (Fig. 240.) 



1. 



( 1. Coal, . . 

2. Slate, . . 

8. Coal, . . 
L 4. Cannel, . 



Kittanning C. 



. 8" 

1" to 2" 
. 2' 9" 

0" to 14" 
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Here the coal shows the very queer freak of having a layer 
of cannel at the bottom. Mr. Briggs reports that the cannel 
layer is very irregular in its thickness, sometimes running 
out entirely, and again thickening up to 14 inches. It is 
rather impure, but bums quite well. 

The main body of the coal is very good, being pitchy and 
bituminous, and would evidently make a good gas coaL Mr. 
B. states that, in some parts of his bank, the coal thickens 
up to 5 feet. 

TTie Industry saU^ oil and gas well. 

Mr. Briggs also operates the salt-works at Industry. The 
weU is 800 feet deep, and was bored originally for oU. It 
commences 12 feet below the Kittanning coal, and a show of 
oil and some gas was obtained at 730 feet. The salt water 
is obtained at 310 feet, whiclf puts it far down in the Con- 
glomerate Series. The water is 6** strong. About ten bar- 
rels of very fine, nice salt are made here daily. It takes 
about twenty barrels of water to make one of salt. 

The iTidMstry long Section of 383i\ 

In descending a ravine from the hill-top, at Industry, to 
the Ohio, we get the following section of 383i' : (Fig. 241.) 

1. Maaedve Sandstone, Bofblo, (7) 20' 

2. Coal, Brush Greek, Blo8W>ni. 

8. Shales, and oonoealed, 20' 

4. Massive Sandstone, Mahoning, 70' 

6. Shales, 5' 

6. Coal, Upper Freeport, 4' 

7. Sandy Shales and Sandstone, 60" 

8. Concealed, 10* 

9. Sandstone, (Lower) Freeport (one solid maaa), . . . 100' 

10. Coal, Darlington, 1' 6" 

11. Shales, and concealed, 30' 

12. Coal, Kittanning, 3' 

13. Concealed to the Ohio River, 60' 

No. 1 is quite massive, and caps the hill. It very proba- 
bly represents the Buffalo Sandstone. Immediately under 
it comes the blossom of a coal, which is at the horizon of the 
Brush Creek coal. 

The Mahoning Sandstone is a very massive rock, and 
forms a line of cliffs along the hills. Huge masses of it lie 
scattered over the surface. 
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The (Lower) Freeport Sandstone attains an immense de 
velopment, perfectly TOdssive^for the entire 100 feet without 
a solitary break. It is a very hard, grayish-white rock, and 
36 feet above it« base is geen a blue silicious layer, worn i)er- 
fectly smooth by the little stream which plunges over it. 

The Upper Freeport coal was once mined here, but the 
opening has now fallen in, and it cannot be seen. Mr. Briggs, 
however, tells me that it was 4 feet thick. 

The Darlington coal has not been mined in this locality, 
except by stripping occasionally. It is a very pure coal, 
however. 

The Kittanning coal was once mined by Mr. Cummings, 
a short distance below Industry, but it was rather slaty 
there, and has been abandoned. 

Wolf run puts into the Ohio at Industry. The stream 
falls very rapidly, going down at the rate of 150 feet i)er 
mile, while it is passing through the great (Lower) Freeport 
Sandstone. 

Passing up the right branch of the stream, we find the 
Upper Freeport coal on the land of Mr. Moore, one and a 
half miles from the river. Here the coal is 3 feet thick, and 
said to be very good. The mine is not now in operation, 
and the coal could not be seen. 

Just above this, the coal goes under the stream, and is 
280 feet above the Ohio, at Industry. 

Going up on to the divide, we find the Barren Measures 
extending up for 270 feet above the Upper Freeport coal. 

Passing down on to the left branch of Wolf run, we find 
the Upper Freeport mined, first by Mr. Reed, where we see 
the following 42J' : (Fig. 242. ) 

1. Shales, 6' 

f 1. Coal, 2' 8 " ^ 

2. Goal, Upper Freeport,. . ) 2. Slate, \" i 2' 6" 

( 3. Coal, 3 " ) 

8. Concealed to the oreek, 35 

The coal is quite impure, being sulphurous and slaty. 

On another branch of Wolf run, the coal was once mined 
by Mr. Nevill, and last above by Mr. Potter, where it passes 
under the stream. 
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One mile above Industry, the Upi)er Freeport coal is 
mined by Mr. Burtt, and at this drift we see the following : 
(Fig. 243.) 

1. Sandstone, Mahoning, • . . . 7 

r 1. OOHl, 2' 9 " ^ 

2. Coal, Upper Freeport, . . ) 2. Slate, .... ^" i 8' l" 

( 8. Coal, 4 " ) 

8. Oonoealed to the oreek, 65' 

The coal is here much better than at Mr. Reed's bank 
above, though it still contains considerable sulphur. 

A short distance below this, the coal is opened on the left 
bank of the creek by Mr. Luce, and on the right by Mr. 
Wilging. These banks show about the same section as Mr. 
Burt's. 

Just below this were the old Cummings coal- works, where 
this coal was once extensively mined, and shipped by river 
and rail. The mines are now abandoned, as the coal was 
too poor to bear shipment. 

One mile below Industry, the {Lower) Freeport Sandstone 
forms a vertical cliff of massive sandstone along the rail- 
road, 120 feet high. 

Near Cook' s station, the Kittanning coal is mined on a 
small scale by Mr. PhiUis. 

The road leaving the railroad there passes up on to a beau- 
tiful terrace^ which extends along the river from this point 
for three miles. Its top is 120 feet above the Ohio, and it 
consequently covers up aU the lower rocks and coals, which 
come below its horizon. 

1^5, Ohio Tovmship^ Beaver County. 

This lies immediately west from Industry and Brighton 
townships, and adjoins the Ohio line, its southern boundary 
being the Ohio river. 

Its draining streams are aU small. They rise near its 
center, and pass with a very rapid f aU into the Ohio and Little 
Beaver, which empties into the Ohio, just at the south- west- 
em edge of the township. 

At the eastern boundary of the township, on the Ohio 
river, the Kittanning coal is only 40 feet above water level, 
but the river, taking a crook to the north-west below this 
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point, the same coal is carried 100 feet above the Ohio, three 
fourths of a mile above. Smith's ferry, where the river again 
turns south-west, and the coal keeps about that horizon 
above it until we come to the State line. 

The beautiful terrdcCy on which we passed out of Industry 
township, continues at the same level for a considerable dis- 
tance down the Ohio, and only disappears about one mile 
above Smith's ferry, when the river changes to the northern 
shore, and the terrace passes to the southern side. 
Upper Smithes Ferry long Section of liS7\\ 
About one mile above Smith's ferry, a very high, steep 
hill extends far up into the Lower Barrens, and, descending 
it, we get the following section of 467^' : (Fig. 244.) 

1. Sandy Shales, 20' 

2. Limestone, "Pine Creek," 2' 

8. Sandstone and Sandy Shales, BufSdo, 65' 

4. Xmeatone, "Brush Creek," 1' 

5. Concealed, but showing blossom of Coal, Brush Creek, 5' 

6. Massive Sandstone, Mahoning, 80' 

'I.Coal, 2'0 " 1 

2. Slate, ^" 

7. Coal, Upper Freeport, . < 8. Coal, 3 " 

4. Slate, 1 " 

.6. Coal, 8 " 

8. Fire Clay, seen, 2' 

9. Concealed, 6' 

10. Sandstone and Sandy Shales, SO' 

11. Bituminous Slate and Coal, Lower Freeport, ..... 5' 

12. Fire Clay and Shfdes, 2' 

18. Limestone, Butler, 3' 

14. Massive Sandstone, Freeport, 65' 

15. Shales, dark Sandy, 10' 

r 1. Coal, 1' 7" ^ 

16. Coal, Darlington, . . . . ) 2. Slate, 2" > 2' 

( 3. Coal, 3" ) 

17. Fire Clay, 5' 

18. Shales, containing Iron Ore, 20' 

19. Coal, Kittannlng, 2' 6" 

20. Fire Clay, 10' 

21. Concealed to the river, 100' 

22. IHedrnont Sandstone in the bed of the Ohio, at low- 

water mark. 

Here I was very agreeably surprised at finding the two 
little limestones, which are so persistent in the Lower Bar- 
rens of Allegheny county. 
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The Pine Oreek Limestone is a somewhat hard arenaceons 
rock, and contains many fossils, among which I saw OrtTio- 
ceras cribrosum. It rests immediately upon a massive plate 
of sandstone, which gradually becomes shaly below. This, 
No. 3, represents the Buffalo Sandstone, 

The Brush Oreek Limestone has the dark-blue slaty ap- 
pearance, as so often in South Beaver, and other localities. 
It is also fossiliferous here, and, in it, were seen, Chonetes 
mesoloha^ Nautilus occidentalism Athyris subtiUta and Pro- 
ductus Nehrascensis. 

The blossom of coal under it doubtless represents the 
Brush Creek coal bed. 

The Mahoning Sandstone is an immense stratum forming 
a vertical cliff 80 feet high, which extends around the hill 
at this locality ; it is a coarse grayish-white rock, and some 
portions of it are conglomeratic. Huge masses of it have 
broken off the cliff and lie scattered over the hill below. 

The Upper Freeport coal has here been gouged out of the 
hill from time to time, and the coal is well exposed, though 
it has never been regularly mined. It contains much sul- 
phur, and is a thoroughly bad coal in every way. 

Under it occurs a bed of iron nodvZes^ which have been 
tested for mineral paint, and are said to make an excellent 
paint of various shades, one of which is a very nice blue. 
They come where the (U.) Freeport Limestone is usually 
found, as that stratum seems to be absent here, or else is in 
the concealed interval. 

The Lower Freeport coal represented by No. 11, is a bed 
of very bituminous slate, intermixed with coal, and some 
parties once drove an entry on it for several yards, thinking 
it would turn into cannel coal, which, of course, it never did. 

The Butler (L. F.) Limestone is under the coal, and quite 
ferruginous ; it has a shaly irregular fracture, and is a duU- 
bufl color on its weathered surface. 

The Freeport Sandstone is also quite massive, and forms 
the first bluff along the railroad. It is seen extending in 
a vertical cliff around the hill. The rest of the section 
under this sandstone was obtained a short distance below at 
the fire brick-works of Walker & Co. 
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The Darlington coal, No. 15, has there been mined and 
nsed in burning the fire brick. It is a very clean bright 
coal, and contains very little pyrites, except in the small 
bottom coal, which is slaty and impure. 

The Darlington Fire Clay is also very good, and has 
been used at the fire brick- works. 

No. 17 is filled with large nodules of iron ore^ which is 
tolerably rich. 

The Kittanning coal is very impure, containing so much 
sulphur and slate that it is termed the "Sulphur Vein." 
The Kittanning Fire Clay under it is very large, quite pure, 
and manufactured into fire-brick of a superior quality by 
Walker & Co. Only about 7 feet of the clay is mined, as 
the lower part is too silicious. 

Sculptured Rocks ; Piedmmd Sandstone. 

At low-water mark, here along the shore of the Ohio river, 
is seen a massive white sandstone, and on it are carved draw- 
ings of men, birds, and various other animals, together with 
many symbolic characters, which have never yet been in- 
terpreted. They are doubtless the work of the aborigines. 
The rock, on which they are cut, is the Piedmont Sand- 
stone. 

The Smith's Perry Section of isa. 

At Smith's ferry we see the following near the mouth of 

Dry i:un 180J' : (Fig. 246.) 

1. Massive Sandstone, Freeport, 40' 

2. Sandy Shales, 15' 

8. Coal, looal, impure, 1' 

4. Sandy Shales, 20' 

r 1. CJoal, 1' 6" ^ 

5. Coalj DarUngton, . . . ) 2. Slate, 2" V 1' 11" 

( 3. Coal, 3" 3 

6. Fireclay, 6' 

7. Shales, oontaining Iron Ore, 15' 

8. Cfoal, Kittanning, 2' 6" 

9. Fire Clay, 10' 

10. Sandstone and Sandy Shales to the R. R., 25' 

11. Concealed to Ohio River, 45' 

Th^ local coal hed^ No. 3, of the above section, is an im- 
pure, slaty coal. 
The Darlington coal is seen in the bank where the road 



266 Q. REPOBT OF PROGRESS. I. 0. WHITE, 1876. 

has been cut around the hill. Exposure to the weather 
seems to have no effect upon it. 

The Kittanning coal was once mined here and used as a 
fuel in boring for oil, but the opening is now fallen in and 
abandoned, so that the coal cannot be seen. It varied from 
2i to 3 feet in thickness, however, and was called the 
"Three Foot" or "Sulphur Vein," on account of its im- 
purities. 

Just below this a short distance the Darlington coal is 
mined in the hill opposite Glasgow, and there we get the 
foUowing section of 177' : (Fig. 246.) 

1. MfUHlye fSandstone, Freepoit, 40' 

2. Sandy Shales, .80' 

r 1. Coal, ... 1' 7" ^ 

8. Coal, Darlington, . . . . ] 2. Slate, ... 1'* to 2" [ 2' 

( 8. Coal, ... 8" ) 

4. Fire Clay, seen, 5' 

5. Concealed to the Ohio Riyer, 100' 

Here this coal, although so thin, is mined quite exten- 
sively by Mr. Udick, and supplies the villages and country 
in the vicinity. The 3'' bench is seldom used, as it is sul- 
phurous and impure. The upper bench of tiie coal is re- 
markably pure, being preferred to the Pittsburg for many 
purposes, and especially smithing. It is a black shining 
coal, richly bituminous, and comes out in large, handsome 
blocks. 

The Little Beaver ^ Ohio lAne^ long Section of 337^\ 
Near the Ohio line, on Little Beaver creek, we see the 
following section, in descending the steep hill side on the 
right bank of Little Beaver 337i' : (Fig. 247.) 

1. Massive Sandstone, Mahoning, . . . (Conglomerate) . .00' 

2. Concealed, 10* 

8. Sandy Shales, 85' 

4. Dark Shales, containing nodules of Iron Ore, 8' 

6. Lower Freeport Coal, impure, 0' 10" 

6. Sandy Shales, 20' 

7. Massive Sandstone, Freeport, 50' 

8. Sandy Shales, 86' 

0. Coaly Darling^n, 2' 

10. Fire Clay, 6' 

11. Siiales, containing nodules of Iron Ore, 15' 

12. Coaly Kittanning, 2' 6" 

13. Fire Clay, 10' 
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14. Sandy Shales and Shaly Sandstone, 50' 

15. Limestone^ Ferriferous, 1' 

16. Blueish Sandy Shales, 8 

17. Dark Bituminous Shale, containing Iron Ore, bedded in 

its top, 5' 

18. Sandstone, somewhat Shaly, 15' 

19. Shales, Sandy at the top, but dark and Bituminous 

below, and extending to the bed of Little Beaver, . . 10' 

20. Massive white Sandstone, Piedmont, in bed of Little 

Beaver. 

The Upper Preeport coal, if present here, is in the con- 
cealed interval, No. 2, and nothing was seen of it ; very 
probably it is not present at all, for the Mahoning Sand- 
stone is unusually coarse and conglomeratic, and the coal 
may have been eroded. 

The Ferriferous Limestone here again makes its appear- 
ance after having been concealed under the terrace deposits 
at every point between this and Industry, five miles above. 
It is rather impure and shows the '^ cone-in-cone^^ struc- 
ture, as usual when thin. In it were seen CJionetes meso- 
loha^ Spirifer cameratus and Productv^ longispinus. 

The top of the Pie&mont Sandstone is seen in the bed 
of Little Beaver, and a few rods above, it rises above the 
surface, and is seen to be a very hard, coarse, white sand- 
stone, over which the water runs in a rapid fall, and has 
cut and channeled it into all sorts of shapes. 

Passing up Dry run, which puts into the Ohio at Smith's 
ferry, the bed of the stream rises rapidly, and the Kittan- 
ning stod Darlington coals soon pass under. 

The walls of this stream are almost vertical, since the 
Freeport Sandstone is very massive along its course, and 
over 100 feet thick. 

At the forks of the stream, two miles above its mouth, 
the Upper Freeport coal was mined on the land of Mr. Gorle. 
But being only two feet thick, has been abandoned. This 
coal runs under McLaughlin's run, a short distance above 
where that stream unites with Dry run. 

On the branch of Island run, which comes down from 
Ohioville, the Upper Preeport coal is mined one half mile 
south from that village, by Mr. Dawson, at whose bank we 
see the following section of 44' : (Pig. 248.) 



3. Coalf Upper Freeport, 



< 



4' 
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1. Massiye Sandstone^ Mahoning, 20' 

2. Shales, 4' 

1. Semi-Cannel, . . 6 " 

2. Coal, 2' 6 " 

3. Slate, \" 

4. Coal, ... 3' " 

5. Slate, 0' \" 

U. Coal, 0'8 " 

4. Fire Clay and Shales, 4' 

•6. LimestonCy Freeport, 2' 

6. Concealed to the run, W 

The coal is very good, coining out in large clean blocks, 
and showing only a small quantity of pyrites. The top 
layer is a semi-canneL 

The [ Upper] Freeport Limestone^ below the coal, is very 
hard and compact. The dip is here very rapid to the 
south, as the coal falls at least 160 feet per mile for some 
distance along this stream. 

The same coal is mined on the opposite side of the stream, 
by Mr. Watts, and there exhibits the same section as is seen 
at Dawson' s. 

Mr. Lyon also has a bank in the same coal, one fourth of 
a mile east from this, on another branch of the stream. 

One mile west from Pairview, the Upper Freeport coal 
passes under Island run, a short distance below the '*five 
points," or forks of the road. It has been mined there on 
the land of Mr. Cheeny, but is only two feet thick at the 
mouth of the drift. 

Coal hed erosion in the Carboniferous Age. 

Just below it a few rods the coal hks entirely disap- 
peared, and in its place we see a conglomerate mass of worn 
and rounded pieces of limestone, coal, slate, sandstone, 
pebbles, &c., showing that the coal has there been torn 
away, as also the limestone below it, and the fragments re- 
deposited hy some ancient turbulent current of the carbo- 
niferous era. 

Descending this run, it falls very rapidly, and the coal is 
soon carried far above it. 

The coal was once mined below the road, which passes 
down this run from Ohioville, at a height of 120 feet above 
the stream. There it is reported to have been three to four 
feet thick. 
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The Darlington coal makes its appearance above water- 
level, and 140 feet below the Upper Freeport, where the 
Ohioville road comes down to Island run. It has been 
mined here to supply fuel for the oil wells, and is two feet 
thick. 

The Kittanning coal comes out of the stream a short dis- 
tance below, and has also been mined; but there ar^ no 
banks in operation on it now. It is reported 2i to 3 feet 
thick. 

The Darlington coal is opened a short distance above the 
Ohio line by Mr. Amos Dawson. 

The Upper Preeport coal thins away on Bealer' s Run, as 
several openings made for it at the horizon of the limestone 
failed to find any workable coal. Below its horizon 60 feet 
the Lower Freeport coal was once mined near school-house 
No. 9, but everything is covered up and fallen in, so that 
nothing could be learned of it. 

Coining down Dealer's run, the stream soon cuts down 
through the Freeport sandstone^ which is there 130 feet 
thieJc^ and rising in massive vertical walls on either side of 
the stream, makes a scene of the wildest grandeur. 

The Darlington coal goes under this stream just before 
the Ohio line is reached. Returning and passing up to the 
high ground, we come into the Lower Barrens, and the 
blossom of the Brush Creek coal is frequently seen. One 
and a half miles above the mouth of Dealer's run, the Up- 
per Freeport coal goes under the stream, and is there mined 
by Mr. Arms, where it is 3 feet thick, and a tolerably fair 
coal. 

Description of the Smith's Ferry Oil Field. 

Perhaps the most interesting part of Ohio township is 
that pertaining to its oil, since what is known as the Smith's 
Ferry Oil Territory is located almost entirely within this 
township. 

Long before any borings were made here, oil would ooze 
out on the Ohio river, and was collected by cloths, and 
was caUed '' Seneca oil." It still continues to float out on 
the surface of the water along the Ohio. 

The first well was bored by Messrs. Pattens, Finlens, 
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Swan & Co., who, in December 1860, obtained some oil at 
180 feet. 

In the February following, the Excelsior Company strnck 
a heavy oil at a depth of 72 feet, only a few feet below the 
level of the Ohio, and in the Piedmont Sandstone, which 
is seen in the bed of the Little Beaver above its mouth, and 
alonjj the Ohio at low water, one mile above Smith's Ferry. 

This well obtained 400 barrels of 29° oil, when it was 
completely exhausted. By this time, the excitement had 
become intense, wells were bored in every direction, and the 
territory was rapidly develoi)ed. 

It also became known that the prod/uctive oil-rock was 
to be sought from 700 to 730 feet below the Kittanning 
coal, or about 600 feet below the bed of the Ohio at Smith's 
Ferry. 

Out of the hundreds of wells that have been drilled here, 
I was enabled to obtain the regularly kept record of only 
one ; and this record was for only part of the distance down 
to the oil rock. 

Smith's Ferry Oil Well Record of ^78^' . 

One of these wells was commenced near the level of the 
Ohio, and shows the following, commencing 100 feet below 
the Kittanning coal, or immediately upon the Piedmont 
Sandstone 478J' : (Pig. 249.) 



1. Conductor hole, 

2. White Sandstone, Piedmont (some Oil) , . 
8. Blaok Slate, 

4. Gray Sandstone (Oil show), 

5. Blaok Slate (Gas), 

6. Fire Clay, ... 

7. Gray and white Sandstone, 

8. Black Book, hard, 

9. Fire Clay and Shales, 

10. Blaok Slate (Gas), . 

11. Shale (Gas and Oil), 

12. Coal, 

13. Fire Clay, 

14. Slate and Shale, 

15. Hard wliite Sandstone, 

16. Black Shale, 

17. Fine-grained Sandstone, 

18. Shaly Sandstone, 

19. Hard white Sandstone, 
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20. Shale, 2' 

21. Hard Sandstone, 8' 

22. Shales, 17' 

28. Hard white Sandjstone, 6' 

24. Shales (Salt-water and Oil), 40' 

25. Hard Sand, 6' 

28. Slate, 7' 

27. Sandstone (Salt-water and OU), 28' 

28. Slate (OU), 28' 

29. Sand, 5' 

80. Shale, 2' 

31. Hard Sandstone (strong Salt-water), 20' 

32. Slate, 17' 

38. Sand (maoh Gas and Salt), 6' 

34. Hard Sand Book, 7' 

No. 15 is probably the bottom of the Conglomerate Series, 
while No. 2 is the top. 

Map of the Field. 

The accompanying map of tJie region^ will show the areas 
of development. They win be seen to lie in the vicinity 
of Smith's Ferry, and on Dry run and its tributaries, and 
along Little Beaver and Island run. 

The oil comes in the first sand of the Butler county oil 
region. 

The wells are all small, none ever having exceeded 25 
barrels per day, until March, 1877, when a 50 barrel well 
was struck near Ohioville, by Mr. Smith. The wells soon 
fall oflf to one and two barrels per day. The place of great- 
est esrcitement now is the vicinity of Ohioville, where the 
50 barrel well was lately struck. 

The Ohioville 60 barrel Oil-well, March, 1877. 

This well commences 76 feet above the Upi)er Freejwrt 
coal, and the oil is obtained at 975 feet. The driller gave 
me the following record of the well from memory, and as 
many drillers tell about the same story respecting the neigh- 
boring wells, the tradition may be considered correct in a 
general way : (Fig. 250.) 

1. Ck>ndaotor hole, 8' 

2. Shales, 27' 

8. MasBhre Sandstone, Mahoning, 40' 

4. Shales, 50' 

5. '•Buttermilk Sandstone " (Freeport), »5' 

6. Shales and Sandstone, 250' 
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7. «* Mud-vein "Sandstone, 4ff 

8.Shale8, 20' 

9. Hard white Sandstone, 15' 

10. Shales 25' 

11. Very hard white Sandstone (« Glass Sand") (XU), . . 40^ 

12. Shales and soft Bocks (Cuyahoga and Bdk-ea,) 280' 

18. <* Blue Book "hard Sandstone, 50' 

14. Slate, 20' 

15. Very hard Sandstone («« Gray Book"), 10' 

16. «* Oil-rock," white, pebbly Sandstone, 28' 

Total as summed up, 998' 

Here the entire Lower Coal Series was passed through 
without a single coal being noted by the driller. 

The Upi)er Freeport coal is seen only one half mile south, 
4 feet thick, yet even it was unnoticed. 

The Freeport Sandstone, No, 5, is termed the "Butter- 
milk," from the i)eculiar grayidji- white sand that comes up 
in the pump in passing througff it. 

No. 11 is doubtless the bottom member of the Conglom- 
erate Series, and is called the '' Glass Sand"- by the drillers, 
from its being so hard and white. 

No. 12 represents the Cuyahoga Shale and Berea Grit of 
Ohio. 

Butler and Venango Second and Third Oil Sand absent. 

Some wells along the Ohio river have been drilled to a 
depth of *500 feet below this oil-bearing rock, but no oil was 
obtained below it, as the lower oil sands of Butler county 
have here fined down into shales and fine-grained sandstones, 
incapable of holding any oil. 

All the oil obtained is a light, yellowish, amber color, and 
from 48 to 62 gravity. It is a beautiful, clear fluid, and is 
almost universally burned in a crude state by the people of 
the vicinity, in the ordinary glass-lamp. No accidents have 
ever occurred from thus using it, from which it would seem 
not to possess the more volatile hydro-carbons to any ex- 
tent. It makes a tolerably fair bright light, if the fluid has 
not been exposed to the air too long. 

There are about two hundred wells in the district, from 
which oil is now obtained, but many of them yield only 
four to five barrels per month, and are not pumped, as the 
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gas, which always accompanies the oil, is in sufficient quan- 
tity to force up all the oil that accumulates. Others again 
are pumped only a few minutes a day until the head of oil 
is exhausted. Previous to the strike at the 50-barrel well, 
the estimated production of the district was one hundred 
barrels per day, and the railroad agent, Mr. William Smith, 
from data obtained on the books of the company, places 
the annual production at 35,000 barrels. 

The oil is refined in the vicinity, and very little crude 
oil is shipped from the district. 

The producing area is now confined almost entirely to this 
township, as only a small quantity of oil is now obtained 
on the Little Beaver, in Ohio. 
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Chapter IX. 

Analyses of Coal^ Carmel^ CoJce^ Clay^ Limestcme^ and Ore^ 
from Butler and Beaver Counties^ Pa, By An/l/rew S. 
McOreathy Chemist in charge of the Laboratory at Har- 
rishurg. 

Brush Creek Coal. 

1. Butler Co., Connoqnenessiiig T., Cable's Mine ; 6 miles 
N. E. of Harmony, on the Little Connoquenessing Creek. 
See page 123 Q. 

Luster generally resinous ; strongly iridescent ; partings 
of pyrites unusually numerous in the specimens received. 

2. Butler Co. , Connoquenessing T. , Wilson' s Mine ; at 
mouth of Semiconon Creek, 2 miles E. of Whitestown. See 
page 126 Q. 

Luster bright, resinous, generally ; somewhat iridescent ; 
conchoidal fracture; considerable mineral charcoal and 
pjrrites. 

I. II. 

Water, 1.740 1.600 

VolatUe matters, 42.460 43.860 

Fixed Carbon, 45.6^1 47.415 

Sulphur, 4.104 2.700 

Ash, 6.155 4.525 

100.000 100.000 

Coke, 55.81 54.64 

Color of ash, deep pink, grey, with 

pink tinge. 

Lower Freeport Coal. 

3. Butler Co., Jackson T., Schantz's mine, near Ziegler's 
mill, li miles E. of Harmony. See page 114 Q. 
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Appearance bright, pitchy; generally compact; numer- 
ous partings of mineral charcoal ; considerable pyrites in 
scales. 

III. 

Water, 2.290 

VolatUe matters, ^ 33.580 

Fixed Carbon, 5.'>.772 

Sulphur, 1.158 

Ash, 7.200 

100.000 

Coke, . 64.130 

Color of ash, grey. 



DARLINGTOlSr COAL. 

{Upper Kittanning Coal.) 

IV. Butler Co., Jackson T., Fiedler's Mine; near Zieg- 
ler's Mill, 1 mile E. of Harmony. See pages 115, 116, Q. 

Generally compact ; seamed with bright pitchy looking 
coal ; carries considerable mineral charcoal and pyrites. 

V. Butler Co., Lancaster T., Melvin's Mine; on West 
branch Yellow Cr., 3^ miles S. E. from Portersville. See 
p. 118 Q. 

Appearance fatty ; numerous thin bands of bright crys- 
talline coal; generally compact and clean looking, but 
shows considerable pyrites. 

VI. Butler Co., Lancast/er T., Beaver's Mine; 1^ miles 
above the mouth of Yellow Creek. 

Somewhat slaty ; luster bright, resinous ; seams of bright 
crystalline coal run through it. 

IV. V. VI. 

Water, 1.390 1.455 1.300 

Vol. matters, 41.265 43.250 40.220 

Fixed Carbon, 48.029 49.716 42.661 

Sulphur, 3.681 2.109 2.404 

Ash, 5.715 3.470 13.415 

100.000 100.000 100.000 

Coke, 57.346 55,295 58.480 

Color of ash, pink. reddish grey, reddish 

grey- 
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VII. Beaver Co., North Sewickley T., Dougherty's Mine ; 
3 miles north of New Brighton. See page 207, Q. 

Coal compact ; seems unusually free from slate and 
pyrites, only a few specks being visible ; has generally a 
bright, shining luster. 

VIII. Beaver Co., Darlington T., Mansfield's Mines ; near 
Cannelton, 3 miles south from Darlington. 232 Q. 

Compact ; luster bright, shining ; specimens received 
carry an unusual amount of thin partings of pyrites. 

IX. Beaver Co., N. Brighton T., Middleton's Mine ; on 
Brady' s run, 1 mile west from New Brighton. 261 Q. 

The Coal (specimens received) has a dull luster generally, 
being considerably coated with a yellowish white silt; 
rather tender, and carries considerable mineral charcoal 
and pyrites. 

VII. vin. IX. 

Water, 8.000 1.780 2.680 

Vol. matteiB, 37.915 40.760 86.205 

Fixed Carbon, 66.080 49.891 53.804 

Sulphur, 495 8.879 2.891 

Ash, 1.520 4.690 4.920 

100.000 100.000 100.000 

Coke, 58.995 57.460 61.115 

Color of ash, oream. grey, red tinge, reddish 

grey. 

Darlington Cannel. 

X. Beaver Co., Darlington T., J. F. Mansfield's Mine, 
near Cannelton, 3 miles S. of Darlington. See page 232 Q. 

Compact ; fracture conchoidal ; lustre dull ; carries very 
thin seams of bright crystalline coal. 

X. 

Water, 1.160 

Vol. matters^ 48.015 

Fixed Carbon, 88.241 

Sulphur, 599 

Ash, 11.985 

100.000 

Coke, 51.985 

Color of ash, gr©y. 
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KlTTANNHSTG COAL. 

{Lower Kittanning Coal.) 

XL Beaver Co. J Rochester T., Fell's drift, at Rochester.* 
See page 196 Q. — Bench not stated. 

Coal, of dull resinous appearance generally, shows nu- 
merous thin partings of slate and iron pyrites. 

XII. Beaver Co., Patterson T., Ross & Smith's Mines, 
near Beaver Falls. See page 247 Q. — Bench not stated. 

Coal, of resinous luster generally, carries numerous 
thin bands of bright crystalline coal. Shows some slate 
partings and considerable pyrites. 

XI.» XII. 

Water, 1.460 1.620 

Vol. matter, 84.270 39.385 

Fixed Carbon, . 86.198 43.603 

Sulphur, 3.357 2.822 

Aah, 24.780 12.570 

100.000 100.000 

Ck)ke, 64.280 68.995 

Color of ash, gr^yt dirty grey, 

pink tinge, pink tinge. 



Upper Bench. 

XIII. Beaver Co., Pulaski T., MendenhaU & Chamber- 
lin's Mines, near New Brighton. See page 194 Q. 

Coal, bright, compact, carries an unusually large number 
of thin partings of iron pyrites. 

XIV. Beaver Co., Pulaski T., Couch's mine, near New 
Brighton. See page 196 Q, 

Coal, generally compact, has a bright, resinous luster ; 
carries numerous thin partings of pyrites. 

XV. Beaver Co. , Patterson T. , Hulmes' mines, near Beaver 
Palls. See page 247 Q. 

*This analysis is given to illustrate the rapid deterioration of the Kittanning 
Coal bed, when followed southward from New Brighton to the Ohio River. 
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Coal of resinous luster, with seams of bright, pitchy coal. 
Specimen seems generally free from pyrites. 

XIII. XIV. . XV. 

Water, 1.850 2.080 2.200 

Vol. matter, 41.260 89.250 39.440 

Fixed Carbon, 43.263 48.818 60.705 

Stdphur, 4 177 1.927 .825 

Ash, 9.450 7.925 6.830 

100.000 100.000 100.000 

Coke, 56.89 68.67 58.36 

Color of ash, g., pink tinge, g., red tinge, dirty grey. 

Lower Beach. 

XVI. Beaver Co., Pulaski T., Mendenhall and Chamber- 
lin's mines, New Brighton. See page 194 Q. 

Coal, bright and compact, shows considerable iron pyrites 
in thin partings. 

XVn. Beaver Co., Pulaski T., Fish's mine, on Block- 
house run, 1 m. N. from New Brighton. See page 196 Q. 

Coal of a resinous luster generally, carries numerous 
thin bands of bright, pitchy coal ; shows considerable iron 
pyrites, part of which exist as beautiful stalactitic pro- 
longations of pyrite. 

XVIII. Beaver Co., Pulaski T., Couch's mines, near 
New Brighton. See page 196 Q. 

Coal, compact, with heavy, bright, pitchy luster ; seamed 
with thin partings of iron pyrite. 

XIX. Beaver Co., Patterson T., Hulmes' mines, near 
Beaver Falls. See page 247 Q. 

Coal, compact, has a bright, pitchy appearance. Speci- 
men seems generaUy free from slate and iron pyrites. 

XVI. XVII. XVIII. XIX. 

Water, 2.270 2.160 2.870 2.400 

Vol. matter, 38.870 40.885 36.470 38.110 

Fixed C, 50.173 49.488 61.845 64.619 

Sulpbnr, 2.322 1.767 1.770 .791 

Aah, 6.366 5.700 7.545 4.080 

100.000 100.000 100.000 100.000 

Coke, 58.860 56.955 61.16 59.490 

Color of aah, £^^7* grey, g., red tinge. grey. 
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KiTTANNING COKE. 

Lower Bench, 

XX. Beaver Co., Patterson T., Hulmes' Coke Ovens, 
Beaver Falls. See page 247 Q. 

This Coke is generally very compact, of bright, silvery 
Inster, and carries small particles of intermingled slate. 

XX. 

Water, : 0.010 

VolatUe Matter, . 0.63S 

Fixed Carbon, 84.727 

Sulphur, 1.9W 

Ash, 12.636 

100.000 
Color of ash, red. 



KiTTANNING UnDER ClAY. 

XXI. Beaver Co., Rochester T., S. Barnes & Co.'s fire 
brick- works, near Bridgewater, 1 m. N. from Rochester. 

Contains a little Manganese. 

Analysed by D. McCreath. (Alumina in duplicate analy- 
sis by A. S. McCreath=23.760,) 

XXII. Beaver Co., Pulaski T., MendenhaU & Chamber- 
lin' s Mines near New Brighton. 

Analysed by David McCreath. 

XXIII. Beaver Co., Pulaski T., Elverson & Sherwood's 
Mines near New Brighton. 

Analysed by D. McCreath. 

XXI. XXII. xxni. 

Silica, 61.980 66.610 62.260 

Alumina, 23.880 18.890 23.890 

Protoxide of Iron, 1.395 1.964 1.408 

Titanic Acid, 1.830 2.810 1.780 

Lime, 040 .490 .470 

Magnesia, 281 .547 .309 

Alkalies, 1.217 1.079 1.977 

Water, hygroscopic, 1.460) 

Water, combined, 7.820$ * '^^ * '^^ 

^ma^a^^m^mmmmt ^a^^t^m^^m^^m «^^^^^^^^m» 

99.903 99.385 99.734 
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XXIV. Beaver Co., Pulaski T., Elverson and Sher- 
wood's Terracotta- works, near New Brighton. 196 Q. 

Grade of Clay No. 1. Specimen consisted of a moder- 
ately soft rounded ball of a pearl gray color, with a some- 
what gritty feel, but apparently in the main free from 
impurity. (Duplicate analysis of Titanic acid = 1.920.) 

XXV. Grade of Clay No. 2. Specimen similar to the 
last. Analysed by D. McCreath. 

XXVI. Grade of Clay No. 3. Specimen similar to the 
last. (Duplicate analysis Titanic acid = 1.810.) 

xxrv. XXV. XXVI. 

Silica, 61.»70 61.750 62.890 

Alumina. 22.940 23.660 21.490 

Protoxide of Iron, 1.818 1.930 1.818 

Titanic Add, 1.975 1.780 1.825 

Lime, 440 .455 .380 

Magnesia, 522 .353 .569 

Alkalies, 1.750 2.418 2.525 

Water, hygroaoopic, 1.480 .680 1.160 

Water, combined, 7.370 7.200 7.680 

100.265 100.226 100.237 

Sand, 34.260 35.510 

Silica in sand, 34.180 85.100 

XXVII. Beaver Co.. Pulaski T., from land of Mr. Coale, 
near New Brighton. See page 196 Q. (D. McCreath.) 

XXVIII. Beaver Co., Pulaski T., Couch's drift, near 
New Brighton. See page 196 Q. (D. McCreath.) 

XXIX. Beaver Co., New Brighton T., Severn's Mine, 
near Vani)orte, on the Ohio river. See page 251 Q. 

The clay is very brittle, and moderately soft, breaking 
up readily in the hand ; has a pearl gray color and some- 
what unctuous appearance. Analysed by D. McCreath. 

XXVII. XXVIII. XXIX. 

Silica, 66.670 67.670 60.190 

Alumina, 26.560 27.620 24.280 

Protoxide of Iron, 2.106 1.494 2.097 

Titanic Add, 1.790 2.540 2.845 

Lime, 260 .380 .860 

Magnesia, 277 .122 .086 

Alkalies, 3.790 .619 1.669 

Water, 8.360 9.680 9.016 

99.813 100.025 100.432 
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FouKTH Tebbaoe Clay. 

XXX. Beaver Co., Pulaski T., near New Brightdo, taken 
from the surface of the Fourth Terrace, (counting upward 
from the bed of the Ohio River,) on the land of Mendenhall 
& Chamberlin. 

Analysed by D. McCreath. 

XXXI. The same at New Brighton, and used by Elverson 
& Sherwood in their manufacture of plant pots. 

Analysed by D. McCreath. 

XXX. XXXI. 

SUloa, 46.160 67.780 

Alumina, 26.976 16.290 

Seaquioxlde of Iron, 7.214 4.570 

TitanioAoid, 740 .780 

Ldme, 2.210 .600 

MagneaiA, 1.620 .727 

AlkaUea, S.246 2.001 

Water, 11.220 6.340 

99.288 99.088 



Ferriferous Limestone. 
{Below the KiUanning Coal.) 

XXXn. Top Stratum. — Beaver Co., New Brighton T., 
Power's Quarries, near Vanport, on Ohio river. 

Compact ; very brittle ; fracture irregular ; color dull gray 
and reddish gray. See page 251 Q. 

XXXIII. Upper Bench. — Severn's Quarries, i m. below 
Vanport. See page 251 Q. 

Specimens exceedingly brittle, with irregular fracture; 
color generally reddish gray. 

XXXIV. Middle Slratv/m, — Powers' Quarries. 
Specimens compact and tough; sparkling with calcite; 

spotted with pyrites ; color pearl gray and reddish gray. 
See page 251 Q. 

XXXV. Lower Stratum. — Tygart's Quarries, ^ m. below 
Vanporte. 
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Specimens hard and brittle ; fracture irregular, sparkling 
with calcite ; color bluish gray and reddish gray. 

Analysed by D. McCreath, (the other three by A. S. Mc- 
Creath.) 

XXXII. XXXIII. XXXIV. XXXV. 

Carbonate of Lime, 88.464 03.482 91.607 91.089 

Carbonate of Magnesia, 1.445 1.544 1.566 1.587 

Oxide of Iron and Alumina, . . . . 2.824 1.828 1.291 1.589 

Sulphur, 097 .030 .290 .040 

Phosphorua, 029 .047 .080 .047 

Inaolable residue, 7.080 2.770 4.780 4.800 

99.389 99.696 99.564 99.152 



Ikon Ore. 

{Sixty feet helow U. Freeport Coal.) 

XXXVI. Butler Co., Winfield T., near Denny's MiU, li 
m. W. from old Winfield Furnace. See page 92 Q. 
Carbonate ore considerably oxidized, reddish brown. 
Analysed by D. McCreath. 

XXXVI. 

Protoxide of Iron, 34.200 >j ^ -^ 

Sesquioxde of Iron, 11.285 S 

Alumina, 4.326 

Lime, 4.720 

Magnesia, 2.854 

Sulphuric Add, 120 Sulphur, .048 

Phoephorlc Add, 849 Phoephorus, .371 

Carbonic Add, 28.670 

Water, 2.500 

Insoluble residue, 10.765 

100 .289 



A QENEBAIi INDEX TO O. 



Page. 
Alethopteris—see Fossil plants. 

AllQvion, 200^ deep— see erosion, 15,16 

"Alum rooks "at New Brighton, 249 

Analyses— see clay, 4,18,14,17,241,13,46 

Ancient river bed— see erosion. 
Annularia — see fossil plants. 
Antholithes — see fossil plants. 

Antiolinals and synclinals of the district. Chap. III., 19 

Antidinalof Brady's Bend ("Fifth Axis") 19,57,82 

in Clinton T.; crosses Bull Cr., 85,86,87 

in Winfield T. ; below Saxon city, 91,97 

in W. Deer T., 150,151 

in Shaler T., crest on Pine Cr., 15»; 

in Hampton T., crosses Gk)urdhead run and Pine Cr., 160,161 

crosses Oliio river at Wood's run 165 

in Ross T., carries a knob of Pittsburgh C, .166 

crosses Girtie*s run at the forks, 167 

Anticlinal (local) on Bull's Cr., 22 

Anticlinal (local) Big Bull Cr., Fawn T., 144 

Anticlinal (local) on the Beaver river at Homewood, 22 

Anticlinal (local) on Buffalo Cr., 91 

Anticlinal (local) across Summit T., 132 

Artisia—see fossil plants. 
Astarte—»ee fossil shells. 
Astartella — see fossil shells. 
Asterophyllites — see fossil plants. 
Athyri8—si6% fossil shells. 
Aviculo^ecten — see fossil shells. 
AvicuUhpinna — see fossil shells. 

Bakerstown Coal bed described — see geological index and 3] 

Barren Measures — see geological indexes and 2,6,23,26 

Bastard (Butler) Limestone (L. F.L.)— see geological indexes and . .95,108 

Beaver River Group described and section. Chap. VII., 65,66 

Bellerophon — see fossil shells. 

Berlin Coal bed wanting, 29 

Big Knob in Beaver Co., 27 

Binders of sulphur in coal beds— see coal bed, 95,192,248,252 

Blacksmith Coal and Blacksmith vein— see Coal and Darlington C. in 

geological indexes, 52,196,217,237 

Blocks of Pittsburgh SS. on high knobs in Indiana, McCandless, and 

Franklin T., 153,169,174 

Blocks of Morgantown SS. on knob in Butler Cq., 79,80 

Blocks of Upper Freeport Limestone, huge, in Jordan's run, Ac., . .86,227 

Blocks of Brush Cr. Limestone fallen into Swickley Cr., 178 

Blocks of litahoning SS., 197,218,219,239,256,260,264 
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Blocks of BufEaXo SS. at Lardin'a miU, dto., . . 85,89,101,103,1(^,109,123,135 

Blocks of Upper Freeport (Bmler) SS., huge, 98,180,200,201,210,244 

Blooks of Ferriferous Umestono, as big as a house, 209,210 

Blocks of Piedmont SS., in Rough run and Beaver River, .... 93,205,206 

Bloclcs, angular and rounded, mixed with lumps of coal, Ac., 228 

Blocks (Erratic)— See Erratic Blocks, 10 

Block Coal— See Goal ; see Sharon Goal. 

Blufib of Sandstone, Ac— See G111&. 

Boulders ot northern rocks, floated by ice-bergs— See drift, . . . .9,227,237 

Brady's Bend anticlinal — See Anticlinal. 

Brecdated Limestone— See L. F. L. ; see Limestone in geological indexes, 47 

Brick bench of U. F. C.— See Coal, 83,149 

Brick cUy— See Clay, 12,46,190,192,265 

Brookvilie Goal.— See geological indexes, 63 

Brush Cr. Limestone — See geological indexes, 32 

Brush Cr. Coal — See 'geological indexes, .35 

Bryozoan — See fossil shells. 

Bufialo SS. described— See geological indexes, ... 5, 33 

Bnhr-stone iron ore— See iron ore, 60 

Building stone, Morgantown SS., 1G4 

Building stone, Mahoning SS.— See quarries, 87 , 177 , 182 , 184 , 186 , 197 ,246 ,258 

Building stone, Upper Freeport SS., on Beaver river, 195 

Bulls Creek Anticlinal traced — See anticlinal, 22 

Buried river channels — See erosion, 14 

Butler Limestone (L. F. L.) described— See geological indexes, 49 

Butler Sandstone (U. F. S. S.) described ; mistaken for Mahoning SS., 

on the Beaver— See geological indexes, 47, 48 

Calamaria — See Fossil Plants, 54 

Calamites^Seo Fossil Plants, 54 

Galamostachys — See Fossil plants, 54 

Callipteris^See Fossil Plants, 54 

Canncl — See Coal. 

Caflons of XII— See Gorges, 16 

Cardiocarpus — See Fossil Plants, 55 

Carpolithe^—See Fossil Plants, 55 

Caulopteris — See Fossil Plants, 55 

Cemented Drift— See Drift ; Cliff, 9 

Cement bed — See Limestone, 56,222 

Champlain Clay formation, 13 

Chonetes — See Fossil Shells, 33 

Clarion Coal and Under Clay described — See geol. indexes, 63 

Clay under Upper Freeport C. ; analysed, 23, 46 

pure on Davis' run, Boon. T.; good in Big Beaver T., 46,183,224 

Clay under Darlington C. ; brick clay, 265 

Clay under Kittaning C. at Freedom; on Swaney's run; on Crow's 
run ; at Butler Street ; on Whistier's run ; at Terra Cotta 
Works; at Smith's ferry ; . 57,58,59;96; 184,190,192,193,196,196,215,265 

Clay of Gourd Head Run and Pine Creek; in Hampton T., 159,101 

Clay under Clarion Coal, 63 

Clay of the Champlain Era ; and terraces, 1^,13,195,229 

Clay Analyses, 13, 46 
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Page. 

Clay veins — See Coal bed, 74, 78 

Cliffii of Cemented Drift at mouth of Big Beaver, 9 

of Gravel used for ballast on R. R B. B. T., 228 

CnSk of Morgantown SS., Ohio T., Killbuok run, 176 

Clifi^ of Lower Barren Measures Sandstones, 2 

Clifb of SS., 40' above Pine Cr. L., Shaler T. ; and Boss T., on Gir- 

tie'sRun. 158,167 

Cli£b of Buffklo SS.; on Sarver's run; Little Buffalo; Winlield T.; 
Penn T. ; immense, in Penn T., on Connoquenessing creek; 
Evansburg ; in Forward T. ; in Connog. T. ; below mouth of 
Semioonon creek ; inmiense in Butler T. ; on Butcher's run (all 
in Butler Co.), .. 83; 89; 96; 97; 100,101; 104; 108; 123; 124; 125; 127; 127; 128 
CliflSs of Buffido SS. in Fawn T. ; on L. Pine Cr., Shaler T. ; 90' high 
on Pine Cr., Hampton T. ; in Ohio T. ; on Killbuok Cr. ; (all in 

Alleghany county), 141; 158; 160,161; 175; 176 

ClifRs of BufG&lo SS. in Economy T., on Crow's run ; on hill top over 

mouth of Soap run, Franklin T. (in Beaver County), . . . 180; 219; 220 

Cliffy of Brush Cr. Lime, R. R. Summit, B. B. T., 226 

Cli£b of Mahoning SS., on BufBsdo Creek ; on Pine Cr., Shaler T., 

and Sewiokley T., mouth of Sewickley Cr. (All. Co.), . 2,87,38; 156; 178 
Clifib of Mahoning SS., on Crow's run. New Sew. T. ; branches of 
Block House run, Pulaski T. ; over Beaver Falls, hill top ; on 
Brush run. North Sew. T. ; on Broad run ; Jordan's run, Big 
Beaver T. ; Little Beaver river, S. Beaver T. ; South of New 
Lisbon road, Brighton T. ; at Industry ; 80' at Smith's Ferry, 
Ohio T. (all in Beaver Co. ) i . . 187 ; 197; 202; 212; 214; 227; 239; 257; 260; 264 

Cliflte of U. F. (Freeport) L. below New Galilee, B. B.T., 229 

CliflBs of Butler SS. (U. F. SS.) on Trough run, Pulaski T.; over 

Beaver Falls, Coarse Conglomerate, 200,202 

Cliflbof Freeport S. S. (L. F. SS.) at Evans' Mill, Forward T.; on Crow's 
run resting on Darlington Coal, Economy T.; Crow's run. New 
Sew. T. ; on Trough run, Pulaski T. ; forks of Bennet's run, N. 
Sei^. T. ; overhanging diffls of Soap run, Franklin T. ; immense on 
Brady's run, Chip. T. and Brighton T.; on Two-mile run, above 
Vanporte ; 120' vertical below Industry ; 130' at Smith's Ferry, 
and on Bealers run, . . . . 109,185;186;200;207;220;243;253;256;262;264;269 
ClifRs of Kittanning SS. massive, on Six Mile run. Industry T., Beaver 

Co., .259 

Clifl^ of Trough run with Clarion coal, 201 

Cliffs of Ferriferous Limestone, where it is most massive (up to 23' 
thick) on Rough run, Winlield T. ; Buffalo Cr., Clearfield T. 
(Butler Co.); at Hazen's bridge, and Bend of the Conoque- 

neasing Creek, North Sew. T., 92,93;139;199;209;210 

Clifb of Piedmont (Homewood) SS. on the Big Beaver river ; above 
Beaver Falls, on Bennett's run, N. Sew. T. ; 150' at Homewood, 

N. Sew. T. (Beaver County), 4;203;205;206:208 

ClifbofPottsville (Connoquenessing) SS. (No. XII.), 209 

«CoalHill"in West Doer T., All. Co., holds Pitta. C, . 150 

Coal bed under the Morgantown SS. — see g^l. indexes, 27 

Coal bed (local) over Pine Cr. L.— see geol. indexes, 32 

Coal bed 140' above U. F. C. Two mile run— see geol. ind., 257 
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Page. 

Coal No. VII., Ohio Survey, Brush Greek — aee geo. index., 35 

Coal bed in the heart ot the Mahonhig SS. — see geoi. index, . '. 106 

Coal beds (two) in Mah. SS., Forward T.— see geol. index, 107 

Coal bed commenoed, but not finished, U. F. C, Fawn T., 143 

Coal No. VI., Ohio Survey, U. F. C. (E) — see geol. index, 43 

Coal No. v., of Ohio Survey, L. F. C. (D)— see geol. index, 48 

Coal No. IV., Ohio Survey, Darlington C— see geol. index, 53 

Coalbed under the Moroer Limestone — see geol. ind., 69 

Coal beds passed unnoticed by the well sinkers, 272 

Coal (i?2acA:«mi<A Vein) Darlington C, 62,196,217,237 

Coal (Cann«2 and semi-oann el) origin of, 53 

in top layer of Pittsburgh Bed, W. Deer T., All. Co., 150 

in Elk Lick bed, near Alleghany City ; Wood's run, Reserve T., 

All. Co. ; and in Aikin inine, Franklin T., 28; 164, 165; 172 

in Bakerstown C. bed, to bottom bench ; top bench, in Middlesex 

T., But. Co.; at bottom, Richland T., All. Co., 32; 79; 168 

in Brush Cr. C. bed, often; Economy T. ; shale roof; on Brush 

Creek, N. Sew. T., 86;181;213 

in Mahoning SS., 106 

in Upper Freeport C. bed ; at top, Adams T., Bt. Co. ; on Break- 

neck Cr., Forward T. ; top layer, E. Deer T., AU Co., .... 75; 108; 148 
in Lower Freeport C. bed ; 3d layer. Six-mile run, Brighton T. ; 

Trough run, Pul. T., Beaver C, 114,115; 200; 258 

in Lower Freeport SS., on Beaver River, 50 

in Eichenhauer's mines, Lancaster T., Bt. Co., 121 

in local coal bed over Darlington C, Pul. T., Bea. Co., 202 

in Darlington C. bed, described ; 6', at top. New Sew. T. ; im- 
pure, roof, Barrisville, Marion T. ; on Coal run, Darl. T. ; on 

Anderson's run, S. Beaver T., 53; 186; 215; 233; 238 

in Kittannmg C. bed, 0' to 16", bottom layer, at Industry, 260 

below the Piedmont SS. (Mt. Savage C. bed?), 223 

local origin of oannel illustrated at Beaver Falls, 53,202 

turns to bituminous shale, Lane. T., All. Co., . . 121 

very irregular, 260 

cut away by approach of roof to floor, 234 

Coal (block) of Sharon Bed, 231 

Coal (brick) in U. F. C. good, 83; 149 

Coal ; rolls in Brush Cr. bed, Cranberry T., Butler Co., 74 

Coal bed injured by day-veins, Bakerstown bed ; Brush Creek bed . 78 ; 74 
Coal bed injured by " Binders of Sulphur ; " U. F. C, Swaney's run ; 
large in Kitt. C, McKinley's run; upper bench of Kitt. C, 

Brady's run ; easily separated, 95; 192; 243; 252 

Coal lumps numerous in the Gravel bed of the Cliflf in Big Beaver T., 14; 228 

Cobble Stone Conglomerate ; Drift, 9 

Coke ; beehive ovens ; Beaver Falls, 247 

Coleman Coal bed — ? Bakerstown C, 31 

Coleman Limestone = ? Pine Cr. L., 32 

Cone-in-cone (tutenmergal) structure in Ferrif. L., Trough run, Pul. 
T. ; on Beaver R., North Sew. T. ; New Brighton ; E. Br. Brady's 
run; at Ohio Line, 200; 205; 248; 250; 253; 267 
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Page. 
Conglomerate of Cobble stones in Drift, 9 

of Buffalo SS. in Penn and Winneld T. T. ; 38;96;100,101;127 

of Mahoning SS. at the Ohio Line ; quartz pebbles, 87; 266 

of Butler SS. in E. Deer T., All. Co., 147 

Conglomerate of rounded limestone, coal, slate, sandstone, &o., filling 
an eroded portion of the Upper Freeport Coal bed, on Island 
run, Ohio T., Beaver Co. (See Erosiotij ancient), 268 

Conglomerate mass of coal, iron ore, and plants, in roof of Darlington 

Coal bed, at Ziegler's Mill. iSee Erosion), 113,114 

Connoquenessing SS. — SeeHomewood; No. XII, 65, 69 

Cordaites^See Fossil Plants. 
Cordianthus — See Fossil Plants. 

Creek Vein, popular name for Darlington Coal, 61 

Crinoidal Limestone neglected as a fertilizer ; mistaken for Elk Lick 

Limestone ; described ; (for localities, see Geological Indexes), 8 ; 29; 80 

Crinoids — See Fossils. 
Cri^staeean — See Fossils. 

Crystallme rocks m gravel of Fifth terrace, 12 

Cyelopteris — See Fossil Plants. 

D. the old designation of Lower Freeport Coal, 48 

Darlington (Upper Kittaning) Coal, mistaken for Kittanning Coal 

bed; described — (see for local details Geological Indexes), . 42, 43; 61 

Decline of the Brady's Bend (Fifth Axis, ) 22' per mile, 20 

Depth of river deposits unknown — See Drift ; see Erosion, 16 

JHciyopteria — See Foaail Plants. 

JHeranophyllum — See Fossil Plants. 

Diluvium — See Drift ; Terraces ; Erosion, 16 

Dip of the rocks in the district — 

20' to the mile to the South East, 22 

50 on the Hough run. Winfield T., But. Co., 93 

rapid in Connoquenessing T., But. Co., 125 

N. W. rapid on Bufiklo Creek, Clearf. T., 139 

on Little Bull Creek, Fawn T., All. Co., 142 

reversed to make a synclinal, 145 

up Bull Creek, 146 

clianges, and confines the Pitts. C. area to knobs in Indiana T., . . . 153 

rapid down Pine Cr., Shaler T., 166 

on Pine Creek, Hampton T., 161 

lOO' per mile on E. slope of Fifth Axis, on Ohio R., 165 

of U. F. C. in Ohio T„ Alleghany Co., 174,176 

rapid up the Ohio River, Economy T., Beav. Co., 179 

equal to water fall of Big Sewickley Creek, 179 

rapid in Economy T., Beaver Co., 184 

of Mahoning S. 8., rapid on Crow's run, 187 

flat on Brush Creek, New. Sew. T., 188 

rapid on Block House run, Pulasld T., 197 

down Beaver River, N. Sew. T., 204 

20' per mile to the East on Beaver River, 210 

up Connequenessing Cr. to the S. E., 211 

strong on Island Run, Ohio Line, 267 

19— Q 
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Dolichopterus — see Fossils, 56 

Drift, Terraces, Ac. Chapter III., 9 

cemented mass of drift forming a vertical cliff 50' high ; cobble- 
stones ; lumps of coal, <&c., 9,14,228 

boulders of gneiss and other northern rocks, 6'' to 3', scattered 

about and making a gravel bed on the Fifth terrace, 9,12,227 

boulders, floated by icebergs, all north of the Ohio River ; none 

south of it, 237 

perched blocks on hill tope, 10 

terraces ; drift in Bellevue terrace, Ohio T., 15; 175 

terraces of Ohio and Beaver rivers continuous and composed of 

drift material, 10,11 

terraces Nos. 1, 2, and 3 continuous, or solid, and separated from 
terrace No. 4 by a rock escarpment 75 feet high ; also an escarp- 
ment separates No. 4 from No. 5 above it, 13 

terrace No. 2 on Beaver R., a mass of round polished metamorphio 
boulders; carries the towns of Sewickley, PhilUpsburg, New 

Brighton, Beaver Falls, and Rochester, *11,12 

terrace No. 3 coarser than terrace No. 2 ; naked outcrop of coal 
measures always above 3d terrace ; carries the towns of Econo- 
my, Beaver, Georgetown, and upper parts of Rochester, N. 

Brighton, and Beaver Falls, 11,13 

terrace No. 4 clay, used in manu&cture, 12,18 

terraces on the Connoquenessing at Harmony, 13 

terraces on the Little Beaver indistinct, 14 

terrace at Bellevue, Ohio T., All. Ck)., 250' above Ohio R., .... 174,175 

terrace at Bailie's tavern, 120' above Ohio River, 175 

terrace at mouth of Killbuck run, 80' -|- Ohio R., 176 

terraces of the Ohio River in Sewickley T., All. Co., 30', 80', and 

120' kbove the river bed, 177 

terrace at Economy Village, fine, 120' above Ohio R., 181 

terrace of terrsrcotta clay, Pulaski T., 195 

terrace gravel, curious, bed of R. R., Big Beav. T., which once 

filled the whole valley, 228 

terrace of Beaver town, 120' -f- Ohio River, 254 

terrace at Bridgewater, 280' to 300' -f- Ohio R., 254 

terrace below Cook*s Stat., Industry T., 120' -f- Ohio, 262 

terrace (120' -f- Ohio) changes from north to south bank of Ohio 

river above Smith's Ferry, 268 

depth of river deposit of drift unknown, 15 

Drift Vegetation in the roof of the Darlington coal bed, Zeigler's Mill, 

Jackson T., Butler Co., 118 

E. Upper Freeport Coal Bed ; see Geol. Indexes ; described ; worka- 
ble over half the district ; a double bed ; variable in quality and 

thickness, 43,44,45,46 

^dwo?idia— see Fossil Shells, 34 

Eighteen Inch Vein— see Darlington Coal beil, 52 

Elevation above tide of erratic blocks, 1,300\ 10 

of terraces above Ohio River, 11,13 

of 3d terrace above Little Beaver river, 14 

of Big Knob, New Sew. T., Beaver Co., 1,450' 27 
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Page. 
Elevation, A/o,— Continued, 

of U. Freeport C. at Monroeville, But. Co., 876', 89 

of Pittsburgh CJoal, above Ohio R., crest of Fifth axis, 600', 166 

ofPittsburghCoal, above tide. Pine Creek, McCandleasT., 1,325' . .169 
of Pittsburgh Coal, above tide, Emmit's mine. Pine T., 1,360', .... 171 

of R. R. summit, Big Beaver T., above T., 1055' 223 

Elk Lick Coal described ; wrongly placed in Report of Progress K. — 

for localities see Oeological Indexes, 28; 84,35 

Elk Uck Limestone, variable and sporadic, 29 

Emmitt's Knob, Pine T., All. Co., Pittsburgh Coal bed 22 

l^quisitites—Bee Fossil Plants, 64 

Erosion during the Coal Era, proved. Fawn T., 148 

of the U. F. C, replaced by a conglomerate of coal, slate, SS., <ftc., . . 268 

of the Dar. C, replaced by a similar mass of trash, 113,114 

of the Ferr. L., replaced by Sandstone, 59,98 

Erosion of present surface, measured by isolated knobs, like Big 

Knob, Morg. SS., New Sew. T., Beaver Co., 189,190 

Erosion of ancient river beds, refilled now and partially re^xcavated 

or replaced by other valleys; with rock barriers in front, .4,18,14,16,16 
Erosion of ancient, buried valleys, in N. W. Pennsylvania, Report of 

J. F. Carll, on the geology of the Oil Regions, 17 

Erosion of Connoquenessing Valley, tortuous ; why, 104 

Eratic blocks confined to west side of Beaver River ; perched on the 
highest summits; destroyed by the fSarmers; thickly strewn 

near Beaver Falls; 10' X 8' X 6' in Bar. T.— see Blocks, 10 

Euryptertis — See Fossils, 66 

Euomphalus — See Fossil Shells. 

Exposures fine on Soap run; Measured Section, of 283^', Franklin T. . . 219 

also, on Clark's run, 546', Big Beav. T., 223 

Fall of the Connoquenessing Cr. at the rate of 6' per mile ahove^ and 

25' per mile below the top of XII, \ 6 

Fall of N. Fork of the L. Beaver R., Fredericktown, Ohio, 25' per mile 

in sandstone, 6 

Falls of the Beaver River in Potts. Conglomerate No. XII, 5 

of Trough Run, 20' high, over Kitt. SS., 200 

of Bennett's run, over Cliffc of Pied. SS., 206 

in gorge of Pied. SS., at Homewood Station, 225 

of Little Beaver R. over Pied. SS., Oliio Line, 267 

Farming land of the district, 7 

Ferriferous Limestone described; eroded before the deposit of the 

Kitt. SS See Geological Indexes, - 60 ; 93 

Fertilizers, lime, ^to., 7 

Fire brick clay — See Clay. 

Flux for iron furnaces, Ferr. L., at Vanport, 60, 61 

Formations described in Chapter IV, 22 

Fossils in Crinoidal Limestone, Adams T., Bt. Co. ; make up the whole 

mass in Franklin T., All. Co., 77; 173 

in Pine Creek Limestone ; McCand. T., All. Co., 168 

in Buff. SS. (plants). Glade Cr., Forw. T., Bt. C, 108 

in Brush Cr. L., numerous, Sew. T., All. Co., 177 

in U. F. L. (bivalves, one univalve,) minute, 85 
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Fossils in Grinoidal Iiimestone — Continued, 

over Darlington C. in shales (plants), Ziegler's Mills, 113 

under Darlington C. in shales; Brush. Cr., N. Sew. T. (ooal and 

olay absent); in Ohio T., 56;213;234 

in Ferrif. L. numerous ; in shales between the benches, Pul. T. ; 

on Trough run ; in under-shales, fieav. Riv., New Sew. T. ; at 

bend of Connoq. Cr. crowded; at Wilson's quarry, Frank T., 

numerous ; in black shales under the L. at New Brighton ; in 

shales under the limestone on the east Br. Brady's run ; in L. 

atVanporte, 93; 194 ,196; 200; 205; 210; 217; 260; 253; 254 

under Clarion C, Trough run, Pul. T., indeterminable, 201 

in Piedmont SS (tree stems), Pul. T., Beaver Co., 203 

Fossil plants; List of species, determined: — 

Alethopteris sp? under L. F. C, Soap run, Frank. T. 

A. ambiguay Darlington Coal, 54 

A. lonchitica^ Dar. C 54 

A* nervosa^ Dar. C, 54 

A. plucenetif Dar. C, 54 

A, serlii, Dar. C, 54 

A. sullivantif Dar. C, 54 

Annularia longifolia^ Dar. C, 54 

A. sphenophylloidesy Dar. C, 54 

AntholiteSt two species, Dar. C, 55 

Artisia transversa, Dar. C, 65 

Aaterophyllites equiseti/ormiSf Dar. C, 64 

A. foliosus, Dar. C, 54 

A, subloBviSt Dar. C, 64 

Calamariay Dar. C, 64 

Calamitcs approximatus, Dar. C, 64 

C nodosuSj Dar. C, 64 

C. ramosus, Dar. C, 54 

C suckowii, Dar. C, 54 

Calamostachys tubereulataj Dar. C, 54 

Callipteridium mans/ieldij Dar. C, 54 

Cardiocarpus mamillatus, Dar. C, 65 

C. in roof of Mt. Savage C, 68 

Carpolithes cannelloni, Dar. C, 65 

C elypeiformis, Dar. C, .55 

C. fraxiniformis Dar. C, 5 

C. multistriatuSj Dar. C, 65 

C. platimarginatus, Dar. C, 55 

C, vesicularis, Dar. C, 5 

Caulopteris obtecta, Dar. C, 55 

Cordaites borassifolius, under L. F. C, Soap run, Frank. T., . . . . 220 

C. borassifolia, Dar. C, 55 

C. mansjieldi, Dar. C, 65 

C. principalis, Dar. C, 55 

C reflexa, Dar. C, 65 

C. in roof of Mt. Savage C, 68 

CordianthuSy one species of male flowers, 66 

two species of female flowers, Antholithes, 55 
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FoflBil plants— Continued. 

Cj/elopteris elegans, Dar. C, 64 

C.fimhriata, Dar. C, 64 

C obliqua^ Dar. C, 64 

C trichomanoideSj Dar. C, 64 

C undans, Dar. C, 64 

JHetyopieria ohliqua^ Dar. C, 64 

Dicranophyllum species, Dar. C, 66 

£iquxsitites in/undibuli/ormis, Dar. 0., 64 

FruetuSf fruits, Dar. C, 66 

Alices, femSi Dar, C, 64 

Fuooids, on the under surfaoe of Kidney ore bed, roof of BrookvUle 

C, at New Brighton, 260 

Jfhtngij mushrooms, the first foimd in any Goal Measures ; Dar. C, ... 66 

ffymenaphyllUes expansus, Dar. C, 66 

H. guthieriawus, Dar. C, 66 

H* laetucay Dar. C, 66 

H, laeeratus, Dar. C, 66 

Lepidopkloios laridnus, Dar. 0., 66 

Lepidophyllum aurieulatum, Dar. C, 66 

L. /oliaceuniy Dar. C, 66 

X. mansjieldi, Dar. C, 66 

X. undulatunij Dar. 0., 66 

L^idodendron stems Dar. plant bed, 234 

X. modulatum, Dar. 0., 66 

X. quadratum, Dar. C, 66 

X. obovatumf Dar. C, 66 

X. sternbergiif Dar. C, 66 

Lepidostrobus ornatus, Dar. C, 66 

X. variabiliSf Dar. C, 66 

LyeapodeacecB at the Darlington bed, 66 

Neuropteris angustifoUa^ Dar. O., 64 

N. clarksonif Dar. C, 54 

jN". eordi/olia, Dar. C, 64 

N, crenulataf Dar. C, 64 

N*flexw>sa, Dar. C, 64 

N. hirsuia, Dar. C, 64 

N, losckiif Dar. 0. ; imder "L. F. C, Soap run, Frank T., Beay. Co.. 64; 220 

N. plieata, Dar. C, 64 

N, rarinervis in shale under L. F. C, Franklin T., Beaver Co., . . . 220 

N. tenui/oliat Dar. C, 64 

y. vermieulariSf Dar. C, 64 

Odontopteris brardii, Dar. C, 64 

O. neuropterotde^, in roof of Mt. Savage C, 08 

O. rcicAiana, Dar. C, 64 

O. schlotheimii, Dar. C, 64 

Pecopteris choerophylloideSf Dar. C, 65 

P. hemiteloides, Dar. C, 64 

P. microphylla^ Dar. C, 64 

P. plumosaj Dar. C, 55 

P, polymorpha^ Dar. C, . ....... 56 
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Foflsil plantA— Continued. 

P. truneata, Dar. C, 55 

P. sillimani, Dar. C, 55 

P. squamosa^ Dar. C, 55 

Pinnularia capillacea in Dar. C, 55 

MadiceSf roots, Dar. C, 55 

Rhizomorpha aigillaricBf Dar. C, 55 

Mhabdocarpua amygdalcB/ormia, Dar. C. 55 

JR. bochsiafius, Dar. C, 55 

JR. clavatus, Dar. C, 55 

Motophyoua, Aiooid on iron ore roof of Brookyille C. Brighton, 250 

Siffillaria altemanSf Dar. 0., 55 

S, dentata, in Pottsville Oongl. No. XII, 70 

S. elliptica, Dar. C, 55 

S. mamillaris in Dar. C, 55 

S, monosiigma Dar. C, 55 

S, reniformU Dar. C, 55 

8. sculpta Dar. C, 55 

S, tessellata Dar. C, and also in Pottsville Ck>ngL, No. XII, . . . . 55; 70 

Sphenophyllum emarginatum^ Dar. C, 54 

S. longi/olium Dar. C, 54 

S. aehlotheimii Dar. 0., 54 

JSpUenopteris artemiai/olia, Dar. C, 55 

S. mixta, Dar. C, 55 

S. newberryi, Dar. 0., 55 

Spiropteris villosa, Dar. C, 55 

Stemmatopteria mana/ieldi, Dar. C, 55 

Stymaria ficoides, Dar. C, 55 

Syringodendron cyclostigma^ Dar. C, 55 

8. pes-caprioli, Dar. C, 55 

TVigonocarpus daviesii, Dar. C, 55 

Ulodendron stems Dar. plant bed, 234 

Fossil Polyps in the district : 
Lophophyllum proli/erum. 

in Brush Creels L, (same as next?), 34 

in L. 180' below Grinoidai L., 154 

in Ferriferous L., 62 

Fossil Bryozoan, small and very numerous, in L. 180' below Grinoidai 

L. (=T Brush Gr. L.), All. Co., Ind. T., 154 

Synocladia biserialiSf in Ferriferous L., 62 

Fossil Eohinodermata in the district. 
Ci'inoid* in the Pine Greek L., in McGandless T., AU. Co., . . . 33,168,179 
in Ferriferous L., abundant Whistler's run, Vanporte, dto., . .60,61,193 

Zeacrinu8 mucrospimtSj in Ferrif. L., 62 

f^-agments abundant in the Meroer L., 68 

Fossil Shells in the district. 

Astarte concentrica, m Grinoidai L., 30 

Aatartella concentrica, in Ferrif. L., 62 

Athyris aubtilita. 

in Grinoidai Limestone, 30 

in Pine Greek Limestone, 33 
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in Brush Greek L., at Smith's Ferry, 264 

in Ferriferous L., on Trough run, Pul. T., 62 ,200 

in Meroer Limestone, , 62 

Avieulopecten carbonarius, in Ferr. L., 62 

Avieulopecten whiteii, makes up the mass of the **Aviculopeoten 
bed" or black shale underlying the Ferriferous Limestone, 
Beaver River, North Sew. T. and Trough run,Pulas. T., . . 62,200,205 

Avi^ulopinna americana^ in Ferrif. L., 62 

Bellerophon carbonarius* 

in Grinoidal lamestone, 30 

in Ferriferous L., Trough run, Pulas. T., 62,200 

B, mont/ortianus, 

in Brush Creek Limestone, 34 

in Ferriferous L., Trough run, Pulas. T., 62,200 

B. percarinatus, in Ferrif. L., Trough run, 62,200 

B. StevensanuSf in Ferrif, lj,f Trough run 62,200 

Ohoneies mesoloba. 

in Brush Creek L. ; in Cran. T., But. Co. ; Ind. T., All. Co. ; 

and at Smith's ferry, Ohio T., Beaver Co., 34,74,154,264 

in Ferriferous L., Wliistler's run. Book. T., All. Co. ; Trough 

run, Pul. T. ; at the Ohio Line, 62; 200; 267 

C, C, and I^roductus, in Brush Cr. L., Eoon. T., 179 

Edfnondsia (Mpenwalensis^ in Brush Cr. Ij., 34 

JEtiomphalus rugosus, in Terrif. li.j Trough run, 62,200 

Hemipronites crassuSf in Ferrif. L., Trough run, 62,200 

Macrocheilua primigenius, in Ferr. L., 62 

Af, ventricosuSf in Ferriferous Lim&stone, 62 

Macrodon obsoleiuSf in Ferrif. L., 62 

Nautilus ocddentalis. 

in Pine Creek Limestone, 33 

in Brush Cr, L., at Smith's Ferry, 34,264 

in Ferrif. L., Trough run, Pul. T., 62,200 

N. ? in Ferr. L., Trough run, 200 

Nueula ventricoaat in Crinoidal Limestone, 30 

in Ferrif. L., Trough run, Pul. T., 62,200 

Nuculana bellistriataj Ferrif. L., Trough run, 62,200 

Orthoceras cribrosum^ Pine Cr. L., and also in Ferrif. L., both at 

Smith's Ferry, 33, 62,264 

Platyceras tortufrif in Ferrif. L., 62 

JPleurotomaria carbonaria in Ferr. L. and under-shales, North 

Sew. T., 62,205 

P. grayvilliensiSf in Crinoidal L., 30 

in Ferriferous Limestone, 62 

P. turbinella, in Ferrif. L., 62 

Polyphcmopais per acuta, Ferr. L., Trough run, 62,200 

Ftoductua costatuSy Ferrif. L., Trough run, 200 

P. longiapinuSf in Pine Cr. Limestone, 33, 62 

in Brush Cr. L., Indiana T., All. Co., 68,154 

in Ferr. L., Whistler's run. Rook. T. ; specially abundant on 
Beaver nver, Pulas. T. ; Trough run; Ohio Line, . . 193; 196; 200; 267 
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Foosil Shells— Continued. 

in Meroer Limestone, 68 

P. Nebrcbseensis, in Grinoidal limestone, 30 

in Pine Greek Limestone, 33 

in Brush Cr. L. at Smith's Ferry, 264 

in Ferif. L. on Trough run, Pul. T., 62,200 

in Meroer Limestone, 68 

P. j>ra<£«nan«0, in Brush Cr. Limestone, 34 

in Ferrif. L., Trough run, Pul. T., 62,200 

P. semi^eticulatus, in Grinoidal L., 30 

in Ferrif. L., Trough run, Pul. T., 62,200 

Solenomya radiata, in Ferrif. L., 62 

Spiri/er cameratus^ in Grinoidal L., 30 

in Brush Greek L., Ind. T., All. G., 34,154 

in Ferrif. L., Whistler's run ; Trough run, 62,193,200 

i9. h'nea^iM, in Ferrif. L., Whistler's run, 62,193 

S. opimus, in Ferrif. L., 62 

Spirorbis carbonaritiSf in Avio bed under Ferr. L., 205 

Fossil Grustaoeans in the district. 
JEuryptertie {Dolichopierus) mansfieldij Darlington shales, (roof), . 56,72 

Bivalve in U. F. L. on Little Beaver, 240 

EurypteruB remipes f in Garland Gonglomerate Venango Go., 72 

ItYuetus^see Fossil Plants, 55 

Freepori Group, described— see geological indexes, 43 

Freeport Sandstone (Lower Freeport Sandstcme), 50 

.Pueoic^— see Fossil Plants, 250 

Fhmgv—aee Fossil Plants, 55 

Gardening profitable, 8 

Gallitzenbedof Gambria Go. (Brush Gr. Goal), 85 

Garland Gonglomerate of Venango Gounty, 72 

Gas from wells— see Wells. 

Geological Knowledge of some use in mining, 202 

G^logical Formations, Ghap, IV. — see geological indexes, 22 

Glacial drift— see Drift and Ice, 9 

Glass-sand in Smith's Ferry oil-wella, 272 

Glass pottery clay, Hampton T., 158 

Gneiss cobble stones in drift, 9 

Gorg e s s ee Glifb. — 

made by the Sandrocks of the Barren Measures, 2 

of the Gonnoquenessing Greek through Bufif. SS. and No. XII., . .5,16 

of Little Bull Greek, Fawn T., AIL Go., 141 

of Pine creek, in Hampton T., All. Co., 158 

of Grows Run, Mahoning SS., New Sew. T., 187 

of Trough Greek, Beaver FaUs, Pol, T., 199 

of Trough Creek, through U. F. Sandstone, 200 

of Brady's Run, Mah.SS. and L.F.SS 243 

of Wolf Run, at Industry, through L. F. SS., 261 

of Dry Run, through L. F. SS. 100' thick, 267 

of Bealer's Run, Ohio T., Beaver Co., 269 

Granite in Prift— see Drift, 9,10,14,228 

Gravel bed Terrace— see Drift and Terzaoe, 14,228 



INDBX. Q. 297 

P»ge. 

Greenstone {trap) in Drift, 9 

Green Crinoidal Limestone— see Crinoidal L., 30 

Hemipronitea — see Fossil Shells. 

Homewood aa:i«— see Anticlinal, 22 

Homewood Sandstone— see geological indexes. 
Hymenophyll\te8—B/dQ Fossil Plants. 

Ice floated boulders— see Drift, 10,237 

Ice may have filled the valleys, 9 

Industry Sandstone (Klttanning Sandstone), 59 

Indian Sculptures at Smith's ferry, 265 

Interoonglomerate (Beaver River) Group, 65 

Intervals— see geol. indexes. Vary quickly fh>m O' to 40', .... 89,143,258 
Iron ore beds of the district in descending order — 

under Crinoidal L. ; balls plenty, Hampton T., All. Ck>., 160 

in Pine Creek L., E. Deer T. and Indiana T., 154 

in Brush Creek L., Davis run, Econ. T., Bea. Co., 34,183 

over U. Freeport Coal, local L. ore, Hampton T., 159 

under U. Freeport Coal, blue paint. Smith's Ferry, 264 

in U. Freeport L.. Conn. T. ; Shaler T. ; some layers are iron ore, 

BigBeav.T., 47; 74; 125; 157; 224 

under U. Freeport L., Pine Cr., Hampton T., 161 

on L. F. L. Denny's ; Swaney's run, Winfield T. ; Winfield Fur- 
nace, Clearfield T., 49,94,93,96,138 

in L. F. L. nodules, always ; on Crow's run pervaded with them ; 

on Soap run ; above Camp run ; on Brush run, . . .49; 187; 219; 221; 241 
under L. F. L. at Anderson's bridge. Forward T. (see Johnstown 

Cement Bed), 111,112 

under the Darlington Coal, at Zelienople ; in shales on Crow's 
Run ; large and numerous nodules on Paved run ; abundant on 
Trough run ; very plenty at old Furnace, mouth of Door Run ; 
near Darlington; at Smith's Ferry, . . . . 117; 184; 194; 200; 222; 245; 263 

in the Kittanning Shales, 56 

on Ferriferous Limestone, <* Buhrstone," on Rough run, Winfield 
T., But. Co. ; Clearfield T., All. Co. ; 2! ore in one plate, \ mile 

below Vanporte (this turns to sandstone), 60; 92; 140; 256 

over Brookville Coal, nodules abundant at New Brighton, 250 

imder Mt. Savage Coal, Big Beav. T., 225 

in Pottsville Cong. No. XII, impure, B. B. T., 225 

above and below Mercer Limestone, 69 

Islands in the Ohio River are remnants of the lowest of the terraces, . . 11 

Johnstown Cement Bed of Somerset Co. — See Iron ore, 11 

Kidney Ore — See Iron Ore, above, 250 

Kittanning Coal CL. Kitt. C.) Shales; Clay; ore; Industry S. S., . . 43; 56 

See geol. indexes, 57 ; 58 ; 59 

Knob of Pittsburg C, 3 acres, Pine T., All. Co., 22 

Knobs of Morgantown SS. in S. Butler and N. Beaver Co., 27 

Knob of Crinoidal L. In Adams and Midd. T. T., Butler Co., 77 ; 80 

Knob of Pitts. C. (600' -f- Ohio) carries Fifth Axis, 166 

Knobs of Pitts. C, McCan dies* and Pine T. T., 168,170 

Knobs of Pitts. C. in Franklin and Ohio T. T., 172,173,175 

Knob of Morgantown SS., Killbuck Run, Ohio T., All. Co., 176 



298 Q. INDEX. 

Knob of Elk Liok 0. (Gross' Knob), Eoon. T., Beav. Co., 180 

Knobs of White L., reaching witWn 100' of Pittsburg C, 180 

Knob of Morgantown SS. (Big Knob) 1450' + tide, 300' higher than 

surrounding hills, New Sew. T., Beaver Co., 189,190 

Knobs of U. P. C. outliers, Frank T., Beav. Co., 218 

Knobs of Mahoning SS., head of Soap Bun, 218 

Knobs covered with iceberg boulders, Dar. T., 237 

Knob of Crinoidal L., head of Two-mile Run, 257 

Knob of Buf^oSS. (?) at Industry, 260 

Lacustrine* Formation, 13 

Ledges of Brush Cr. L. and Butler (U. F.; Limestones— See ClifQs, . 226,229 
L^idodendrofif LepidophloioSf Lepidophyllum, L^ndoslrobuS'—See 

Plants. 
Lime scarce in Barren Measures; good fromFerrif. Limestone, .... 6, 92 

Limestone not recog^nized by the farmers, .... * 8 

local under Brush. Cr. C. ; in middle of Mah. S. S., 36, 37 

ilh4anent8, rolled cobble stones, in gravel drift, 9, 14 

brecciated (U. F. L.)— See geological mdexes, 47 

Limestone Cement bed— See Johnstown, 56,222 

Limestone cut away to receive Kitt SS. at Industry, 59 

Little Pittsburg Coal wanting, 26 

Local Coal bed under L. F. SS. (Brady's Bend? ), see Qeol. Ind., .... 50 

Lophophyllum — See Fossil Plants, 34,154 

Lower Pittsburg Limestone described, 26 

Lower Red Shale of Barren Measures described, 31 

Lower Productive Coal Measures, Ciiapter VI, 39 

Lower Freeport C. and L. — See geol. indexes, .' 48, 49 

called ** Middle " Freeport in Somerset and Cambria Reports, .... 49 

Lower Freeport SS. (Freeport SS. of old reports), 50 

Lower Kittanning Coal (Kittanning Coal), 57 

Lower Home wood SS. (ConnoquenessingSS. No. XII), 69 

Lower Wurtemburg Limestone (Mercer L.), 68 

Lycopodeacece — See Fossil Plants, 55 

AfacrocheiliisSee Fossil Shells, 62 

Macrodon — See Fossil Shells, 62 

Mahoning SS. (upper member Buffalo SS*)* 33 

Upper and Lower Mah. SS. in one section, 86, 37 

mistaken for the Butler SS. (L. F. SS.) on Beaver River, 48 

Massillon SS. ( ? No. XII) of Ohio, 69 

Mercer Limestone (Lower Wurtemberg L.), 68 

Metamorphio boulders— See Drift, 9 

Mica scarce in Mahoning SS., Pul. T., 199 

Mining a science, as well as an art, 203 

Morgantown SS. described— see geol. indexes, 27 

Moimt Savage Coal, described— «ee geol. indexes, 68 

Mushroom found in Coal Measures— see Foss. Plants. 

Nautilus — see Fossil Shells. 

NeuroptetHs — see Fossil Plants. 

Nuoula ; Nuculana — see Fossil Shells. 

Northern Drift— see Drift. 

Odontopteris — see Fossil Plants. 



INDEX. Q. 299 

Page. 
Oil, Oil Wells, Oil aad Gas, <feo.— see Wells. 

oil from oannel shales at Darlington, 284 

Old river beds orossing the present Valley of Beaver River— see Erosion, 15 

OrtAocercM— see Fossil Shells. 

Oatoropof rooks always above 3d terrace— see terraoe, 13 

FebblesofquartzinBaff.SS. (nut size), 33,89,107,108 

in Mahoning SS., Crow's ran, 186 

in Homewood (Piedmont) SS., Bennett's run, 205,206 

in Berea Qrit, above Beaver Falls— see Conglomerate, 206 

Bdcopteria—aee Fossil Plants. 

Perched blocks— see Drift, 10 

Philson (?) same as Brush Cr. L., described, 34 

Piedmont Sandstone (Upper Homewood) discussed, 65 

Pine Creek Limestone (? Coleman L.) 82 

IHnnulciria — see Fossil Plants. 

Pittsburgh Coal bed, described ; last outcrop to the North West; caps 

iiighest knobs— see geol. indexes, 21,22 

Piatt Coal of Somerset C. (?) described. 81 

P{a<ycera«— see Fossil Shells. 

Fleurotomarict—B&e Fossil Shells. 

Polished stones in Terraoe— see Drift . . . -. 11 

i>?2ypA6mop«i«— see Fossil Shells. 

Potholes and huge ftirrows, in Pied. SS.— see Erosion, 250 

Pottsville Conglomerate (No XII ; Lower Homewood SS. ?) 5,65 

"Practical*' miners, dangerous guides in difficult oases. 202 

PriceCoalof Somerset Co. wanting? 81 

JVodiic<tt«— see Fossil Shells. 

Projected railroad oroaaes Pine Creek, MoCand, T., All. C, 169 

Pyrites in Coal— see Coal 206 

QuarriesofMorgantownSS., Reserve T., All. C, 164 

ofMahoningSS., Sew. T., All. Co.; on Legionville run, Eoon. 

T. ; Crow's run, Econ T. (large) ; on hill over Crow's run. New 

Sew. T. ; above Forks of Crow's run ; on Brush Cr., New Sew. 

T., Lutz's, at UnionvUle, New Sew. T. ; N. Br. Block House 

run, Pul. T., described ; in Chip. T., . . 177; 182; 184; 185; 186; 188; 198; 246 

of Butler (U.F.) Limestone, Crow's run, N. S.T., 187 

of Butler (U. F.) Sandstone, at Muntz's, Butler T.; Summit T., 130,135 

of Freeport (L. F.) Sandstone, Smith's extensive on Beaver run, 

Pul. T. ; at Darlington, 195;230 

of Ferriferous Limestone at Yanport, 255 

of Piedmont Sandstone, Hazen's bridge, North Sew. T., Beav. Co., . . 209 

Quartz pebbles in Buff. & Mah. SSS., 37,127 

Quartzite cobble stones in Drift— see Drift, 9 

Mctdices, roots— see Fossil Plants. 

Bedsliales of the Barren Measures— see geol. indexes, 7,81 

MhizoTnorpha—aee Fossil Plants. 
Jihabdocarptts—eee Fossil Plants. 

Rock-barriers in Alluvion— see Erosion 16 

Botophyeua — see Fossil Plants. 

Rolls in Brush Cr. Coal, Cranberry T., But. Co.— see Coal, 74 

River Channels now filled— see Erosion, 14 
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Risers and streams of the district enumerated, 3 

Sandstone masBiye (beneath Kitt. C.) ; at Orey's Millf W. Deer T., 
All. Go. ; turns (Mah. SS.) to shales on Crow's run ; (under U. 
F. C.) on Trough run ; anolent sea beach (Pied. SS.) at Home- 
wood ; cuts out bulirstone ore over Ferr. L., below Yanporte ; 

Brighton Ck).— see geol. indexes, 139; 151; 187; 200; 225; 256 

Salt and salt well»— see Wells. 

Saxon gas well— see Wells. 

Scenery of Connoquenessing Or. and Beaver River wild and fine, . . . 6,225 

Sohantz's Coal (L. F. C.) Oonnoq. Cr., 49 

Section of terraces, 12 

Sections of the whole Column of rocks, 23 

Section of Upper and Lower Mahoning SS., 37 

Sections at Kittanning, New Brighton, and Smith's Ferry, 40, 41 

Section of Beaver River Group, 64, 66 

For others^ see Listf or Index of Sections. 

Shales, red, variegated, Barren Measure, 26, 28, 29 

Sharon Coal Group and Coal Bed described, 66, 70 

Siffillaria^-^ee Fossil Plants. 

Soils of the district described, 6 

Strip Vein of Ohio (Darl. C; U. K. C,), 53 

Solenomj/a — See Fossil Plants. 

Sphenophyllum^ Sphenopteris — See Fossil Plants. 

Spiri/er-^^e Fossil Shells. 

Spiropteris — See Fossil Plants. 

/5^tror&i«-~See Fossil Shells. 

Stemmatopteris — See Fossil Plants. 

Siigmaria — See Fossil Plants. 

Stillwater Sandstone (Buffalo SS.), 34 

Sulphur binders in coal — See Coal, 95,119 

Sulphur Vein (B^tt. C.) Smith's Ferry, 265,266 

Sculptured rocks at Smith's Ferry, 265 

Summit Vein (U. F. C), Winfield T., But. Co., 93, 94 

Summit Ore, on Butler L., 96 

Synclinal on Bull Cr., Fawn. T., All. Co., 145 

Synclinal west of Fifth Axis, in McCand. T.. All. Co., 167 

Synocladia — See Fossils. 
Syringodendron — See Fossil Plants. 
Terraces — See Drift. 

Terra Cotta Works— See Clay, 12, 59 

Tionesta Sandstone, 67 

Theory of Erosion — See Erosion, 17 

Thinning of the Lower Productive Coal Series westward slight, 39 

Topography of the district discussed ; Water-sheds described ; sliape 
of the hills ; valleys smooth below and rough above ; wilder- 
ness of the Connoquenessing ; Topography illustrated by Thorn 

Cr., Penn T., But. Co., 1; 2; 3; 22; 100 

Towns built on the 2d terrace, Sewickley, Philllpsburg, N. Brighton, 

Beaver Falls, Rochester, 11 

Towns built of the 3d terrace, Economy, Beaver, Georgetown, Upper 

Rochester, N. Brighton, Beaver Falls, 11 
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«*Town rooks," Masses of Buflf.SS See Blocks, 104 

Trigonocarpus — See Fossil Plants, 65 

Tutenmergel in Ferrif. L.— See Cone-ln-cone, 200 

U lodendronSee Fossil Plants. 

Upper Freeport Coal (E.); Under-clay; White Limestone (of Ohio 
survey) never fossiliferous, perhaps fresh water— See geological 

indexes, 43; 46; 47 

Upper Homewood Sandstone described, 67 

Upper Kittanning Goal described (Darlington C), 51 

Upper Pittabnrg Limestone described, 26 

Upper Red Shale of Barren Measures described, 26 

Valleys in Lower Coal Measures smooth ; rough above, 2 

Variations in Ferrif. L., Darlington roof, and other measures, . . 60,210,212 

Vanporte Limestone (Ferriferous L.), geol. index, 60 

Water-lime group of New York Geology, 72 

Water sheds described, 2 

Wells bored through Alluvion, 15 

Wells bored through the 1st, 2d, and 3d terraces, 13 

Salt wells, Jackson T., Butler Co., 115 

On Yellow Cr., Lancaster T., But. Co., 118 

At Salt Works of Robertson Run, E. Deer T., 147 

Get brine 365' to 385 below U. F. C, 147 

At Tarentum, brine 400' below U. F. C, 147 

In Brighton T., Beav. Co., 350' below Brookville C, 253 

At Industry, brine, gas oil, 800' deep, 260 

At Industry, brme 322' below Kitt. C, 260 

Gas Wells, at Lardintown, Clinton T., But. Co., 83 

Chantler well No. 1, heavy gas vein, 87 

Saxon gas well, in Winfleld T., But. Co., 96 

At Rochester and Freedom ; gas used in Works, 191 

Economy Company's gas well above Beaver Falls; used in Cut- 
lery Works, 205,206 

Economites' well at New Brighton, 248 

In Brighton T. yield gas and salt water, 253 

At Industry (800') yield gas, oil, and brine, 260 

Oil wells, in Clinton T., Butler Co., 81; 87 

On Rough run, in Winfleld T., But. Co., Ist Sand 900' ; 30 Sand 1,400', 95 

On Thorn Creek, Jeflf. T., But. Co., 98 

At Frazier's Mill, deep well, 99 

Above Buhl's MUl, Connoq. Cr., Forward T., 108 

At Butler ; at Carbon Centre, Sum. T., 132; 134 

Herman's well, Summit T., But. Co., 136 

Hume's well, Clearfield T., But. Co., 137 

At Tarentum, oil at 400' below U. F. C, 147 

At Franklin's Old Mill, Indiana T., 155 

On Crow's run, boring. New Sew. T., 187 

Rochester Tumbler Co.'s Oil sand, 915', 191 

At Rochester, oil sand 1,170' below U. F. C, 191 

Economltes' boring above Beaver Falls, 205 

At Darlington ; Mansfield's well, 231,282 

Lancaster and Beaver Co.'s wells, Brighton T., 258,254 
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on WeUa^Ckmtinued, Psfe. 

Industry well, oil and gas, 742' below Kitt C, 260 

At Smith's Ferry, 1st Sand, Piedmont SS., 2d Sand 700' to 730' 

below Kltt. C, 270 

Butler County Oil Sands wanting in the Smith's Ferry Wells, .... 272 

Wilderness country of the ConnoquenesBing, 5 

Zeacrinu s s oo Fossil Shells, 02 



B.~aE0L0OICAL INDEX TO O. 

Arranged in Order of /Super-B[>8ition* 
•. SOUTHERN HALF OF BCTLBR OOCIVTT. 

Barren Meaanres in Cranberry and Adams TT. have no massdye 

sandstones, 75 

Barren Measure Coal beds very irregular, 77 

Morgantown Sandstone blooks over Hayes' Mill hill, Middlesex T., . 79, 80 

Elk Liok Coal (80' + Crin. L.)» Middlesex T. ; BufiUo T., 79 ; 91 

Crinoidal Limestone = Green Crinoidal L. of Geol. of Pa., 1858. 

in Adams T., in Stonp's high knob, 77, 78 

in BuffiJo T. the highest rook (80' 4- Bakerstown C.) oovers Hayes 
Mill Knob with blocks ftiU of fossils; on all the highest knobs 

of Southern BuflkloT., 79, 80; 91 

in Jefferson T., with Red Clay band underneath, 99 

in Penn T., Butler Plank Road, high knob, 101 

in Connoquenessing T. ought to be in the ridge, between the Big 

and Little Connoq. oreeks, 127 

Red Shales under the Crinoidal Limestone, (Lower Barren Measure 
Red Shales. 

in Adams T. makes a sterile belt around the knobs, 77 

hi Bufialo T. (460' -f U. F. C), at MonroeviUe, 89 

in Penn T., over Thorn Creek, 102 

Bakerstown Coal ( = T Coleman C, of Somerset Co.) 

in Adams T., 100' over Break-neok Cr., Park's mines, 76,77 

in Middlesex T., on S. Br. Glade Cr., double bed; oannel, .... 79, 80 

in Wfaifleld T. (175' above U. F. C.) 96 

in Jefferson T. (175' -f U. F. C), on Thorn. Cr., black shale, .... 99 

in Penn. T., mouth of Thorn Creeic, 108 

Schaflher's eoal over Buffalo SS. ; and Renfrew's Coal, variable, ... 128 

Pine Creek Limestone, in Winfield T., on Rough run, 96 

Buffido Sandstone = Upper Mahoning Sandstone. 

in Adams and Cranberry T. T., not massive, 75 

in Adams T., in bed of Break-neck Creek, 78 

in Buffido T. reaches its greatest development (70' to 80'), 87 

in Winfield T. (80') massive conglomerate, on Little BufQsdo Cr., ... 96 

in Penn T., massive under Bakertown Coal, 102 

in Forward T. (50' solid) in one cliff; cause of the tortuous course 
of the Connoquenessing Creek; one mass of pebbles; coarse, 
yellow-white rock, with many casts and prints of wood ; cliffiB 

below mouth of Glade Creek, 104; 106; 107; 108 

in Jackson T., thins away, and changes the topography accordingly, . 112 

in Connoq. T. not so conglomeratic, 124 

in Butler T., a mass of quartz pebbles, Renfrew's Mills, 127 

in Summit T., quite massive and conglomeratic, 185 

Brush Creek Limestone (=T Philson L., Somerset Co.), in Cranberry 

T., type locality ; holds Chonetes mesoloba in great numbers, ... 74 
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Brush Creek Ck>al ( =? Gallitzin C, of Somerset Co.) 

wrongly called "Elk Lick" Coal in Report K., 74 

in Cranberry T. type locality ; clay veins and rolls ; but the sole 

dependence of the people of the township, 74 ; 75 

in Adams T. (70' + U. F. C), on Breakneck Creek, 76 

in Forward T. (6" thick) between Buffalo and Mahoning SSs., . . 105,107 

in Lancaster T. (S' to 4') (60' -f U. F. C.) Kiefer's, 122 

in Connoq. T., mined extenaiyely and preferred; variable and 
often absent, 123; 126 

Mahoning Sandstone, or Lower Mahoning Sandstone. 

in Cranberry T. forms the roof of U. F. Coal bed, 73 

in Clinton T. outs out the U. F. Coal bed, 86 

in Buffalo T. outs out the U. F. Coal bed at Monroe Station, 89 

has its greatest Butler Co. development in huge olifb along Lit* 

tie BuffiQo Creek, 87, 90 

in Forward T. holds two coal beds in its body, 106,107 

yields good building stone at Evansburg, 108 

in Butler T. not at all massive, at Mantz*8, bat very massive (40') 
in a shaft close by, 129 

Lower Productive Coal Series thins slightly, going north-west, 39 

Upper Freeport Coal bed (E.) described, 43 

in Cranberry T. variable on Brush Creek^ Mah. 6S. roof, 73 

in Adams T. Cannel roof, on Breaicneck Cr. ; on Glade Cr., . . . . 75 ; 78 

in Middlesex T. on Bull Creek. 80 

in Winfield T. called "Summit Vein," 94 

in Forward T. Cannel roof (4"), on Glade Creek, 108 

in Connoq. T. a mere streak, at mouth of Semioonon Cr., 126 

Shantz's Coal on the Connoqueneseding, 49 

Upper Freeport, under clay, described, 46 

Upper Freeport Limestone, (Freeport Limestone,) also (White Lime- 
stone of Ohio) described ; never fossiliferous ; fresh water T 47 

in Cranberry T. compact and containing much iron, 73,74 

in Adams T. on BreoJcneok Cr. ; very ferrug. on Glade Creek, . . . 75,78 

in Clinton T. two layers, the lower one an iron ore, 83 

in Penn T. breociated and ferruglnonB, 100 

in Forward T. poor and ferruginous, Brown's Mills, 108 

in Jackson T. brecciated, at Zeigler*s, 116 

in Connoq. T. contains nodules of iron ore, 125 

in Butler T. varies from 3' Solid L. to nodular iron siialea, . . . .131,132 
in Summit T. quarried, ferruginous, slakes badly, 134,135 

Upper Freeport Sandstone (Butler Sandstone). 

in Winfield T. coarse, reddish brown, micaceous, 94 

in Butler T. type locality— see description, 130 

in Summit T. quarried ; tolerably massive, 135 

Lower Freeport Coal (D). 

in Penn T. unreliable— see Kennedy's banks^ 103 

in Jackson T. double bed ; semi-oannel layer, 113,114,115 

in Summit T. has a limestone under it,, 133 

Iron Ore (Summit Ore) over the Butler Limestone everywhere, .... 94,96 
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Lower Freeport Limestone (Butler Limestone) =:desoribed ; Mid. F. L. 
of H, HH, KHH. Not reoognized by old Survey, because want- 
ing at Freeport, 49 

in WinfieldT. ''bastard," brecoiated, ferruginous, 94 

in Forward T. Anderson's Mill, breooiated, dark, Ill 

at Zelienople mistaken (by First Survey of Pa.) for the (Upper) 

Freeport Limestone, 117 

in Connoq. T. contains nodules of iron ore, 124 

in Butler T. somewhat breodated, 130 

inSummitT. Newman's branch; (8') Sunset Station, 138; 135 

in Clearfield T. '' Bastard Limestone,'' local name, earthy and im- 
pure, with iron ore upon it, 138 

Lower Freeport Sandstone (=Freeport Sandstone) described, 50 

in Forward T. bluflfe (75') at Bvan's jnill, 109 

in Jackson T. thickens, 116 

Upper Kittanning Coal (Darlington Coal) C (Strip Vein of Ohio), . . 51,53 

in Bufiklo T. on Buffalo Creek, below the Forks (2') pure, 90 

in Forward T. bed of Connoq. Cr., below Buhl's MUl, 109 

in Jackson T. split up, at mouth of Breakneck Creek, and receives 

a new bench in its roof, 113 

in Lancaster T. neglected by the people above Yellow Creek, .... 120 

Eichenhauer's Coal (? Darlington C. ? Kittanning C.) 

in Lancaster T. 1 mile East of Yellow Creek (8' 1") local, 121 

in Lancaster T. mouth of Crab run (8' 8") local, 122 

inButlerT. Muntz's Section No. 16 (r 2'') local, 130 

Ream's (probably Darlington) coal, Summit T. (2' 8J"), 182,133 

Lower Kittanning Coal (Kittanning Coal) C. described, 57 

in Jackson T. in Salt well (4') 45' below Darlington C, 116 

in Lancaster T. on Yellow Creek, with sulphur binders, 119 

in Clearfield T. a very large bed, split into three, on west branch 
of Big BuflBdo Creek (8' and 10' 9" thick), 138,138 

Lower Kittanning Sandstone (=Kittanning Sandstone). 

in Winfield T. in the bed of Rough run bed, 95 

in Clearfield T. (20') massive, 139 

Ferriferous Limestone (Lower Kittanning Limestone) ; great variations, 60 
in Winfield T. (18'), making an unbroken diff on Rough run, .... 92 

in Lancaster T. cut away by Sandstone, on Yellow Creek, 119 

in Clearfield T. (15') makes cliffs on BufiUo Creek, 139 

Clarion Coal, in Winfield T., 92 

Piedmont Sandstone in Winfield T., 91,93,95 

in Jefferson T. struck in Oil well, 99 

Corn-meal Sand; Stray Sand; Boulder Sand; and Red rocks, 100' 

thick in OU well, 81,82 

b. NORTH- WB8TBRN PART OF ALLEGHANY COUNTY. 

Pittsburg Sandstone (Upper Pittsburg SS.) caps the highest Knobs, 22 

in Indiana T., blocks of it cover the Knob, 153 

inRossT., in Knob, on6" Axis, 600' above Ohio River, 166 

in McCandless T., blocks left on Pine Cr. Knob, 169 

in Franklin T., blocks scattered about, 174 

20— Q. 
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Pittsburg Coal Bed, desoribed, type sections, 21 

in W. Deer T., in high Knob, 150 

in Indiana T., in high Knobs; Campbell's Knob, 15*2,154,155 

in 8haler T., in Irwin's Knob, 158 

in Reserve T., summits of the northern part, 164 

in Ross T., in high Knobs, 166 

in McCandlesB T., in Knobs (1,325' + tide), head of Pine Cr., 167,168,169 
in Pine T., N. W. outlier ; highest land (1,860' above tide, . . . 22; 170, '71 

in Franklin T., In three Knobs, 172,173 

in Ohio T.. near Franklin T. line, 175 

Upper Little Pittsburg Limestone desoribed, 26 

in Indiana T., SO' below Pittsburg Coal, 154 

Upper Variegated Shales, desoribed, 26 

Lower Little Pittsburg Limestone described, 26 

in Ross T., 80' to 90' below Pitts. C, at Perryville, 167 

in Pine T., 90'— P. C, No. 4 of EJmmit's Pine Cr. section, 171 

Ui per Barren Measure Red Shales described, 7; 26 

in Pine T., below Little Pittsburg Limestone, 171 

in Ohio T., 90' below Pittsburg Coal ; Lowrie's run, 175 

Morgantown Sandstone, described, 27 

in Reserve T., quarried, massive, 164 

in Franklin T., quite massive on Pine Creek, 174 

in Ohio T., Cliflfe on Killbuck run, 176 

Lower Variegated Shales desoribed, 28, 29 

Elk Lick Coal. 

in E. Deer T. (360' -|- U. F. C), head of Kite's run, 149 

in Indiana T., slaty, 154 

in Reserve T., cannel, on Wood's run, 164,165 

in Pine T. (250' below Pittsburg C), 171 

in Franklin T., on DuflTs run ; Pine Creek, 172,174 

Elk Lick Limestone. 

in Reserve T. (35' -|- Crinoid. L.), on Wood's run, 164 

in McCandless T., on Pine Creek, 168 

Crinoidal Limestone. 

in W. Deer. T., 151 

in Indiana T. (300'— Pitts. C); split by shales ; Big Deer, . .153,154,155 
in Shaler T., hill top; 110' above Alleg. Riv., Oirties run, . . . .156,157 

in Hampton T., earthy, full of fossils, 160 

in Richland T., Bakerstown, Wood's run, 163 

in Ross. T., outcrops along Girtie's run, 167 

in McCandless T., 80' above bed of Pine Cr., 168,169 

in Pine T., on Pine Creek, 171 

in Marshall T., 172 

in Franklin T., a mass of fossils, 173 

in Ohio T., on Lowries' run, 175 

Berlin Group of coal beds of Somerset County, 147 

Piatt Coal of Somerset Co. ( ? ), under the Crinoidal L., described, ... 31 

in Shaler T. (10' below Crin. L.) and (100' above Pine Cr. L.), 
local coal on Girtie's run, 158 

in McCandless T., (1| ) under Crin. L., at Moon's, 168 
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Middle Barren Measure Red Shales. 

in MoCandlesB T., under Crin. L., Pierce's hill, Pine Creek, 169 

in Marshall T., under Grinoidal Limestone, 172 

Price Coal bed? Wanting, 31 

Bakerstown Coal. 

in Richland T. (90 below Crin. L.) type locality, 162 

in McCandless T. (30' above Pine Cr. L.) and lying on a massiye 
Sandstone; Cannel; Moon's mines; Pierce's branch of Pine 

Creek, 168,169 

in Pine T. (75' below Crin. L.), Pine Creek, 171 

Bakerstown Sandstone. 

in ShalerT. (40' above Pine Cr. L.), Girtie's run, 158 

in Reserve T., ioo' thick along the Ohio river, 165 

in Ross T., massive cliffs along Girtie's run, 167 

in McCandless T., massive, 168 

Lower Barren Measure Red Sliales, described, 31 

in Indiana T^, over the Brush Creek Coal and Limestone, 155 

Pine Creek Coal. 

in West Deer T., Culmersville P. O., 151 

Pine Creek Limestone, described, 32 

in Deer T., an impure iron ore, on Hite's run, 149 

in Indiana T. hard, silicious, holds iron ore; Dorseyville 154,155 

in Slialer T., mouth of Wible's run, 157 

in Hampton T. type locality. Pine Creek, Herron's on top of Buf- 
falo SS. ; fossiliferous ; 15' above mouth of Montour's run, . . . 160,161 
in McClure T., Ohio river. Wood's run ; ferriiginous and fossilifer- 
ous ; cut out by the closing together of SS. above and below it, . . . 165 

in McCandless T. lowest rock exposed; Montour's run, 167,168 

in Marshall T., 172 

in OliioT. brecciated, fossilliferous; Kill buck run, 176 

BuffiJo Sandstone described ; holds quartz pebbles, 33; 89; 107,108 

in Fawn T. huge cliffs on Little Bull Creek, 141 

in Indiana T. massive over Brush Cr. Limestone, 155 

in Siialer T. cliffs along Little Pine Creek, 158 

in Hampton T. (95' thick) immediately below Pine Cr. L. ; cliflte, 160,161 

in Reserve T. massive outcrop from Wood's run to Haysville, 165 

in Ohio T. cliffy along the Ohio river, Springhouse run ; up Kill- 
buck run ; up Lowrie*s run, (not a conglomerate ;) but no difb 

seen west of Ohio township, 175,176 

in Sewickley T. mere mass of shales along Sewickley Creek, 178 

Brush Creek Limestone described, 34 

in Indiana T. (180'— Crinoid. L.) many fossUs; Big Deer Cr., . . 154,155 

in Shaler T. exposed at mouth of Pine Creek, 156 

in Hampton T. described, (40' -f Water,) Pine Cr., mouth of 

Grouse's run ; fossiliferous, 161 

in Richland T. described ; West Branch Deer Creek, 162 

in Ross T. on Jack's run, 167 

in Marshall T. on Sewickley Creek, 172 

in Ohio T., at R. R.. track, Springhouse run ; sandy, fossiliferous, 

Killbuck run, 175,176 

in Sewickley T., fossiliferous, 177,178 
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Brush Creek Sandstone. 

in Indiana T. 12' below Brush Creek Limestone, 155 

Brush Creek Coal. 

in Fawn T. (60' above U. F. C.) desorlbed, Lit. Bull Cr., . . . 142,145,146 

in Indiana T (?) 180' below Crinoidal Limestone, 154,155 

in Sewiokley T., 177 

Mahoning Sandstone described, 36,37 

in Fawn T. maasiye, 143 

in Shaler T. olif& along Pine Creek, 156 

in Ohio T. top of it visible at mouth of Springhouse run 175 

in Sewiokley T. quarried on Little Sewiokley Creek ; mouth of 
Sewickley, 177,178 

Qourd Head Run Clay (local). 

in Ebunpton T. Fire briok clay on Pine Creek, 159,161 

Qourd Head Run Limestone (local). 

in Hampton T. thins away and grows earthy in Pine Cr. Section, . 159,161 

Upper Free port Coal (E.) 

in Fawn T. anomalous deposit; split up on Bull Creek, . 148,144,145,146 

in E. Deer T. very large, doubled, split up, oannel top, 148,149 

in Shaler T. exposed by 5" Axis on Pine Creek, double; Miller's 
mines, no top bench ; on Pine Cr. runs out entirely ; 180' above 

Allegheny R. at mouth of Girtie's run, 156,157 

in Hampton T. a thin streak of Coal between two limestones on 
Gourd Head Run ; represented on Pine Cr. by a few streaks, . . 159; 161 

in Richland T. nowhere nearer surfieuse than 100', 162 

in Marstiall T. 100' beneath Brush Cr. water, entering Butler Co., . . 172 
in Ohio T. 75' beneath Ohio R. bed, at east T. Une ; and 85' to 40 
at west T. line, 174 

Upper Freeport Limestone. 

in Fawn T. divided by shales into three benches, 142 

in Shaler T. hard and ferruginous, 157 

Upper Freeport Sandstone (Butler Sandstone). 

in Fawn T. (?) at Dawson's mills, 146 

in E. Deer T. massive conglomerate layers, 147 

Lower Freeport Coal. 

in Hampton T. thin (perhaps wrongly identified), 159 

in Pittsburgh, 250' (estimated) beneath Ohio River, 165 

at Wood's nm mouth, 80' to 100' beneath the Ohio, .165 

Lower Freeport Limestone (Butler Limestone). 

in E. Deer T. cut away by the descent of U. F. (Butler) SS., .... 148 

Ferriferous Limestone. 

in E. Deer T. 272' beneath U. F. C, mouth of Robertson's run, . . ,148 

c. NORTHBRN PART OF BBAVBR OOUNTY. 

Barren Measures. 

in Industry T., Section shown for 270' above U. F. C, 261 

Lower Pittsburg Limestone. 

in Econ. T., white L. 100'— Pitts. C. and 200' -f Crin. L., 180 

Morgantown Sandstone. 

in New Sew. T, makes cllf& around Big Knob, 190 
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in Boon. T., 40' -f Crin. L., on GroBs' Knob, 180 

Crinoidal Limestone. 

In Eoon. T., in knobs near Wall Rose P. O., 180' -f MoPiierson's 

Creek ; on Davis' run, 180; 188 

in New Sew. T., 195' -|- Brusii Cr. C, head of Crow's run ; 100' b^ 

low summit of Big Knob, 187: 190 

in Bngliton T., probably present on knob at head of Two-mile run, 

60' + red clay, 267 

Upper Barren Measure Red Shales. 

in Eoon. T., makes a conspidous show, 180 

in S. Beav. T., high lands at head of L. Brush run, ^ . . 242 

in Brighton T. ( ? ), hill top, 800' + U. F. C, Two-mile run, 257 

Pine Creek I4mestone. 

in Eoon. T., mouth of Fink's run ; oyer Crow's run ; nodular Iron ; 

fossiliferous, 179,180 

in Ohio T., Smith's Ferry; (2' thick) ; fossils, 263,264 

Buffolo Sandstone. 

in Eoon. T., Crow's run, massive, oliflfo, 180 

in Franklin T., massive, cliffla, oonglomeritic (no 4' ooal under it), 219,220 

in Industry T. (?), on hill top, over Industry, 260 

in Ohio T., Smith's Ferry ; maasiye plate, graduating downward 
into shales, 264 

Variegated Shales. 

in Chip. T., at head of Brady's run, 245,246 

Brush Creek Limestone. 

in Eoon. T. ( ? ), holds ChoneteSf Broductus, Ao. ; a blaok, oalo. 

shale, ftdl of fossils; (20' -f Brush Cr. C, usually only 10',) 179; 181; 183 

in New Sew. T., seen in blocks, head of Crow's run, 187 

in North Sew. T. ( ? ), over Homewood Station, 10' -f Brush Creek 

Coal ; looks like day, 208 

in Big Beaver T. (5' -f), described ; makes diff at R. R. summit ; 

shelvy, slaty, 224,226 

in Chip. T. ( T ), 70' above U. F. C. ; makes good lime ; no ooal with 

it, on Thomas' branch of Brady's run, 244,245 

in Ohio T., (1') at Smith's Ferry ; fossiliferous, 263,284 

Brush Creek Coal. 

in Boon T., variable at Rook's mine ; roof cannel, 181 

in New Sew. T., variable, head of Crow's run, 187,188 

in North Sew. T., crops on New Castle road, Homewood Station ; 

oannel, head of one branch of Brash Cr., 208,213 

in Darl. T., called " Three-root Bed,'' 65' -f U. F. C, 3' thick, 

very fine ooal, head of Dilworth's run ; black, pitchy, head of 

Coal run ; like *< block coal ; " (3' thick) 1 m. S. of Enon Stat. ; 

fine smith ooal, 285,236,237 

in S. Beav. T., smut about 3' thick, seen, 240 

in Chip. T. (85' -f U. F. C), over Brady's run ; absent on Thomas* 

Branch of Brady's run, 244,245 

in Indus. T., smut seen on knob over Industry, 260 

in Ohio T., smut seen at Smith's Ferry ; and on Bealer's run hills, 264; 269 
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Ck>al, poaaibly the Brnsh Creek Coal. 

in New Sew. T. (SC + U. F. C), onoe mined above Unionville, ... 189 
in Ohio T. (86' ? ± -f U. F. C), called " Three-Foot Vem," 232 

Mahoning Sandstone ; not on the Beaver River, 48 

in Eoon. T., quarried on Legionville run ; extensively on Crow's 
run, massive, coarse, conglomerate ; on Davis' run a mere mass 

of shales; holds pebbles of quarts, 182,183,184; 186 

in New Sew. T., much quarried over Crow's run ; huge at Forks ; 

, wall of olifb; sinks and reappears as mere shale at head of 

Crow's run ; quarried, massive, on Brush Creek ; Groehring's, 

Lutz's, Unionville ; Big Knob, outlier, 15 m. from any other 

outcrop, 185,186; 187,188; 190 

in Pul. T., huge blocks over Block-house run ; mica scarce in it ; 

difb over Beaver Falls, 197;198;202 

in North Sew. T. massive over Uomewood Station ; cliffs resting 
on IT. F. C. on Brush Creek ; massive oliflb on Broad run, . . 208,212,214 

in Frank T. knobs ; huge blocks ; pebbly ; head of Soap run, 218 

in Big Beaver T. cliffs along Jordan's run, 227 

in Darl. T. massive, rests on U. F. C. and often cuts it out, 230 

in S. Beaver T. cliffs and blocks along L. Beaver Cr., 239,240 

in Cliip T. quarried in hill top over Beav. Falls R. R. Stat., 246 

in Patt. T. massive over New Brighton, 248 

in Brighton T. massive, huge blocks, on lulls, up Two mile run ; 
immense oliffis and blocks, 6 Mile Run, S. of New Lisbon ; 40' 

above U. F. C. at one place ; on U. F. C. dose by, 256 ; 257 ,258 

in Industry T. clifBs, 260 

in Ohio T. (80' thick) at Smith's Ferry; coarse conglomerate; 
cliffs ; unusually coarse conglom. on the Ohio State Line, .... 264,267 

Coal Bed local (? U. F. C.=E). 

in Franklin T. (4' thick) under a massive Cong. SS., but seems 
to disappear on Soap Creek waters, 219,220 

Upper Freeport Coal (E.) 

in Econ. T. keeps about 30' above bed of Sewiokley Creek ; near 
level of Crow's run ; 60' above the Ohio at Economy ; at grade 
Baden St. ; turns to a streak of shale on Davis' run, 179 ; 180; 181;182; 183 

in New Sew. T. exposed all along Brush Creek ; thin on Crow's 
run ; not workable down Brush Cr. ; mined at Unionville 
(Brush Creek) and two miles below ; but very variable ; only 
locally workable ; runs out southward to nothing, . . . 186; 186; 188; 189 

in Pulaski T. (0 " to 8" on Blockhouse run; (2') head of east 
branch ; (li') roof, Mah. SS. north fork ; finely seen in hill top 
over Beaver Falls, under olifib of Mah. SS., 197,198,199,202 

in North Sew. T. (4') opp. Homewood Stat. 450' -f Beaver river 
level ; (2>') roof, Mah. SS. ; thin on Brush Creek; Broad run, 
(3') 90' beneath Brush Creek Coal, 207; 212; 213,214 

in Marion T. nowhere workable, 214 

in Franklin T. (4') outliers on hills of Soap run, 218 

in Big Beav. T. absent from R. R. Summit section ; (3' to 6' thick) 
Marshall's mines ; a few inches thick, under Mah. SS. Jordan's 
run; (4') Wallace's run, 224; 226; 227; 229 
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m Darl. T. (2|) out away to by Mah. SS. roof; mined larf^ly 
(8^', 4|') on Coal run ; (4') in central area of T. ; roof (=2' black 
filate) and sometimes Coal alao cut away by descent of Mah. S. 
S. along Ohio State Line ; thinned to a few inches (50' — Brush 
Cr. C.) at Enon Valley, 230; 232; 234; 236; 287 

in South Beaver T. (4|') top and bottom slaty, woolen mill, L. 
Beaver Cr. ; (4) 200' + Brush run water, lower branch slaty ; 
60' -I- L. P. C. on Little Brush Run, 239,240; 241; 242 

in Chip. T. 180' above Kitt. C. on Brady's run ; (27" to 17") ; (4' 
3", 4' 7") bottom slaty, above Darling^n ; (2' to 7' variable, 
main bench a fair coal, 244 

in Patt. T. seen in hill tops over New Brighton, 248 

in Brighton T. unworkable up Two-mile run, just under Mah. S. 
S. ; (2|' impure) on Six-mile run ; (5' in six benches) cannel | 
m. below Forks, 6 m. run, 256; 257; 258 

in Industry T. (3^' impure) Six-mile run; (4) at Industry; (3' 
good) Wolfrun east branch ; (2^' slaty) west branch ; 280' above 
the Ohio at Industry ; mines above Industry abandoned, . . 259; 261; 262 

in Ohio T. bad all around Smith's Ferry ; (2') abandoned on Dry 
run ; (4' good) top semi-cannel, Island run ; cut away by the 
descent of a trash gravel deposit, on Island run ; thins to on 
Ohio State Line, 264; 267; 268; 269 

Upper Freeport Fireclay. 

in Boon T. very pure on Davis's run, 183 

m Big Beaver T. manufactured into fire bnck at Summit R. R., . . . 224 

Upper Freeport Limestone. 

in Econom. T., described on Tirebaugh and Davis' runs, 183 

in New Sew. T., on Crow's run ; wrinkled aspect ; on Brush Cr., . 186; 188 
m Pulaski T., on Block-house run forks ; top good, bottom ferru- 
ginous ; all fossUiferous ; in Beaver Falls Section two layers, both 

breociuted, 198,199; 202 

in North Sew. T., over Homewood Station, non-fossillferous ; on 

hog-back, between Connoq. Cr. and Beaver Riv., 8' to 10' thick, . . 208 
in Big Beav. T., split by shales into 5 or 6 layers, some of them 
iron ore ; at Marshall's mines brecdated ; on Jordan's run huge 
masses brecdated ; along Little Beaver Riv., below New Galilee, 

forms aledge, 224; 226; 227; 229 

at Darlington, in one layer, 230 

in S. Beav. T., on Lit. Beav. Riv., minute crustaceans; at head of 

Little Brush run makes white lime, 240; 242 

in Chip. T., massive, hard, gray, 244 

in Brighton T., up Two-mile run, ferruginous, breociated, 256 

in Ohio T., at Smith's Ferry, replaced by iron ore nodules in shale ; 
on Island run, hard, compact, 264; 267 

Upper Freeport Sandstone. 

in Econ. T., on Crow's run ; long ranges of cliffs, 184; 185 

in New Sew. T., on Crow's run, makes clifGs, 186 

in Pulaski T., contains a Coal bed, on Paved run ; quarried by Mr. 
Smith, on Beaver ; blocks on McGuire's hill. Trough Run, 194 ; 195; 200 
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Upper Freeport Saudstone — Continued, 

in North Sew. T„ sandy shales on a Maaaiye SS. base, on Beaver' 
Riyer ; olifb at forks of Bennett's run , huge blooks at bend of 

the Connoquenessing 204; 207; 210 

in Franklin T., overhanging clifils, along Soap run, 220 

in Big Beaver T., not massive on Little Beaver River, 229 

in Darlington T. (75') at Darlington, upper 30' flagstone, lower 
45' massive ; between these shows the hard blue silicious layer 

described in K (p. 343); massive on Coal run, 230; 231; 233 

in Chip T. (70') on Brady's run, immense difEs, 243 

in Patt. T., quarried over New Brighton, very majssive, ooarse, 
red-White, not equal to the Mah. SS. ; at New Brighton not mas- 
sive, but shaly, 248;249 

in Brighton T., on Brady's Rim, huge bluflBs, 251,252 

below Vanport, makes diffit, 256 

in Ohio T., Smith's Ferry, diflfe; (100') on Dry run, diflb; (180') 
on Dealer's run, oli£Rs, 264;267;268 

Coal, local, in the Mahoning Sandstone. 

in Pulaski T., locally found on Paved run, 194 

Xiower Freeport Coal, described, 48 

in Econ. T., mined on Tirebaugh Run, ... 182 

in New Sew. T., slaty on Crow's run, 186,187 

in Pulas. T., on Block-house run, thin and slaty ; on Trough run, im- 
pure cannel, 197;200 

in N. Sew. (1'), south fork Bennett run, 70' above Darlington C. 
(dip not considered), 207 

in Big Bea. T., pure coal in R. R. cut, 224 

m Darl. T. (2' to 3'), worthless at Darlington : slaty, with streaks 
of Coal, on Coal run, 230; 233 

m S. Beav. T., good on Anderson's run ; (3') brilliant on S. branch 
of L. Brush run 238; 242 

in Brighton T., too thin along Two-mile run ; seml-cannel imme- 
diately under Butler SS 256;258 

in Ohio T., Smith's Ferry, bituminous slate mixed with coal, 264 

Xiower Freeport Limestone (Butler L.) 

in Econ. T., Baden station, breodated, holds iron nodules; seen op- 
posite steam mill, 182 

in New Sew. T., Crow's run, quarried, breodated, snrfkce rough 

with iron nodules, 187 

in N. Sew. T. (2'), south fork Bennett's run, 207 

in Franklin T., Soap run, ferruginous, full of iron nodules; re- 
placed by fossil plant shale bed, 219;220 

in Big Beav. T. RR. cut, two layers both breodated, ferruginous, . . 224 

in S. Beav. T. Brush run, iron nodules, 241 

in Patt. T. always ferruginous and impure, 249 

in Ohio T. Smith's ferry (3) ferruginous shaley, 264 

Lower Freeport Sandstone (Butler SS.) 

m Pul. T. Trough run section, upper flaggy, lower massr^e ; over 

Beaver Falls, cliifs, coarse, weathering in holes, <fec*, 200; 202 

in New Sew. T. massive on Beaver Riv. ; great blocks, 204 
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in Patt. T. over New Brighton, flaggy, shaly ; massive, olifBs in hill 
top oalled ** Alum rooks ;" here mistaken for Mahoning SS., . . 248; 249 

in Bright. T. (?) on Six-mile run, 258 

in Industry T. (100') solid mass; (120^ 1 mile below Industry, 
over R. R., 261; 262 

Ck>al looal. 

in Patt. T. New Brighton section, sometimes seen under L. F. S. 

never workable, 250 

in Ohio T. Smith's ferry looal over Darl. C, 265 

Darlington Ooal bed. 

in Eoon. T. Remington R. R. station immediately under L. F. S., 184,185 

in New Sew. T. on Crowds run frequently mined ; has 6" of Can- 
nel at top ; goes under just below the forks ; struck in oil well 
75' below Lower Freeport Coal, . , 185; 186; 187 

inRoch.T, (14") above the mouth of Beaver Ri v., 192 

in Pulas. T, on Paved run very pure ; on Blockhouse run ; along 
N. Branch mined ; on Trough run pure, 194; 196; 198; 200 

in N. Sew. T. above Beaver Falls; (2|' to 3') forks of Bennett's 
run superior to Kitt. C. ; (3') in Hogback ridge good, 140^ — 
U. F. L. ; (2{') on Newcastle road mined, pure, good ; (2^' to 3') 
on all the feurms up Gonnoq. Creek; on Brush Cr. Newton's 
mines changes in 3 rods from 6" of slate to 3' of coal ; variations 
in the roof, 204; 207; 209; 211; 212 

in Marion T. workable all up the Connoq. Cr. ; mined at Barris- 
ville, roof impuie oannel ; goes under Brush Cr. Just above 
Barrisville, 214; 215 

in Frank T. above Cunningham's bridge, thin, pitchy; (22") 
forks of Soap run, good, 95' above Connoq. Cr. ; 50' above in the 
Big Bend, 217;219;222 

in Big Beav. T. mistaken for Kitt. C. by the old Survey ; near the 
SummitR.R.; (2') on Jordan's run, 222; 224; 225; 228 

at Darlington (1|') ; (12') 8 miles below Darl. Coal run, . . . 231; 232; 233 

in S. Beav. T., Anderson's run 10" to 15" cannel upon 12" bitumi- 
nous ; 4' to 5' impure cannel sliale, 238 

in Chip. T. on Brady's run too thin ; (1' 4") I m. from Darlington ; 
(28") 1| m. above Beaver Falls station, 243; 245; 246 

in Patt. T. over New Brighton pure but thin ; free from crusts ; 
(15" to 23") Brady's run mined, pure brillant, 248; 250; 251 

mBright.T. (18") Brady's run 45' above Kitt. C, 262 

in Ohio T. Smith's ferry (2') bright, good ; extensively mined be- 
low Smith's feny, very pure ; below Island run 140' under U. 
F. C, supplies oil wells ; called " Sulphur Vein " at Smith's Fer- 
ry ; goes under Bealer's run at Ohio line, 265;266;269 

Darlington Underclay. 

in Franli:. T. forks of Soap run, thick at Muaser's, 219 

in Bright T. east branch Brady's run, tliick and pure, 253 

inOhioT. Smith's ferry, brickworks (5), 266 

Johnstown Cement Bed. 

in Frank. T. iron ore, 222 
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in Pulas. T. Paved run, iron ore, 194 

Darlington Plant Bed, 234 

Kittannlng Coal. 

in Eoon. T. uses from Ohio water at mouth of Crow's run ; poor, . 179; 184 
in New Sew. T. mined at Freedom ; worthless on Dutchman's run, . . 190 
in Roch. T. above Freedom, bad ; in Booh, gas well 180' below U. 

F. C. ; extensively mined at MoEJnley's run and Whistler's 

run, 190; 191; 192 

in Pulas. T. mined on Paved run, superior ooaL at Terra Cotta 

works ; opposite Butler Station, Beav. Biv. ; 15' under forks of 

Blockhouse run ; at Beaver Falls, 194; 195; 196; 197; 202 

in N. Sew. T. in ravine above Beaver Falls ; (3') pretty good, 35' 

under Darl. C. forks at Bennett's run ; mined 85' over Ferr. L. 

Hazen's bridge ; unnoticed by the farmers, 204; 207; 209; 211 

in Marion T. workable half way up Connoq. Cr. and up Brush Cr., . 214 
in Frank T. Soap run " 18" vein " 35' under Darl. C. ; rich and 

oUy ; sinks at mouth of Camp run, 219; 220; 221 

in Big Beav. T. (18") 30' under Darl. C. greac under-<day ; (22") 

25' under Dal. C. ; (2') abandoned at Homewood; (20") good 

on Jordan's run, 222; 224; 225; 228 

in Darl. T. (2' maximum) around Darlington, pitchy, bright, pure ; 

(2') Coalrun; (2^') 1| m. S. E. of Enongood, 231; 234; 237 

in S. Beav. T. Anderson's run, mined, pure, brilliant, pitchy; 

eroded by S. S.on Little Beaver; (2') 180' below U. F. C. 

Brush run, 238; 239; 240 

in Chip. T. (2|') mined on Brady's run, large sulphur binders, ... 243 
in Patt. T. mined along R. R. } m. above Beaver Falls station, two 

benches, mined; New Brighton, pure, (3'; Thomas' branch, 

Brady's run, bottom impure ; 40' below Darl. C. where it iamiee 

from Brady's run Just below West branch ; 2|' to 3' Brady's run ; 

(2', 8") minedat Bridgewater, 247; 248; 251; 252; 254 

in Industry T. Six-mile run (3', 4") good, oily, brilliant ; (4') at 

Industry, bottom layer cannel; thickens to 5', 259; 260 

in Ohio T. 40' above Ohio Riv. at the East township line ; 100' at 

Smith's ferry ; (2^) " sulphur vein " Smith's ferry "3' vein;" 

(2^' to 3') Island run, Ohio Ihie, 262; 265; 266; 269 

Kittanning Underclay. 

in Econ T. on Crow's run, 184 

in New Sew. T. good at Freedom, 190 

in Roch. T. good above mouth of Beaver ; Whistler's run, . . 198; 193 
in Pulas. T. very good on Paved run ; superior at Terracotta works 

on Beaver and Ohio Rivers ; at Butler station, 195; 196 

in N. Sew. T. on Bennett's run, 206 

in Marion T. (6') good up Brush Cr., 215 

in Frank T. Soap run section, large and pure, 220; 221 

in Big Beav. T. fire clay, 222 

at Darlington, great bed 10' visible, -- 231 

in S. Beav. T. (10') on Brush run, 240 

in Chip. T. very pure on Brady's run, 243 
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in Bright. T. thick and pure on east branoh of Brady's run ; good at 

Vanport, 253;256 

in Ohio T. Smith's ferry (10^ good 7' mined at briok works, 265 

Kittanning Sandstone. 

in Puias. T. massive on Trough run, 200 

below Vanport, outs out the Buhrstone iron ore, 256 

in Industry township very massive olifBs on Six-mile run, 259 

Ferriferous Limestone (Vanport L.) described, 60 

in Booh. T. lirst appearance on the Ohio Riv. mouth of Wliistler's 

run, fossiliferous ; slirivelled and wavy, 193 

in Pulas. T. on Paved run, split into tliree by shales, crowded 
with fossils ; on Beav. Riv. quarried for cement ; on Trough run 

(6') varies to 2', fossils, cone-4n^one, 194; 196; 200 

in N. Sew. T. on Beaver Riv. cone^n-eone ; (23' thick) at Hazen's 
bridge, making difb; difGs at head of Ck>nnoq. Cr. with fallen 

blocks as big as a house, 205;209;210 

in Frapk. T. (15') opposite New Sewickley on Connoq. Gr. ftill of 
fossils ; thins down to 3' and to OMn | m. becoming impure but 

still ftai of fossils; full of iron ore nodules, 217; 218; 221 

in Big Beav. T. absent over Homewood S. S., 225 

in Patt. T. New Brighton eone^nr-cone ; varies rapidly 18" to 6" ; 

on Brady's run two layers enclosing 3"'of shale, 248; 250; 251 

in Bright. T. impure, cone-intone ; Two-mile run mouth, thick- 
ens in 3 m. from 2' to 15' ; (II|') at Vanport quarries four lay- 
ers of different qualities; (18') Vanport ridhly fossilliferous, 

below Vanporte covered by drift terraces, 253; 254; 255; 256 

in Industry T. (15') under Kitt. S. S. south side Oliio Riv., 259 

at the Ohio line, issues from the terrace, fossiliferous, eone-in-cone, . . 267 
Interval below Ferriferous Limestone. 

in N. Sew T. Clarion and Brookville series 160' thick out out and 
replaced by the massive Homewood SS. in a distance of 8 m., ... 210 
Black Shales under Ferriferous Limestone. 

in N. Sew T., ravine above Beav. Riv. Falls, full of fossils, 205 

at New Brighton, very fossiliferous, 250 

in Bright. T., east branch Brady's run, Aill of fossils, 253 

Clarion Coal. 

in Pulas. T. (1' to 2') in diflb of Trough run, impure, 201 

in N. Sew. T. (1^') bend of Connoq. Cr., pure and good; at water 

level, mouth of Brush Cr. ; 140' below Darl. C, 210; 211 

in Frank. T., on Connoq. Cr., good, slaty at top, 218 

in Patt. T., opposite Beaver Falls, 250 

Brookville Coal. 

in New Sew. T„ bend of Connoq. Cr., 210 

in Chip. T. (4' 9"), R. R., l\ m. above Beaver Falls station, 246 

inPatt.T. (6"), at New Brighton becomes 8' in I m., 250 

in Bright. T., E. branch Brady's run, 10' above Piedmont S. S., ... 253 

Piedmont (Upper Homewood) Sandstone, described, 65; 67 

in Pulas. T., Beaver Falls, shows at water level ; mouth of Trough 
run, solid across river ; cross bedded, trunks of trees, . . . 199 ; 201; 203 
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in N. Sew. T., on Beaver river, oliflb; on Bennett's nm, cliflGs, 
solid, hazle-nnt oonglomerate ; pebbles in it on Bennett's run ; 
Homewood station, type locality, 150' thick, high clifib, . . 205; 206; 208 
in Big Beav. T., Homewood station, great local deposit ; month of 

Wallace's run, high olifG^ ; ancient sea beach, 225;229 

in Cliip T., R. R. station, 246; 247 

in Patt. T., at New Brighton ; pits and furrows in it, 250 

in Bright T., in bed of E. branch Brady's run, 253 

in Ohio T., *' sculptured rock." Indian drawings ; curiously eroded 

at the fSeOls of little Beaver, Ohio line, 265; 267 

Shales under Piedmont Sandstone. 

up the Beaver River, thin rapidly from 80' to 20', 225 

Mount Savage Coal, described, 68 

in Big Beav. T., 225 

Porter Coal, and Lower Porter Coal. 

at Darlington (mistaken for Sharon Coal), 160' to 170' below the 

Kitt. C, 231 

Mercer Limestone (Lower Wurtemberg L.), discussed and described, . . 68 

in New Sew. T., Hazen's bridge ; perhaps absent, 209; 211 

Pottsville (Connoquenessing) Sandstone (Lower Homewood SS.) 

No. XII (MaasUlon S. S. T), 65, 69 

in N. Sew. T., at Hazen's bridge, under water, 209 

in Big Beav. T., on Beaver River, thickens rapidly ; on Connoq. 

Or. cli£Q^^ 225;226 

in Ohio T., Smith's ferry, oil wells, driller's "glass sand," . . 270; 271;272 

Sharon Coal series, and bed, and shales, 66, 70 

on the Little Beaver, probably absent from the oil wells, 231 

Cuyahoga Shale of Oliio. 

in N. Sew. T., represented on the Beaver Riv. and in the Smith's 

ferry wells, 206;272 

Berea Grit of Ohio. 

in N. Sew. T., holds pebbles in oil well above Beaver Falls, 206 

Pooono Sandstone. 

on the Beav. Riv. and in the Smith's ferry wells, 206; 271 
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I^sonSf Places, Rivera, MilUf Mines, dtc 

Pftge. 

Adams township, BuUer Ck>., 32 

JBtnaftirnaoe; Boiling mill, Pittsburgh, 84,87;46,156 

Aiken (Mr.) ooal mine; old lime kiln, 28,172; 178 

Allen (Mr.) ooal mine; mill, 61,1^; 117; 125 

Allegheny City; Ctounty; river, 29,38; 141; 8,146,156 

Alston farm, 169 

Alum rocks, 249 

Anderson (Mr.) ooal mine, •. . . Ill 

Anderson's run, 288,244 

Arms (Mr.) ooal mine, 269 

Baden, Beaver Ctounty, 48 

Badenstation, P. P. W. AC. B. W., 182,186 

Bailie (Mr.) coalmine, 148 

Bailie Bros.' Iron works, 147,148 

Bakerstown, 162 

BaUe's tavern, 176 

Bandy (Mr.), 144 

Barnes (S.<fc Co.), ooal works; fire day works, 192,193; 59,198 

Barret (Mr.), 197 

Barrisville P. O., 212,215 

Bartley (Mr.) old ooal mine, 188 

Baxter (Mr.) ooal mine, 212 

Bealer's run, 269 

Beam (Gteorge) coal mine, 113; 115 

Beatly (Mr.) ooal mine, 68 

Beaver (town) ; county ; river, 11,18; 179; 8,4,6,14,191,203,204,208 

Beaver Falls, 4,10,14,88,48,58,68,67,199,205,207 

Beaver Falls gas works ; R. B. station, .... 203; 246,247 

Beaver river oU company, 253 

Beaver township, Beaver Co., 238 

Beaver and Pittsburgh road, 177,178,180 

BeUevue, 12,175,254 

Bennett's run, 204,206,207 

Bentiey (Mr.) coal mine, 196 

Berry (Mr.) old coal mine, 182 

Bieber (Mr.) coal mine, 120 

Big Beaver township, Beaver Co,, 222 

"Big Knob," 27,30,189 

Blaokstook's (Mrs.) coal drift, 82 

Block House run, 16,198,196,197,198 

Blim (Mr.) ; ooal mine, 215; 212 

Bock (Mr.) ooal mine, 181 

Boggs (Mr.) ooal mine, 109 

Bonzo (Mr.) coal mine, 212 

Boots (Mr.) ooal mine, 212 
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Page, 

Bower (Mr.), • . .' 171 

]Bk)yer (Mr.), ooal mine, . 114 

Brady's run, 6,44,50,63,82,238,242,252,253 

Breakneok oreek 5,48,75,76,104,162,170 

Bredin (Joseph) ooal works; Dr., ooaL mine, 128; 131 

Brewer (Mr.) ooal bank, 46,150 

Bridgewater, 15,59,192,254 

Briggs (Mr.) ; ooal mine, 259; 260,261 

Brighton township, Beaver CJo., 251 

Brinker's mill ; station, 133; 136,147 

Broad run, 213 

Bromley (Mr.) ooal mine, 254 

Brown (Mrs.), old ooal mine; Mr., ooal mine, 28,174; 241 

Brown's mill, 107 

Brush creek, 6,86,66,78,74,170,171,185,188,203,211,218 

Bryon (Mr.), fire brickworks, 190 

Buckeye hotel, 168 

Buffalo Furnace, 94,138 

Bui&lo township, Butler Co., 87,127 

Buhl's bridge, 109,110 

Bull creek, 3,5,45,78,80,87,136,141,142,145 

Burke's mill, 141 

Burns (Mr.), old ooal mine, 188,189 

Burnot's Island, 163 

Burr (Mr.), coalmine, 106,115 

Butcher's run, 4,28,127,128,163,164,166 

Burtner (Mr.), coal mine, 142 

Burtt (Mr.), ooal mine, 262 

Butts (Mr.), 234 

Butler; courthouse, 5,49,129,130 

Butler Branch R. R. ; station, 134,196 

Butler and Harmony road, 117 

Butler plank road, 101,157,162 

Cable (Mr. D.); coalmine, 125; 123 

Camp run, 51,216,220,^1 

Campbell (Mr.), 155 

Carr (Mr.), 139 

Carbon Centre, . 134 

Carll (J. F.), ... 17 

Carson (Mr.), limestone quarry, 155 

Caspar (John), old ooal mine, 188 

Crab run 122,126 

Cranberry twp., Butler Co., 71 

Cretz (Mr.), 155 

Critchlow (Mr.), 106 

Crow's run, 4,35,178,180,184,185,186,187 

Crouse's nm, 161 

Chamberlain (& Mendenhall), 194 

Chance (Mr.); Report on Beaver River, 208; 222 

Chantler Well, No. 1 g7 

Cheeny (Mr.), ooal mine, 268 
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Page. 

Chippewa twp., Beaver Co., '. 44,243 

Clark (Mr.), ooal mine, 235 

Clark's run; section, 228,213 

Clayton (Mr.), ooal mine, 246 

Clearfield twp., Bntler Co., 19,136 

Clinton twp., Butler Co., 21, 61; 19 

Coal run, 76,184,231,235 

Coale (Mr.), 16 

Collins (Mr.), ooal mine; Mrs., 96;211 

Columbia Conduit Comp'y, 150 

Columbiana County, Ohio, 46 

Conahay (Mr.), 154 

Conway (Mr.), farm, 184 

Connoquenessing creek, 3,5,16,51,69,100,203,208,209,211,216 

Connoquenessing township, Butler Co., 123 

Cook's station, 262 

Complanter run, 3, 91,187 

Corkson (Mr.), laS 

Couch (Mr.), coalmine, 196 

Critchlow (Mr.) 106 

Cull (Mr.), old ooal mine, 172 

Culmersville, 20, 151 

Cummings (Mr.), old coal works, 261,262 

Cunningham's bridge, 217 

Cutlery works, 16 

Cypher (Peter), ooal mine, 96 

Bade (Mr.), coal mine, 102 

Darlington townsldp, Beaver Co., 230; 230 

Davis (Mr.); coalmine; coke works; limestone quarry, 76; 76,183,247; 68; 255 

Davis's run ; Tirebough run, 183; 184 

Davidson (Mr.), coal mine, 76 

Davidson's old mill, 243 

Dawson (Amos); (W.); coalmine, 269; 150,267 

Dawson's mill ; run, 146; 151 

Day's run, 147 

Deener (Mr.), coalmine, 57; 138 

Deer Creek, 3,6,20,149,153,155,162 

Delano station, B. B. R. R., 96 

Denny (Mr.); (Dr.), 94; 93 

Denny's mill; section, 19, 93, 96; 94 

Diamond (Mr.), coal mine, 150 

Dickey's (Mr.), old salt works, 253 

Dillsworth run, 234,237 

Dipner (Mr.), coalmine, 138 

Donahugh (Mr.), 242 

Door run, 2li2 

Dorseyville, 155 

Dougherty (Mr.), coal mine, 52, 207 

Douthitt (Mr.), old coal mine, 237 

Douglass' (Mr.), coal bank, 32, 163 

Doutt (Mr.) coal mine, 218 
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Dry run, 257 

Duflfsrun; milla, 172,176 

Dunbar (Mr.)) old ooaL mines, 76, 162 

Dunlap (J.), ooal mine, 244 

Dunn (Mr.), limestone quarry, 255 

Dutchman's run, 4,190 

East Deer township, Allegheny Co., 146 

Easterling (Mr.), ooal mine, 135 

Ebner (John), ooal works, 202;203 

Economy township, Beaver Go. ; Company, 11,181; 27,179; 248 

Economy Sodety ; Well No. 2, 205,208,232,248; 206 

Edmonson (Mr.), ooal mine, 125 

Eichenhaur (Mr.); ooal mine, 121; 122 

Eider (Mr.), ooal mine; woolen mills, 2S9;289 

Elverson A Sherwood ; terra ootta works, 12, 59; 195 

Emeriok's (Mr.), coal mine, 74 

Emmitt (Mr.); coalmine, 22; 170,171, 22 

Engle (Mr.), 218,259 

Enon ; Enon Valley ; station, 237; 36; 237 

Evans (Mr.) ; ooal mine ; mill ; oil well record, 109; 196; 110; 110 

Evansburg, 109,115 

Evergreen, 20,167 

Exceloior Oil Company, 270 

Fairview, 268 

Fallston bridge, 250 

Fawn township, All^heny County, 141 

Fell (Mr.); ooal mine, 254; 191 

Ferguson (Mr.) ; old coal mine, 198; 238 

Fellerman (Mr.), farm, 204 

Fiedler, (Mr.), 115,276 

Fink's run, 179 

Finlen (Patten, Swan A Co.), 269 

Fire brick works, 59 

Fish (Mr.), coalmine; quarry, 196; 197 

Fisher (Geo.) ; coal mine, 102,103;134 

Flemming (Mr.), 91 

Flick (Mr.), 162 

Fontaine (Prof. W. M.), 65 

Ford No. 1 oil well, 134 

Forward township, Butler Co., 104 

Frank (Mr.), coalmine, 243 

Franklin township, Allegheny Co. ; Beaver Co., 172; 216 

Franklin's old mill, 155 

Frazier's mill ; oil well, 99; 99 

Fredrioktown, Ohio, 6 

Freed (Mr.), 207 

Freedom, . . 190 

Freeport, 8,23 

Fumbell (Mr.), coal mine, 220 

Funkhauser (Mr.), coal mine, 196 

Galloway (Mr.), coal mine, 126 
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Garvin (J. S.), ooal mine, ^ 

Georgetown, 11,82 

Gibson (Mr.), 167,168,257 

Gilliland (Mir.)t o^d<'<M'l n^^ 80 

Girtie'sran, 4,20,29,167,163,167 

Glade creek ;miUs, 6,78,79,81,104,107,162; 81 

Glaas (<< 'Squire''), ooal mine, 196 

Glasgow, 

Goehring (Mr.), quarry, 188 

Goff (Mr.), 166 

Goldinger (Mr.), 146 

Gorle (Mn), old ooal mine, 267 

Goes (Mr.), ooal mine, 29 

Gourd run, 20 

Gourdhead run, 87,161,158 

Graham (Mathew), 36,73,74,171,213 

Graham's mill, 73,74 

Gray's mill, 151 

Grinder's (Mr.) ooal mine, 83 

Grier's (Mr.), coal mine, 95 

Gross' (Mr.), old ooal mine, 180 

Hains' (Mr.), ooal mine, 36,74 

Hall (Chas. E.), 56 

Hall (Mr.), ooal mine, 244 

Hampton township, All^heny Co., 20,158 

Harbisson (Mr.) ; run, 247; 246 

Hare (Mr.), coal mine, 143 

Harkins (Mr.), shaft; saw mill, 188; 188 

Harmersville, 4,152 

Harmony ; and Butler road, 6,7,13,61,67,68,112,116; 117 

Harmony tract, 182 

Harris (Mr.), 209 

Hart (C. E.); oil wells; record, 81,132;87;81 

Hartford (Mr.), coal mine, 241 

Hartman (Mr.), 246 

Hartshome (Mr.), ooal mine, 236,236,237 

Harlung (Mrs.), coal mine, 95 

HartzeU (Mr.), 75 

Hayes' (Mr.), coal mine; mill, 79; 80 

Hays' (Mr.), old ooal mine, 79 

Hayesville, 33,165 

Hazen (Mr.); bridge; mill, 207,206,211; 6,21,209; 69 

Heids' (Mr.), coalmine; bridge, 107; 106 

Hemphill's (S.), coal mine, 83 

Henrioi <fc Baker, 232 

Herman ; Oil Co. well, 136; 136 

Herron (J. A.), 168,160,159 

Hickey (Mr.), ooal mine, 216 

Hieber (Mr.), ooal mine, 167,158 

Hill (Mr.); ooal mine, 78; 144 

Hite's (Mr.); drift; run, 148; 46, 29,149 

21— Q. 
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Page. 

Hitestown, 45,148,156 

Hodge (J. T.), 66 

Hoeniok (Mr.)i ftom, 179 

Hofiher (Mr.)» ooaL mine, 128 

Holstead (Mr.), drift, 84, 85 

Holmes (Mr.)* ooke works, 58 

Homewood; ftimace; station, . . .21,51 ,210 ,229; 60,69,208,225; 60,69, 207, 208 

Hoopes (Mr.), 200 

Howe (Mr.), ooaL mine, 259 

Hulmes A Bro., ooal mine, 247 

Humes (Mr.), oil wells, 137 

Hunter (Mr.), 108 

Indiana township, AlLeglieny Co., Io2 

In dastiy township, Beaver Co. ; salt works, 59,61; 259; 260 

Irwm (Mr.), ooal mine, 158,209 

Island run, 267 

Jack's run, 4,166,167 

Jaokson (Mr.); coalmine, 211,239; 95 

Jackson township, Butler Co., 112 

JefTerson Center ; twp. Butler Co., 99,100; 97 

Johnson (Mr.), coal mine, 153,225,242 

Jones' bridge, 70 

Jordan's run ; section, 227; 227 

Kams' branch, Connoquenessing Cr., 127,131 

Kean's (Mr.), coalmine, 52 

Ream's (Mr.), coalmine; city, 132; 131 

Keeling (Mr.), ooal mine, 131 

Kennedy (Mr.); farm; coalmine, 101; 207; 144,208 

"Kenwood," 12 

Ketterer (Mr.), coal mine, 216 

Kiefer (Mr.), old coal mine, 122 

Kier Bros., 224 

KUlbuckrun, 4,27,37,172,174,175,176 

King (Mr.), coal mine, 95 

Kinker (Mr.), 120 

Kittanning Coal Company, old drift, 140 

Knouff (Mr.), coal mine, Ill 

Koch (Mr.); old coal mine, 218; 120 

Kramer (Mr.), ooal mine, 137 

Krebs (Mr.), coal mine, 75 

Krmnpy (Mr.), ooal mine, 88 

Laoock (Mr.), ooal mine, 191 

Laferty (Mr.), 235 

Lancaster township, Butler Co., 118 

Lancaster and Beaver River Oil Co., 253 

Lardin's (Mr.), ooal mine; mill, 45, 84; 84 

Lardin's branch, Bull Cr., 82,146 

Lardintown; gas well, 45,83,84:83, 84 

Larkin (Mr.), coal mine, 182 

Lavery (Mr.), old coal mine, 101 

Layng (Mr.), 166 
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Page. 

Lee (Mr.), ooal mine, 182 

Lefever (Mr.), 158 

Legionville rxm, 4,182 

Lesley (Prof. J. P.), 89, 68 

Leslie (Mr.), ooal mine, 143 

Leequereox (Prof. Leo), 250 

Likens (Mr.), ooal mine, 115 

Lister (Mr.), ooal opening, 258 

Little Buffalo Creek, 8,87,87, 91 

Little Beaver Creek, 8,180,266,278 

Lloyd's (Mr.), ooal opening, 78 

Log ran, 152 

Longmn, 8, 19, 189 

Lord (Mr.), ooal mine, 193 

Lovell (Mr.), ooal mine, 86, 187,188 

Lowrie'srun, 4,172,174,176 

Loyd (Mr.), ooal mine, 78 

Luntz (Mr.); ooal mine; sandstone quarry, 115; 114,262; 188 

Lyon (Mrs.), coalmine; Mr., ooal mine, 135; 268 

Madden *s (Daniel), ooal mine; run, 237;287 

Mahan's (J. B.), oil well, 81 

Mahoning, 16 

Main (Mrs.), 209 

Manstield (Mr. L S.); <fe Co., 62,63,66,282,284; 233 

Marborough (Mr.), ooal opening, 75; 76 

Marion township, Beaver Co., 214 

MarshaU (Mr.), ooal mine, 111,146,152,153,226 

Marstiall township, Allegheny Co., 171 

Martin (Joseph), ooal worliis, 20,46,126,151,152,230,231 

May (Mr.), sandstone quarry, 109 

Majrfield station, 247 

Measel (Mr.), ooal mine, 118 

Meohanicsville, 66,218 

Mendenhall (Chamberlain A), 194 

Meroer (Mr.), coal mine, 214,216 

Mershing (Mr.), ooal mine, 108 

Metz (Mr.), 221 

Meyers (Mrs.), coal mine, 169 

MoCandless (Mr.), coalmine; limestone quarry, 124,139,125 

McCandless twp., Allegheny Co., . 167 

McCarter (Mrs.), 44,244,245 

McClelland (Mr.), 139,197 

MoClure (Mr.), coalmine; stone quarry, 287,227 

McClure township, Allegheny Co., 163 

McCready (Mr.), 223,225 

McCurdy (Mr.), ooal mine, 92 

MoDaniel (Mr.), ooal mine, 212,218.214,216 

McDevit (Mr.), coal mines, 187,188 

MoDode (Mr.), coalmine, 241 

McDonald's store, 180 

McDowell (Mr.); run, 146; 144,146 
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Page. 

McGaffloh (Mr.) ; ooal mine, 258;257,259 

McGregor (Mr.) ; farm, 85; 85 

McGuire (Mr.) ; tract, 199,202;203 

McJunkin (Judge), coal mine, 186 

McKane (Mr.), 177 

McKlnley'8 run, 192 

McKinney (Dr.), 256 

McLaughlin's coal mine; run, 192; 267 

McMahon's coal mine, 245 

McMillan's coal opening, 240 

MoMullen's coal mine, 134 

McPherson'B branch, 179,180 

McQuinston (Mr.) ; coal mine, 129; 217 

Middlesex townslup, Butler Co., 78 

Middleton (Mr.), 250,257 

Miller (Mr.), drift, 88,157 

Millerstown, 82,146 

Millerson (Mr.), coal mine, 126 

Mitchell <fc Co., fire brick works, 256 

M6der (Mr.), stone quarry, 124 

Moore (Mr.); coal mine, 245; 193,241,261 

Moon (Mr.), 168 

Monroe ; B. R. station, 90; 88,89,91 

Montour's run, 161,168 

Montgomery (J.) coal opening; branch, 85,86; 85,86 

Morgan (Mr.) ; coal mine, 257; 252 

Morris (Mr.), Coal mine, 83 

Morrow (Mr.), old coalmine, 138,139 

Moulter (Mr.), coal works, 192 

Mowry's (Mr.), coal opening, 79 

Muntz's (Mr.) ; coalmine; well, 130,133; 129; 130 

Mullen dt Co., coal mine, 236 

Mu£^raye, (Mr.), 184 

Muaser (John), coal mine, . . 219 

Neely (Mr.) ; MifB, 169; 166 

Negley's run, 141 

Nevill (Mr.), coal mine, 257,261 

Newberry (Dr.), 10,16,84,36,47,49,53,58,70 

Newton's (Mr.), coal bank; run, 56,212;215 

Newman's branch, 127,131 

New Brighton, 6,11,14,39,48,63,67,198,199,204 

New Castle road, .208,211 

NewGallilee, 14,227,228,282 

New Lisbon and Beaver road, 257 

New Sewickley township, Beaver Co. ; P. O., 27,36,185,203; 211 

Neblock (Mr.), old coal mine, 243 

Neiss (Mr.) ; coal mine, 86; 86 

Nine mile house, 157 

North Sewickley Academy, 211 

North Sewickley township, Beaver County, 208 

Noss's saw mill, 188 
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Nye (Mr.)i ooal mine, 218 

Ohio township, Allegheny Co. ; Beaver Go. ; river, 174; 262; 4,14 

Ohioville, 268.269,267,271 

Old Whifield Fumaoe, 49 

Paper Mill at Beaver FallB, 4 

Park's (Mr.) ; ooal mine ; mill, 32; 77; 76 

Passavant (Mr.), 117 

Pattens, Finlens, Swan A Co., 269 

Patterson (Mr.), ooal mine; run, 228; 101 

Patterson township, Beaver Co., 247 

Paved nm, 61, 194 

Peflfer's bridge, 112 

Penn township, Butler Co., 100 

Pennsylvania oreek, 6 

Perrysville ; plank road, . 167; 166 

Peterson <k Co., salt works, 147 

Phillis (Mr.), ooal mine, 262 

Pliillipsburg, 11 

Pickle (Mr.), ooal mine, 36, 237 

Pieroe's branch. Pine Creek, 169,170 

Pierce's mill, 169 

Pme Creek, 4,6,20,28,87,166,168,162,167,170,174,216 

Pine township, Allegheny Co 170 

Pittsburg, 12 

P., F. W. A C. R. W., 13,14,20, 223 

Pittsburg A Northwestern R. R., 171 

Piatt (Mr.), ooal mine, 251 

Piatt (Mr. Franklin,) 28 

Potter (Mr.), coalmine, 261 

Powell (Mr.), old coal mine, 214 

Powers (Mr.), 255 

Pugh (Mr.); coalmine, 142;143 

Pughtown, 20 

Pulaski townsliip, Beaver Co., 193,204 

Raccoon Creek, 16 

Ramsey (Mr,), 16,166,205 

Ray (Mr.), old coal mine, 254 

Reed (Mr.), ooal mine, 261 

Remington station, 184 

Renfrew's (Mr.); old coal mine; mills, 103,128; 104; 105,127 

Reserve township, Allegheny Co., 163 

Rhodes (Mr.), old coal mine, 244 

Richards (Mr.), 91 

Richland township, Allegheny Co., 162 

Rieth (Mr,), coal mine, 88 

Roan (Mr.), old ooal mine, 76 

Robertson *s run, 147 

Robinson's (Mrs.) farm; (Mr.); run, 185; 207; 147 

Rochester ; township, Beaver Co. ; road, 4,11,190,254; 190,191 

Rochester, Tumbler Co., 191 

Rodenbaugh (Mrs.), 166,167 
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Paire. 

Rogers (Prof. H. D.), 86,66,126,250 

RooB (Mr.), ooal mine; twp«, Allegheny Oo., 248; 166 

Rough run, 3,57,50,91,93,137 

Salt works, 147 

Sample (Mr.), ooal mine, 116 

Sanor (Mr.); coalmine, 245; 244 

Sardintown, 20 

Sarver (Mr.); run, 169; 19, 88, 89 

Sawney's run, 95 

Sazonburg, 91 

Saxon City, 19, 20, 96 

Schuring (Mr.), fiarm, 173 

Scholar's run, 112,118 

Scott (Mr.), 226 

SeidePsmill, 117 

Semiconnon creek, 35,125 

Severn (Mr.); limestone quarry, 255; 256 

Sewiokley township, Allegheny Go. ; village, 177; 177 

Sewickley Creek, 8,4,171,172,177,178,179,181 

SbafEaer (Mr.), coal mine, 128 

Shaler township, Allegheny Co., 45, 155 

Shantz (Mr.), ooal mines, 114 

Sharpsburg, 46, 84,156 

Shaw's (Mr.), coal mine; mills; nm; town, 156; 157,158; 117; 46 

Shenaugo, 16 

Sherwood (ElversonA), 59, 195 

Simon (Mr.); coalmine, 149; 29 

Simmons (Mr.), coal mine, 95, 141 

Six-mile run, 61, 259 

Slater (Mr.), coal mine, 107 

Slippery Rook Creek, 6,51,68,69,119,208,226 

Smith (Mr.), coal works; &rm; stone quarry, . . 192,196,248; 186,187,271; 195 

Smith (William), 273 

Smith's Perry ; oil territory, 88,89,62,64 ,67 ,268,270; 269 

Soap run, 218.219 

Spawn (Mr.), coal mine, 136 

Spence's (Mr.), coalmines, 78 

Spring Garden run, 28,29,163,164 

Spring House run, 175 

Stainm's (Mr.), coal mine, 216,221 

State line ; coal company, 33 ; 236 

Steele (Mr.), coal mine, 35 

Steel (Mrs.), coal mine, 187 

Stevenson (Prof.), 30 

Stevenson (Robert), old mine, 133 

Stewart (Mr.), 115 

Stickle (Mr.), old ooal mine, 229 

Stoup (Mr.), 78 

Straw (Mr.), 157 

Sturgeon (Mr.), old coal mme, 238 

Summit township, Butler Co. ; out brick-works, 132; 46, 226 
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Page. 
Sunset station, B. Br. R. R., 185 

Swan (Patten, FinlenB<fe Go.) » ^0 

Swick (Mr.), ooalmine, 212,219 

Syracuse Coal Ck>mpany, 234 

Tarentum, 8,48,86,141,147,150 

Taylor (Mr.), oldooalmine, 248 

Terra cottft-works, 12, 195 

Thomas (Mr.); run, 197;245,251 

Thompson (Mr.), stone quarry, 175 

Thorn Creek, 6,97, 100 

Tice (Mr.), ooal mine, 288 

Tinnis (Mrs.), ooal mine, 242 

Tivebaugh run, 8,4,182 

Todd A Company ooal-works, 236 

"Town rooks," 104 

Trough run, 49,199,201 

l^garts (Mr.), limestone quarry, 61,256,282 

Udick's (Mr.), ooal mine, 52,266 

Ullery (Mr.), ooal mine, 212 

Unionville, 189 

Vandever (Mr.) ; ooal mine, 75; 174 

Vanport, 15,61,63,255 

Wagner (Mr.), ooal mine, 97 

Waldo A Bros., 130,132 

Walker A Co., lire brick-works, 264,265 

Walker's fording, 98 

Wall (Mr.) ; ooal mine, 111;112 

Wall Rose P. O., 180 

Wallace's run, 13,229 

Walnut bottom run, 15 

Walton (Mr.) ; ooal mine, . 258; 257 

Warner (Mr.), 169 

Watts (Mr.), ooal mine, 268 

Watson (Mr.), ooal mine, 45 

Weaver (Mr.), ooal mine, 105 

Weber (Mr.) f old coalmine, 155 

Welsh (Alexander), ooal mind, 100 

Welsh Thomas, 98 

West (Mr.), 215 

West Deer township, Allegheny Co., 20,149 

West Pennsylvania R. R., 29,164 

Westerman farm, 87 

Wexford P. O., 171 

Wahn (Wm.), ooal mine, 236 

White (Mr.); (Prof.) ; Thomas, 48; 17,65; 146 

Whitestown, 126 

Whistler's run, 192,193 

Wible's (Mr.), coalmine; run, 158; 167 

Wilging (Mr.), 262 

Williams (Mr.), coalmine, 

Wilson (Mr.) ; coal mine, 120,216,217; 88,125, 147,240 
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Wilson (Webster), saltwater well, 118 

Winfield Fumaoe Company, 59,91,92,93,94,188,139,140 

Winfleld township, Butler Co., 91 

Wolder Bros.' mills; oil well, 130,132 

Wood's (Mr.) coal bank ; ran, 85; 4,20,83,166,165,166 

Woodrow (Mr.), ooal mine, 144 

Wolf run, 261 

Wrights (Mr.)} ooal mine; fiurm, 21,26; 173 

Wrigley (Mr.), 67 

Wurster (Mr.), ooal mine, 122 

Wursted A Keifer, 123 

Wurtembuiig, 68,69 

Wurth (Prof.), 46 

Yellow creek, 51,53,117,118 

Young (Mr.), 228 

Yonker's miU, 155 

Zahn (Mr.), 188,189 

Zelienople, 7,66,112,116 

Ziegler's (Mr.), ooal mine; hill; null, 116; 116; 113,115 



D. LIST OF SECTIONS IN GL. 



Note. — The first 24 of these seotlons are placed as wood outs on the first 64 
pages of the Report. 

The rest of them are distributed upon twenty-one page-plates in such a man- 
ner as to mutually illustrate the positions and sizes of the ooal, limestone, and 
sandstone beds, and the variation of their interval distances apart. 

Plates I to VIII contains sections from Butler County. 

Plates VIII to XII contains sections from Alleghany County. 

Plates XII to XXI contain sections from Beaver County. 

The distribution of the sections on each plat« is as follows, and inaooordanoe 
with a general movement of the numbers from right to leit, and otherwise 
with a general agreement on the page with their geographical positions on the 
map. But economy of space made an exact and complete adherence to either 
of these methods impossible. It will be easy for the reader to make the ne- 

adjustment : 

contams figs. 25,26,27,28,29,31,32,36,^7,39,40,61,65,87. 
30,33,34,48,56,101. 

38,41,42,43,45,53,55,63,64,93,97,98,100. 
46,47,51,54,77,83,84,85. 
52,57,58,59,60,62,67,74. 
49,50,66,69,70,80,88,89,90,91. 
24,68,71,73,75,76,79,81,82,83,86,95,102,103. 
72,78,92,94,96,99,102,103,104,105. 
106,107,108,109,111,112,118,119,120,124,129. 
113,114,116,117,128,130,133,135,136,137. 
110,116,126,126,127,128,131,132,134,135,137,139. 
121,122,123,138,140,141,142,143. 
144,145,147.150,164,172,173,174,184,186. 
146,149,155,166,166,177,179,180,190,214,232. 
151,153,162,176,182,191,194,199,201,202,212,236. 
164,158,160,163,165,166,167,168,169,178,185,186, 

187. 
161,163,164,166,167,168,181,183,188,189,195,197, 

200,207,215,222,226,228,230,239,240,246. 
148,157,159,170,171,186,198,204,206,210,212,218, 

216,217,236,238,242,248,248. 
jl92, 193, 198,203,205,208,211,215,218,219,220. 
209,221,223,224,225,229,231,234. 
227,233,235,237,241,244,245,246,247. 

Note.— The sections of single coal beds are printed on a scale of 10' : 1", 
reduced trom original drawings of 5 feet to the inch. 

The longer sections of several coal beds are printed on a scale of 100' : 1'', 
similarly reduced one half trom the originals. 

This is the scale used in the Geology of Pennsylvania, 1858, and in all ]>r«w 
yiously published Reports of Progress of the present Second Geological 
Survey. 
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CataiiOOue of Sbotionb given in this Volume. 

Beport of Progress. Q. 

Note. — ^The following symbols are used in this catalogue : — T. tor Town- 
ship ; Bt for Butler County ; A. for Alleghany County ; By. for Beaver Coun- 
ty ; 88. for Sandstone. 

Page. 

Fig. 1. Pittsburg bed at Wright's bank, in Franklin T., A., 21 

2. Pittsburg bed, Emmitt's bank, Penn T., A., 22 

8. Barren Measures, 570' to 680', in Alleghany County, 24 

4. Barren Measures, 820', at Freeport, Armstrong County, ..... 24 

Elk Liok bed, Aiken's mine, Franklin T. line, 28 

Bakerstown (Coleman's) bed, Douglass' bank, Richland T., A., . 32 

Brush Creek (Gkillitzen) bed, Hain's bank. Brush Creek, A., . . 35 

6. Buffido BS. down the Freeport bed, 177', Pine Creek, A., .... 87 

7. Lower Productive Coal Measures, 873', at Kittanning, 40 

8. Lower Productive Coal Measures, 884', at New Brighton, ... 41 

9. Lower Productive Coal Measures, 285|', at Smith's Ferry, .... 42 

10. Upper Freeport bed, McCarter's bank, Chippewa T., Bv., .... 44 

11. Upper Freeport bed, Lardin's bank, Clinton T., Bt., 45 

12. Upper Freeport bed, Kite's bank, near Hitestown, 45 

18. Upper Freeport bed, Watson's bank, Slialer T., A., 45 

14. Darlington (U. Kltt.) bed along the Connoquenessdng creek, . . 51 

15. Darlington (U. Kitt.) bed along the Beaver river, 51 

16. Darlington (U. Kitt.) bed along the Ohio river, 52 

17. Darlington bed, Mansfield's mine, below Darlington, -52 

18. Kittanning (L. Kitt.) bed, Deener's bank, Clearfield T., Bt., . . 57 

19. Kittanning (L. Kitt.) bed, at New Brighton, Beaver Falls, ... 58 

20. Ferriferous Limestone, at New Brighton, 61 

21. Ferriferous Limestone, Tygart's quarry, at Vanporte, 61 

22. BrookviUe bed, 2| miles above Beaver Falls, 68 

28. Beaver River Series, (Group,) 197' to 257', Beaver River, 66 

24. Connoquenessing (Lower Homewood) Sandstone Shales, 12' 6", . 70 
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i. Sections in Cranberry T., Butler County, 

25. Upper Freeport Coal, at Graliam's Mill, 21', . 73 

26. Brush Creek Limestone and Coal, Hain's bank, 18^, 74 

27. Brush Creek Limestone and Coal, Emmeriok's bank, 17' 74 

f. Sections in Adams 7\, Butler County, 

28. Upper Freeport Coal, Marborough's, 7|', 75 

29. Brush Creek Coal, Davis', 60', 76 

80. Bakerstown Coal, Park's mill, 200', 76 

81. Upper Freeport Coal, Loyd's bank, 16|', 78 

3. Sections in Middlesex T., Butler County. 



82. Bakerstown Coal, Mowry's bank, 12' to 6', 79 

*' 88. Elk Lick Coal down to Bakerstown Coal, Hays', 191', 79 

*< 84. Crinoidal L. down to Mahoning SS., Hays' mill, 240', 80 

*♦ 85. Oil Well Record from U. F. C. down ; c" E. Hart's, 1,880', .... 81 
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4. Sections in Clinton T., Butler County, 

Page. 

Fig. 86. Upper Freeport Ck>al, Blackstook's mine, 12', 82 

" 87. Upper Freeport Goal, Hemphill's mine, 40', 88 

" 38. Upper Freeport Coal, Morris's mine, 6', 88 

** 89. Upper Freeport Coal, I. Lardin's mine, 14', . 84 

•* 40. Upper Freeport Coal, Holstead's mine, 42', 84 

" 41. Upper Freeport Coal, Wood's mine, 13', 86 

" 42. Upper Freeport Coal, belov Wood's mine, 9J', 86 

•« 43. Upper Freeport Coal, down, Bull Creek, 36', 86 

" 44. Oil Well Beoord, Choutler well, Westerman farm, 87 

5. Sections in Buffalo T., Butler County. 

45. Upper Freeport Coal, Miller's mine, 32', 88 

46. BufBalo SS. down to U. F. C, Monroeville, 194', 89 

47. Mahoning SS. down to L. F. C, below Monroe, 127', 90 

48. BufBdo SS. down to Darlington Coal, below Buffalo Cr„ 828', . . 90 






6. Sections in Winfield T., Butler County. 

" 49. Ferriferous !»., up and down, Rough run, 68', 92 

■ 50. Kittanning Coal down to Piedmont SS., old ftirnaoe, 140', .... 92 

" 51. Upper F. Coal down to Kitt. SS., Denny*s Mill, 255', 94 

" 62. Freeport group, Collins' bank, Swaney's run, 75', 95 
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7. Sectvyns in Jefferson T., Butler County. 

" 68. Upper Freeport Coal, Wagner's bank, 23^', 97 

" 54. Oil Well Record, T. Welsh's, Walker's fording, 292J , 98 

8. Sections in B&nn T., Butler County. 

" 65. UpperFreeport Coal, A. Welsh's bank, 34i', 101 

" 66. Crinoidal L. down to U. F. C, Thorn oreek, 455', 101 

*' 57. Coleman (?) Coal down to L. F. C, Connoqueness. Cr., 200', . . 108 

9. Sections in Forward T., Butler County. 

" 58. BufBalo SS. down to L. F. C, Renfrew's Mill, 197', 105 

« 59. Buffiftlo SS. down to U. F. C, Critchlow's, 200', 106 

« 60. Buffalo SS. down to U. F. C, Heid's bridge, 283', 106 

" 61. Brush Creek Coal, Heid's, 2^', ' .107 

" 62. Buffalo SS. down to L. F. C, Glade's oreek, 220', 107 

" 63. Upper Freeport Coal, on Glade oreek, 21', 108 

** 64. Upper Freeport Coal, Mershing's mine, 42', 108 

" 65. Upper Freeport Coal, Boggs, Evansburg, 26J', 109 

" 66. OU Well Record, Evans', Buhl's bridge, 626', 110 

" 67. Buffalo SS. down to L. Freeport SS., Buhl's bridge, 225', .... 110 

" 68. Darlington (U. Kitt.) Coal, Marshall's mine, 3', Ill 

" 69. U. Freeport L. down to Darlington CoaJ, Wall's, Anderson's 

bridge, 134', Ill 
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10. Sections in Jackson T., Butler County, 

Fig. 70. Mahoning SS. down to Darlington Goal, Peffer's bridge, 131^ . . 112 

*< 71. Darlington (U. Kitt.) Ck>al, Breakneck Creek, 12', U3 

" 72. L.F. Goal down to Darlington Coal, Zeigler'8 mill, 74^', 113 

*< 73. L. F. Coal, Boyer's mine, Breakneck Creek, 44', . 114 

" 74. Brush Creek Coal down to L. F. C, Luntz's bank, 150', 114 

" 75. Darlington Coal, Fielder's mine, mouth of L. Con. Creek, 12|', . 116 
** 76. .Darlington Coal, Sample's mine, Harmony, 39^', 116 

77. B. Measures and L. P. Coal Measures, 2jeigler's Hill, Harmony, 
890', 116 

78. L. Freeport Coal, down, Zellonople, 94', 117 
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11. Sections in Lancaster 21, Butler County. 

** 79. Darlington Coal, Measel's mine, Yellow creek, 2' 9'*, 118 

" 80. Salt WeU Record, Webster's, Wilson's, Yellow creek, 839', ... 118 

*< 81. Darlington Coal, Bieber's mine, Yellow creek mouth, 29', . . .119 

<* 82. Eiohenhaur's Coal, . . section, 96' 121 

« 83. Brush Creek Coal down to Eiohenhauer's Coal, Crab run, .... 122 

Ig. Sections in Connoquenessing 7*., Butler County. 

*« 84. Buffolo SS. down to Butler L. D., Coble's mine, 285' 128 

" 85. Bufblo SS. down to L. F. C, MoCandless' mine, 285', 124 

*' 86. L. Freeport Coal, McCandless' mine, 13', 124 

** 87. Brush Creek Coal, Wilson's mine. Semicolon creek, 109', .... 125 
" 88. Buffido SS. down to U. F. L., Semicolon creek, 157', 125 

IS. Sections in Butler T., Butler County, 

'< 80. Buffolo SS. down Renfrew's mills, 170', 127 

«« 90. Buffalo SS. down to L. F. C, Bredin's mines. Butcher's run, 196', 128 

" 91. Coleman (?) Coal down to U. F. C, Hoffner's mine, 295', .... 128 . 

" 92. Buffalo SS. down (with borehole record) Muntz's, 288', 129 

** 93. Upper Freeport C. and L. down. Dr. Bredin's mine, Butler, 116', 131 

" 94. U. F. C. down to Butler (L. F.) L. Forks of Cton. Cr., 157', ... 131 

14. Sections in Summit T., Butler County. 

** 95. Ream's Coal, (U. or L. Kitt. C.,) Ream's branch of Con. Or., 

10', 132 

" 96. Freeport Group, Brinker's mill, 75', 133 

" 97. U. F. C. down Reeling's mine, above Brinker's mill, 104', .... 134 

" 98. U. F. C, George Fisher's mine, 3' 2", 134 

*♦ 99. U. F. C. down to Butler (L. F.) L. Coal rim, 102', 135 

" 100. U. F. C, Mrs. Lyon's mine. Coal run branch, 23', 185 

" 101. Coleman (?) Coal down to U. F. C, Sunset station, 166', .... 138 

15. Sectiofis in Clearfield T,, Butler County, 

102. L. Freeport SS. down to Rittanning Coal, McDavitt's, 112', ... 137 

103. BuUer SS. down to Ritt. Coal, Forks of Bufblo Cr., 260', .... 188 

104. Rittanning Coal down to Clarion Coal, Armstrong Ck>. line, 105', 139 
" 105. Rittanning Coal down to Ferr. L., Long's run, 68', 140 
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16, Sections in Fatvn T.y Alleghany County, 

Page. 

Flg.106. BufBEdoSS. downtoU. F. C, Negley'srun, 188', 142 

" 107. Bufblo SS. down to U. F. L., Pogh's land, 180', 142 

<* 108. Upper Freeport Coal, Big Bull creek, Hare's mine, 12', 148 

109. Freeport Group, Big Bull oreek. Bandy's mine, 105|', 144 

110. Freeport Group, Woodrow's mine, 101', 144 

111. Buffalo. SS. down to U. F. L., McDowell's run, 173', 145 

17. Sections in East Deer T., Alleghany County. 

112. Berlin Group (B. M.) down, Wilson mine, Robinson run, 150', . 147 

113. U. Freeport Ck>al, Baillie Bros.' mine, 10', 148 

114. U. Freeport Coal, Hite's mine, Hitestown, 10', 148 

18. Sections in West Deer 7*., Alleghany County. 

115. U. F. C. and U. F. L., Brewer's bank. Bull creek, 16|', 150 

116. U. F. C, W. Dawson's mine, mouth of Brewer's run, 4', .... 151 

117. U. F. C, J. Martin's mine. Big Deer Creek, 18' to 16', 151 

19. Sections in Indiana T.y Alleghany County. 

*' 118. Pittsburgh Coal, Wm. Marshall's mine, 8', 152 

•* 119. Pittsburgh Coal, Johnston's mine, 7' 8", 163 

*" 120. Pittsburgh L. down to Pine Creek L., Conaghy's knob, 312', . . 154 

go. Sections in Shaler T., Alleghany County. 



.. 



»» 






it 



121. U.F. Coal, Shaw's mine, Shaw's mills, 27^', ,156 

122. U. F. Coal, Miller's mine, above Shaw's mills, 4' 8", 157 

** 128. U. F. Coal and L. down Uieber's mine, 45', 157 

'* 124. Gertie's Run Coal (local) section (B. M.), 123', 157 

il. Sections in Hampton 2\, Alleghany County. 

'* 125. Buf&lo SS. down to U. F. L., J. A. Barren's mine. Gourd Head 

run, 153', 158 

" 126. Crinoidal L. down Pine Creek, 821', 160 

*' 127. Pine Creek L. down to U. F. L., Phie Creek, 184', 161 

t2. Sections in Richland T., Alleghany County. 

"• 128. Crinoidal L. down to Bakerstown Coal, Douglass' mine, Bakers- 
town, 100', 163 

gS. Sections in Reserve and McClure TT., Alleghany County. 

" 129. Elk Lick Coal down below Girtie's run, mouth, 61', 163 

*< 180. Pittsburg Coal down to Crinoidal L., Spring Garden run, 320', . . 164 
*' 181. Crinoidal L. down to Brush Creek Coal, Wood's run, 206', ... 165 

$4. Sections in Ross T., Alleghany County. 

" 182. Pittsburg Coal, William's mine, 9' 10", 166 

*< 188. Pittsburg Coal down to Phie Cr. L., Girtie's run, forks, 428^', . . 167 
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U. Sections in McCandUM T., Alleghany Cauniy, 

F]g. ia4. Elk Liok Ck>al down to Bakerstown Ck>al, Pine Creek, 146', ... 168 

185. Pittsburg Coal down to Crinoidal L., Pine Cr., 885', 169 

186. Crinoidal L. down to Bakerstown Coal, Pieroe's branoh, 120^, . . 169 
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B6. Section in Pine T., Alleghany County. 
137. Pittsburg Coal down to Crinoidal L., Pine oreek, 362|', 170 

$7» Sections in Marshall T., Alleghany County. 

$8. Sections in JFVanklin T,y Alleghany County. 

188. Elk Lick Coal down to DuflTs run, 139', 173 

139. Pittsburgh Coal and roof, Wright's knob, 45', 173 

t9. Sections in Ohio T., Alleghany County. 

140. Crinoidal L. down to DufTs mills, 170', 176 

141. Morgantown SS. down to Brush Creek L., Killbuok oreek, 286', . 176 

SO. Sections in Sewiekley T., Alleghany County. 

142. BufMo SS. down to Brush Creek Coal, MoKane's, 60|', 177 

*< 143. Crinoidal L. down to Mahoning SS., Big Sewiokley creek, 305', . 178 

SI. Sections in Economy T., Beaver County. 

*« 144. Pine Creek L. down ; Fhik's branoh of Big Sewiokley, 103^', . . 179 

.180 
. 181 
.181 
.182 
.182 
.183 
.184 
.185 
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" 146. Crinoidal L. down to Buffido SS., Crow's run, 303^', 

** 146. Brush Creek Coal and Limestone, Bock's mine, 16', 

" 147. Crinoidal L. down to Mahoning SS., Economy, 252', 

" 148. L. Freeport Coal, Berry's mine, Baden Station, 60', 

<* 149. L. Freeport Coal, LarkJn's mine, below Baden Station, 22|', 

*< 150. Crinoidal L. down to U. Freeport L., Davis' run, 279', .... 

** 151. Mahoning SS. down to Kittanning Coal, Crow's run, 227', . . 

** 152. L. Freeport SS. and Darlington Coal, Conway's mine, 76', . . 

S2. Sections in New Sewiekley T., Beaver County. 

<< 153. Mahoning SS. down to Sattanning Coal, Crow's run, 182', .... 185 

" 154. Mahoning SS. down to Butler L., Forks of Crow's run, 130', . . 186 

" 165. Brush Creek Coal, William Steele mine. Crow's nm, 10 J', ... 187 

" 156. Brush Creek L. and Coal, Lovell's mine. Crow's run, 18', .... 188 

** 167. Mahoning SS. down to U. F. L., Zone's mine, Unionville, 31', . . 188 

" 158. Barren Measures and U. F. C, Rochester road, Unionville, 225', 189 

" 159. U. Freeport Coal and L., Cununing's land. Brush oreek, 80', . . 189 

" 160. Mahoning SS. down to Ohio river. Freedom, 287', 190 

SS. Sections in Rochester 2*., Beaver County. 

" 161. Kittanning Coal down to Ohio river, Freedom, 112', 191 

" 162. Darlington (U. K. C.) down to Ohio river, mouth of Beaver, 148 , 191 

" 163. L. Freeport SS. down to Kittanning Coal, Beaver river, 92', ... 192 

" 164. Kittanning Coal down to Beaver river, S. Barnes <fc Co., 126', . . 192 

«* 166. Kittanning Coal to Ferrif. L., Moore's mines, Whistler's nm, 57 , 193 
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S4. Sections in Pulaski T,, Beaver County, 

Page. 
Fig. 166. L. Freeport SS. down to Beaver river, Chamberlain A Menden- 

haU's, 214', 194 

167. Butler SS. down to Ferrlf. L., Terra Ctotta Works, 220', 196 

168. Kitt. Ck>al down to Ferr. L., Blook-house run, 92', 196 

169. Mahoning SS. down to Kitt C, Barrett*8 mine, 205', 197 

170. Mahoning SS. down to U. F. L., Thomas' land, 62', 198 

171. Mahoning SS. down to Block-house run, Ferguson's, 63', .... 198 

172. Mahoning SS. down Trough Run Section, McQuire's, 874', ... 199 

173. Mahoning SS. down Beaver Falls Section, Graff <& Co., 414', ... 201 

S6. Sections in North Sewickley T., Beaver County, 

174. Butler SS. down to Piedmont SS., Beaver river, 347', 204 

175. Oil Well Record, Economy well, Beaver Falls, 657', 205 

176. Kitt. C. down to Beaver river, Bennett's run, 278', 206 

177. L. Freeport SS. down to Kitt. C, Robinson's mine, 80', 207 

178. Brush Creek Coal down to U. F. L., Kennedy's, 96', 206 

179. Ferrif. L. down to Connoqueness., Hazen's bridge, 192', 209 

180. L. F. SS. down to Conn, creek, 1 mile below Ha/^en's mill, 324', .209 

181. Darlington (U. K. H.) Coal, Isaac Hazen's mine, 2' 7", 211 

182. Darlington Coal down to Clarion Coal, N. Sewickley Academy, 
130', 211 

183. Darlington Coal down to Brush creek, Blim's bank, 100', .... 212 
181. Mahoning SS. down to Darlington Coal, Barrisville, 151' 212 

185. Brush Creek Coal down to IT. F. L., Graham's, Brush creek, 94', 213 

186. Brush Creek Coal down to U. F. L., McDaniel's mine, 100', ... 213 

S6, Sections in Marion T., Beaver County, 

** 187. L. Freeport SS. down to Brush Creek water, Mercer's mine, 103', 214 

*' 188. Darlington Coal, McDaniel's mine, Barrisville, 24', 215 

** 189. Darlington Coal on Connoquenessing creek, 2' 5", 216 

S7, Sections in Franklin T,y Beaver County, 

190. Darlington Coal down to Connoq. creek, N. Sewickley, 237^', . . 216 

191. Darlington Coal down. Cunningham's bridge, 202', 217 

192. Mahoning SS. (?) down to Connoq. Cr., Soap run, 289' 218 

193. Mahoning SS. (?) down to Soap run bed, 283^', 219 

194. U. F. Coal down to Connoquenessing Cr., Camp run, 161', .... 221 

S8, Sections in Big Beaver T,, Beaver County, 

195. Darlington Coal in the Beaver run, 3', 222 

196. Brush Creek Coal down to Beaver river, Clark's run, 446', .... 223 

197. Darlington Coal, Johnson's mine, r 9'', 225 

198. Brush Creek Coal down to U. F. L., M. Marshall's, 79', 226 

199. Mahoning SS. down to Kitt. Coal, Jordan's run, 234' 227 

200. Darlington Coal, Patterson's mine, 2', 228 

201. Mahoning SS. down to Little Beaver, New Galilee, 243', 228 
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89» Sections in Darlington T., Beaver County. 

Page. 
Fig. 202. Mahoning SS. down to Little Beaver, Barlingtin, 282', 230 

203. Mahoning SS. (?) down to Little Beaver, Mansfield's boring, Aa, 
287|', 232 

204. U. Freeport Ck>al, Laferty's mine, 9' 2", 235 

« 205. Brash Creek Goal down to U. F. L., Hartshome's, 71', 235 

«« 206. U. F. 0. down to RR. track, Stato Line Ck>.*B works, 68|', .... 236 
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40. Seetiona in South Beaver 7*., Beaver County. 

<* 207. Kittanning Goal, Tioe*s mine, Darlington, 25', 238 

" 208. L. F. C. down to Kitt. C, Sturgeon's land, 117', 238 

209. Mahoning SS. down to Little Beaver, Elder's woolen mill, 227', . 239 

210. Mahoning SS. down to U. F. L., Jackson's mine, 82|', 239 

*' 211. Brush Creek Coal down to L. F. C, MoMillen's mine, 117', ... 240 

" 212. Mahoning SS. down to Butler SS., Moore's mine, 76', 241 

** 213. Mahoning SS. down to XT. F. L., Brown's land, 40|', 241 

*< 214. L. Freeport Coal, Mrs. Tlnnis' mine, S. Br. Brush run, 13' 4", . . 242 

41. Sections in Chippewa T,, Beaver County, 

215. Darlington Coal down to Brady's run, Frank's mine, 67', .... 243 

216. Mahoning SS. and IT. F. C, Mrs. McCartor's mine, 32', 244 

" 217. U. F. C. down to L. F. C, Hall's bank, Darlington, 61', 244 

** 218. Darlington down to Kittanning, McMahon's mine, 331', 245 

219. Barren Measures down to U. F. L., Moore's, Brady's run, 141|', 245 

220. Darlington Coal down to RR., Hartman's, above Beaver Falls Sta- 
tion, 164', 246 

221. BrookviUe (?) Coal, Harbusson's run, 4' 9", 246 
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4g. Sections in Patterson 7*., Beaver County, 

*' 222. Eittannhig Coal, Davis' mine, Hulme A Bros., 2" 4", 247 

<< 223. Mahoning SS. down to Beaver run, Kew Brighton, 863', 248 

<* 224. Butler SS. down to Piedmont SS., New Brighton, No. 2, 362', . . 249 

" 225. Darlington Coal down to Brady's run, Fallston bridge, 162', ... 251 

*< 226. Kittanning Coal down Piatt's mine, Thomas' run, 33', 251 

4s. Sections in Brighton 2*., Beaver County. 

** 227. Darlington Coal down Brady's run, old mill, 95', 252 

" 228. Kittanning Coal, D. Morgan's mine, 3' 252 

« 229. Freeport SS. down to Ferr. L., Brady's run, west branch, 187', . 253 

<< 230. Kittanning Coal down to Beaver river, Brawley's mine, 128', . . 254 

" 231. U. F. C. down to Beaver river, Fell's hill, 285', 254 

" 232. Ferriferous Limestone, down, 47', 255 

" 233. L. Freeport SS. down to OWo river, Vanporto, 219', 256 

«« 234. Mahoning SS. down to Two-mile run, 163', 256 

" 235. Mahoning SS. down to Six-mile run, 98', 257 

«» 236. U. F. C. down McGoffich's mine, 60', 258 

" 237. Mahoning SS. down Lister's land, 45', 258 
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44. Sections in Industry T., Beaver County. 

Page. 

Fig. 288. U. F. G. down Engle's mine, Six-mile run, 68|S 259 

289. Kittanning Coal, down. Howe's mine, 69', ... 259 

240. Kittanning Goal, Brigg's mine. Industry, 4', 259 

241. Boffido (?) SS. down to Ohio river. Industry, 883|', 260 

242. U. F. C. down. Reed's mine. Wolf ran, 42|', 261 

243. U. F. G. down. Burtt's mine, above Industry, 68', 262 

46» Sections in Ohio 7*., Beaver County, 

244. Pine Greek L. down to Piedmont SS., Smith's Ferry, 457|', ... 268 
*' 245. L, Freeport SS. down to Ohio river. Smith's Ferry, Dry run, 

180|', 265 

" 246. li. Freeport SS. down to Ohio river. Glasgow, 177', 266 

<« 247. Mahoning SS. down to Piedmont SS., Uttle Beaver Or., 837|', . . 266 

248. Mahoning SS. down to U. F. L. Dawson's mine. Island run, 44', 267 

249. Oil Well Record, Smith's Ferry, Piedmont SS. down, 478^', ... 270 
*» 250. Oil Well Record, Ohioville, Mahoning SS. down, 998', . ... 272 
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